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Preface 



Robotics is a highly interdisciplinary research topic, that requires integra- 
tion of methods for mechanics, control engineering, signal processing, planning, 
graphics, human-computer interaction, real-time systems, applied mathematics, 
and software engineering to enable construction of fully operational systems. 
The diversity of topics needed to design, implement, and deploy such systems 
implies that it is almost impossible for individual teams to provide the critical 
mass required for such endeavours. To facilitate interaction and progress on sen- 
sor based intelligent robotics the organisation of inter-disciplinary workshops is 
necessary through which in-depth discussion can be used for cross dissemination 
between different disciplines. 

The Dagstuhl foundation has organised a number of workshops on Modelling 
and Integration of Sensor Based Intelligent Robot Systems. The Dagstuhl sem- 
inars are all organised over a full week in a beautiful setting in the Saarland 
in Germany. The setting provides an ideal environment for in-depth presenta- 
tions and rich interactions between the participants. This volume contains the 
papers presented during the third workshop held over the period September 28 - 
October 2, 1998. 

All papers have been reviewed by one-three reviewers over a relativly short 
period. We wish to thank all the reviewers for their invaluable help in making 
this a high quality selection of papers. 

We gratefully acknowledge the support of the Schloss Dagstuhl Foundation 
and the staff at Springer- Verlag. Without their support the production of this 
volume would not have been possible. 
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Markov Localization for Reliable Robot 
Navigation and People Detection 

Dieter Fox^’^, Wolfram Burgard^, and Sebastian Thrun^ 

^ University of Bonn, Department of Compnter Science III, Bonn, Germany 
^ Carnegie Mellon University, School of Computer Science, Pittsburgh, PA 



Abstract Localization is one of the fundamental problems in mobile 
robotics. Without knowledge about their position mobile robots cannot 
efficiently carry out their tasks. In this paper we present Markov local- 
ization as a technique for estimating the position of a mobile robot. The 
key idea of this technique is to maintain a probability density over the 
whole state space of the robot within its environment. This way our 
technique is able to globally localize the robot from scratch and even to 
recover from localization failures, a property which is essential for truly 
autonomous robots. The probabilistic framework makes this approach 
robust against approximate models of the environment as well as noisy 
sensors. Based on a fine-grained, metric discretization of the state space, 
Markov localization is able to incorporate raw sensor readings and does 
not require predefined landmarks. It also includes a filtering technique 
which allows to reliably estimate the position of a mobile robot even 
in densely populated environments. We furthermore describe, how the 
explicit representation of the density can be exploited in a reactive col- 
lision avoidance system to increase the robustness and reliability of the 
robot even in situations in which it is uncertain about its position. The 
method described here has been implemented and tested in several real- 
world applications of mobile robots including the deployments of two 
mobile robots as interactive museum tour-guides. 



1 Introduction 

The problem of estimating the position of a mobile robot within its environment 
belongs to the fundamental problems of mobile robotics [10,2]. The knowledge 
about its position enables a mobile robot to carry out its tasks efficiently and 
reliably. In general, the problem is to estimate the location of the robot, i.e. its 
current state in its three-dimensional (x, y, 6 ) configuration space within its envi- 
ronment given a map and incoming sensory information. Methods of this type are 
regarded as so-called map-matching techniques, since they match measurements 
of standard sensors with the given model of the environment. The advantage of 
map-matching techniques is that they do not require any modifications of the 
environment and expensive special purpose sensors. However, there are several 
problems, these methods have to deal with. First, they must be able to deal with 
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uncertain information coming from the inherent noise of sensory data. Second, 
models of the environment are generally approximative especially if the environ- 
ment is populated. Finally, the methods have to deal with ambiguous situations 
which frequently arise for example in office environments with long corridors. 

The position estimation techniques developed so far can be distinguished ac- 
cording to the type of problem they attack. Tracking or local techniques aim at 
compensating odometric errors occurring during robot navigation. They require, 
however, that the initial location of the robot is known and occasionally fail if 
they lost track of the robot’s position. On the opposite side are the so called 
global techniques which are designed to estimate the position of the robot even 
under global uncertainty. Techniques of this type solve the so-called wake-up 
resp. initialization and kidnapped robot problems. They can estimate the posi- 
tion of the robot without any prior knowledge about it, and they can recover 
from situations in which the robot is exposed serious positioning errors coming 
for example from bumping into an object. 

In this paper we present Markov localization as a technique for globally es- 
timating the position of the robot given a model of the environment. It uses 
a probabilistic framework and estimates a position probability density over the 
whole state space of the robot. This allows the technique to globally estimate 
the robot’s position. In the beginning this technique starts with a uniform distri- 
bution over the whole three-dimensional state-space of the robot. By integrating 
sensory input this method keeps track of multiple hypotheses and incrementally 
refines the density until it ends up with a uni-modal distribution. It furthermore 
can re-localize the robot in the case of localization failures. Both properties are 
a basic precondition for truly autonomous robots which are designed to oper- 
ate autonomously over longer periods of time. Furthermore, Markov localization 
can deal with uncertain information. This is important because sensors such 
as ultrasound sensors as well as models of the environment such as occupancy 
grid maps are generally imperfect. Our method uses a fine-grained and metric 
discretization of the state space. This approach has several advantages. First, 
it provides accurate position estimates which allow a mobile robot to efficiently 
perform tasks like office delivery. Second, the method can integrate raw sensory 
input such as a single beam of an ultrasound sensor. Most approaches for global 
position estimation, in contrast to that, rely on assumptions about the nature 
of the environment such as the orthogonality or the types of landmarks found 
in that environment. Therefore, such techniques are prone to fail if the envi- 
ronment does not align well with these assumptions. Typical examples of such 
environments can be found in the experimental results section of this paper. 
Furthermore, our Markov localization technique includes a method for filter- 
ing sensory input, which is designed to increase the robustness of the position 
estimation process especially in densely populated environments such as muse- 
ums or exhibitions. This way, our technique can even be applied in dynamic 
environments in which most of the robot’s sensor readings do not correspond 
to the expected measurements, since the senor beams are reflected by people 
surrounding the robot or by other un-modelled objects. The technique has been 
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implemented and proven robust in several long-term and real-world applications 
of mobile robots in populated environments. 

The paper is organized as follows. In the next section we will describe the 
mathematical framework of Markov localization. Section 3 introduces the grid- 
based representation of the position probability density. It furthermore presents 
techniques for efficiently updating these densities in real-time and also introduces 
two filtering schemes to deal with obstacles in the robot’s environment that are 
not contained in the map. Section 4 presents successful applications of Markov 
localization in real-world deployments of mobile robots. Finally, we relate our 
approach to previous work in Section 5. 



2 Markov Localization 

The basic idea of Markov localization is to maintain a probability density over 
the whole state space of the robot within its environment [27,30,7,20]. Markov 
localization assigns to each possible pose in the (x, y, 0)-space of the robot in the 
given environment the probability that the robot is at that particular position 
and has the corresponding orientation. Let Lt denote the random variable rep- 
resenting the state in the {x,y,6) space of the robot at time t. Thus, P{Lt = 1) 
denotes the robot’s belief that it was at location I at time t. The state Lt is 
updated whenever new sensory input is received or the robot moves. Without 
loss of generality we assume that at every discrete point t in time first a mea- 
surement St is perceived and then a movement action at is performed. Then, 
given a sensory input St Markov localization updates the belief for each location 
I in the following way: 

P{Lt = /jst) ^ at ■ P{st I 1) ■ P{Lt = 1) (1) 

In this equation the term P{st \ 1) is denoted as the perception model since it 
describes the probability of measuring st at location 1. The constant at simply 
is a normalizer ensuring that the left-hand side sums up to one over all 1. Upon 
executing action at Markov localization applies the following formula coming 
from the domain of Markov chains to update the belief: 

P{Lt+i = = l\Lt = l', at) ■ P{Lt = I' I St) (2) 

The term P{Lt+\ = I \ Lt = V ^ at) is also called action model since it describes 
the probability that the robot is at location I upon executing action at at a 
position V . 

The belief P{Lq) at time t = 0 reflects the knowledge about the starting 
position of the robot. If the position of the robot relative to its map is entirely 
unknown, P{Lq) corresponds to a uniform distribution. If the initial position of 
the robot is known with absolute certainty, then P{Lq) is a Dirac distribution 
centered at this position. 
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3 Grid-Based Markov Localization 

Grid-based Markov localization — in contrast to other variants of Markov lo- 
calization which use a topological discretization — uses a fine-grained geometric 
discretization to represent the position of the robot (see [7]). More specifically, L 
is represented by a three-dimensional fine-grained, regularly spaced grid, where 
the spatial resolution is usually between 10 and 40 cm and the angular resolution 
is usually 2 or 5 degrees. This approach has several desirable advantages. First, 
it provides very precise estimates for the position of a mobile robot. Second, the 
high resolution grids allow the integration of raw (proximity) sensor readings. 
Thus, the grid-based technique is able to exploit arbitrary geometric features of 
the environment such as the size of objects or the width and length of corridors 
resp. rooms. It furthermore does not require the definition of abstract features 
such as openings, doorways or other types of landmarks as it has to be done for 
the techniques based on topological discretizations. 

A disadvantage of the fine-grained discretization, however, lies in the huge 
state space which has to be maintained. For a mid-size environment of size 
30 X 30m^, an angular grid resolution of 2°, and a cell size of 15 x 15cm^ the 
state space consists of 7, 200, 000 states. The basic Markov localization algorithm 
updates each of these states for each sensory input and each movement operation 
of the robot. To efficiently update such large state spaces our system includes 
two techniques which are described in the remainder of this section. The first 
optimization is the selective update strategy which focuses the computation on 
the relevant part of the state space. The second method is our sensor model 
which has been designed especially for proximity sensors and allows the com- 
putation of the likelihood P{s \ 1) by two look-up operations. Based on these 
two techniques, grid-based Markov localization can be applied in real-time to 
estimate the position of a mobile robot during its operation. 

Global localization techniques, which are based on matching sensor readings 
with a fixed model of the environment assume that the map reflects the true state 
of the world and therefore are prone to fail in highly dynamic environments in 
which crowds of people cover the robot’s sensors for longer periods of time. To 
deal with such situations, our system also includes a filtering technique that 
analyzes sensor readings according to whether or not they come from dynamic 
and un-modelled aspects of the environment. Based on this technique the robot 
can robustly operate even in populated environments such as a museum. 



3.1 Selective Update 

An obvious disadvantage of the grid-based discretization comes from the size of 
the state space. To integrate a single measurement St into the belief state all 
cells have to be updated. In this section we therefore describe a technique which 
allows a selective update of the belief state. The key idea of this approach is to 
exclude unlikely positions from being updated. For this purpose, we introduce 
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Figure 1. Basic idea of the selective update technique 



a threshold 0 and approximate P{st \ 1) for cells with P{Lt-i = 1) < 0 hy 
the probability P{st). The quantity P(st) is given by the average probability of 
measuring the feature St given a uniform distribution over all possible locations. 
This leads us to the following update rule for a sensor measurement St'. 



P{Lt = l\st) 



at ■ P{st I 1) ■ P{Lt = 1) if P{Lt = l)>9 
at • P{st) ■ P{Lt = 1) otherwise 



( 3 ) 



Since at is a normalizing constant ensuring that P{Lt = I \ St) sums up to one 
over all I, this is equivalent to 



P{Lt = l\st) 



^ ■ P(Lt = 1) if p{Lt = i)>e 
at • P{Lt = 1) otherwise 



( 4 ) 



Thus, all positions with a probability less or equal 9 only have to be updated 
with the normalizing constant ctt which can simply be computed by summing up 
over all likely cells and adding to that n ■ P{st) ■ max{P{Lt)\P{Lt) < 9} which 
is an approximation of the probability mass contained in the unlikely cells. In 
this term n is the number of states with P{Lt) < 9. Since all these states are 
multiplied with the same value, it suffices to update only one variable instead of 
all of unlikely cells (see [5]). 

At this point it should be noted that the approximation of P{s \ 1) by P{s) 
for a measurement s is a conservative approximation, since P{s \ 1) is usually 
below the average P{s) at unlikely positions 1. 

Figure 1 illustrates the key idea of the selective update scheme. In this exam- 
ple the belief is concentrated on a single peak which sticks out of the sea. The 
water level represents the maximum probability of all unlikely states. When- 
ever the estimated position corresponds to the true location of the robot, the 
probability P{s \ 1) exceeds P{s) and the belief is confirmed so that the level 
of the sea goes down. However, if the system loses track of the robot’s position, 
then the obtained measurements no longer match the expected measurements 
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and P{s I 1) < P{s). Thus the robot’s certainty decreases and the level of the 
sea increases. As soon as the sea level exceeds 9, the so far unlikely states are 
updated again. 

In extensive experimental tests we did not observe evidence that the selective 
update scheme impacts the robot’s behavior in any noticeable way. In general, 
the probabilities of the active locations sum up to at least 0.99. During global 
localization, the certainty of the robot permanently increases so that the density 
quickly concentrates on the true position of the robot. As soon as the position of 
the robot has been determined with high certainty, a scan comprising 180 laser 
measurements is typically processed in less than 0.1 seconds using a 200MHz 
Intel Pentium Pro. 

The advantage of the selective update scheme is that the computation time 
required to update the belief state adapts automatically to the certainty of the 
robot. This way, our system is able to efficiently track the position of a robot once 
its position has been determined. Thereby, Markov localization keeps the ability 
to detect localization failures and to re- localize the robot. The only disadvantage 
lies in the fixed representation of the grid which has the undesirable effect that 
the space requirement in our current implementation stays constant even if only 
a minor part of the state space is updated. In this context we would like to 
mention that recently promising techniques have been presented to overcome 
this disadvantage by applying alternative and dynamic representations of the 
state space [6,5,11,13]. 



3.2 The Model of Proximity Sensors 

As mentioned above, the likelihood P{s \ 1) that a sensor reading s is measured at 
position I has to be computed for all positions I in each update cycle. Therefore, 
it is crucial for on-line position estimation that this quantity can be computed 
very efficiently. In [26] Moravec proposed a method to compute a generally non- 
Gaussian probability density function P{s \ 1) over a discrete set of possible 
distances measured by the sensor for each location L In a first implementation 
of our approach [7] we used a similar method, which unfortunately turned out to 
be computationally too expensive for on-line position estimation. Furthermore, 
the pre-computation of all these densities is not feasible since it requires an 
enormous amount of memory. 

To overcome these disadvantages, we developed a perception model which 
allows us to compute P(s ] Z) by two look-up operations. The key idea is to store 
for each location I in the {x, y, 9) space the distance oi to the next obstacle in the 
map. This distance can be extracted by ray-tracing from occupancy grid maps or 
CAD-models of the environment. In order to store these distances compactly, we 
use a discretization do, , d„_i of possible distances measured by a proximity 
sensor and store for each location only the index of the expected distance. Thus, 
to compute the probability P{st \ 1) it remains to determine the probability 
P{st 1 o/) of measuring the value St given the expected distance o/. 
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Figure 2. Measured (a) and approximated (b) densities for an ultrasound sensor. 



In our approach, the density P{s \ oi) is defined as a mixture of a Gaus- 
sian density centered around the expected distance o/ and a geometric distribu- 
tion [18,12]. The geometric distribution is designed to allow the system to deal 
with a certain amount of un-modelled objects such as people walking by. In order 
to determine the parameters of this model we collected several million data pairs 
consisting of the expected distance o/ and the measured distance di during the 
typical operation of the robot. Based on these data we adopted the parameters 
of the sensor model so as to best fit the measured data. The measured data and 
resulting densities for ultrasound sensors are depicted in Figure 2. The similarity 
between the measured and the approximated distributions shows that our sensor 
model yields a good approximation of the data. 

Based on these densities we now can compute P{s \ 1) simply by two nested 
look-up operations. After retrieving the expected distance oi for the currently 
considered location I, we compute P{s \ oi) by a further look-up operation in 
the corresponding table. 




Figure 3. The mobile robots Rhino (a) and Minerva (b) 
acting as interactive museum tour-guides. 
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3.3 Filtering Techniques for Dynamic Environments 

The perception model described in the previous section assigns a fixed proba- 
bility to every pair of measured and expected distances. Although it also incor- 
porates a certain amount of un-modelled objects, it is only capable to model 
such noise on average. While this approach showed to reliably deal with occa- 
sional sensor blockage, it is not sufficient in situations where a large amount 
of all sensor readings are corrupted. In general, localization techniques based 
on map-matching are prone to fail if the assumption that the map represents 
the state of the world is severely violated [15]. Consider, for example, a mobile 
robot which operates in an environment in which large groups of people per- 
manently cover the robots sensors and thus lead to unexpected measurements. 
The mobile robots Rhino and Minerva which were deployed as interactive mu- 
seum tour-guides in the Deutsehes Museum Bonn, Germany and in the National 
Museum of American History, Washington DC respectively [4,32] were perma- 
nently faced with such a situation. Figure 3 shows cases in which the robots were 
surrounded by many visitors while giving a tour through the museum. To deal 
with such situations, we developed two filtering techniques which are designed 
to detect whether a certain sensor reading is corrupted or not. The basic idea 
of these filters is to sort all measurements into two buckets, one that contains 
all readings believed to reflect the true state of the world and another one con- 
taining all readings believed to be caused by un-modelled obstacles surrounding 
the robot. Compared to a fixed integration in the perception model, these fil- 
ters have the advantage that they select the maximum amount of information 
from the obtained readings and automatically adopt their behaviour according 
to whether the environment is empty or highly populated. 




(a) 




(b) 



Figure 4. Typical laser scans obtained when Rhino is surrounded by visitors. 



Figure 4 contains two typical laser scans obtained in such situations. Obvi- 
ously, the readings are to a large extend corrupted by the people in the museum 
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which are not contained in the static world model. The different shading of 
the beams indicates the two classes they belong to: the black lines correspond to 
static obstacles that are part of the map, whereas the grey-shaded lines are those 
beams reflected by visitors in the Museum (readings above 5m are excluded for 
the sake of clarity). Since people standing close usually increase the robot’s belief 
of being close to modelled obstacles, the robot quickly loses track of its position 
when taking all incoming sensor data seriously. 

In the remainder of this section we introduce two different kinds of filters. 
The first one is called entropy filter which can be applied to arbitrary sensors, 
since it filters a reading according to its effect on the belief P{L). The second 
filter is the distance filter which selects the readings according to how much 
shorter they are than the expected value. It therefore is especially designed for 
proximity sensors. 



The Entropy Filter The entropy H{L) of the belief over L is defined as 

H {L) = - Y,P{L = l) log P{L = l) (5) 

i 

and is a measure of uncertainty about the outcome of the random variable L [8] : 
The higher the entropy, the higher the robot’s uncertainty as to where it is. The 
entropy filter measures the relative change of entropy upon incorporating a sen- 
sor reading into the belief P{L). More specifically, let s denote the measurement 
of a sensor (in our case a single range measurement) . The change of the entropy 
of P{L) given s is defined as: 

AH{L I s) := H{L) - H{L \ s) (6) 

Here, H{L \ s) is the entropy of the belief P{L \ s). While a negative change 
of entropy indicates that after incorporating s, the robot is less certain about 
its position, a positive change indicates an increase in certainty. The selection 
scheme of the entropy filter is: 

Exclude all sensor measurements s with AP[{L | s) < 0. 

Thus, the entropy filter makes robot perception highly selective, in that it con- 
siders only sensor readings confirming the robot’s current belief. 



The Distance Filter The advantage of the entropy filter is that it makes no 
assumptions about the nature of the sensor data and the kind of disturbances 
occurring in dynamic environments. In the case of proximity sensors, however, 
un-modelled obstacles produce readings that are shorter than the distance that 
can be expected given the map. The distance filter which selects sensor readings 
based on their distance relative to the distance to the closest obstacle in the 
map removes those sensor measurements s which with probability higher than 0 
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Figure 5. Probability Pm{di \ 1) of expected measurement and probability 
Pshort {di I 1) that a distance di is shorter than the expected measurement. 



(which we generally set to 0.99) are shorter than expected, i.e. caused by an 
un- modelled object. 

Consider a discrete set of possible distances di, ... ,dn measured by a prox- 
imity sensor. Let Pm{di \ 1) = P{di \ oi) denote the probability of measuring 
distance di if the robot is at position I and the sensor detects the next obsta- 
cle in the map. The distribution describes the sensor measurement expected 
from the map. This distribution is assumed to be Gaussian with mean at the 
distance oi to the next obstacle. The dashed line in Figure 5 represents Pm for a 
laser-range finder and a distance o/ of 230cm. Given Pm we now can define the 
probability Pshort (di | 0 that a measured distance di is shorter than the expected 
one given the robot is at position 1. This probability is obviously equivalent to 
the probability that the expected measurement is longer than the o; and can be 
computed as: 



P.^M\l)=Y.Prn{d,\l). (7) 

j>i 

Pshort (di I 1) is the probability that a measurement di is shorter than expected 
given the robot is at location 1. In practice, however, we are interested in the 
probability Pshort (di) that di is shorter than expected given the current belief of 
the robot. Thus, we have to average over all possible positions of the robot: 

Pshort(dt) = ^ Pohort(dt | l)P{L = 1) (8) 

I 

Based on Pshort (di) we now can define the distance filter as: 



Exclude all sensor measurements di with P,hort{di) > 0. 
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4 Applications of Markov Localization in Real-World 
Environments 

The grid-based Markov localization technique including the filter extension has 
been implemented and proven robust in various environments. In this section we 
illustrate the application of Markov localization in the context of the deployments 
of the mobile robots Rhino [4] and Minerva [32] as interactive museum tour-guide 
robots (see Figure 3). Rhino [3,33] has a ring of 24 ultrasound sensors each with 
an opening angle of 15 degrees. Both, Rhino and Minerva are equipped with two 
laser-range finders covering 360 degrees of their surrounding. 





Figure 6. Global localization in the Deutsches Museum Bonn. The left image (a) 
shows the belief state after incorporating one laser scan. After incorporating two 
more scans, the robot uniquely determined its position (b). 



4.1 Reliable Position Estimation in Populated Environments 

During the deployment of the mobile robots Rhino and Minerva in the Deutsches 
Museum Bonn resp. the National Museum of American History (NMAH) in 
Washington DC the reliability of the localization system was a precondition for 
the success of the entire mission. Although both robots used the laser-range 
finder sensors for (global) localization, they had to deal with situations in which 
more than 50% of all sensor readings were corrupted because large crowds of 
people surrounded the robot for longer periods of time [15]. 

Rhino used the entropy filter to identify sensor readings that were corrupted 
by the presence of people. Since this filter integrates only readings which do not 
increase the uncertainty, it is restricted to situations in which the robot knows its 
approximate location. Unfortunately, when using the entropy filter, the robot is 
not able to recover from situations in which the robot loses its position entirely. 
To prevent this problem. Rhino additionally incorporated a small number of 
randomly chosen sensor readings into the belief state. Based on this technique. 
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Figure 7. Typical trajectories of the robot Rhino in the Deutsches Museum Bonn 
(and) Minerva in the National Museum of American History (b). 

Rhino’s localization module was able to (1) globally localize the robot in the 
morning when the robot was switched on and (2) to reliably and accurately keep 
track of the robot’s position. Figure 6 shows the process of global localization 
in the Deutsches Museum Bonn. RHINO is started with a uniform distribution 
over its belief state. The probability distribution given after integrating the first 
sensor scan is shown in Figure 6(a). After incorporating two more sensor scans, 
the robot knows its position with high certainty (see Figure 6(b)). Based on the 
selective update mechanism, the robot could efficiently keep track of the robot’s 
position after determining it uniquely. Figure 7(a) shows a typical trajectory 
of the robot Rhino in the museum in Bonn. In the entire six-day deployment 
period Rhino travelled over 18km. Its maximum speed was over 80cm/sec and 
the average speed was 37cm/sec. Rhino completed 2394 out of 2400 requests 
which corresponds to a success rate of 99.75%. 

Figure 7(b) shows a trajectory of 2 km of the robot Minerva in the National 
Museum of American History. Minerva used the distance filter to identify read- 
ings reflected by un-modelled objects. Based on this technique, Minerva was able 
to operate reliably over a period of 13 days. During that time over 50.000 people 
were in the museum and watched or interacted with the robot. At all Minerva 
travelled 44km with a maximum speed of 1.63m/sec. 

In an extensive experimental comparison [15,12] it has been demonstrated 
that both filters significantly improve the robustness of the localization process 
especially in the presence of large amounts of sensor noise. 



4.2 Probabilistic Integration of Map Information into a Reactive 
Collision Avoidance System 

During the deployments of Rhino and Minerva as interactive museum tour- 
guides, safe and collision-free navigation was of uttermost importance. In the 
Deutsches Museum Bonn, the collision avoidance was complicated by the fact 
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Figure 8. The robot Rhino Figure 9. Probability densities 

and its sensors. P{Sm = s) and selected measurement s* . 

that many of the obstacles and exhibits could not be sensed by the robot’s sen- 
sors although Rhino possessed five state-of-the-art sensor systems (vision, laser, 
sonar, infrared, and tactile). Invisible obstacles included glass cages put up to 
protect exhibits, metal bars at various heights, and small podiums or metal 
plates on which exhibits were placed (c.f., the glass cage labelled “ol” and the 
control panel label “o2” in Figure 8). Furthermore, the area in which the robots 
were intended to operate was limited due to un-modelled regions or dangerous 
areas such as staircases. Therefore, both robots needed a technique which forces 
the robots not to leave their area of operation. 

The collision avoidance system of the robots is based on the dynamic window 
algorithm (DWA) [14], a purely sensor-based approach designed to quickly react 
to obstacles blocking the robot’s path. The basic DWA, just like any other sensor- 
based collision avoidance approach, does not allow for preventing collisions with 
obstacles which are “invisible” to the robot’s sensors. To avoid collisions with 
those, the robot had to consult its map. Of course, obstacles in the map are 
specified in world coordinates, whereas reactive collision avoidance techniques 
such as DWA require the location of those obstacles in robo-centric coordinates. 

At first glance, one might be inclined to use the maximum likelihood position 
estimate produced by Rhino’s localization module, to convert world coordinates 
to robo-centric coordinates, thereby determining the location of “invisible” ob- 
stacles relative to the robot. However, such a methodology would be too brittle 
in situations where the localization module assigns high probability to multiple 
poses, which we observed quite frequently especially when the robot moves at 
high speeds. Our approach is more conservative. Based on the map, it gener- 
ates “virtual” sensor readings that underestimate the true distance to the next 
obstacle in the map with probability 0.99. More specifically, let Sm be the prox- 
imity measurement that one would expect if all invisible obstacles were actually 
detectable. Then 

P{Sm = s) = Y,P{Sm = s\Lt = l) P{Lt = 1) 

I 



( 9 ) 
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is the probability distribution that s is the distance to the next obstacle in 
the map given the current belief state of the robot. Now the measurement s* 
which underestimates the true distance to the next obstacle in the map with 
probability 9, is obtained as 

s* := max{s | P{Sm > s) > 0} (10) 

where 

P{Sm >S)-.= Y, P{Sm = S). (11) 

s' >s 

Figure 9 depicts two different densities P{Sm = s) based on two different belief 
states. Whereas the solid line corresponds to a situation, in which the robot 
is highly uncertain about its position, the dashed line comes from a typical 
belief state representing high certainty. This figure illustrates, that the robot 
conservatively chooses a very small distance s* if it is uncertain about its position 
and a distance close to the true distance in the case of high certainty. 

Our extension of the DWA worked well in the museum. Figure 7 shows a 
1.6 km-long trajectory of the robot Rhino in the Deutsches Museum Bonn. The 
location of the “invisible” obstacles are indicated by the gray-shaded areas, which 
the robot safely avoided. By adding appropriate obstacles to the map, the same 
mechanism was used to limit the operational range of the robots. With it. Rhino 
and Minerva successfully avoided to enter any terrain that was out of their 
intended operational range. 



4.3 Reacting to People Blocking the Path of the Robot 

In the museum, people were not always cooperative. A typical behaviour of 
visitors was to intentionally block the robot’s path for longer periods of time. 
One example of such a situation with Rhino in the Deutsches Museum Bonn 
is shown in Figure 10. Here a group of visitors tries to challenge the robot by 
forming a u-shaped obstacle. To deal with such situations, the robot needed the 
capability to detect that un-modelled obstacles in the environment are blocking 
its path. Rhino and Minerva applied the distance filter to detect such situations, 
since people standing close to the robot lead to readings that are shorter than 
expected. If the path of the robot was blocked for a certain amount of time, then 
Rhino blew its horn to ask for clearance [4]. Minerva used a more sophisticated 
way of interaction [32]. It possessed a face (see Figure 11) allowing it to express 
different moods according to the duration of the blockage. This face was mounted 
on a pan-tilt head and pointed to the person standing in the direction the robot 
was supposed to move. Minerva changed the mimic of the face according to 
the duration of the blocking. The moods ranged from “happy” (Figure 11(a)) 
to “angry” (Figure 11(b)). Minerva additionally used different phrases of pre- 
recorded texts to express the desire for free space. 
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Figure 10. Typical situation in which visitors try to challenge the robot by 
intentionally blocking its path. 




Figure 11. The different moods of the robot Minerva according to its progress 
ranged from happy (a) to angry (b). 

Rhino’s and Minerva’s ability to react directly to people was among the 
most entertaining aspects, which contributed enormously to its popularity and 
success. Many visitors were amazed by the fact that the robots acknowledged 
their presence by blowing its horn, changing the mimic or explicitely asking to 
stay behind the robot. One effect was that they repeatedly stepped in its way 
to get the acoustic “reward.” Nevertheless, the ability to detect such situations 
and to interactively express their intentions allowed the robots to reliably reach 
their goals. 



5 Related Work 

Most of the techniques for position estimation of mobile robots developed so 
far belong to the class of local approaches resp. tracking techniques which are 
designed to compensate odometric error occurring during navigation given that 
the initial position of the robot is known (see [2] for a comprehensive overview) . 
Weifi et. al. [34] store angle histograms derived from laser-range finder scans 
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taken at different locations in the environment. The position and orientation 
of the robot is calculated by maximizing the correlation between the stored 
histograms and laser-range scans obtained while the robot moves through the 
environment. The estimated position together with the odometry information 
is then used to predict the position of the robot and to select the histogram 
used for the next match. Yamauchi [35] applies a similar technique, but uses 
hill-climbing to match local maps built from ultrasonic sensors against a given 
occupancy grid map. As in [34], the location of the robot is represented by the 
position yielding the best match. 

A very popular mathematical framework for position tracking are Kalman 
filters [25], a technique that was introduced by Kalman in 1960 [21]. Kalman 
filter based methods represent their belief about the position of the robot by 
a unimodal Gaussian distribution over the three-dimensional state-space of the 
robot. The existing applications of Kalman filtering to position estimation for 
mobile robots are similar in how they model the motion of the robot. They 
differ mostly in how they update the Gaussian according to new sensory input. 
Leonard and Whyte [23] match beacons extracted from sonar scans with beacons 
predicted from a geometric map of the environment. These beacons consist of 
planes, cylinders, and corners. To update the current estimate of the robot’s posi- 
tion, Gox [9] matches distances measured by infrared range finders against a line 
segment description of the environment. Schiele and Growley [28] compare dif- 
ferent strategies to track the robots position based on occupancy grid maps and 
ultrasonic sensors. They show that matching local occupancy grid maps against 
a global grid map results in a similar localization performance as if the matching 
is based on features that are extracted from both maps. Shaffer et. al. [29] com- 
pare the robustness of two different matching techniques against different sources 
of noise. They suggest a combination of map-matching and feature-based tech- 
niques in order to inherit the benefits of both. Gutmann, Lu, and Milios [17,24] 
use a scan-matching technique to precisely estimate the position of the robot 
based on laser-range finder scans and learned models of the environment. Arras 
and Vestli [1] use a similar technique to compute the position of the robot with 
a very high accuracy. All these variants, however, rest on the assumption that 
the position of the robot can be represented by a single Gaussian distribution. 
The advantage of this approach lies in the high accuracy that can be obtained. 
The assumption of a unimodal Gaussian distribution, however, is not justified if 
the position of a robot has to be estimated from scratch, i.e. without knowledge 
about the starting position of the robot. 

To overcome these disadvantages, recently different variants of Markov local- 
ization have been developed and employed successfully [27,30,20,7,19,31]. The 
basic idea of Markov localization is to maintain an arbitrary and not necessarily 
Gaussian position probability density over the whole three-dimensional (x,y,9) 
state space of the robot in its environment. The different variants of this tech- 
nique can be roughly distinguished by the type of discretization used for the 
representation of the state space. In [27,30,20,19,31] Markov localization is used 
for landmark-based corridor navigation and the state space is organized accord- 
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ing to the topological structure of the environment. Based on an orthogonality 
assumption [27,30,20] consider only four possible headings of the robot. Our fine- 
grained and grid-based approach of Markov localization has the advantage that 
it provides accurate position estimates and that it can be applied in arbitrary 
unstructured environments. The disadvantage of this technique, however, lies in 
its computational complexity and space requirements. In order to represent the 
whole state space of the robot within its environment, usually several million 
states have to be represented and updated. In this paper we therefore present 
different techniques to overcome these disadvantages. The result is an efficient 
and accurate position estimation technique for mobile robots. Our implementa- 
tion of Markov localization is able to globally estimate the position of the robot 
from scratch and to efficiently keep track of the robots position once it has been 
determined. Simultaneously, it allows the robot to recover from localization fail- 
ures. In a recent experimental comparison it has been demonstrated that Kalman 
filter based tracking techniques provide highly accurate position estimates but 
are less robust than Markov localization since they lack the ability to globally 
localize the robot and to recover from localization errors [16]. Our technique 
furthermore includes an approach to filter out readings coming from objects 
that are not contained in the map. This way our approach, in contrast to other 
Markov localization techniques, is able to reliably estimate the position of the 
robot even in densely populated and highly dynamic environments [4,12,15,32]. 



6 Discussion 

In this paper we presented Markov localization as a robust technique for esti- 
mating the position of a mobile robot. The key idea of Markov localization is to 
maintain a position probability density over a fine-grained discretization of the 
robot’s state space within the environment. This density is updated whenever 
new sensory input is received and whenever the robot moves. 

We introduced two techniques for efficiently updating the density. First, we 
use a selective update scheme which focuses the computation on the relevant 
parts of the state space. Second, we apply a sensor model that allows to efficiently 
compute the necessary quantities by two look-up operations. Based on these two 
approaches, the belief state can be updated in real-time. Our approach to Markov 
localization furthermore includes filtering techniques significantly increasing the 
robustness of the position estimation process even in densely populated or highly 
dynamic environments. We presented two kinds of filters. The entropy filter is 
a general filter, that can be applied to arbitrary sensors including cameras. The 
distance filter has been developed especially for proximity sensors and therefore 
provides better results with sensors like a laser-range finder. 

Our technique has been implemented and evaluated in several experiments 
at various sites. During the deployments of the mobile robots Rhino in the 
Deutsches Museum Bonn, Germany, and Minerva in the National Museum of 
American History, Washington DC, our system was successfully applied. The 
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accuracy obtained by the grid-based and fine-grained discretization of the state 
space turned out to be high enough to avoid even obstacles that could not be 
sensed by the robot’s sensors. It furthermore provided the basis for detecting 
situations, in which people intentionally block the path of the robot. 

There are several aspects which are objectives of future research. First, the 
current implementation of Markov localization uses a fixed discretization of the 
whole state space which is always kept in memory. To overcome this disadvan- 
tage, recently different alternative representations of the density have been de- 
veloped and suggested [6,5,16]. Whereas [6] uses a local grid for efficient position 
tracking, we introduced an Octree-based representation of the robot’s state space 
in [5] which allows to dynamically adopt the required memory as well as the res- 
olution of the discretization. [16] suggest a combination of Markov localization 
with Kalman filtering which should lead to a system inheriting the advantages 
of both approaches. Recently, [11,13] introduced a promising approach based 
on Monte Carlo methods. This approach uses a set of samples to represent the 
state space, thereby significantly reducing the space and the computation time 
required to maintain and update the density. A further restriction of the cur- 
rent system is that the model of the environment is assumed to be static. In 
this context the problem to combine map building and localization on-line is an 
interesting topic for future research. 



References 

1. K.O. Arras and S.J. Vestli. Hybrid, high-precision localization for the mail dis- 
tributing mobile robot system MOPS. In Proc. of the IEEE International Confer- 
ence on Robotics and Automation, 1998. 16 

2. J. Borenstein, B. Everett, and L. Feng. Navigating Mobile Robots: Systems and 
Techniques. A. K. Peters, Ltd., Wellesley, MA, 1996. 1, 15 

3. J. Buhmann, W. Burgard, A.B. Cremers, D. Fox, T. Hofmann, F. Schneider, 
J. Strikes, and S. Thrun. The mobile robot Rhino. AI Magazine, 16(2), 1995. 
11 

4. W. Burgard, A.B. Cremers, D. Fox, D. Hahnel, G. Lakemeyer, D. Schulz, 
W. Steiner, and S. Thrun. The interactive museum tour-guide robot. In Proc. of 
the Pifteenth National Conference on Artificial Intelligence, 1998. 8, 11, 14, 17 

5. W. Burgard, A. Derr, D. Fox, and A.B. Cremers. Integrating global position esti- 
mation and position tracking for mobile robots: The dynamic markov localization 
approach. In Proc. of the lEEE/RSJ International Conference on Intelligent Robots 
and Systems, 1998. 5, 6, 18, 18 

6. W. Burgard, D. Fox, and D. Hennig. Fast grid-based position tracking for mo- 
bile robots. In Proc. of the 21st German Conference on Artificial Intelligence, 
Germany. Springer Verlag, 1997. 6, 18, 18 

7. W. Burgard, D. Fox, D. Hennig, and T. Schmidt. Estimating the absolute position 
of a mobile robot using position probability grids. In Proc. of the Thirteenth 
National Conference on Artificial Intelligence, 1996. 3, 4, 6, 16 

8. T.M. Cover and J.A. Thomas. Elements of Information Theory. Wiley, 1991. 9 

9. I.J. Cox. Blanche - an experiment in guidance and navigation of an autonomous 
robot vehicle. IEEE Transactions on Robotics and Automation, 7(2): 193-204, 4 
1991. 16 



Markov Localization for Reliable Robot Navigation and People Detection 



19 



10. I.J. Cox and G.T. Wilfong, editors. Autonomous Robot Vehicles. Springer Verlag, 

1990. 1, 19 

11. F. Dellaert, D. Fox, W. Burgard, and S. Thrun. Monte Carlo localization for 
mobile robots. In Proceedings of the International Conference on Robotics and 
Automation (ICRA ’99), 1999. To appear. 6, 18 

12. D. Fox. Markov Localization: A Probabilistic Framework for Mobile Robot Local- 
ization and Navigation. PhD thesis, Dept of Computer Science, Univ. of Bonn, 
Germany, 1998. 7, 12, 17 

13. D. Fox, W. Burgard, F. Dellaert, and S. Thrun. Monte Carlo localization — efficient 
position estimation for mobile robots. In Proc.of the Sixteenth National Conference 
on Artificial Intelligence, 1999. To appear. 6, 18 

14. D. Fox, W. Burgard, and S. Thrun. The dynamic window approach to collision 
avoidance. IEEE Robotics and Automation, 4(1), 1997. 13 

15. D. Fox, W. Burgard, S. Thrun, and A.B. Cremers. Position estimation for mobile 
robots in dynamic environments. In Proc. of the Fifteenth National Conference on 
Artificial Intelligence, 1998. 8, 11, 12, 17 

16. J.-S. Gutmann, W. Burgard, D. Fox, and K. Konolige. An experimental comparison 
of localization methods. In Proc. of the lEEE/RSJ International Conference on 
Intelligent Robots and Systems, 1998. 17, 18, 18 

17. J.-S. Gutmann and C. Schlegel. AMOS: Comparison of scan matching approaches 
for self- localization in indoor environments. In Proceedings of the 1st Euromicro 
Workshop on Advanced Mobile Robots. IEEE Computer Society Press, 1996. 16 

18. D. Hennig. Globale und lokale Positionierung mobiler Roboter mittels Wahrschein- 
lichkeitsgittern. Master’s thesis. Department of Computer Science, University of 
Bonn, Germany, 1997. In German. 7 

19. J. Hertzberg and F. Kirchner. Landmark-based autonomous navigation in sewerage 
pipes. In Proc. of the First Euromicro Workshop on Advanced Mobile Robots. IEEE 
Gomputer Society Press, 1996. 16, 16 

20. L.P. Kaelbling, A.R. Cassandra, and J.A. Kurien. Acting under uncertainty: Dis- 
crete bayesian models for mobile-robot navigation. In Proc. of the lEEE/RSJ 
International Conference on Intelligent Robots and Systems, 1996. 3, 16, 16, 17 

21. R.E. Kalman. A new approach to linear filtering and prediction problems. Tans- 
action of the ASME - Journal of basic engineering, pages 35-45, March 1960. 16 

22. D. Kortenkamp, R.P. Bonasso, and R. Murphy, editors. Artificial Intelligence and 
Mobile Robots. MIT/ AAAI Press, Cambridge, MA, 1998. 20 

23. J.J. Leonard and H.F. Durrant- Whyte. Mobile robot localization by tracking ge- 
ometric beacons. IEEE Transactions on Robotics and Automation, 7(3):376-382, 

1991. 16 

24. F. Lu and E. Milios. Robot pose estimation in unknown environments by matching 
2d range scans. In IEEE Computer Vision and Pattern Recognition Conference 
(CVPR), 1994. 16 

25. P.S. Maybeck. Autonomous robot vehicles. In Cox and Wilfong [10]. 16 

26. H.P. Moravec. Sensor fusion in certainty grids for mobile robots. AI Magazine, 
Summer 1988. 6 

27. I. Nourbakhsh, R. Powers, and S. Birchfield. DERVISH an office-navigating robot. 
AI Magazine, 16(2), Summer 1995. 3, 16, 16, 17 

28. B. Schiele and J.L. Crowley. A comparison of position estimation techniques using 
occupancy grids. In Proc. of the IEEE International Conference on Robotics and 
Automation, 1994. 16 

29. G. Shaffer, J. Gonzalez, and A. Stentz. Gomparison of two range-based estimators 
for a mobile robot. In SPIE Conf. on Mobile Robots VII, pages 661-667, 1992. 16 



20 



Dieter Fox et al. 



30. R. Simmons and S. Koenig. Probabilistic robot navigation in partially observ- 
able environments. In Proc. of the International Joint Conference on Artificial 
Intelligence, 1995. 3, 16, 16, 17 

31. S. Thrun. Bayesian landmark learning for mobile robot localization. Machine 
Learning, 33(1), 1998. 16, 16 

32. S. Thrun, M. Bennewitz, W. Burgard, A.B. Cremers, F. Dellaert, D. Fox, 
D. Hahnel, C. Rosenberg, J. Schulte, and D. Schulz. MINERVA: A second- 
generation museum tour-guide robot. In Proceedings of the International Con- 
ference on Robotics and Automation (ICRA ’99), 1999. To appear. 8, 11, 14, 
17 

33. S. Thrun, A. Biicken, W. Burgard, D. Fox, T. Frohlinghaus, D. Hennig, T. Hof- 
mann, M. Krell, and T. Schimdt. Map learning and high-speed navigation in 
RHINO. In Kortenkamp et al. [22]. 11 

34. G. Weifi, C. Wetzler, and E. von Puttkamer. Keeping track of position and orien- 
tation of moving indoor systems by correlation of range-finder scans. In Proc. of 
the lEEE/RSJ International Conference on Intelligent Robots and Systems, 1994. 
15, 16 

35. B. Yamauchi. Mobile robot localization in dynamic environments using dead reck- 
oning and evidence grids. In Proc. of the 1996 IEEE International Conference on 
Robotics and Automation, 1996. 16 



Relocalisation by Partial Map Matching 



Wolfgang D. Rencken^, Wendlin Feiten^, and Raoul Zollner^ 

^ Siemens AG, Coporate Technology, 81730 Miinchen, Germany 
{Wolfgang . Rencken , Wendelin . Feiten}@mchp . siemens . de 
^ Institute for Real-Time Gomputer Control Systems, Dept, of Computer Science, 
University of Karlsruhe 76128 Karlsruhe, Germany 



Abstract. The autonomous operation of an intelligent service robot in 
practical applications requires that the robot builds up a map of the 
environment by itself. A prerequisite for building large scale consistent 
maps is that the robot is able to recognise previously mapped areas and 
relocalise within these areas. 

The recognition is based on constructing partial maps of geometric land- 
marks which are then compared to yield the optimal correspondence 
between these landmarks. For each landmark a signature is constructed 
which contains additional information about its immediate environment 
and its non-geometric properties. It is ensured that the signatures are 
robust with respect to missing landmarks, rotation and translation of 
landmarks and varying landmark lengths. 

Both simulation and experiments on real robots have shown that the 
approach is capable of recognising previously mapped areas robustly in 
real-time^ . 



1 Introduction 

A service robot performing useful tasks needs to navigate within its working 
environment. One aspect of navigation deals with determining the position of 
the robot within its environment, usually known as the localisation problem. For 
this purpose, our robot uses a map of 2D geometric landmarks (planes, corners 
and cylinders). The map can be acquired in several ways. It can be generated 
from CAD plans, measured by hand or built up automatically. Measuring maps 
by hand is very time consuming and CAD plans are usually incomplete and not 
accurate enough. Therefore the robot should build up the map by itself. 

Concurrent map building and localisation however poses a difficult problem. 
If the map is very large, small errors due to sensor inaccuracies (e.g. wheel 
slippage, range sensor noise) accumulate over time to yield an inconsistent map. 
This is also known as the loop closing problem. This becomes visible because 
several instances of the same real world objects are built up in the map (see 
figure 1). 

^ This work forms part of the INSERVUM project, partially funded by the Ger- 
man Ministry of Education, Science, Research and Technology under the num- 
ber 01 IN 601 A2. 
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Fig. 1. Loop closing problem. The environment is 120m x 60m 

One way of reducing the inconsistencies is to use more accurate sensors. 
However, if the map is made large enough, the loop closing problem will reoccur. 
Therefore it seems more appropriate that the robot is able to recognise previously 
visited areas and correct the errors accordingly, thus maintaining the consistency 
of the map. 

This paper concentrates on the aspect of recognising previously visited areas. 
The correction of the inconsistent map is beyond the scope of this publication. 



1.1 Related Work 

Most work on robot map building concentrates on extracting landmark data 
from sensor measurements and aggregating them over time and space (eg. [2] [4] 
[6] [8] [10]). More recently work has also been done on map recognition and map 
correction. Since this paper deals primarily with map recognition, only related 
work in this area will be looked at in more detail. 

There are different ways of recognising that the robot has returned to a 
previously visited area. 

One way of doing so, is to let the user tell the robot that it has returned to 
such an area [11]. This approach reduces the degree of the autonomy of the map 
building process. 

If the robot’s map consists of an occupancy grid, the correlation of two grid 
maps, from different points in time, can tell the robot if it has returned [5]. 
This approach is very time consuming since a large correlation space has to be 
searched through. 

On the other hand, if the robot’s map consists of a set of stored sensor 
data (e.g. laser range scans), the recognition problem can be solved by directly 
matching the sensor data [9] or by correlating the angle and distance histograms 
deduced from the sensor data [12]. Both approaches are computationally very 
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expensive and require a lot of memory, since a large set of scans has to be stored 
and correlated. 

If the robot’s map consists of geometric features which can be connected into 
star shaped polygons, the polygon of the current sensor data can be mapped to 
a set of precomputed polygons which are stored in the visibility graphs of the 
robot’s environment [7]. This method is not very robust with respect to changes 
in the environment and sensor errors. 

Since our robot uses a map of geometric landmarks, the recognition problem 
is defined as matching two different sets of landmarks originating from different 
points in time. Such a set of landmarks will be referred to as a partial map. 

2 Map 

2.1 Landmark Extraction 

In this paper, a landmark will be considered as a finite line segment which 
is extracted from range sensor data originating from a laser scanner or sonar 
sensors. Line segments are extracted from laser scans by first segmenting the 
range data and then applying a least squares fit algorithm to the individual 
segments. See [10] for details on extracting line segments from sonar data. It 
should be noted, that due to the extraction processes, the length of the line 
segments can vary considerably. Additional information such as colour or texture 
of the landmarks can be obtained from cameras. 

2.2 Partial Map 

The map of the environment L can be partitioned into partial maps Li. The 
partitioning function p can be geometric (for example all features within a spe- 
cific area, (see figure 2), temporal (for example all features extracted in a certain 
time interval) or a combination of both. 

p \ L ^ {Li,i & I] (1) 



3 Partial Map Match 

A partial map match ^ C Lq x Lf, is a relation which is one-to-one over a suitable 
subset Da X £>{,, Da C La, Dt C Lfe. On the set M of partial map matches, the 
match disparity j • j is given by v (to be defined later on). The optimal partial 
map match is then given by 

\po\ = min{\p\, p & M) (2) 

Since the robot can approach the same region in different ways, landmarks 
which are present in one partial map are not necessary part of another par- 
tial map of the same environment. Furthermore, the parameters of the same 
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L 

Fig. 2. A geometric partitioning of a landmark map. 

landmark can differ considerably from one partial map to another. This means 
that when comparing two partial maps factors such as map incompleteness, map 
rotation and translation have to be specifically dealt with. 

The straight forward approach of selecting and matching two subsets of land- 
marks is as follows: 

— select n landmarks from the N landmarks of La 

— select n landmarks from the M landmarks of 

— for each pairwise assignment of landmarks compute the disparity of the 
match. 

The computational complexity of this approach is characterised by the 

and possibilities for subset selection and the up to n! possible assignments 

of these subsets. The advantage of this approach is that it encaptures the local 
structure of the environment and therefore yields more robust results in the face 
of large uncertainties in the parameters of the single landmarks. 

At the other end of the spectrum, a comparison of single landmarks yields 
a complexity of only N x M. However, single landmarks do not have enough 
structure to be comparable. The large uncertainty of the landmark parameters 
makes the comparison even more difficult. 

Therefore it seems advantageous to combine both approaches to obtain a 
matching algorithm which on the one hand uses the local structure of the en- 
vironment, and on the other hand approaches the computational complexity of 
single landmark comparison. 

3.1 Landmark Signature 

Our approach to using local structure, while at the same time limiting the com- 
plexity of the landmark comparison, is based on the concept of landmark sig- 
natures. The signature Ei of landmark li is a set of features which makes a 
single landmark more distinguishable within a set of landmarks. The signature 
can contain information about the landmark itself, such as colour, texture or 
other non-geometric properties L. On the other hand, information about the 
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environment of the landmark, such as relative angles and distances w.r.t. other 
non-parallel landmarks 17, distances to other parallel landmarks 77 and other 
geometric features can be stored in the signature. 

77, = {f7„77,r„...} (3) 

Since the loop closing problem introduces a translational and rotational error 
into the map, care should be taken that the geometric properties of the signa- 
ture are invariant w.r.t. these errors. Otherwise, the comparison of landmarks 
corresponding to the same environmental feature may fail. Examples of such 
geometric invariant constructs are 

~ distance between “parallel” lairdmarks tt G 77 (see figure 3) 

— distance between and relative angles w.r.t. pairs of “orthogonal” landmarks 
a; G 17 (see figure 4) 



h 




dx 



X 



lo 



Fig. 3. A paral tt. The distance between two parallel landmarks is invariant 
w.r.t. rotation and translation and the landmark lengths. The dependency on 
landmark lengths is negligible. 



The above constructs are not only invariant w.r.t. the rotation and translation 
errors of the map, but also w.r.t. the individual landmark lengths. Depending 
on the path traversed during map acquisition, the type of range sensor used and 
the landmark extraction process, the landmark lengths are subject to a large 
uncertainty. Therefore landmark lengths cannot be reliably used when comparing 
signatures. 

4 Comparison of Signed Landmarks 

For landmarks U and Ij, the respective signatures are calculated. The disparity 
of two signatures v is defined as 

ly : {Si X Sj) ^ R 



( 4 ) 
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Fig. 4. An orthogpair lo. The distance between two orthogonal landmarks, and 
the relative angles between the base landmark and the orthogonal landmarks is 
invariant w.r.t. rotation and translation and the landmark lengths. 



It consists of the disparities of the individual signature elements, given by 





> R 


(5) 


vn '■ {n y. n) — 


> R 


(6) 


X 

1 


> R 


(7) 


For example, the disparity between paral tti and 7T2 can be determined by 




J^7r(7ri,7T2) = \dxi 


— dX2\ 


(8) 



The disparity for the orthog pair lu can be determined accordingly. 

Since the individual signature elements can only be compared amongst equal 
types, the signature disparity between two landmarks is given by 

^ ^ (^2 7 ) ( 9 ) 

kG{a,n-,r} 

where ak G [0, 1]. 

The disparity measure € {f2,II,r} is based on the best global assign- 
ment of the individual elements of k. This assignment is usually not unique. This 
is the case when there are several adjacent corridors of the same widths in the 
environment (see figure 5). The problem of finding the best global assignment 
can be solved by dynamic programming [3] . 
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4.1 Dynamic Programming 

The classic dynamic programming algorithm [1] is divided into a forward step 
and a backtracking step. During the forward step, the cost of assigning or skip- 
ping individual signature elements is computed. At node (m,n), the decision is 
made whether the element m of signature Si should be assigned to the element 
n of signature Sj (see figure 6). The cost at node (m,n) is given by 

c(m, n) = min{c{m — 1, n — 1) -I- c“, c{m — 1, n) -|- c"“, c(m, n — 1) -|- c"“) (10) 

where c”“ is the cost for not assigning the signature elements and c“ is the cost 
for assigning the elements. Therefore the cost at any node contains the cost for all 
the assignments made up to that time, plus the cost of assigning the individual 
signature elements represented by the node. 

In the backtracking step, the path in the node matrix with the minimal cost 
is searched for. The initial cost is given by cost at the upper right corner of the 
matrix: 

= ( 11 ) 

Thereafter, for each stage s, the path is selected which yields the minimum cost 
to the next node. 

At stage s the cost accumulated thus far is given by 

+ min{c{m - l,n- 1), c(m - l,n),c(m,n - 1)) (12) 

At the end of the search, the final cost is given by The match disparity 
between the two landmarks U and Ij, is then computed according to equation (9). 

Whenever a signature element assignment is made during the search for the 
minimal cost path, the landmarks contained in the signature elements (see figures 
3 and 4) are also assigned. Therefore computing the match disparity between 
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two individual landmarks li and Ij, automatically generates a partial map match 

Neglecting geometric aspects of the map building process, the best match is 
then given by 

\fj,o\ = min{v'-'^\li € La,lj G Lb) (13) 

However each map match yields a geometrical transformation with 
which the landmarks of the one set are projected onto the corresponding land- 
marks of the other set. Some geometrical transformations are more plausible 
than others (a 10m translation is more unlikely after a path length of 30m, than 
a 50cm translation). Therefore, based on a model of the geometrical map build- 
ing error U, the best match is selected whose geometrical transformation g*’-' is 
small based on the Mahalanobis Distance of the match. 

Taking the geometric aspects into account, the optimal match between two 
partial maps is given by 

l^ol = rnin{v^’^\k € La,lj G Lb,(L'^ = ^ < 5) (14) 

If a match /tq exists, the robot has recognised a previously mapped area. The 
geometrical transformation gives an indication of the map building error 
that has accumulated between leaving the area and re-entering it again. 

5 Experimental Results 

The algorithms were tested extensively in simulation and on cleaning robot pro- 
totypes (see figure 7). On a PC with a Pentium 200 MHz processor, the matching 
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algorithms can take several seconds, depending on the complexity of the envi- 
ronment. Therefore the matching can only be performed at certain instances in 
time. 

The results presented in this paper are based on a simulation of the working 
environment of one of the cleaning robot prototypes (see figure 8), since the 
process of visualising the results on the real robot is too time consuming. 

The robot started the map building at the point named start in figure 8. The 
robot then continued along the path and found a match between the old partial 
map (see figure 9) and the new partial map (see figure 10) at point (a). The best 
subset of matching features is shown in figures 11 and 12. 

The robot then continued along its path and found a match between the old 
partial map (see figure 13) and the new partial map (see figure 14) at point (b). 
The best subset of matching features is shown in figures 15 and 16. 

It should be noted that the partial maps differ considerably in size. Fur- 
thermore not all features have counterparts in the other partial map (in figure 
15 there are no landmarks of the top “island”, while in figure 16 there are no 
landmarks of the bottom “island” . This clearly illustrates that our partial map 
matching algorithm is quite robust w.r.t. to missing landmarks and varying land- 
mark lengths. It should be kept in mind that the algorithm is not designed to 
match all possible landmarks. 

6 Conclusions 

An algorithm, based on partial map matching, has been presented which enables 
a robot to recognise previously mapped areas during concurrent localisation and 
map building. The partial map match is robust w.r.t. missing landmarks, rota- 
tional and translational errors of the map building process and the considerable 
uncertainty in individual landmark lengths. 

In future the geometrical transformation between the two partial maps will 
be used to correct the map building errors. This will eventually enable the robot 
to build up large scale consistent maps of its working environment by itself, 
considerably reducing the effort needed to install robots in new environments. 
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Fig. 12. New partial map match (1) 
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Fig. 13. Old partial map (2) 
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Fig. 14. New partial map (2) 
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Fig. 15. Old partial map match (2) 



Fig. 16. New partial map match (2) 
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Abstract. Two basic tasks for an autonomous mobile robot are tackled 
in this paper: localization and on-line map building. For localization the 
robot uses a laser radar with 720 data points on a full circle with a resolu- 
tion of a few mm. Localization is done by correlating radar pictures from 
a point Po to a point Pi nearby. The radar pictures are transformed into 
angle histograms and correlated to give the relative rotation A(j> of both. 
The maximum angle 7 in the first histogram shows the main direction 
in the environment The histograms are turned into this direction. Point 
histograms correlated give translations Ax and Ay between the poses 
Po and Pi. Rotating backwards by 7 the pose Pi is given in the coor- 
dinate system at Po . They are reference points. Map building uses an 
overlay of radar pictures from an obstacle avoiding radar to find points 
of interest ( POI) in the near vicinity of the momentary position. They 
will form reference points too. A backtracking algorithm forms a topo- 
logical graph of reference points exhausting the environment. The robot 
starts into an unknown environment and knows when it has explored it. 
The topological graph and the radar pictures at the nodes represent the 
environment. 



1 Introduction 

There are four basic requirements for autonomous driving: collision free move- 
ment, localization, autonomous exploration of the environment to build up an 
internal representation, and navigation through the explored environment. Lo- 
calization and on-line exploration are dealt with in this paper. The task of lo- 
calization is to keep position and orientation of a system with respect to its 
initial position and orientation. Outdoors this problem is solved by the global 
positioning system, GPS, and a compass. Indoors position and orientation from 
odometry is corrupted by inevitable drifts. External references are needed. They 
may be artificial landmarks placed into the environment as described in the 
book by Borenstein [3] or natural landmarks [2] . Localization may be done using 
Markov localization as used by Burgard [9] or by polygonal model fitting intro- 
duced by Kampke and Strobel [7]. Once the problem of localization is solved 
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then map building may be done using readings from distance sensors. A map 
may be built hollowing Moravec [8] as an occupancy grid of the environment. 
This may later be condensed into highways with maximal distance to obstacles 
like in the work of Elfes [6] . 

The rest of the paper is organized as follows: Section 2 deals with the local- 
ization, section 3 with map building and section 4 gives some results. Then a 
short summary is given in section 5. 

2 Localization 

The environment itself is taken as landmark here. The robot used for experiments 
is an industrial driverless vehicle of 0.63 x 1.1 m driving through an indoor 
environment with hat ground and enough open space to maneauvre. Its main 
sensors on board are a 360° laser radar (Accu Range 3000 LV) and a 180° 
obstacle detecting laser radar (SICK PLS ) [1]. Figure 1 shows the robot with 
the 360° radar on top of the device and the obstacle detector at a height of 
ca. 30 cm above ground. Let (x, y) be the position and a the orientation of 




Fig. 1. Robot MOBOT IV 



the robot with respect to a world coordinate system. Position and orientation 
are combined in the pose P = {x,y,a) Two 360° radar pictures taken from 
two poses Pq = (xo,yo,o:o) and Pi = (xi,yi,ai) in near vicinity to each other 
will be correlated, as most of the environment is seen in both radar pictures. 
If the differences Ax = (xi — xg) , Ay = (yi — yg), and Aa = {a\ — Oq) may 
be calculated from the correlated radar scans then this solves the problem of 
localization: the position and orientation Pi is known with respect to the initial 
position and orientation Pg. 
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2.1 Radar Pictures 

The distance measuring device , an Accu-Range 300 LV laser radar sensor, takes 
a 360° radar picture with a distance measured every 0.5°. The error in distances 
is ±5 mm, the movement of the turning mirror stabilized by a gyro with respect 
to the movements of the robot: the system turns through 360° in 0.5 s with 
respect to the environment irrespective of turning movements of the robot in 
between [1]. Starting from a pose Pq = (xo,yo, ao) the radar points are trans- 
formed back to point Pq interpolating the movement of the robot. The radar 
picture is a set of 720 points {v?o,z, ^’o,i}i=o,..., 7 i 9 ■ Figure 2 shows an exam- 
ple. From a pose Pi = {xi,yi, a\) nearby the corresponding radar picture is 
7'i,i}i=o,...,n9, shown in figure 3. Seen from the positions of the robot the 





Fig. 2. Radar picture from point Pq Fig. 3. Radar picture from point Pi 



pictures are rotated and shifted to each other and the radar sees different items 
of the environment. But the pictures are still similar: they are correlated to each 
other. 

2.2 Angles in Radar Pictures 

Any two points in a radar picture taken at ifi and ipi+j have a fixed angular 
distance ipi — (fii+j = j ■ 0.5° . The angles (pi are measured with respect to the 
orientation of the robot at the start of a radar sweep. Let and (ri+j be the 
measured distances at angles pi and <Pi+i with {i + j) mod 720 then the angle 7 i 
between the line through the measured points and the orientation of the robot 
may be calculated. In a robot fixed coordinate system the coordinates of radar 
points {pi,Ti) and {ipi+j,ri+j) are 



Xj = Tj sin Pi 



yi = n cos Pi 




Localization and On-Line Map Building for an Autonomous Mobile Robot 



39 



Xi+j = n+j sin Ui+j = r^+j cos cp^+j 

as shown in figure 4. The angle 7 ^ is given by 



tan 7 i 



Vi+j Vi 

Xi-\-j Xi 



Two radar pictures translate into a set of angles { 7 i}i=o,..., 7 i 9 - To eliminate noise 
j = 5 should be taken, as shown in figure 5. Taking successive points with j = 1 




Fig. 4. Angle between radar points 



Fig. 5. Noise in angle measurement 



any measurement errors are exaggerated: on a flat wall three points in sucession 
will show rather different angles 7 i and "fi+i- A difference j > 5 smoothes too 
much over fine details. The difference could be variable using some segmentation 
procedure. As primarily the orientation is of interest and not the absolute value 
of the angles 7 i = — 7 ^ is taken, so 0 ° < 7 ^ < 180° . 

2.3 Angle Histograms 

Distribute a set { 7 i}i=o,..., 7 i 9 into K buckets of width 5"f. The filling of the buck- 
ets gives a histogram of the angles. With (^7 = 5° and an angular range of 180° 
there are AT = 36 buckets into which 720 data points have to be ditributed. The 
environment as seen from a position P is condensed into an angle histogram 
as shown in figure 6. It is a set {Nk}k=o ,...,35 showing the distribution of an- 
gles in the environment. Peaks in a histogram reflect straight structures in the 
environment. 

2.4 Correlation in Orientation 

Let {Nk.o} and {fVfe^i} be two angle histograms from radar pictures taken at 
^0 = (xo,yo,ao) and Pi = (xi,yi,ai) with 

^ K~1 ^ K~1 

^0 = Nk,o and 

k =0 k =0 

as median values. Then the correlation of the histograms describes the similarity 
of the histograms under rotation against each other 

.Ro, 1(777) = ^ {Nkfi — No) ■ {Nk-m,l — Ni) 

k =0 
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with (k — m) mod K as the histograms are periodic functions with period K ■ Sj. 
Figure 7 shows a correlation. It peaks to its highest maximum between me and 
mr ■ Then the peak ma is found by a center-of-gravity approach: 





Fig. 7. Correlation of two angle his- 
tograms 



^ _ T,n=e RoA'mn)-mn 

Both radar pictures are best correlated if rotated through an angle Aa = ma ■ S'y 
against each other. This is the difference in orientation between both positions 
Pq and Pi [4]. 



2.5 Correlation in Translation 

Let there be a maximum in the angle histogram from Pq at an angle 70 . This 
is a main direction in the environment as seen from Pq. The radar picture at Pq 
is rotated by 70 as shown in figure 8 into a coordinate system (x*,y*) adjusted 
to that main direction. 



> iv’i - lo,ri)o 

^o,i = ^o,i sin((/Jo.i - 7o) 2/S.i = ~^o,i cos((/?o.i - 7o) 

The same is done for the radar picture at Pi ; but the rotation is through an 
angle (70 -I- Aa): 

(V’iAi)i — > iVi - (70 + Aa),ri)i 

x*i,i = ri,i sin(v3i_i - (70 -l- Aa)) y* ^ cos(v3i,i - (70 -I- Aa)) 
Figure 9 shows the transformation. This leads to four sets 



({<J. {yo.il: J, {2/pJ)i=0,....719 
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From each set a point histogram is formed, projecting the x- respective the 
y- values into buckets of width 5x or 5y . For {a;*o,i} this is 

^Ox — {hOXn}n— — N,...+N 

with 

hOxn = i{{xo^i\n ■ 6x < Xq ^ < (n -L 1 ) • 6x} 

as sketched in figure 10. Let hQxn = 0 for n > P or n < — P then the histogram 
stretches from — P < n < -|-P. Typical values for 5x and Sy are 6 cm at a 
maximum distances of 4 m. From the four sets four point histograms are formed 
and correlated with respect to x and y : 

1 

Qxo,i{rn) = ^ X! 

n— — P 

1 

Qyo,i{rn) = ^ X! 

n— — P 

In these correlations there are peaks at rux and my respectively. This means 
that in the coordinate system (x*,y*) at Pq the point Pi is at {Ax* , Ay*)o with 
Ax* = mx • Sx and Ay* = my • Sy . 

2.6 Transformation into World Coordinate System 

The last step is the transformation of Pi into the (x,y)o coordinate system 
around Pq shown in figure 11. Let the coordinates of Pi be (xi,yi) in the coor- 
dinate system at Pq. 

xi = Ax* cos 7 o — Ay* sin 70 = Ax y\ = Ax* sin 70 -I- Ay* cos 70 = Ay 
The localization of Pi with respect to Pq is complete now. Let 



Po = {xo,yo,ao) 
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Yo 




Fig. 11. Transformation into world 
coordinates 



in world coordinates then 



Pi = (xi,yi,ai) 

Pi = (xo + Ax, yo + Ay, «o + Aa) 

in the same coordinate system. Starting from a point Pq any point within a 
circle around Pq with a diameter D ^ 2m can be correlated to Pq. Starting 
from this point going into one direction after « 2 m a new point P\ is taken and 
correlated to Pq . Pi is a reference point to Pq . Going further on from a reference 
point Pk a next point Pk+i will be reached. A set of reference points {Pk} defines 
a referentiable region according to figure 12. Any point within a circle around 
Pk is correlated to Pq- A measure of the quality of the correlation is a closed 
loop shown in figure 13. The end point Pk is correlated backwards to Pq and 





Fig. 12. Referentiable points Fig. 13. Closed loop of reference 

points 



at the same time lays within the correlation circle of Pq, thus may be directly 
correlated to the starting point. Any differences in the poses of Pk with respect 
to Pq can be distributed back to the other points Pi, ... , Pk-i and enhance the 
quality of correlation. 
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3 Map Building 

Let there be no a priori knowledge of the environment. The robot starts some- 
where at an arbitrary position Pq. From here the environment has to be explored, 
using a coarse current sensor map (CSM) of the environment, formed from a fu- 
sion of the radar map and an obstacle detecting radar map with 30 sectors of 
6° with ±90° from the forward direction. The CSM consists of 60 sectors of 
6°. An environment map is composed as an overlay of different current sensor 
maps, each taken at a different reference point Pk- During exploration the robot 
has no chance to differentiate between temporary (moving) and permanent ob- 
stacles. Any obstacle found during exploration is taken as permanent into the 
environment map. Thus the environment should be kept free of persons during 
exploration. Both, the 360° radar and the obstacle avoidance sensor, detect free 
space. So this is known in the CSM. 



3.1 Information at a Reference Point 

At a reference point Pk its position and orientation is known with respect to Pq : 
Pk = {xki Vk, ‘Pk)o Further at this point a radar map {ri}i=o,...,7i9 = i ■ Stp 

with d(f = 0.5° is stored together with a current sensor map CSM according to 
figure 14 as a set of line endpoints {(a^in, ?/i„)(a; 2 n, 2 / 2 n)}n=o ,...,59 with 



Xln = Xk+Tn Sm{ifk + n ■ A(p) 

X2n = Xk +Tn sin((^fc ± (n ± 1) • Aip) 
and Aif = 6° . 




Fig. 14. Current sensor map 



yin = yk + Tn COs{(fk + 'll ■ Aip) 
y2n = yk + Tn COs{(fik ± (n ± 1) • Ap) 
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3.2 Points of Interest, POI 

From a current reference point Pk fuse the CSM with the environment map and 
look for free passages in the vicinity of Pk- Figure 15 shows a typical situation. 
The sensed area is limited to a diameter of 8 m around the robot: over a distance 
of Ry = 4m the obstacle sensor ’’sees” any obstacle. Within this outer diameter 
a correlation can be done between Pk and another point. The robot then looks 
for throughways in the map: open space to the horizon at Ry, with a width of at 
least the robot breadth plus a safety margin. Then within this open space the 
robot can drive in principle to a point at a distance e « 2 m in the middle of the 
open space. There the robot marks a goal, a point of interest, POI, to be driven 
to. From a POI the robot can correlate itself to the current reference point Pk 
and thus POI becomes a new reference point. Points of interest not yet explored 
are put on a stack: their coordinates {xi,yi) together with the position of the 
reference point {xk,yk) and the orientation ipi towards the POI [5]. 

3.3 Exploration Strategy 

The exploration strategy follows a backpropagation algorithm: 
begin 

* take a coarse current sensor map; 
fuse it to the navigation map; 

look for throughways as specified in the preceding section; 
if there are throughways not yet explored 

then calculate PDl’s and pack them on a stack; 
if the stack is empty 

then end exploration 

else take a PDl from the stack and drive to it; 
goto *; 

end. 

From the current position there is a path through open space to any POI taken 
from the stack: a chain of reference points up to the point Pk, and the direction ipi 
to drive from there to (xi,yi). 

3.4 Topological Map 

Whenever the robot drives to a POI from its current position Pk then the correla- 
tion of POI with respect to Pk is calculated. Thus POI becomes a new reference 
point Pk+i and its position forms the node (k+I) in a graph connecting the 
reference points. If in the near vicinity of a reference point there is another one 
and there is free drivable space in between and no vertex between both points 
in the graph it is completed with a vertex. At the end of the exploration phase 
the environment is represented for the robot through this graph with the radar 
pictures and positions attached to its nodes and orientations attached to the 
vertices. It is a topolgical map to plan paths on it. The vertices denote paths 
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through open space and the nodes places to correlate the momentary pose to 
the underlying graph. As long as the robot can correlate itself to the next nodes 
in the map it can drive through the environment at will. 

4 Results 

The robot was placed into a test environment made from tables with their small 
sides laid on the ground, and instructed to explore. The robot takes a current 
sensor map, overlays it with the map already built up and looks for POI’s. 
Then it goes from one POI to the next and draws vertices between the nodes, 
representing reference points. Figure 16 shows the test environment as seen from 
the robot with the CSM sector maps and the topological graph. The CSM’s are 
used only to find POPs. Their overlay gives a rough picture of the environment 
outlines while the graph represents the environment for the robot. As can be 





Fig. 16. Test environment 



seen, there is still a slight drift in the robot: the overlay of the CSM’s is not 
perfect. For actual driving after exploration the robot uses the topological graph 
and a simple extension routine from start and goal point to the respective next 
reference points in the graph. During driving the obstacle avoidance behaviour 
allows the robot to avoid static or dynamic obstacles and brings it back to the 
vertices of the graph again. Figure 17 shows a much larger scene: the basement 
of a main university building with the topological graph inserted into an overlay 
of the CSM’s. Figure 17 shows a slight deviation from straight lines in some 
of the corridors in the basement: here the walls are of grey concrete and the 
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rotating laser scanner gets a very bad image only with bad histogram peaks as 
consequence. The orientation detection and the correlation consequently show 
deviations. Figure 18 shows a floor in another building. The path explored here 
is about 100 m. The corridors are straigt and at right angles. The walls are made 
from grey painted metal sheets and the laser scanner gets better images. The 
map shown is built up when the robot enters unknown territory the first time. 
Over the total lenth of the building the deviations from straigt lines as seen by 
the robot are about 20 cm. The robot started its exploration at the outer end 
of the upper left corridor and ended at the outer end of the right corridor still 
keeping position and orientation. From this point the robot was commanded to 
drive back to the start. So it went twice through each corridor, the second time 
using the map. 







5 Conclusions 

The paper shows an algorithm to localize a robot in an indoor environment us- 
ing straight structures of the environment itself as landmarks. The sensor for 
localization is a 360° laser radar. From radar pictures taken at positions not too 
far away from each other the relative rotation of the robot is deduced by an- 
gle histogram correlation. The translation is found correlating point histograms 
rotated into a main direction. Two points thus correlated are reference points. 
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A path driven is built up as a graph of pairwise correlated reference points. An 
exploration routine looks for possible reference points ( points of interest, POI) 
in unexplored terrain at the same time. They are reachable from the given po- 
sition and put on a stack. The robot drives to the position found at the top of 
stack. A backtracking algorithm spans a graph of reference points tessellating 
the environment. An environment map built up from an overlay of current sensor 
maps is not used for actual driving. It is used here for outlining the environment 
only. Once the graph for an environment is built up the environment is explored 
in the sense, that the robot can drive from any start point to a reachable point 
in the environment, using the graph as net of highways, planning its path on 
this net. 
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Abstract. In this paper, the problem of generating a suitable environ- 
ment model for a service robot is addressed. For a service robot to be 
commercially attractive, it is important that it has a high degree of flex- 
ibility and that it can be installed without expert assistance. This means 
that the representations for doing planning and execution of tasks must 
be taught on-line and on-site by the user. Here a solution is proposed 
where the user interactively teaches the robot its representations, us- 
ing the robot’s existing navigation and perception modules. Based on a 
context adaptive architecture and purposive sensing modules it is shown 
how compact, symbolic representations sufficient for planning and robust 
execution of tasks can be generated. 



1 Introduction 

The general idea with robots is to relieve human beings of unwanted work tasks, 
this may be because they are tiring, dangerous, difficult, or simply too expensive 
to perform with human labour. Our work in the Advanced Servicing Robot 
(ASR) project is concerned with the development of a versatile service robot for a 
broad range of applications and environments. By a service robot we understand 
the following (adapted from [1]): 

A service robot is a programmable movement mechanism partly or 
fully autonomously performing services. Services are activities not di- 
rectly contributing to the production of industrial goods but to the per- 
formance of humans and installations. 

The goal of the ASR project is to develop a set of perception and control 
modules (skills) plus the necessary system framework (planning, skill coordina- 
tion, communication) for an advanced service robot. It has been chosen to use 
an architecture with a standardised but highly specialised set of perception and 
control modules since we believe that in order to make the development and 
employment of service robots commercially attractive, there is a need to develop 
a standard hardware platform that can easily be configured to a wide set of tasks 
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only by changing a set of likewise standard software modules. We furthermore 
think it is important that the model representations used by the perception and 
control modules are such that they can be taught by the user and do not have 
to be programmed by a system expert. 

The fact that autonomous service robots are going to be deployed in environ- 
ments potentially much more diverse, unstructured, and dynamic than those of, 
e.g., industrial robot manipulators, means that advanced sensing and reasoning 
capabilities are a must for these robots. This however also further stresses the 
need for easily adaptable robot architectures since a service robot system capable 
of handling a prototypical scenario (cleaning, transportation, supervision etc.) 
in contrast to a manipulator for, e.g., welding, does not apply to a wide enough 
range of task/environments to make it commercially attractive to develop this 
functionality independently. In other words, the complex and diverse scenarios 
for service robot deployment not only imply that the functionality becomes ex- 
pensive to develop but also that it will apply to a small set of tasks/environments 
and thereby few customers. 

The challenge of producing commercially attractive service robots is therefore 
to be able to create systems that are highly adaptable to their specific working 
conditions and yet so uniform that it is economically and technically feasible 
to build and maintain them. We believe that the best way to make the systems 
adapt themselves to the working conditions is to make them modular and capable 
of learning the representations necessary for planning and executing their tasks 
in the given environments. 

In this paper, we show how a modular design can not alone support the 
robust execution of tasks but also how it can be directly exploited for teaching 
of the representations needed for the planning and execution of these tasks. In 
Section 2 some more background in terms of related work and project specific 
constraints are outlined. In Section 3 the architecture we have developed to 
support the modular and teachable robot system is explained. In Section 4 it 
is explained how the representations necessary for the planning and execution 
of tasks are taught. In Section 5 an example of system operation is presented. 
Finally in Section 6, the results are discussed and summarised. 



2 Background and Related Work 

2.1 Architectures 

Flexibility and modularity can be seen as two different ways to achieve a ver- 
satile robot system. In principle, a system can have only a single, extremely 
flexible control/perception module to cope with all situations or, as the other 
extreme, it can have a large number of specific modules that in combination 
can solve any task (if one knows how to combine them). The first strategy is 
along the lines of the traditional AI approach and tends to produce systems that 
are hard to (knowledge) engineer, maintain, and understand and that do not re- 
ally interact well with the environment due to limited knowledge representations 
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and long computation times. The pros of the AI approach is that the systems 
are theoretically well understood and predictable. The main advantages of the 
second, “behaviour based” , approach is that it in principle needs no represen- 
tations (“the world is its own best model”) and that it interacts well with a 
dynamic environment through fast responses. The problem with the approach 
is, however, that it has proven extremely difficult to dynamically combine more 
than a few modules in a systematic way in order for the robot to adapt to the 
given task and environment. Also, without any representations is it not possible 
to plan and thus make the system fulfil a variety of just moderately complex 
tasks. Most research in autonomous robots has therefore implicitly or explicitly 
led to the conclusion that a practical system design is somewhere between the 
two extremes outlined above [2]. Fig. 1 shows a commonly used “generic” robot 
navigation architecture. The mission planner is a high-level symbolic planner 
dividing the user-specified task up into smaller parts that are then transferred 
to the navigator. The navigator combines the symbolic task description with 
sensory information in order to produce goal-points for the pilot which is a 
sub-symbolic, reactive module actually commanding the platform. 




Fig. 1. Generic hierarchical autonomous robot navigation architecture (af- 
ter [3]). 



The schematic in Fig. 1 is well suited for understanding current robot archi- 
tectures on a very high level. Experience and the bulk of literature in the robotics 
field shows, though, that below this abstraction level, systems tend to be quite 
different. One reason for this is that many systems are still research systems 
where there is a direct demand for trying out various approaches and hardware 
configurations. However, we find that another important reason is that the robot 
systems are highly tailored to their specific task and environment. This is by no 
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means surprising nor un-desirable since examples from both robotics and biol- 
ogy clearly show that the more adapted to the conditions an agent/organism is, 
the better it performs. 

Since every mobile robot system has some kind of architecture, there has 
been a substantial amount of work done in the area. However, for many sys- 
tems, the architecture seems to have been developed in an ad hoc manner with 
no explicit considerations about modularity, flexibility, re-usability etc. One of 
the early noteworthy exceptions is Firby’s reactive action packages (RAPs) [4] 
that provides a systematic way of describing tasks and their decomposition. Sim- 
ilar to RAP is Simmon’s Task Control Architecture (TCA) [.5] which, however, 
has more operating system-like features thereby also providing the underlying 
infrastructure for executing the given tasks. TCA has been successfully used on 
several robot prototypes. A direct descendant of RAP is Gat’s Conditional Se- 
quencing [6] which is one of the few architectures where an effort has been made 
to directly quantify the architecture’s merit in terms of reliability improvement 
and system development time. 

The OpenR Architecture [7] deals explicitly with system extension and recon- 
figuration capabilities for mechanical, electrical and software systems. It provides 
a distributed, object oriented Operating System allowing to configure modules 
in a plug and play fashion together with a graphical programming environment 
for the programmer of an entertainment robot. 

One thing common to these architectures is that they are all strictly task- 
driven in the sense that the specifications, i.e., the RAPs and TCA’s task trees 
and OpenR’s MoNets (Motion Networks), are all based on a specific task and 
have to be especially tailored by an expert designer. We would like to improve 
this in the sense that a layman should be able to do the “teach-in” of a new task 
without having to know anything about the task specific problems. What a non- 
expert is likely to be able to teach the robot is not how to perform various tasks 
(with all exceptions) but rather where and with what objects to perform them, 
for instance the environment where the robot must move around and by what 
objects to dock/do manipulation. This means that we want an architecture where 
the specific task eontext determines the operational modus f.ex. by dynamically 
generating relevant task trees. 

Although this seems to be a trivial observation we believe it has far-reaching 
consequences and poses a significant challenge for the underlying system archi- 
tecture and its representations. 

2.2 Learning of Environment Representations 

All but the most simple, purely reactive robots internalise some kind of environ- 
ment representation and can thus be said to “learn” their environment. Typical 
is the generation of an evidence grid representation of the obstacle/freespace 
conditions in the environment [8] . The kind of representation we want the robot 
to learn, however, needs to fulfil the following conditions: 

— It should be usable and thus valid over extended periods of time so that the 

robot only has to be taught once or whenever the environment has changed 
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“significantly”. However, it should also be possible to adapt and modify 
existing models (either automatically or manually) to improve system per- 
formance. 

~ It should facilitate the user specification and automatic planning of mission 
commands such as “bring the cup to the kitchen”, i.e., it needs to be a 
(partly) symbolic representation. 

— It should contain the necessary information for the execution of planned 
tasks. This means that information about landmarks and objects must be 
present in the model plus information about what robot control strategies 
to invoke where. 

A type of representation which satisfies the conditions is the annotated topo- 
logical graph. In this graph representation, nodes represent distinctive places 
and edges the existence of traversable paths between the places. This purely 
topological representation is often annotated with metric information about the 
location of the places plus other information such as what local control strate- 
gies (LCSs)^ to employ when traversing a given path. As mentioned above, we 
furthermore would like to include information about landmarks and objects. 

Topological maps are known from cognitive science but has also been widely 
employed in mobile robotics [10] [11] [12] [13]. All of the here referenced research 
also shows how it is possible to automatically learn the topological graphs with 
exploration strategies. For most terrestrial applications, however, we think it is 
more sensible to let the robot learn the environment in interaction with the user 
since autonomous exploration has a number of problems: 

— It cannot be guaranteed that the robot will see all the relevant parts of the 
surroundings due to obstacles, closed doors, people moving about etc. 

— There may be parts where the robot is not allowed/supposed to go. This will 
often be the case for, e.g., office and factory applications. 

— The resulting topological graphs are “un-grounded” in the sense that nodes 
do not have (for the user) meaningful symbolic names such as “kitchen”, 
“printer room” etc. This can of course be added later, but then again there 
is no guarantee that the nodes correspond to what the user intuitively would 
define as “places” or “rooms”. 

Although our architecture by no means hinders autonomous exploration it has 
therefore been chosen to let the robot learn the topological graph in interaction 
with the user. This, however, does only mean that the user should be able to 
direct the robot through the environment and point out/name specific places and 
objects, i.e., it does not mean that the user should also point out appropriate 
landmarks nor provide metric information or information about relevant LCSs. 
How this information is taught is explained in Section 4. 



^ After [9] . 
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3 An Architecture for the Execution of Missions Using 
Learned World Models 

As previously mentioned does the fact that we want the user to configure the 
system by (only) teaching a topological graph representation of the environment 
pose some challenges to the underlying system architecture. The major challenge 
is that the system must be able to configure itself to solve tasks in environments 
that are not a priori known and where the only context information the robot 
has is what has been taught and stored in the world model. We call this kind of 
automation configuration for context adaptive operation (CAO). 

The number of types of environments the robot can face — and thus the num- 
ber of different sensing and planning modules it will need — is of course open 
ended and we therefore want to be able to easily adapt the robot by adding 
new planning and perception modules. Also this poses some demands for the 
architecture. 



3.1 System Overview 

From an engineering point of view, the problem with a context adaptive system 
is to keep it structured and understandable although the exact configuration at 
some point in time cannot be a priori known. It has therefore been chosen to 
functionally divide the system up into competences, of which we currently have 
four; the navigation competence, NAV, the manipulation competence, MAN, the 
relocalisation competence, REL, and the world modelling/teaching competence 
MOD. Coordinating the activation of these competences is a mission planner 
and a mission executor. A functional^ block diagram of the system is shown in 
Fig. 2. 

As illustrated in the figure, the following four levels exist: 

Mission planning level This is the symbolic level where missions are planned 
using a standard A* planner. A mission, entered by the user in the MMI, 
specifies the goal state and possibly a number of intermediate states to be 
reached, whereas the current state of the system defines the initial state. A 
state transition is realised by executing a task (see below) . The set of possible 
tasks, i.e., state transitions, for bringing the system from the initial state to 
the goal state are partly stored in the database (e.g., manipulation tasks) 
and partly dynamically extracted from the current topological graph in the 
world model (navigation tasks). This implies that when new information has 
been learned it is immediately available to the planner. The output from the 
mission planner is a mission timeline which specifies the sequence of tasks 
to be performed by the competences in order to carry out the given mission. 
The mission executor groups consecutive tasks for the same competence into 

^ We distinguish between functional and a structural descriptions. Functional descrip- 
tions illustrate abstract functionalities whereas structural descriptions illustrate the 
actual processes and their connections. 
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Fig. 2. Functional overview of the ASR system. Note that a box corresponds 
to a single, abstract functionality, not to a single process. See text for further 
explanations. 



packages (timeline sequences). These task packages are sequentially trans- 
ferred to — and executed by — the competences. If an error occurs, the mission 
planner is requested to do a replanning without including the failing task 
in the timeline. The world model is, due to the close connection with the 
mission planner, illustrated on the mission planning level, although it is also 
accessible from the other levels. 

Competence control level This level constitutes the interface to the symbolic 
planning level and handles the overall control of the competences. In general 
it extends the purely symbolic timelines with relevant metric information 
from the world model and thereby generates tasks which can be executed 
by the lower levels. A task, T, is defined as the functionality which can 
be performed by a competence, thus the union of all tasks constitutes the 
system’s instruction set at the timeline level. Note that one competence may 
be capable of performing several tasks. A typical task for NAV would be “do 
room-navigation to point < X,Y >” or “dock at object < Z >'\ A list of 
the currently implemented tasks is given in Table 1. 
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Local planning and sensing (LOPAS) level At this level, higher level sens- 
ing and high level non-symbolic planning is performed. For a docking task, 
for instance, the sensing part would be to recognise and localise the in the 
task specified docking object and the planning part would be to generate a 
series of via points for the robot to traverse in order to end up adequately 
docked by the object. The output from the LOPAS level is actions, which 
are sub-symbolic commands. 

Execution level At this level the actions are executed, typically by real-time, 
reactive modules directly commanding the hardware. 



Table 1. The list of currently defined tasks. 



competence 


task 


NAV 


room_navigation 


NAV 


corridor .navigation 


NAV 


door.traversal 


NAV 


docking 


MAN 


pickup 


MAN 


place 


MAN 


move 


REL 


start jeloc 


REL 


endjreloc 


MOD 


start jnodel 


MOD 


end_model 



What is important to note about the overall system structure is its unifor- 
mity. Such uniformity may at a first glance seem artificial and awkward as for 
example with the REL competence which has no actuators to control. However, 
it can still be said to have an execution level in the form of the Kalman filter 
fusing the results from the sensing modules and continously correcting the plat- 
form’s position estimate. We have found that using such a nomenclature and 
forcing the system into this functional structure has greatly improved the clarity 
of the design and not least the amount of software modules shared across the 
competences. 

From a structural point of view, it is evident that the connection between 
competences is not — as shown in the functional view in Fig. 2 — only at the 
timeline level, but also at lower levels. For example must the competences NAV 
and REL share information about the robot’s position. The most significant 
difference between the functional and the structural organisation of the system is 
however at the LOPAS level where there exists a pool of sensory modules, called 
recognisers, which are dynamically activated and shared across competences. 
The generic processing structure for the LOPAS level is shown in Fig. 3. For 
each context type, C, there exists an instantiation of this structure. We define a 
context type as a tuple, C = {£,Ai,T) where £ is an environment type, M. is 
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the available model information, and T is a task type. In our system, there is 
one local planner for each T whilst the set of recognisers depends on A4 as well. 
How the set of recognisers is instantiated is described below. 



context from 
competence control 




to execution level 



Fig. 3. The generic processing structure used at the LOPAS level. Several recog- 
nisers can be working in a parallel or a serial configuration. For the NAV and 
MAN competences, the local planner computes via points based on sensory in- 
formation. In the REL competence, it selects relevant landmarks to relocate 
with. 



By using the generic processing structure, we have achieved that also the 
LOPAS level, although specific for the context, is uniform, extendable and easy 
to understand and maintain. 



3.2 Context Adaptive Operation 

By context adaptive operation (CAO) we as previously mentioned understand 
the fact that the system changes its workings depending on the context, C. 

A prerequisite for context dependently using different modules is, of course, 
that the single modules have standard interfaces ensuring that is does not matter 
which module is used, as long as it is the right type. To that end we have 
developed standard interfaces for the recognisers in the system. 

These interfaces are inspired by Henderson’s logical sensor systems [14] where 
each sensor data processing unit is considered a sensor on its own from which 
other processes can get their input. In that sense, all recognisers are logical 
sensors and produce a standardised output vector consisting of a head and a 
body. The structure of the head is identical for all recognisers and says something 
about the type, origin, and the status of the data while the body is sensor type 
specific. The idea is that any client, which can be another recogniser, should be 
able to quickly evaluate the information in the head to see if the data is of any 
relevance and act accordingly. 

Each recogniser can in principle work data and model driven. If the recog- 
niser is activated with a set of models, it will try to match these models against 
the extracted objects, and if no models are given, it will simply start extract- 
ing and delivering hypothesises for whatever kind of objects it is designed to 
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recognise. Furthermore, every recogniser can be a server as well as a client in 
the sense that a recogniser can register by any other recogniser in order to get 
sensor/object input. When a client registers by a recogniser, it normally also ac- 
tivates it. The registration is automatically performed by the system by means 
of a channel structure and a simple configuration file where it says what recog- 
nisers are capable of recognising what type of objects. This means that a client 
in general registers for a type of object (by all recognisers of this kind) , and not 
by some named recogniser(s). This has the advantage of making the addition 
and deletion of recognisers in the system fully transparent to the client pro- 
cesses and furthermore of conveniently implementing redundancy and thereby 
fault tolerance. 

The overall algorithm of a recogniser is as follows: 
wait for activation 

register by/ activate relevant “sub-recognisers” 
while activated 

wait for input data 
extract and send objects to clients 
de-register from/de-activate “sub-recognisers” 

From this simple algorithm it can be seen that the activation of recognisers 
spreads out in a tree-like manner^ with the sensor servers as leaf nodes and 
the end users, for example the relocalisation process, as root nodes. In this way, 
what recognisers are activated and when, i.e., the configuration of the system, is 
implicitly determined by the current task, T, and what kind of model objects, M, 
are present and thus need to be extracted/recognised. The next section more 
concretely describes examples of where and how we employ this kind of context 
adaptive operation. 



3.3 Examples of CAO 

In this section concrete examples of how CAO is used in the system are presented. 

Model information is used in the system by sensory modules primarily for 
landmark recognition. For example, there exists a number of recognisers that 
can recognise doors in laser (lidar) scans and match these against stored model 
doors in a world model. These recognisers are activated via the REL local plan- 
ner when the robot is in a part of the world where doors are stored in the world 
model and stopped when there are none. The same applies to all other landmark 
types which we can recognise and store in the world model (currently walls and 
corners) . In this way it is generally achieved that relocalisation is automatically 
performed with whatever recognisable landmarks are at hand without any su- 
pervisor process or system designer needs to explicitly tell what landmarks to 
use and when. The drawback of the method is that some recognisers may start 
processing without there being any real need for their results. In the future we 
will handle this by introducing a utility based resource management [15] from 

® Formally, the activation net can be modelled as a directed graph with no cycles. 
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which each recogniser will have to get permission to use system resources (sen- 
sors, CPU time, etc.) before starting processing. This will for example mean that 
a recogniser doing landmark recognition will only be allowed to run when the 
platform position is uncertain since the utility of doing pose estimation when 
the platform position is quite accurately known is small. 

As previously mentioned, recognisers are shared across competences. An ex- 
ample of this is that the door recognisers used by the REL competence are also 
used by the NAV competence when the robot is driving through doorways. This 
is due to the fact that the door passage is cast as a servoing problem and thus a 
recogniser that will deliver the position of the door relative to the robot is called 
for. The NAV and MAN competences also share 3D-object recognisers for the 
purposes of docking and grasping, respectively. 

Another place where CAO is explicitly used is in the pilot, i.e., the execution 
level of the NAV competence. In contrast to the LOPAS level which is quite 
modular (see Fig. 3) the pilot is realised as a monolithic block. This is due 
mainly to safety reasons: we will rather have one well-tested, “proven” module 
that controls the robot all the time than a number of specific modules switching 
control between them. Furthermore, the task of the pilot, namely to drive the 
robot to subgoals while avoiding obstacles, is sufficiently narrow and well-defined 
for it to be implemented as a single module. The requirement is, however, that 
this module can adapt itself to the given requirements of the environment and the 
task. For example, if the robot drives in a narrow corridor, it is normally desired 
to servo to the middle in order to keep as much freespace between the robot and 
the walls as possible. In larger rooms, this behaviour can lead to very inefficient 
trajectories while during docking tasks it is directly wrong since the purpose 
here is exactly the opposite: to come close to and maybe even touch some given 
object. Here corridor vs. room navigation is an example of the environment, £, 
determining the desired operation while it for docking is the task, T. 

In order to make the pilot adaptable to the environment and task require- 
ments, we have chosen to use the dynamic window approach [IG] which is an 
action space method where various objectives such as velocity, freespace, and 
heading towards goal are explicitly evaluated and weighted to determine the 
“optimal” action at a given time, i.e., given the current goal point and sensory 
readings. By creating a set of weights, Wt, for each navigation context type, 
Cnav> then possible to control the operation of the pilot. In other words, 
each Wt implements a local control strategy for the robot. In order to limit the 
number of Wt’s we have in this case collapsed C into T by plainly defining the 
task associated with, e.g., a room environment as room navigation (see Table 1). 
In the cases where this association does not hold, as by e.g., docking in a room 
environment, the task (docking) anyway dominates the environment (room) with 
respect to how the pilot should select its actions. 

After describing the architecture that allows the system to work with taught 
environment information, we will in the next section describe how the teaching 
is done. 
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4 Interactive Teaching 

The basic concept behind the teaching of world model information is that it 
should be interactive (for reasons explained in Sect. 2) and that it should be done 
on-line and on-site with the real system. The latter has the advantage that the 
user gets direct feedback from the system regarding whether the robot can do 
what it is intended to do. Furthermore, it ensured that the representations are 
perfectly matched to the system in the sense that for example features detected 
and entered into the world model by a recogniser is guaranteed to be detectable 
by at least one recogniser, namely the one originally entering it. 



4.1 The World Model 

In Sect. 2.2 it was argued that the annotated topological graph is a suitable 
choice of model representation because it satisfies the demands for longevity and 
because it supports the planning and execution of missions. In the following, the 
components of the implementation of the topological graph, we have chosen, will 
be elaborated. 

Nodes The nodes represent “places” in the environment. Since the nodes are 
used for the mission planning as well as for the navigation, we will define 
places to be rooms, special locations of important objects, plus for the navi- 
gation significant points such as doorways and intersections. The nodes have 
as annotation a 2D position and a covariance matrix representing the uncer- 
tainty of the position. 

Edges The edges represent traversable paths between the places. The edges 
have as annotations the for the traversal appropriate navigation task, TjvAV • 
Features We define features as characteristics of the environment which can 
be used for navigational purposes and that can be sensed “on the fly” by 
the robot’s recognisers. Typical examples for indoor environments are doors 
and walls. Features have similar to nodes a position and the corresponding 
uncertainty associated. 

3D— Objects These objects are special objects used for tasks where the 3D 
shape is of importance. In our system, these are docking objects and objects 
to be grasped and transported. 3D-Objects can — depending on the robot’s 
capabilities — also be features, but due to the normally rather limited on- 
board processing power of mobile robots, it is not feasible to continously 
recognise these objects. 

Links The links are used to relate the features and 3D-objects to the nodes. 
Features are linked to the nodes that have associated edges (paths) from 
which they can possibly be seen. This has two purposes; one is to be able to 
efficiently index the relevant features for landmark recognition, depending 
on where the robot currently is. The other purpose is to be able to rectify the 
world model by modifying the node positions (for example with the method 
described in [17] and [18]) and still keep the local consistency of the model. In 
this connection are the links used to express the relative position of features 
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and nodes and thereby also what features should move with the nodes when 
they are displaced. 

An example of a simple world model is shown in Fig. 4. The nodes are 
shown as small circles, the edges as lines between the nodes. Shown on the edges 
are mnemonics for the associated tasks. As features as shown doors and walls, 
which are symbolised as black bars and lines, respectively. 3D-objects are shown 
as small squares. The links are not shown in this plot. 
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Fig. 4. A simple example of a world model. This world model was taught in- 
teractively and on-line but in a simulator with the CAD data of the modelled 
building. 



4.2 Teaching with the MOD Competence 

The purpose of the MOD competence is to allow the user to easily teach the 
robot the world model representation described above. The basic representa- 
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tion, the graph, is taught by simply leading the robot through the environment 
using a virtual joystick. As this joystick, we use a display with an evidence grid 
showing the local surroundings of the robot. The evidence grid, shown in Fig. 5, 
is generated using the robot’s laser scanner and thus delivers a very reliable and 
easily understandable “radar view” . The user can command the robot by simply 
clicking with a pointing device in the grid where he/she wants the robot to go. 
Currently a small pop-up window prompts the user for the relevant LCS, but in 
a future version this will be suggested automatically by a neural net analysing 
the topology of the surroundings. The advantage of using the virtual joystick 
versus a conventional joystick is that the commands from the user in the former 
case are converted into commands identical to those that will later be generated 
by the NAV competence controller when traversing the taught graph. Thus it 
is immediately confirmed if the robot can autonomously navigate to the com- 
manded position using the suggested LCS. When the robot has reached the next 
“place” the user tells this by clicking a button in a simple GUI thus causing the 
MOD controller to generate a node in the world. The edges are automatically 
generated by the controller by simply tracking between what nodes the user has 
driven the robot with what LCSs. 




Fig. 5. Evidence grid used as virtual joystick. White denotes occupied space, 
black freespace, and grey unknown. In the plot, the robot is standing in a room 
with a doorway approximately 2.5 meters in front of it. 



The features are automatically learned when the user is driving the robot 
around, teaching the graph. The MOD competence achieves this by simply start- 
ing the respective recognisers and registering for the features they deliver. When 
a feature has been seen N times, it is entered into the world model by the con- 
troller. Currently we let the user interactively confirm the door hypothesises 
in the GUI, since also phantoms can occur due to door-similar structures like 
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windows. The links to the features are automatically generated by the MOD 
controller which keeps track of between what nodes the features were seen by 
the recognisers. 

The 3D-objects are also taught interactively by the user. So far, we have only 
polyhedral 3D-objects in our world model. These are taught using a teachbox 
with which the user can request a 3D depth image of some specified part of the 
environment. The 3D image is segmented into planar surfaces [19] and the result 
is presented to the user in the teachbox interface. A typical example is shown 
in Fig. 6. With a pointing device the user can now select the regions belonging 
to an object, name this, and define possible docking and grasp positions relative 
to the object. When done, the object is stored away in the database and can 
subsequently be referenced in the world model at the positions where an object 
of this type exists. 




Fig. 6. Range image segmented into planar surfaces. 



The here described interactive teaching method has been proven to be ade- 
quate for the fast and reliable generation of world models. An example of such 
a model is presented in the next section. 

5 Experiments 

In this section, we will present an example of a world model which has been 
taught by leading the real robot, shown in Fig. 5, around in a previously unknown 
but standard office environment. The purpose of the experiment is to show what 
such a model looks like and what the capabilities and the limits of the currently 
generated models are. 

In this experiment, the robot was driven from a starting point in a room 
out into a hallway which forms a rectangular loop. Halfway around this loop 
the robot was driven into another room where it was taught a 3D-object. Then 
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Fig. 7. The experimental platform used in the ASR project. The robot consists 
of a re-fitted LabMate base equipped with a 7-DOF Amtec manipulator and 
a Sick lidar plus a set of colour CCD cameras mounted on a pan/tilt unit. 
The robot has two on-board P200 single board computers and radio Ethernet 
providing a facility for sending status information to a stationary workstation. 



the robot was driven further around the loop and back to the room where the 
teaching was started. The resulting model is shown in Fig. 8. In order to keep 
the model simple enough for also showing the links, it was chosen to exclude the 
line features which can, however, like any other model components, seamlessly 
be added later by letting the robot drive through the environment once again. 
For the shown model, teach-in time was 23 minutes and total path length is 
approximately 72 meters. The teacher in this case was a person with thorough 
knowledge of the system, which is due to the fact that the user interfaces for the 
teaching are still under development and the system does not yet provide the 
full degree of support for the user. 

What can be seen from the plot in Fig. 8 is that odometry error is a problem 
for the model generation which is due to the bootstrapping-type problem it 
is to generate a globally consistent model without having global landmarks to 
relocate with. This means that in the model shown in Fig. 8 the nodes labelled 
3 and 18 physically correspond to the same place and thus the model is here 
locally inconsistent. Otherwise the model is at all places consistent and it has 
been shown with thorough experiments that the robot is capable of planning 
and executing all missions that do not imply the traversal of the “virtual” path 
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Fig. 8. World model taught by leading the robot through a previously unvisited 
office environment. The hallway constitutes a rectangularly shaped loop, which 
due to odometry error has been somewhat distorted. Grid size is 1 meter. See 
text for further details. 



between nodes 3 and 18. Current work along the lines of [18] is concerned with 
the automatic detection and correction of inconsistencies in the world model. 

6 Discussion and Conclusion 

In this paper, we have described the interactive teaching of world model in- 
formation developed in the Advanced Servicing Robot project at Daimler-Benz 
AG. An important criteria when designing service robots is that they need to be 
very flexible to be commercially attractive and yet very specialised in order to 
be safe and robust enough. It was argued that an important aspect of achieving 
this is to enable the robot to learn the representations needed in order to per- 
form its tasks. The fact that only the representation type but not the concrete 
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environment and its model is a priori known sets some demands for the archi- 
tecture with respect to flexibility regarding model information and the given 
environment. The first problem was addressed by introducing the concept of 
context adaptive operation, the latter by using a highly standardised, modular, 
client-server based design. 

After explaining the system architecture, we presented the method for teach- 
ing the model information. The basic idea behind the teaching is to let the 
user guide the robot through the environment as if it was driving autonomously 
and automatically record information about places, paths, and landmarks. Fur- 
thermore, the user must interactively teach special 3D-objects. This produces 
compact models that are directly verified because the robot has just been at the 
places, driven the paths, and seen the landmarks and objects that are stored in 
the model. 

With an experiment we showed that the information taught by the user to- 
gether with the CAO is sufficient to plan missions and to make the robot navigate 
robustly in a previously unknown but standard type of in-door office environ- 
ment. On-going work in the area of detecting and correcting inconsistencies in 
the generated models is expected to solve current problems with inconsistencies 
appearing when loops exist in the environments and thus in the models. With 
other experiments, not reported here, we have shown that the framework is con- 
veniently transferred to other types of in-door scenarios including a factory and 
a restaurant setting. 

Further work includes the improvement of the user interface and more sup- 
port from the system in the teaching process, for example by letting the system 
generate the navigationally important nodes and relevant LCSs. 
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Abstract. In this paper we describe the hardware design, the control 
and navigation system, and our preliminary experiments with the robotic 
wheelchair MAid (Mobility Aid for Elderly and Disabled People). MAid’s 
general task is to transport people with severely impaired motion skills 
such as, for example, paraplegia, multiple sclerosis, poliomyelitis, or mus- 
cular dystrophy. Following the advice of disabled people and physicians 
we did not set out to re-invent and re-develop the set of standard skills 
of so-called intelligent wheelchairs, such as FollowWall, Follow Corridor, 
PassDoorway which are commonly described in the literature. These 
maneuvers do not always require fine motion control and disabled peo- 
ple, in spite of their disability, are often well capable of navigating their 
wheelchair along a corridor and actually eager to do it. In our work we 
focused instead on maneuvers which are very burdensome because they 
take a long time and require extreme attention. One of these functions 
is deliberative locomotion in rapidly changing, large-scale environments, 
such as shopping malls, entry halls of theaters, and concourses of air- 
ports or railway stations, where tens or hundreds of people and objects 
are moving around. This function was not only acknowledged as being 
very useful but also very entertaining, because MAid often had to work 
very hard to find its way through a crowd of people. MAid’s perfor- 
mance was tested in the central station of Ulm during rush-hour, and 
in the exhibition halls of the Hannover Messe ’98, the biggest industrial 
fair worldwide. Altogether, MAid has survived more than 36 hours of 
testing in public, crowded environments with heavy passenger traffic. To 
our knowledge this is the first system among robotic wheelchairs and 
mobile robots to have achieved a similar performance. 



1 Introduction 

Nowadays, the freedom and capability to move around unrestrictedly and head 
for almost any arbitrary location seems to be an extremely valuable commodity. 
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Mobility has become an essential component of our quality of life. A natural 
consequence of this appreciation of the good mobility is the negative rating of the 
loss of mobility caused, for example, by a disease or by age. The loss of mobility 
represents not only the loss of a physiological function, but often a considerable 
social descent. People with severely impaired motion skills have great difficulties 
to participate in a regular social life. Not seldom a loss of mobility leads to a loss 
of contacts to other non-disabled people or makes it at least difficult to establish 
such contacts. A loss of mobility, may it be due to an injury or to advanced age, 
is always accompanied by a loss of autonomy and self-determination, it creates 
dependence and in extreme cases it may even affect the individual intimacy and 
dignity. 

The loss of one’s mobility may be seen as a difficult individual fate. However, 
there are two aspects which may make it not only into an individual but also 
into a general problem of our society. First, the average age in western soci- 
eties is increasing dramatically. As a natural consequence the number of people 
suffering from severe motion impairment will increase too. At the same time, 
we can observe an equally dramatic increase of the expenditures for health care 
and nursing and furthermore a reduction of nursing staff in order to limit the 
cost explosion. The results of these developments are foreseeable: the quality of 
health care will decay, individual care will become still more expensive and less 
affordable for people with medium and lower income, elderly will then be sent 
to nursing homes much earlier than nowadays in order to get sufficient care. 

A way out of this unpleasant development may be through the development 
of robotic technologies. Many activities which a person with severe motion im- 
pairment is unable to execute may become feasible by using robot manipulators 
and vehicles as arms and legs, respectively. Lifting things, carrying and manip- 
ulating things and moving around in ones own home this way becomes feasible 
without the assistance and help of a nurse. People with motion impairment get 
back a certain amount of autonomy and independence and can stay in their 
familiar environment. Expenditures for nursing personnel or an accommodation 
in a nursing home can be avoided or at least limited. 

In this paper we describe a robotic wheelchair MAid (Mobility Aid for Elderly 
and Disabled People) whose task is to transport people with severely impaired 
motion skills and to provide them with a certain amount of autonomy and in- 
dependence. The system is based on a commercial wheelchair, which has been 
equipped with an intelligent control and navigation system. 

Robotic wheelchairs have been developed in a number of research labs (see 
our review in Section II.) The common set of functions provided by most of those 
systems consists of AvoidObstacle FollowWall, and PassDoorway. In conversa- 
tions with disabled and elderly people, and with physicians we learned that not 
all of these functions are of equal interest for people with motion impairment. 
Particularly FollowWall and PassDoorway are maneuvers which most disabled 
people still want to execute themselves provided they have the necessary fine 
motor control. 
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Following this advice, in our work we focused on different types of motion 
skills. Our system has two modes of operation, a semi-autonomous and a fully 
autonomous mode. In the semi-autonomous mode the user can command MAid 
to execute local maneuvers in narrow, cluttered space. For example, the user 
can command MAid to maneuver into the cabin of a restroom for handicapped 
people. Maneuvers in narrow, cluttered space require extreme attention and often 
lead to collisions, particularly if the patient lacks sufficient fine motor control. 
We denoted this type of maneuver in small, narrow areas as NAN (narrow area 
navigation), and the implementation of this capability is described in [12,14]. 

In the second mode, MAid navigates fully autonomously through wide, 
rapidly changing, crowded areas, such as concourses, shopping malls, or con- 
vention centers. The algorithms and the control system which enable MAid to 
do so are described in the following. We denoted this latter type of motion skill 
as WAN (wide area navigation) . The only action the user has to take is to enter a 
goal position. Planning and executing a trajectory to the goal is completely taken 
care by MAid. MAid’s capability of navigating in rapidly changing environments 
was not only acknowledged as being very useful but also very entertaining. MAid 
often had to work very hard to find its way through a crowd of people and our 
test pilots were often very curious to see what MAid would do next, bump into 
a passenger - very rarely it did - or move around. 

MAid’s performance was tested in the central station of Ulm during rush-hour 
and in the exhibition halls of the Hannover Messe ’98, the biggest industrial fair 
worldwide. Altogether, MAid has so far survived more than 36 hours of testing 
in public, crowded environments with heavy passenger traffic. To our knowledge 
there is no other robotic wheelchair and no other mobile robot system which can 
claim a comparable performance. 

Note that at first sight the two types of motion skills, NAN and WAN, 
which MAid is capable of, have little in common with the navigation skills of 
other intelligent wheelchairs. Quite the opposite is the case. In terms of its 
performance WAN can be seen as a superset of functions such as AvoideOhstacle 
or FollowWall. When WAN is activated and a destination at the opposite end 
of a hallway is specified then MAid will automatically show a wall following 
behavior and at the same time avoid obstacles, although there is no explicit 
implementation of such a behavior in the WAN module. Likewise, passing a 
door or docking at a table are typical instances of NAN maneuvers. 

The rest of this paper is organized as follows. In the next section we give 
an overview of the state of the art in the development of robotics wheelchairs. 
MAid’s hardware design is described in Section 3. In Section 4, we then describe 
the software architecture and the algorithms which enable MAid to navigate 
in a wide, rapidly changing, crowded environment. Note that although MAid’s 
capability to navigate in narrow, partially unknown, cluttered environment is 
mentioned several times below, the focus in this paper is on MAid’s WAN skill. 
We will not go into the details of MAid’s NAN skill, presented in [12,14]. 
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2 Related Work 

In recent years there has been the development of several intelligent wheelchairs. 
A first design concept for a self-navigating wheelchair for disabled people was 
proposed by Madarasz in [8]. The vehicle described there used a portable PC (320 
KB of memory) as on-board computer. The sensor equipment of the wheelchair 
included wheel encoders, a scanning ultrasonic range-finder and a digital camera. 
The system was supposed to navigate fully autonomously in an office building. 
To find a path to its destination it used a symbolic description of significant 
features of the environment, such as hallway intersections or locations of offices. 
The path computed by the path planner consisted of a sequence of primitive 
operations such as MoveUntil or Rotate. 

In [3], the system NavChair is described. NavChair’s on-board computer is 
also a portable IBM compatible PC. An array of 12 Polaroid ultrasonic sen- 
sors at the front of the wheelchair is used for obstacle detection and avoidance. 
NavChair’s most important function is automatic obstacle avoidance. Other 
functions include wall following and passing doorways. 

Hoyer and Helper [7] present a modular control architecture for an omni- 
directional wheelchair. The drive of this system is based on Meccanum-wheels. 
The wheelchair is equipped with ultrasonic and infrared sensors and a manip- 
ulator. A low-level control unit is in charge of the operation of the sensor ap- 
paratus, the actual motion of the vehicle and the operation of the manipulator. 
This control unit is realized on an VME-Bus-system using pSOS-|-. A high-level 
PC/UNIX based planning module consists of a path and a task planner to exe- 
cute task oriented commands. 

A hybrid vehicle RHOMBUS for bedridden persons is described in [9]. 
RHOMBUS is a powered wheelchair with an omni-directional drive which can 
be automatically reconfigured such that it becomes part of a flat stationary bed. 
The bedridden person does not have to change seating when transferring between 
the chair and bed. 

Mazo et al. [10] describe an electrical wheelchair which can be guided by voice 
commands. The wheelchair recognizes commands such as Stop, Forward, Back, 
Left, Right, Plus, Minus and turns them into elementary motion commands. The 
system also has a control mode Autonomous. In this mode the wheelchair follows 
a wall at a certain distance. 

Miller and Slack [11] designed the system Tin Man I and its successor Tin 
Man II. Both systems were built on top of a commercial pediatric wheelchair 
from Vector Wheelchair Corporation. Tin Man I used five types of sensors, drive 
motor encoders, eight contact sensors used as whiskers, four IR proximity sensors 
distributed along the front side of the wheelchair, six sonar range sensors, and 
a flux-gate compass to determine the vehicle’s orientation. Tin Man I had three 
operation modes: human guided with obstacle override, move forward along a 
heading, and move to {x,y). These functions were substantially extended in Tin 
Man II. Tin Man II capabilities include Backup, Backtracking, Wall Following, 
Passing Doorways, Docking and others. 
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Wellman [15] proposes a hybrid wheelchair which is equipped with two legs 
in addition to the four regular wheels. These legs should enable the wheelchair to 
climb over steps and move through rough terrain. A computer system consisting 
of a PC 486 and a i860 co-processor for the actuator coordination is used to 
control the wheelchair. 

3 Hardware Design 

Our system MAid (see Fig. 1) is based on a commercial electrical wheelchair 
type SPRINT manufactured by MEYRA GmbH in Germany. The wheelchair 
has two differentially driven rear wheels and two passive castor front wheels. It 
is powered by two 12 V batteries (60 Ah) and reaches a maximum speed of 6 
km/h. The standard vehicle can be manually steered by a joystick. 




Fig. 1. The robotic wheelchair MAid 



The goal of the work presented here was to develop a complete navigation 
system for a commercial wheelchair, such as SPRINT, which would enable it 
to automatically maneuver in narrow, cluttered space as well as in crowded 
large-scale environments. The hardware core of the navigation system developed 
for the task is an industrial PG (Pentium 166MHz) which serves as on-board 
computer. The computer is controlled by the real-time operating system QNX. 

MAid is equipped with a variety of sensors for environment perception, such 
as collision avoidance, and position estimation. In particular, MAid’s sensor ap- 
paratus includes the following devices: 
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— a dead-reckoning system consisting of a set of wheel encoders and a optical 
fiber gyroscope (Andrew RD2030), 

— a modular sonar system consisting of 3 segments each equipped with 8 ultra- 
sound transducers and a micro-controller, mounted on an aluminum frame 
which can be opened to enable the user to sit in the wheelchair, 

— two infrared scanners (Sharp GP2D02 mounted on servos) for short range 
sensing, 

— a SICK 2D laser range-finder PLS 200 mounted on a removable rack. 

The dead-reckoning system, which integrates over the distance traveled by 
the vehicle and over its orientation changes, provides elementary position and 
orientation information. This information is rather inaccurate with errors accu- 
mulating rapidly over the traveled distance but it is available at low cost and at 
all times. 

The sonar system and the laser range finder are the sensors which MAid 
uses to actually perceive the surrounding environment. This perception has the 
form of two dimensional range profiles and gives a rather coarse picture of the 
environment. From the range profiles MAid extracts the basic spatial structure of 
the environment, which is then used for two purposes: the avoidance of stationary 
and moving objects, and the estimation of M Aid’s position in the environment. 

For the latter, we apply an Extended Kalman filter, provided we have a 
description of the environment. Based on such a description, on a model of 
MAid’s locomotion, and its last position this filter produces a set of expectations 
regarding MAid’s sensor readings. The deviation between these expectations and 
the true sensor readings is then used to compute correction values for MAid’s 
estimated position. 

It should be mentioned that in a wide, crowded, rapidly changing, mostly 
unknown environment there is little advantage in using a Kalman filter since one 
of its essential ingredients, namely the a priori description of the environment 
is not available. For the navigation in such an environment, we have to rely 
exclusively on the position information provided by the dead-reckoning system. 

While all other components of MAid’s navigation system are low cost or 
can at least be substituted by cheaper components without reducing MAid’s 
performance, the laser range-finder is undoubtedly an expensive sensor (approx. 
US$ 4000). However, as we have argued in [13] there is no other sensor which 
is equally suited for detecting and tracking a large number of moving objects in 
real-time. This function in turn is essential for the navigating in wide, crowded, 
rapidly changing environments. 

Except for the laser range finder, the other sensors are connected to, and 
communicate with, the on-board computer using a field bus as shown in Fig. 2. 
The interface between these devices and the field bus is implemented by a number 
of micro-controllers (68HC11). Due to the high data rates of the laser range- 
finder, this device is directly connected to the on-board computer by a serial 
port. The motion commands computed by the navigation system are also sent 
over the field bus to the motion controller, which powers the wheel motors. 
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Fig. 2. Hardware architecture of MAid’s control system 



The user interface of MAid’s navigation system consists of the original 
wheelchair joystick and of a notebook computer. With the joystick the user 
points to the desired motion direction. The notebook is used to select MAid’s 
operation mode and to enter the goal position. We are planning to enhance this 
interface with a commercial speech recognition system, similar to those currently 
used in the automobile industry. It is obvious however, that in order to be useful 
for a severely disabled person, MAid’s user interface has to be adapted to that 
person’s specific disability. 



4 Control Architecture 

MAid has a hierarchical control architecture consisting of three levels: a basic 
control level, a tactical level, and a strategic level. The components of this control 
system which contribute to MAid’s capability of navigating in a wide, crowded, 
rapidly changing area (WAN) are shown in Fig. 3. Note that in the following 
we simply denote these components as WAN module. For the sake of clearity, 
in Fig. 3 we omit the parts of the control system, which implement MAid’s 
navigation skills for narrow, cluttered, partially unknown areas (NAN). These 
are described in [12]. 









MAid: A Robotic Wheelchair Operating in Public Environments 



75 



Wide Area Navigation 



^ 0 ) 




Fig. 3. Software architecture of MAid’s WAN module 



On the basic control level we compute the values of the control variables 
which put the vehicle into motion. The velocity control module on this basic 
control level receives as input a velocity vector u describing the target velocity 
and heading and the actual values of the translational and rotational (va,0Ja) of 
the vehicle. The velocity vector is converted into target values for the transla- 
tional and rotational velocity. Out of these target values and the actual values 
provided by the vehicle’s dead-reckoning system the velocity controller computes 
appropriate correction values which are then fed to the motor controllers. 

On the tactical level, which essentially forms the core of the WAN module we 
have three submodules, a motion detection module, a module for motion track- 
ing and estimating object velocities and headings , and a module for computing 
evasive maneuvers. In the following paragraphs we give a brief description of the 
interaction of these submodules. The methods which they actually implement 
are described in detail in Section 5. 

In order to be able to react to a rapidly changing environment with poten- 
tially many moving objects, MAid continuously observes the surrounding world 
with a 2D laser range-finder. The range data provided by this range-finder es- 
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sentially represent MAid’s view of the world. In the continuous stream of range 
data MAid tries to detect the objects in its environment and to identify which 
of these objects are stationary and which are in motion (see [13] for more de- 
tails). From the stream of range data MAid further derives estimates for the 
motion direction and velocity of the objects by extrapolating their past motion 
trajectory and velocity. 

Based on these predictions and on its own motion direction and velocity 
MAid then determines if it is moving on a collision course with one or several 
of the moving objects. After an analysis of so-called Velocity Obstacles [5] MAid 
computes an avoidance maneuver, which is as close to its original heading as 
possible but does not lead to a collision with the objects moving in the vicinity 
of MAid. 

Motion detection, motion prediction, the computation of collision courses 
and the computaiton of the avoidance maneuver take approximately 70 ms. If 
we include the time for a sensor observation (recording of a range image) the 
cycle time increases to 0.3 sec, thus MAid is able to compute a new maneuver 
every 0.3 s. This is primarily due to the low transmission rate of the range-finder. 

MAid’s main task while it navigates in a wide, crowded, rapidly changing 
area is to reach a specific goal at some distance from its present position. In 
the current design it does not pursue any more complex, further reaching plans 
such as visiting a sequence of intermediate goals. Accordingly, the strategic level 
consists of the selection of the next goal, which is left to the user. At a later 
point, the strategic level will be expanded by a path planner, for example, which 
will provide the WAN module with a sequence of intermediate goals. 

5 Navigation in Rapidly Changing, Crowded 
Environments 

In this section, we describe the methods and components which contribute 
to MAid’s capability of navigating in a wide, crowded, rapidly changing area 
(WAN). Amongst existing robotic wheelchairs this capability is rather unique. 
The part of MAid’s control system which implements this capability essentially 
consists of three components: an algorithm for motion detection, an algorithm 
for motion tracking, and an algorithm for computing evasive courses, which is 
based on the Velocity Obstacle (VO) approach [6]. 

5.1 Motion Detection and Motion Tracking 

A rather obvious approach to identify changes in the surrounding environment 
is to consider a sequence of single observations and to investigate where these 
observations differ from each other. A discrepancy between two subsequent ob- 
servations is a strong indication of a potential change in the environment. Either 
an unknown object has been discovered due to the self-motion of the observer 
or an already discovered object has moved by some distance. In the following 
sections we discuss how this simple idea can be used in a fast motion detection 
and tracking algorithm. 
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Sensor selection and Estimation of Self-Motion The sensor which we use 
for motion detection and tracking in crowded, rapidly changing environments is 
a laser range-finder (SICK PLS 200). In [13] we argue that this is the most appro- 
priate sensor for the given task. The device works on a time-of-flight principle. It 
has a maximum distance range of d = 50 m with an accuracy of ad ~ 50 mm and 
an angular range of ±90 deg with a resolution of 0.5 deg. The device is currently 
operated at a frequency of 3 Hz providing three range images per second. 

The range data provided by the laser range-finder are naturally related to 
the local frame of reference attached to the sensor. In order to compare two 
subsequent local range images and to compute a differential image, it is nec- 
essary to know precisely which motion the sensor has undergone between two 
observations, how far it has moved from one viewpoint to the next and how far 
it has turned. This information is provided by the dead-reckoning system, which 
enables the wheelchair to keep track of its position and orientation over some 
limited travel distance with reasonable accuracy. With the information about 
the current position and orientation of the vehicle it is straightforward to trans- 
form the local range images from earlier measurements into the actual frame of 
reference. 



Representations of Time-varying Environments A very efficient and 
straightforward scheme for mapping range data is the occupancy grid repre- 
sentation [4]. This representation involves a projection of the range data on 
a two-dimensional rectangular grid, where each grid element describes a small 
region in the real-world. 

While investigating the performance of existing grid based mapping pro- 
cedures, we noticed that most of the time was spent for mapping free space. 
Particularly, the further away the observed objects were, the more time it costs 
to map the free space between the sensor and the object. Also, before a range 
image could be assimilated into a grid, the grid had to be completely initialized, 
that is, each cell had to be set to some default value. For grids with a typical size 
of several tens of thousands of cells these operations became quite expensive. 

Now, mapping large areas of free space is rather useless for detecting and 
tracking moving objects. To avoid this, we devised an alternative representation 
in which we map only the cells observed as occupied at time t, whereas all other 
cells in this grid remain untouched. We call this representation a time stamp 
map. 

Compared to the assimilation of a range image into an occupancy grid the 
generation of a time stamp map is rather simplified. Mapping a range mea- 
surement involves only one single step, i.e.the cell coinciding with the range 
measurement is assigned a time stamp t. This stamp means that the cell was 
occupied at time t. No other cell is involved in this operation. Particularly, we 
do not mark as free any cell which lies between the origin of the map and the 
cell corresponding to the range measurement. 

The time variation of the environment is captured by the sequence TSMt, 
TSMt-i, . . . , TSMt-n of those time stamp maps. An example of such a sequence 
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is shown in Fig. 4 a) - c). These pictures show three snapshots of a simple, time- 
varying environment with a moving and a stationary object in a time stamp 
map representation. The age of the observation is indicated through different 
gray levels where darker regions indicate more recent observations. Note that the 
maps are already aligned so that they have the same orientation. A translation 
by a corresponding position offset finally transforms the maps into the same 
frame of reference. The aligned maps are shown in Fig. 4 d). The assimilation 
of a range image into a 200 x 200 time stamp map takes 1.5 ms on a Pentium 
166Mhz. 




Fig. 4. A sequence of time stamp maps describing a toy-environment. The age of 
the observation is indicated through different gray levels. The more recent the 
observation the darker is the gray level which marks the object contours. 



An Approach to Fast Motion Detection Motion detection in a sequence 
of time stamp maps is based on a simple heuristic. We consider the set of cells 
in TSMt which carry a time stamp t {occupied at time t) and test whether the 
corresponding cells in TSMt-i were occupied too, i.e., carry a time stamp t—\. If 
corresponding cells in TSMt, TSMt-i carry time stamps t and t—1, respectively, 
then we interpret this as an indication that the region in the real world, which 
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is described by these cells has been occupied by a stationary object. If, however, 
the cells in TSMt-i carry a time stamp different from t — 1 or no time stamp at 
all, then the occupation of the cells in TSMt must be due to a moving object. 
The algorithm which implements this idea is described in pseudo-code notation 
in Table 1. 



procedure detectMotion; 

for each cell ensemble csx,t describing an object x in TSMt 
for each cell Ci^t in csx,t 

for each corresponding cell ■ ■ ■ , Ci^t-k, ■ ■ ■ , Ci^t-n in 

TSMt-i, TSMt-k, ■■■, TSMt-n 

if Ci^t-k carries a time stamp t — k 

then Ci is occupied by a stationary object 
else Ci is occupied by a moving object 
\f majority of cells Ci^t in csx,t is moving 
then cell ensemble csx,t is moving 
else cell ensemble csx,t is stationary 

Table 1. A motion detection algorithm based on a sequence of time stamp maps. 



As we pointed out earlier, the time stamp representation of a time-varying 
environment is more efficient for motion detection than commonly used grid 
representations. Particularly, the time stamp representation allows us to use a 
sequence of maps in a round robin mode without a need to clear and initialize 
the map which is used to assimilate the new sensor image. Outdated time stamps 
which originate from the mapping of previous sensor images do not have to be 
deleted but are simply overwritten. This procedure leaves the map receiving a 
new sensor image polluted by outdated information. However, this is not only 
efficient - as we save an expensive initialization operation - but is also correct. 
Cells which are marked by an outdated time stamp are simply considered as free 
space, which has the same effect as assigning some default value. 



Motion Tracking and Estimation of Object Trajectories Although kine- 
matic and dynamic models of human walking mechanisms and gaits have been 
developed, there is no analytical model of human purposive locomotion, which 
would allow us to make inferences about the motion of a person over longer dis- 
tances. Therefore, the best we can do to track a moving object in environment 
such as a crowded concourse in a railway station is to collect information about 
its past motion and to extrapolate this past motion into the near future, if nec- 
essary. For this purpose we consider the sequence of recent sensor images and 
extract the information about motion direction, velocity, or acceleration describ- 
ing the motion history of the moving objects from the spatial changes which we 
find in the mappings of these sensor images. 
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Note that while it is sufficient for motion detection to investigate only the 
mapping of two subsequent sensor images, provided the objects move at a suf- 
ficient speed, establishing a motion history may require to consider a more ex- 
tended sequence of sensor images. We assume that the cells describing distinct 
objects are grouped into ensembles, and we also assume that these ensembles 
and their corresponding objects are classified either as moving or as stationary 
by the motion detection algorithm described above. 

The first step in establishing the motion history of an object is to identify the 
object in a sequence of mappings. Once we have found this correspondence it is 
easy to derive the heading and the velocity of a moving object from its previous 
positions. To find a correspondence between the objects in the mappings of 
two subsequent sensor images we use a nearest-neighbor criterion. This criterion 
is defined over the Euclidean distance between the centers of gravity of cell 
ensembles representing distinct objects. For each cell ensemble representing an 
object at time t we determine the nearest ensemble in terms of the Euclidean 
distance in the map describing the environment at the preceding time step t — 1. 
Obviously, this operation requires the objects to be represented in the same 
frame of reference. 

If the distance to the nearest neighbor is smaller than a certain threshold 
then we assume that both cell ensembles describe the same object. The thresh- 
old depends on whether the considered objects and cell ensembles are stationary 
or moving. For establishing a correspondence between the two cell ensembles 
describing a stationary object we choose a rather small threshold since we ex- 
pect the cell ensembles to have very similar shapes and to occupy the same 
space. Currently, we use a threshold of 30 cm for stationary objects. For a cor- 
respondence between the cell ensembles describing a moving object this value is 
accordingly larger. Here we use a threshold of 1 m which is approximately the 
distance which a person moving at fast walking speed covers between two sensor 
images. 

A description of the above algorithm in pseudo-code notation is given in 
Table 2. On a Pentium 166MHz a complete cycle involving both detecting and 
tracking any moving objects takes approximately 6 ms. For a more detailed de- 
scription and discussion of our motion detection and tracking method we refer 
to [13]. 

The algorithms in Table 2 allow us to establish a correspondence between 
the objects in two or even more subsequent time stamp maps. Having found this 
correspondence it is straightforward to compute estimates of the heading and 
the velocity of the objects. Let cog(oi^t) and cog(oi^t-i) be the centers of gravity 
of the visible contour of the object Oi at times t and t — 1. Estimates for the 
velocity v and the heading (j) of Oi are given by 
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and <j){oi^t) = atan(A(Mj_t),3?(t6j_t)), 



where 



= cog(oi^t) - cog(oi^t-i)- 
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procedure findCorrespondence; 
for each object Oi^t in TSMt 

for each object Oj^t-i in TSMt-i 

CorrespondenceTablepj] = corresponding(oi^t, 

function corresponding (oi^t, 

if Oi^t is stationary and is stationary 

then d = (threshold for stationary objects) 
else d = dm,' (threshold for moving objects) 
if d{o^^t,Oj^t-l) < d 

and not.exists Ok,t ■ d{ok,t,Oj^t-i) < d{o^^t,Oj^t-i) 
and not.exists opt-i ■ d{ot^t,opt-i) < d{oi^t, Oj^t-i) 

then return true; 
else return false; 

Table 2. An algorithm for tracking moving objects in a crowded environment. 



As the above equations reveal, we use a very simple model for predicting the 
velocity and heading of an object. In particular, we assume that the object Oi 
moves linearly in the time interval from t — 1 to t. Apparently, this may be a 
very coarse approximation of the true motion. The approximation, however, has 
proven to work sufficiently well at a cycle time of less than 100 ms for motion 
detection, motion estimation, and computation of an evasive course. At a slower 
cycle time a more sophisticated, nonlinear model for estimating the velocity and 
heading of an object may be appropriate. 




Fig. 5. The mobile robot A and the moving obstacle B. 
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Fig. 6. The Relative Velocity 'va,b, the Collision Cone CCa,b, and the Velocity 
Obstacle VOb- 



5.2 Motion Planning Using Velocity Obstacles 

In this section, we briefly summarize the concept of Velocity Obstacle (VO) for a 
single and multiple obstacles. For simplicity, we model the robotic wheelchair and 
the obstacles as circles, thus considering a planar problem with no rotations. This 
is not a severe limitation since general polygons can be represented by a number 
of circles. Obstacles move along arbitrary trajectories, and their instantaneous 
state (position and velocity) is estimated by MAid’s sensors, as discussed earlier. 

To introduce the Velocity Obstacle (VO) concept, we consider the two cir- 
cular objects, A and B, shown in Fig. 5 at time to, with velocities and vb- 
Let circle A represent the mobile robot, and circle B represent an obstacle. To 
compute the VO, we first map B into the Configuration Space of A, by reducing 
A to the point A and enlarging B by the radius of A to R, and represent the 
state of the moving object by its position and a velocity vector attached to its 
center. Then, the set of colliding relative velocities between A and B, called the 
Collision Cone, CCa,b, is defined as CCa,b = {va,b | ^a,b H R yf 0}, where 
^va,b is the relative velocity of A with respect to R, va,b = va — v^, and \a,b 
is the line of va,b- This cone is the light grey sector with apex in A, bounded 
by the two tangents A/ and Xr from A to R, shown in Fig. 6. Any relative ve- 
locity that lies between the two tangents to R, A/ and A^, will cause a collision 
between A and R. Clearly, any relative velocity outside CCa,b is guaranteed to 
be collision- free, provided that the obstacle R maintains its current shape and 
speed. 

The collision cone is specific to a particular pair of robot/obstacle. To consider 
multiple obstacles, it is useful to establish an equivalent condition on the absolute 
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velocities of A. This is done simply by adding the velocity of B, vb, to each 
velocity in CCa,b and forming the Velocity Obstacle VO, VO = CCa,b 0vb 
where 0 is the Minkowski vector sum operator, as shown in Fig. 6 by the dark 
grey sector. The VO partitions the absolute velocities of A into avoiding and 
colliding velocities. Selecting outside of VO would avoid collision with B. 
Velocities on the boundaries of VO would result in A grazing B. 

To avoid multiple obstacles, we consider the union of the individual velocity 
obstacles, VO = U™ where m is the number of obstacles. The avoidance 

velocities, then, consist of those velocities v^, that are outside all the VO's. 

In the case of many obstacles, obstacles avoidance is prioritized, so that 
those with imminent collision will take precedence over those with long time to 
collision. Furthermore, since the VO is based on a linear approximation of the 
obstacle’s trajectory, using it to predict remote collisions may be inaccurate, if 
the obstacle does not move along a straight line. By introducing a suitable Time 
Horizon Th, we limit the collision avoidance to those occurring at some time 
t < Th- 



The Avoidance Maneuver An avoidance maneuver, consists of a one-step 
change in velocity to avoid a future collision within a given time horizon. The 
new velocity must be achievable by the moving robot, thus the set of avoidance 
velocities is limited to those velocities that are physically reachable by robot A at 
a given state over a given interval. This set of reachable velocities is represented 
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schematically by the polygon KLMH shown in Fig. 7. The set of reachable 
avoidance velocities, RAV , is defined as the difference between the reachable 
velocities and the velocity obstacle. A maneuver avoiding obstacle B can then 
be computed by selecting any velocity in RAV . Fig. 7 shows schematically the 
set RAV consisting of two disjoint closed subsets. For multiple obstacles, the 
RAV may consist of multiple disjoint subsets. 

It is possible then to choose the type of an avoidance maneuver, by selecting 
on which side of the obstacle the mobile robot will pass. As discussed earlier, 
the boundary of the velocity obstacle VO, {<5/,<5r}, represents all absolute ve- 
locities generating trajectories tangent to B, since their corresponding relative 
velocities lay on A/ and A^. For example, the only tangent velocities in Fig. 7 
are represented by the segments KH and LM of the reachable avoidance velocity 
set RAV . By choosing velocities in the set bound by segment HK or ML, we 
ensure that the corresponding avoidance maneuver will avoid the obstacle from 
the rear, or the front, respectively. 

The possibility of subdividing the avoidance velocities RAV into subsets, 
each corresponding to a specific avoidance maneuver of an obstacle, is used by 
the robotic wheelchair to avoid obstacles in different ways, depending on the 
perceived danger of the obstacle. 



Computing the avoidance trajectories A complete trajectory for the mobile 
robot consists of a sequence of single avoidance maneuvers that avoid static 
and moving obstacles, move towards the goal, and satisfy the robot’s dynamic 
constraints. A global search have been proposed for off-line applications, and a 
heuristic search is most suitable for on-line navigation of the robotic wheelchair. 
The trajectory is generated incrementally by selecting a single avoidance velocity 
at each discrete time interval, using some heuristics to choose among all possible 
velocities in the reachable avoidance velocity set RAV . 

The heuristics can be designed to satisfy a prioritized series of goals, such 
as survival of the robot as the first goal, and reaching the desired target, mini- 
mizing some performance index, and selecting a desired trajectory structure, as 
the secondary goals. Choosing velocities in RAV (if they exist) automatically 
guarantees survival. Among those velocities, selecting the ones along the straight 
line to the goal would ensure reaching the goal, the TG strategy shown in Fig. 8. 
Selecting the highest feasible velocity in the general direction of the goal may 
reduce motion time, the MV heuristics shown in Fig. 8. Selecting the velocity 
from the appropriate subset of RAV can ensure a desired trajectory structure 
(front or rear maneuvers), the ST heuristics shown in Fig. 8. It is important to 
note that there is no guarantee that any objective is achievable at any time. The 
purpose of the heuristic search is to find a ’’good” local solution if one exist. 

In the experiments described in the following section, we used a combination 
of the TG and the ST heuristics, to ensure that the robotic wheelchair moves 
towards the goal specified by the user. When the RAV sets include velocity 
vectors aiming directly to the goal, the largest among them is chosen for next 
control cycle. Otherwise, the algorithm computes the centers of the RAV sets. 
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Fig. 8. a: TG strategy, b: MV strategy, c: ST strategy. 



and chooses the velocity corresponding to the center closest to the direction to 
the goal. This heuristics adds also an additional safety margin to the mobile 
robot trajectory, since the velocity chosen is removed from the boundary of its 
RAV set, thus accounting for unmodelled uncertainties on the obstacle shapes 
and trajectories. 



6 Experimental Results 

MAid’s performance was evaluated in two steps. Before taking the system to a 
realistic environment such as the concourse of a railway station, we conducted 
extensive tests under the simplified and controlled conditions of our laboratory. 
The laboratory embodiment of a “rapidly changing environment” consisted of 
an empty, delimited, and locked area where a second mobile robot moved on 
prescribed paths with known velocity profile, or groups of three and four people 
were asked to walk at moderate speed in front of MAid. 



6.1 Experiments under Laboratory Conditions 

To examine MAid’s motion detection and tracking capability a commercial mo- 
bile robot Nomad XR4000 was programmed to move along a rectangular tra- 
jectory in front of the robotic wheelchair, equipped with the laser range-finder, 
at a distance of 2 m. The Nomad robot followed a velocity profile that made 
its center follow the polygonal trajectory represented by the solid line shown in 
Fig. 9. The wheelchair is identified by the cross mark at coordinates (0,0) in 
Fig. 9, and its position or orientation were not changed during the experiment. 

The dotted line in the figure represents the motion of the Nomad robot as it 
was sensed and tracked by MAid. The estimated trajectory shows a maximum 
tracking error of less than 15 cm, which can possibly reduce the performance of 
the navigation algorithm. However, this is not the case, since the error is always 
reducing the estimate of the obstacle distance and therefore increases the naviga- 
tion safety margins. The nature of the error can be easily understood by noticing 
that the trajectory estimation is carried out by tracking the center of the visible 
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Fig. 9. Tracking a single moving object with ground truth. 



contour of mobile obstacle. Since the the visible obstacle is smaller than the true 
obstacle, its center will always result closer than its real position. Furthermore, 
the estimation error only affects the magnitude of the avoidance velocity and 
not its direction, which is computed using the left and right boundaries of the 
visible obstacle. 

In a second set of experiments we asked a number of people to move at a 
comfortable walking speed along prescribed trajectories in an experimental area 
of approximately 4x7 m^. The wheelchair with the range-finder was again kept 
stationary. The results of this set of experiments are shown in Fig. 10a) - d). 

During the first experiment, a single person was asked to walk along a given 
rectangular trajectory in the area facing the range-finder sensor. After several 
laps, the person headed back to his initial position. The tracking algorithm 
tracked his motion in real time without any problem. The trajectory estimated 
by the tracking algorithm is shown in Fig. 10a). 

In the second experiment, three people moved across the field of view the 
wheelchair along straight lines, more or less parallel to each other, and the left 
most person made a sudden left turn and headed back to the wheelchair, as 
shown in Fig. 10b). The subjects moved at slightly different speeds, so that 
their complete walk was visible by the range-finder. As shown in the figure, 
the tracking algorithm could easily track the motion of the three people. In the 
experiment shown in Fig. 10c), we tracked the motion of three subjects moving 
again on parallel straight lines directly away from the wheelchair. This time the 
subjects moved at a similar speed. 
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Fig. 10. Tracking a group of people in a lab environment. 

The last experiment deserves a more detailed discussion. We let two subjects 
move along straight lines which crossed each other in front of the wheelchair. 
Accordingly, for a short period of time one person was occluding the other from 
the range-finder view. Apparently then, the algorithm was unable to track the 
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occluded person during this period of time. This loss of tracking manifests itself 
as the interruption of one of the trajectories, as shown in Fig. lOd). Our algorithm 
lost the occluded person for two time steps. It detected and continued to track 
the motion after the subject became visible again. 

Tracking moving objects whose trajectories cross each other is a very gen- 
eral problem and is not a specific problem of our tracking algorithm. Problems of 
this type cannot be eliminated even by very sophisticated methods such as those 
described in [2], which assume the knowledge of a model of the motion of the 
objects to be tracked. As mentioned above, we cannot make such an assumption 
since valid models of human motion are not available for our application do- 
main. Experimental results further showing the performance of MAid’s motion 
detection and tracking algorithm in a real environment are described in [13]. 

To complete the laboratory experiments, we evaluated the performance of 
the complete system, including motion detection, tracking and computation of 
avoidance maneuvers, under controlled conditions. This is a difficult task, since 
no metric is available to quantify the behavior of on-line algorithms reacting to 
unpredictable external events. Our experiment consisted of asking two subjects 
to approach the wheelchair at walking speed (approx. 1 m/s). The wheelchair’s 
initial velocity was set to 0.5 m/s. The reaction of the system after it noticed 
the approaching objects is shown in a sequence of snapshots in Fig. 11. In the 
figure the wheelchair is represented by a rectangle, whereas the two subjects 
are represented by circles. The arrows attached to the rectangle and the circles 
represent the motion direction and velocity of MAid and the two people, respec- 
tively. The length of the each arrow represents to the distance traveled in one 
second. The entire experiment lasted less than five seconds as can be seen from 
the time stamps attached to the snapshots. 

Before time 1.54 sec the two subjects moved in a safe direction without 
the danger of a collision. At time 1.54 sec one person changed direction and 
directly headed for the wheelchair. As we can observe, MAid reacted to this new 
situation by reducing its velocity and turning right. At time 3.1 sec the danger of 
a collision had disappeared again and MAid turned back to its initial direction 
and accelerated to its previous velocity. At time 4.14 sec one person had already 
left MAid’s perceptual field when the other person suddenly made a turn and 
directly headed for MAid. Since this would have lead to an immediate collision 
MAid reduced its velocity to zero and stopped. Half a second later - the person 
had slowed down too and turned right a little - MAid accelerated again in a 
direction which allowed it to finally pass the person. 

6.2 Experiments in the Concourse of a Railway Station 

After MAid had successfully passed a number of laboratory experiments similar 
those described above, the time had come to confront the real world. The real 
world was the concourse of the central station in Ulm, a hall of approximately 
25x40m^. First test runs were conducted during the morning rush hours. We 
thought that this would represent the worst scenario MAid would ever have to 
face. In fact, after the arrival of a commuter train typically up to several hundred 
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Fig. 12. MAid traveling in the concourse of a railway station. 
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people moved through the concourse within two or three minutes. We counted up 
to 150 people crossing the concourse within about a minute. After two or three 
minutes however, the concourse was practically empty again, thus leaving not 
enough time for conducting experiments. The railway station manager, who was 
observing our experiments with great interest, finally told us that the ideal time 
for our tests would have been Friday noon, which does not exhibit the densest 
but the most continuous passenger traffic in the concourse. During the period 
between 11:00am and 1:30pm in fact, typically several tens of people stay and 
move around in the concourse, thus making it very suitable for the navigation 
experiments. 

To test MAid’s navigation performance we let it cross the concourse in arbi- 
trary directions. MAid is put in motion by pushing the joystick shortly into the 
direction of the target location and by entering a travel distance. The wheelchair 
then starts moving in the desired direction as long as there is no collision immi- 
nent. If a collision with an object or a person is impending, MAid, while contin- 
uing its motion, determines a proper avoidance maneuver and follows this new 
direction until it can turn back and head again to the goal location. Snapshots of 
MAid’s test runs in the crowded concourse are shown in Fig. 12. The passenger 
traffic in these images is moderately dense, which actually facilitated recording 
the pictures. When the passenger traffic became too dense, MAid occasionally 
simply stopped, and did what a human operator would have also probably done 
in that situation: it waited until the group of people blocking its way had passed 
and then it continued its journey. 

MAid’s performance is demonstrated in the diagrams of Fig. 13, by showing 
the relations between some of the navigation variables such as, for example, 
wheelchair velocity, relative velocity between wheelchair and nearest objects, 
and clearance between the wheelchair and the nearest object. Fig. 13a) shows 
the wheelchair velocity plotted over the distance between the wheelchair and the 
nearest object which is on a collision course with the wheelchair. The data in this 
diagram indicate that with decreasing clearance the wheelchair velocity drops to 
zero. Similarly, the velocity increases as the distance to the nearest approaching 
obstacle becomes larger. It is important to note that there is no unique causal 
relation between the wheelchair velocity and the clearance with the environment. 
Rather, the wheelchair’s velocity depends on a number of quantities, such as 
the object motion direction, the object velocity, and the number of objects in 
MAid’s proximity. This explains the variations in the data set. Note also that 
the distance to the nearest object is measured with respect to MAid’s vertical 
axis and not with respect to the boundary of the wheelchair. 

An equivalent dependency is shown in Fig. 13b). There, the relative velocity 
between the wheelchair and the nearest object is plotted against the distance 
between the two objects. A negative value of the relative velocity means that the 
object is approaching the wheelchair, whereas a positive value means that the 
object is moving away from it. According to the data, the velocity of the nearest 
object relative to the wheelchair velocity decreases as the distance between the 
two objects decreases. This dependency describes the combined effect of motion 
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Fig. 13. Illustration of MAid’s performance in terms of wheelchair velocity and 
distance between the vehicle and the nearest object. 



planning and control algorithms, which reduces MAid’s velocity whenever an ob- 
ject approaches the wheelchair. Note that this is not a unique causal correlation 
either. 

In Fig. I3c) we show the relation between the relative velocity of the nearest 
object and the distance at which MAid starts an evasive maneuver. The larger 
the relative velocity of an approaching object, the sooner MAid initiates an 
avoidance maneuver, and the slower an object is approaching the wheelchair, the 
shorter is distance at which MAid starts to get out of its way. Fig. 13d) finally 
shows MAid’s average velocity plotted over the number of approaching objects. 
We can see that MAid decreases its speed the more objects are approaching on 
a collision course. 

During our experiments in the concourse MAid collided several times with 
objects. Usually these objects were bags or a suitcases lying on the floor invisible 
to MAid’s laser range-finder and its sonar sensors. To discover small obstacles 
in front of the wheelchair we mounted two extra sonar sensors to the foot rests 
of the wheelchair. 

So far, MAid has survived about 18 hours of testing in the concourse of the 
central station in Ulm and we plan to continue conducting experiments in this 
environment. 
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MAid was presented to a wider audience during the Hannover Fair ’98. The 
Hannover Fair is the largest industrial fair worldwide. In Hannover, MAid drove 
through the exhibition halls for seven days between two and three hours per 
day at regular visiting hours. Altogether MAid has successfully navigated in 
crowded, rapidly changing environments for more than 36 hours. 

7 Conclusion 

In this paper, we presented the hardware and software design of the navigation 
system of our robotic wheelchair MAid. This navigation system enables MAid to 
move through crowded, rapidly changing environments, such as shopping malls 
and concourses of railway stations or airports, and also through narrow, clut- 
tered, partially unknown environments. In this paper we only described the first 
of these two capabilities, which we denoted as WAN (wide area navigation). 
Three components essentially contribute to the capability to navigate in a wide, 
crowded, rapidly changing area: an algorithm for motion detection, an algorithm 
for motion tracking, prediction and the computation of potential collisions, and 
finally an algorithm for computing the avoidance maneuvers. 

The algorithms for motion detection and tracking use the range data provided 
by a 2D laser range-finder. This sensor was chosen to facilitate the real-time 
capability of the tracking system. By using a laser range-finger our approach 
differs from the majority of known methods for motion detection and tracking 
which are based on visual information. 

The time variation of the environment is captured by a sequence of temporal 
maps, which we call time stamp maps. A time stamp map is the projection 
of a range image onto a two-dimensional grid, whose cells coinciding with a 
specific range value are assigned a time stamp. Based on this representation 
we have discussed simple algorithms for motion detection and motion tracking, 
respectively. One complete cycle involving both motion detection and tracking 
takes approximately 6 ms. Our algorithms for motion detection and tracking 
do not presuppose the existence of kinematic and dynamic models of purposive 
human locomotion. Those models are not available in an environment such as a 
concourse of a railway station. With a cycle time of 6 ms for motion detection 
and tracking however, our approach is definitely “quick” and assures the required 
real-time capability. 

The avoidance maneuvers are computed using the Velocity Obstacle ap- 
proach, which allows the fast computation of the wheelchair velocity avoiding all 
static and moving obstacles. To take into account the environment uncertainty, 
an avoidance maneuver is computed at each sampling time, thus modifying in 
real time the nominal trajectory of the wheelchair. The complete trajectory to 
the goal is then computed incrementally, by selecting the avoidance velocities ac- 
cording to appropriate heuristics. The most commonly used heuristics has been 
to select an avoidance velocity in the general direction of the goal, to ensure 
that the wheelchair does not stray to far from its nominal trajectory, and can 
re-acquire its original goal after the obstacle avoidance. 
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MAid has undergone rather extensive testing. Its performance was tested 
in the central station of Ulm during rush-hour and in the exhibitions halls of 
the Hannover Messe ’98, the biggest industrial fair worldwide, during regular 
visiting hours. Altogether, MAid has survived more than 36 hours of testing in 
public, crowded environments with heavy passenger traffic. To our knowledge 
there is no other robotic wheelchair, and no other mobile robot, that can claim 
a similar performance. 
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Abstract. Service robots require interactive programming interfaces 
that allow users without programming experience to easily instruct the 
robots. Systems following the Programming by Demonstration (PhD) 
paradigm that were developed within the last years are getting closer 
to this goal. However, most of these systems lack the possibility for the 
user to supervise and influence the process of program generation after 
the initial demonstration was performed. In this paper an approach is 
presented, that enables the user to supervise the entire program gener- 
ation process and to annotate, and edit system hypotheses. Moreover, 
the knowledge representation and algorithms presented enable the user 
to generalise the generated program by annotating conditions and object 
selection criteria via a 3D simulation and graphical user interface. The 
resulting P6D-system widens the PhD approach in robotics to program- 
ming based on human demonstrations and user annotations. 



1 Introduction 

The development of service robots is one of the main topics in robotics research. 
One of the major problems to be solved in order to successfully apply manipula- 
tors to service tasks is the problem of providing a proper programming interface 
for unexperienced users. Interactive programming interfaces are required that al- 
low users that know how to perform a task to be programmed to easily instruct 
a robot without having to have a programming education. 

In recent years several robot programming systems were developed that fol- 
low the Programming by Demonstration (PhD) paradigm [11,13,16,3]. Most of 
these systems are focused on the task of reconstructing the trajectories and ma- 
nipulations a user performs. Their goal is to reconstruct demonstrations or at 
least a set of environmental states with the highest accuracy possible. In order 
to achieve this the focus is set on powerful sensor data processing techniques and 
the use of highly accurate sensor systems, such as multiple vision systems, laser 
sensors, structured light, and in some cases especially designed input devices. In 
general these systems have three characteristics, that do limit their applicability 
to end-user programming end service tasks. 



Christensen et al. (Eds.): Sensor Based Intelligent Robots, LNAI 1724, pp. 96—119, 1999. 
(c) Springer-Verlag Berlin Heidelberg 1999 
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1. Most of the state-of-the-art systems don’t employ further user interaction 
in the programming process beyond the physical demonstration itself. This 
limits the information the programming system’s data processing steps are 
based on to the trajectories of the users extremities and the objects and their 
properties. The user’s intention that stands behind the observable actions 
has to be guessed or is not taken into account at all. The systems work based 
on the assumption that all effects occurring in the course of a demonstration 
due to the user’s actions are intended and should be reproduced by the 
generated program. 

2. The systems do not provide any supervision and monitoring interfaces for 
the user besides the actual execution of the generated program itself. Thus, 
wrong system hypotheses derived in the course of the program generation 
process can’t be identified and corrected by the user. This can lead to incor- 
rect programs that don’t match the user’s intention. 

3. The generated programs are either inflexible to changes in the execution 
environment against the demonstration environment since the program ac- 
curately replicates the user’s demonstration, or they are generalised based 
on heuristics or inductive learning techniques without really knowing the 
user intention. 

Summarising, part of the state of the art systems are either very sophisticated 
accurate visual teaching systems which are easy and comfortable to use but do 
lack the power to generate flexible programs. The others do allow the generation 
of flexible robot programs but do not guarantee that these match the users’ 
intentions. Both results are not fulfilling the requirements posed by the task of 
programming service robots. The major requirements are: 

~ intuitive interaction modes and interfaces, 

“ processing processes of the programming system should be transparent for 
the user, 

— system hypotheses have to be matched against user’s intention, 

— programs shall be generalised w.r.t. user’s intention, 

— partial solutions should be reusable, and 

— programs should be represented in a robot independent way. 

Inflexible programs will fail in unstructured, changing service environments 
and flexible programs derived from demonstrations whose accordance with the 
user intentions can not be guaranteed are not acceptable if not even potentially 
dangerous. 

In the following sections an approach is presented that allows the representa- 
tion of actions with different levels of accuracy, as well as the flexible representa- 
tion of object selection conditions for program execution. Thereafter, a method 
is given that allows the generation of programs following several processing and 
user interaction phases starting with the initial user demonstration. 

The approach that will be presented in this paper is divided into several 
processing steps. Firstly, the user’s behavior is recorded via a sensor system. 
The sensor system consist of a data glove with a 6DOF magnetic field position 
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sensor and a vision based trinocular camera system. For experiments described 
in this paper only data from the position sensor and the data glove is used 
These recordings provide data from the user’s hand trajectory and finger an- 
gles. Secondly, the trajectory is analysed and segmented. Important segments as 
grasping, un-grasping and basic movements are represented in symbolic identi- 
fiers, called Elementary Operations (EOs). This symbolic representation allows 
abstraction from the raw sensory data to a reusable operator structure. Since 
the structure of these Elementary Operations do play an important role for the 
system’s behavior a detailed formal definition is presented in section 2. The 
generated Elementary Operations can be compiled into a new macro operator 
which represents a symbol for a whole action sequence. In case the Elementary 
operations can be mapped directly into robot commands the derived task can 
be executed on a robot system afterwards. 

Figure 1 shows the overall process with it’s basic components. Each step is 
explained in the following sections. For better understanding the structure of the 
symbolic representatives of actions, the Elementary Operators, section 2 starts 
with a formal description. Sections 3 4 5 explain how the sensory data can be 
compiled into symbolic identifiers. 




Observation 




Fig. 1. Programming by demonstration process 



2 Program Representation 

The basic requirement for service task programs is the adaptability of the program 
to the user’s needs and intentions. This means, that a generated program has 

^ This means that positions are estimated only within the virtual reality environment 
that will be presented later. 
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to be as accurate as required and as flexible as possible. Therefore, important 
features of the program representation are the following. 

1. It has to be interpretable by the user. 

2. Actions have to be represented accurately, but also flexible to changes in 
object locations at execution time. 

3. It has to contain object selection criteria that allow the instantiation of vari- 
ables representing the objects to be manipulated in different environments. 

In order to cover all of these aspects the following operator based representation 
was developed. 

Definition 1. An Operator OV is a 5-tuple (Af, O, C, T, V, B). 

The five attributes contain: 

N =operator’s name being an unambiguous identifier. 

O =list of variables representing the objects the operator is applied to 
(called object list). 

C =condition that enables the instantiation of the object list’s variables. 

T =list of object relative frames representing a trajectory to be driven. 

V =list of parameters e.g. grasping force, acceleration profile. 

B =the operator’s body (see definition 2). 



The different attributes of operators serve different purposes. The following fea- 
tures and advantages are implemented by using values stored in the above pre- 
sented operator structure: 

~ Object selection conditions (stored in C ) are the key to program general- 
isation, instantiation and execution in different environments. The object 
selection conditions for relevant objects of a manipulation are represented 
by logic terms given as disjunctive normal form of spatial relations. This 
representation is efficient since it allows the adjustment of a programs appli- 
cability and therefore flexibility to the user’s intention by adding or deleting 
relations. Different conjunctions in a term representing a selection condition 
do specify alternative environmental states in which the program or one of 
its sub-steps shall be executed. 

In the system well-known spatial relations as in, on, aligned, and object re- 
lated relations like type, colour, lot are used. Based on these relations object 
configurations and features that represent object selection criteria and thus 
carry the user intention are semantically modelled and described. Due to 
the modular structure of the implemented system the set of relations and 
features can easily be extended and exchanged for different task domains, 
e.g. one could use contact relations as proposed by Ikeuchi [6]. To add other 
object related relations regarding specific product oriented information like 
stiffness or roughness is straight forward. Thus the means available for de- 
scribing object selection criteria and thereby representing the user intention 
can easily be tailored to the specific task requirements. 
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~ Object relative trajectory representation (stored in T) allows us to store 
trajectories in an object dependent way. Each frame which is to be visited 
in the course of following the trajectory is given relative to an object using 
a common frame notation. If for example a spacer is to be picked up, the 
trajectory to the spacer’s location is given relative to it. Each sample is 
given in the form {spacer T), where spacer denotes the object and T the 
frame given relative to the object. During execution the trajectory towards 
the object is driven as desired, regardless whether the object is situated at 
exactly the same location as during initial demonstration or not. 

A problem occurs when the reference object changes between two trajectory 
samples and the objects’ positions at execution time differ from the ones they 
were at during demonstration. In this case methods for local path planning 
and interpolation have to be applied in order to transfer the “gap” in the 
trajectory that results from the different object configuration. 

~ Scalable accuracy and flexibility of the actions performed in the course of 
program execution is achieved, by mapping the user demonstration on a 
set of Elementary Operations (EOs). Using this concept [4] provides several 
advantages. Firstly, standard robot motion strategies can be used, e.g. linear- 
move, spline-move, which eases the mapping of a demonstration on standard 
manipulators. Secondly, the accuracy of the trajectory’s representation can 
be adjusted to the user’s intention. An exact-move, that exactly replays the 
original trajectory provides the highest accuracy. Besides motion operations 
also different grasp operations can be represented by different operators. 
In principle, different grasp classification hierarchies [1,8] can be used by 
implementing operators for these. 

— Reuse of programmed task solutions is enabled by compiling a sequence 
of elementary operations that was derived from an initial demonstration 
into a new macro operator. The generated macro contains the respective EO 
sequence as its execution code [3] . EOs that have been used for implementing 
the macro operator are stored in the operator’s body (see definition 2). 

~ Robot independent representation of programs is also achieved by the op- 
erator based representation. This feature is realised through the concept of 
using different bodys for elementary and macro operators. 

Definition 2. Operator’s body: An operator’s body B contains the code to 
be executed. This code can be 

• an executable, robot dependent program in case of an elementary operator 
or 

• a list of operators in case of a macro operator. 

Moreover, a macro operator’s body contains the information of how the op- 
erators contained are to be parametrised 

Following this definition EOs provide robot independent shells for the pro- 
gramming process, while serving as an interface to robot dependent imple- 
mentations of skills [4]. 

The programming process which is depicted in figure 2 exploits the benefits 
of the program representation. It consists of several processing phases. 
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Fig. 2. Interactive programming process 



User demonstrations are recorded, segmented, analysed, and mapped on a 
sequence of elementary operations. Finally, the EO sequence is compiled into 
a new macro operator representing the final program. Figure 2 shows the user 
is integrated in all processing steps. In the following sections the different pro- 
gramming phases are described in detail. 



3 Sensors and Demonstration Recording 

The developed system uses a 22 sensor data glove and magnetic field based 6D 
position sensor to record physical user demonstrations (figure 3) . Therefore, the 
trajectory of the user’s motions and his fingers’ poses are given directly but due 
to the position sensor’s measuring principle with limited accuracy. 

However, in principle the methods presented work on arbitrary spatial trajec- 
tories, regardless whether they were recorded with a position sensor or whether 
they were derived from highly accurate vision or laser based sensor recordings. 
Figure 4 shows the trajectory recorded from the demonstration of a bag pack- 
aging task, where 3 infusion bags were stacked in a cardboard box. 
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Fig. 3. Data-glove with the tracking system’s receiver 



4 Trajectory Segmentation and Grasp Analysis 

The first programming step consists of the segmentation of the demonstration 
into different phases. Segmentation is done in order to divide the demonstration 
in meaningful phases that are associated with the different manipulations that 
the user performed. In order to achieve this segmentation the grasp and release 
actions that took place during the demonstration are identified. Like in other 
programming systems that are based on the analysis of demonstrations [7] the 
method which is realised here is based on the analysis of the distance of the 
user’s hands to objects, the velocity of the user’s hand and the changes in its 
finger’s posture. 



4.1 Detection of Grasp Actions 

Grasp actions are detected following a three step approach. In the first step the 
trajectory of the recorded demonstration is followed until the distance between 
the user’s hand and an object falls below a threshold threshgrasp which was 
determined experimentally. When the hand approached an object like this a 
grasp action is assumed. By analysing the distance of the user’s hand to the 
closest object the search interval Igrasp = L * + 1: ' • • i J ~ 1; J of demonstration 
samples is determined such that 

Vfc G Igrasp '■ min{distance{hand, all — objects) k) < threshgrasp (1) 
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Fig. 4. Trajectory sampled with 20Hz 



holds. Within this interval the index igrasp is determined at which the hand’s 
velocity combined with the fingers’ fiexion is minimal. The fiexion of all fingers 
at time t is represented through the sum of the measured fiexion angles of all 
finger joints Sjointst- After determining igrasp the following equation holds. 



Vj € igrasp ■ J 7^ *S 



Vi - 



E joints j 



10 



> 



E joint Si 



10 



( 2 ) 



Figure 5 illustrates the motivation for this approach. It shows that grasping 
actions do occur when the hand barely moves and the fingers close until a steady 
grasp is established. Three grasp/release actions are shown w.r.t. the hand’s 
velocity (light grey) and the fingers’ fiexion (dark grey). Hypotheses about the 
points in time when grasp actions took place are given as the ascending edges 
of the grey rectangles. 

Once a hypothesis about a grasp action is derived a candidate for the grasped 
object is determined. The object which is closest to the local coordinate system 
of the hand model at the point of grasp is chosen. 



4.2 Detection of Release Actions 

Hypotheses for release actions in the course of a demonstration are derived based 
on the assumption that they do occur when an object is already grasped, the 
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Fig. 5. Detection of grasp and release actions 
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hand opens, and the hand’s velocity is low. The recorded data samples are anal- 
ysed starting from the last detected grasp action searching for the point in time 
when the sum of the fingers’ joint angles increases w.r.t. to the value calculated 
at the grasping point for the given grasp. In order to be able to cope with sensor 
noise and small spontaneous finger motions the fingers have to open above an 
experimentally determined threshold in order to trigger the release detection. 
From the sample representing the point in time were the hand opens above the 
threshold the sequence of recorded data samples is processed backwards until the 
next local velocity minimum is encountered. This sample serves as hypothesis 
for the point in time when a release action took place. In figure 5 the descending 
edges of the grey rectangles depict the hypotheses derived w.r.t. release actions. 

Due to the use of the sum of finger joint angles as segmentation criterion 
for release actions the approach presented here is limited to the application of 
demonstrations containing static grasps. 

Once a hypothesis about a release action is derived a hypothesis about what 
the reference object for the released object might be is generated. The trajectory 
of the motion towards the release position will be stored relative to this reference 
object. As candidate the object which is closest to the released one is chosen. 

4.3 Classifying Grasps 

In order to represent different ways of grasping objects grasp hierarchies are often 
used. The root of this approach lies in the work of Schlesinger [15]. Following 
Schlesinger’s and Napier’s [12] analysis, Cutkosky developed a grasp hierarchy 
which offers a classification scheme for typical grasps occurring in manufacturing 
and assembly tasks [1] (s. fig. 6). 

State-of-the-art grasp recognition schemes mostly do rely on the analysis 
of contact points between the human hand and the grasped object and the 
analysis of the hand posture itself (e.g. [8,9]). Although this approach offers a 
very powerful and precise way to classify and recognise different grasps it has 
several limitations. In order to compute the contact points between the user’s 
hand and grasped objects exact geometric models of these are required. Since 
human hands vary strongly in size and shape it is very difficult to provide an 
exact hand model. Moreover, models for non-rigid objects are difficult to provide 
and to maintain. Furthermore, sensor noise limits the applicability of the method 
of analysing the hand’s posture w.r.t. the object since it requires exact data about 
the hand’s and the object’s position as well as the fingers’ posture. Finally, a 
high computational effort has to be spent in order to compute the hand/object 
contact points. 

In the developed system a different approach is followed in order to classify 
grasps w.r.t. to the grasp hierarchy which was introduced by Cutkosky. The basic 
idea is to perform the classification step on data about an hand’s posture only. 
No complicated geometric computations is required whatsoever. The 20 finger 
flexion and abduction values are used as input of the grasp classification process 
since these describe the posture of the user’s hand. Based on this data neural 
network classifiers for grasp classification are trained. 
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Fig. 6. Cutkosky’s grasp hierarchy 



The data pre-processing, training and classification scheme as well as the 
results obtained and limitations discovered are discussed in [5]. 

4.4 User Interaction w.r.t. Segmentation Hypotheses 

Once hypotheses about the occurrence of grasp and release actions as well as 
types of grasps and relevant objects were derived automatically based on the 
demonstration and the world model it’s the user’s turn to confirm or correct 
these. In order to provide a user friendly way to edit the system hypothesis the 
interface displayed in figure 7 was designed. 

By either choosing from menus in the graphic interface or picking objects 
directly in the 3D simulation window the user can edit hypotheses about the 
grasped object or reference objects respectively. Moving the sliders in the graphic 
interface window the user can edit the grasp and release action hypotheses. The 
3D simulation is constantly updated w.r.t. to the users’ actions. 
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Fig. 7. Interactive confirmation and correction of segmentation hypotheses 



4.5 Correction of Positions of Released Objects 

Due to sensor noise, variations of users’ hands and user mistakes, the final posi- 
tion of manipulated and released objects in the updated world model is in general 
not optimal. Since the desired goal position depends on the task and the user’s 
intention a purely automatic method for correcting positions of objects that 
were manipulated does not make sense. Therefore, a variation of three different 
correction methods was integrated into the proposed programming system. 

Interactive correction: The proposed method allows the interactive correction 
of objects’ positions by manipulating their geometric models directly in the 3D- 
simulation window. Graphic interaction components are added to the visualised 
objects (e.g. the wire-cube in figure 8b). By picking, moving, and rotating these 




a) uncorrected position of bags b) correction using an interaction object c) corrected bag positions 



Fig. 8. Interactive correction of object positions 
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interaction components the position of the associated object is altered. Due 
to the chosen graphical interaction mode this method suits the strong visual 
orientation of human users. Figure 8 shows the result of the demonstration of a 
bag packaging task before, during and after position corrections were made. 




Fig. 9. Automatic correction of object positions for insertion actions; a) initial 
situation, b) translational correction, c) rotational correction, d) final situation 



Automatic correction: Whenever background knowledge about objects and pos- 
sible configurations of these is available, this knowledge can be used for automatic 
correction of the position of released objects. An example is the automatic cor- 
rection of objects after insertion operations. Insertion axes of real objects that 
can be inserted as well as of holes are modelled as attribute/value pairs. On 
the basis of this representation the correction is done in three processing steps. 
After the targeted hole is identified the inserted object’s local coordinate system 
is projected on the holes insertion axis (s. fig. 9 a & b). Thereafter the object’s 
insertion axis is matched with the hole’s insertion axis by rotating the inserted 
object appropriately (s. fig. 9 c & d). 

Iconic annotation of object positions: As third technique for the correction of 
object positions an approach was developed which relies on user annotations and 
implements a semi-automatic position correction. The user interface is based on 
a set of graphic icons representing spatial relations between objects (s. fig. 10). 

Firstly, the user specifies the direction in which an object’s position shall 
be corrected. Directions can be translations and rotations along the axis of the 
world coordinate system or the object’s local coordinate system respectively. 
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Fig. 10. Iconic user interface for interactive position correction 



Furthermore, the user specifies a reference object to which the intended spatial 
relation shall be established. Finally, the user chooses the spatial relation to be 
established from icon menus. After this annotation phase the system moves the 
object whose position is to be corrected until the chosen relation to the selected 
reference object gets valid. With this annotation based correction technique the 
user is able to position objects such that the relations he intended to establish 
with his demonstration are valid (s. fig. 11). 




Fig. 11. Correction of spacebar's position such that on(spacebar, table) holds 
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5 Mapping of Trajectory Segments on EOs 

After the demonstration was segmented the decision has to be made by what 
elementary motion operations the trajectory the user’s hand has travelled in the 
course of the demonstration is to be represented. 

Segment-wise analysis of the hand’s trajeetory follows the segmentation and 
correction phases. The identified segments between grasp/release operations are 
analysed w.r.t. linearity. The analysis is performed with the iterative end-point 
fit algorithm [10] which originally was developed as an edge reconstruction algo- 
rithm for sensor data processing. For this task the algorithm was extended from 
handling 2D to iD data. As result the processed trajectory segment is given 
in a piece-wise linear representation. Depending on the threshold parameters 
used for the algorithm for line segment of about 50cm length between 5-20 line 
segments are produced. The resulting set of lines is shown in figure 12. 




Fig. 12. Results of the trajectory linearisation 



Mapping trajectory segments on EOs is a crucial step, since the degree of accu- 
racy the trajectory is represented with in the final program is determined. The 
system generates hypotheses regarding the desired accuracy of reconstruction 
based on 

1. the speed and acceleration trajectory w.r.t. the corresponding space trajec- 
tory, and 

2. the length and angular deviations of the successive linear segments that were 
identified in the previous steps. 

Currently, hypotheses regarding linear — moves and free — moves are generated, 
where linear — moves are characterised by low speed and accelerations on the 
according linear segments. 
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Fig. 13. Menu for motion EO selection (left); visualised mapping hypotheses 
(right) 



User interaction w.r.t. EO mapping hypotheses Thereafter, the hypotheses are 
presented to the user giving him the possibility to acknowledge or edit the 
system’s choices using the menu and 3D simulation based interface shown in 
figure 13. The data stored varies for different EOs. For free — moves and 




Fig. 14. Identified motion operators; left: system’s hypotheses, right: user’s 
choice 



linear — moves only start and end points of the corresponding line are stored, 
whereas for a spline — move the end points of all included lines are stored as 
supporting knots of the spline. The most accurate representation of the demon- 
stration trajectory is achieved using exact — moves. For these all samples of the 
demonstration trajectory that are included in the chosen segment are stored. 
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The modular design of the system allows the easy extension with more 
EOs that might be needed for different task domains, e.g. circular — move or 
insertion. 



6 Acquisition of the User’s Intention 

During execution it has to be ensured, that the objects chosen for manipulation 
and configurations chosen as destinations match with the user intentions. This 
is essential, since at execution time multiple objects in different locations and 
configurations could serve as candidates for manipulation. Therefore, following, 
the representation of the trajectory with the user intended accuracy, the object 
selection conditions are determined. They enable correct instantiation w.r.t. the 
user’s intention in case of execution. Since the required information can’t be 
guessed by the programming system it has to be acquired from the user. 
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Fig. 15. Condition for the final release action 



Object selection conditions are acquired for each grasp/release phase. For 
grasp phases they serve as representation of the spatial conditions an object 
has to be in and the features it has to have in order to be a candidate for 
manipulation during program execution. For ungrasp phases they do describe 
the spatial object configuration the currently manipulated object is to be put in 
and the features of the objects building this configuration. 

Since the computation of all valid relations between all objects in the envi- 
ronment would be very time consuming, and the selection among these by the 
user would be very uncomfortable, the user is asked to specify significant objects 
and relations in advance. The objects involved in the spatial context are chosen 
by the user by simply clicking on them in the 3D-simulation. Thereafter, the 
user chooses the object features and spatial relations that are of general interest 
in the context at hand from menus of the user interface. 

Based on the specified sets of objects and relations the system computes the 
values for all relations and permutations of objects. The result of this computa- 
tion is presented to the user in an interface menu that allows the specification of 
object selection conditions, by consecutively selecting relations from the menu 
and adding them to the already selected ones. In order to clarify the meaning 
of spatial relations and to point out the objects involved, the concept of Sil- 
icons [2] is used. The user can trigger this visualisation of relations (see fig. 16), 
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Fig. 16. Visualising the aligned{bagl,bag3) relation with a 3Zl-icon 



whenever in doubt about their semantics or the related objects. Finally, when an 
object selection condition is completely specified (see fig. 15), the programming 
system stores it in the respective slot of the grasp and release operators. 

Thereafter, the program is complete and the generated operator sequence is 
stored in the program data-base for further use. 

7 Experiments 

In the following at first the presented segmentation approach is evaluated. There- 
after, the experiment of programming an insertion task based on a user demon- 
stration is presented. 

Performance of the segmentation method. In order to evaluate the proposed 
segmentation method the experiment of picking and inserting a peg was demon- 
strated 20 times. All demonstrations were recorded with sample frequence / of 
6.6Hz. Thereafter, the demonstrations were segmented in two different ways. 

1. The demonstration segmentation was performed automatically. 

2. The automatically generated segmentation hypotheses were edited by human 
experts using the developed graphical interaction interface. 
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3.52 
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0 
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1800 



Table 1. Analysis of deviations regarding manual vs. automatic segmentation 

The mean values and rooted mean square error for the deviation of system 
hypotheses vs. experts segmentation are given in table 1. 
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The numbers show that the occurrence of grasp and release actions that was 
detected with the proposed method deviates about 3 frames from the actions 
determined by human experts. With the chosen sample rate this is a deviation 
of approx, half a second. Further analysis of the recorded data traces showed 
that during grasping and releasing of objects users’ hands usually stand still for 
a short period of time. Both, the system’s as well as the expert’s segmentation 
hypotheses fall into these periods of standstill. The difference is that the system 
detects the actions at the beginning of the period whereas the human expert 
prefers the period’s center. 
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2. Grasp of obstacle 



[6. Ungrasp of spacer 



5. Insertion of spacer 
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4. Grasp of spacer 
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Fig. 17. Removing obstacle & inserting peg; demonstration left; reconstruction 
right 
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Programming an assembly task. In the following experiment one spacer of the 
well-known Cranfield Benchmark is inserted into the base-plate. Figure 17 shows 
demonstration and reconstruction of the removal of an obstacle and the insertion 
of the spacer. 




Fig. 18. Mapping of trajectory on motion EOs for each segment 

Due to inaccuracies in the model of the user’s hand and especially the sensor 
noise of the magnetic field based position sensor the reconstructed position of 
the inserted peg is not optimal. Therefore, the presented position correction 
techniques are applied in order to correct the demonstration’s reconstruction. 
Thereafter, the trajectory segments are mapped on elementary motion operators. 
The resulting EO sequences are shown in figure 18. 

Selection conditions that allow the applicability of the resulting program 
for inserting spacers in each of the four holes of the base-plate are specified 
interactively (Table 2). By specifying the terms ~^on(k, y) and ~^partlyJn(k, y) 
the user explicitly specifies that the hole has to be empty and unobstructed. 
This condition can be used to generate a branch in the program which triggers 
the removal of the obstacle only when necessary [3] . 

Figure 19 shows again the peg insertion experiment. It presents side by side 
the user demonstration on the left, the reconstruction in the simulation in the 
middle, and finally the simulated execution of the generated EO sequence by a 
Staubli RX90 robot on the right hand side^. 

^ For the simulating the robotic execution the simulation library and tool KLIMT 
(Kinematic Library for Simulating Manipulators) was used [14] 
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1 Grasping the obstacle | 


Spatial context 


on(spacebar, holel) A on(holel, plate) A type(holel, hole) A 
type(plate, base-plate) 


jReleasing the obstacle | 


Spatial context 


on(spacebar, tablet j A type(tablel, table) 


Grasping the 


peg 


Spatial context 


partlyjn(pegl, res) A type(pegl, peg) A type(res, reservoir) 


jReleasing the peg j 


Spatial context 


partly Jn(pegl, holel) A completely Jn(holel, plate) A on (plate, 
tablel) A ~^on(k, holel))) A -npartlyjn(k, holel))) A type(pegl, 
peg) A diameter (pegl, small) A type(holel, hole) A type(plate, 
base-plate) A type(tablel, table) 



Table 2. Specified spatial contexts serving as selection conditions 



8 Summary and Conclusion 

In this paper a program representation was presented that is based on a set of 
elementary operations. It fulfils the requirements of service task programming. It 
provides freely scalable accuracy and flexibility of the stored trajectories. Flexible 
representation of conditions specifying required geometric and spatial object 
configurations and required object features allow the instantiation of generated 
programs in different environments. 

Furthermore an interactive programming system was presented that gener- 
ates programs in the developed representation in a sequential process based on a 
physical user demonstration and annotations. All processing and programming 
steps can be monitored and influenced by the user. System hypotheses regard- 
ing segmentation, grasp types, motions, conditions, etc. are to be acknowledged, 
edited or actively specified using a comfortable menu driven user interface and 
direct interaction with a 31? simulation environment. 

The presented representation in combination with the interactive program- 
ming system is an extension of the currently available methods and systems 
towards more flexible end-user programming. It is not only concentrating on the 
exact replication of a physical demonstration but also taking into account and 
representing the user’s intention. 

Although the system’s capabilities are considerably high, improvements can 
be achieved by adding additional sensor sources. This will be on the one hand a 
trinocular movable camera head and on the other hand force sensors on the data 
glove’s fingertips. This will lead to a more precise environment model for better 
performance. Additionally the physical connection to a robot system must be 
further investigated and validated. 
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Fig. 19. The complete peg insertion experiment (demonstration, simulation, ex- 
ecution) 
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Abstract. Most approaches for vision systems use greyscale or color 
images. In many applications, such as driver assistance or presence de- 
tection systems, the geometry of the scene is more relevant than the 
reflected brightness information and therefore range sensors are of in- 
creasing interest. 

In this paper we focus on an automotive application of such a range 
camera to increase safety on motorways. This driver assistance system 
is capable of automatically keeping the car at an adequate distance or 
warning the driver in case of dangerous situations. 

The problem is addressed in two steps: obstacle detection and tracking. 
For obstacle detection two different approaches are presented based on 
slope evaluation and computation of a road model. For tracking, one 
approach applies a matching scheme, the other uses a Kalman filter. 
Results are shown for several experiments. 



1 Introduction 

Modern everyday life, characterized by an ever increasing interaction between 
man and machine, leads to a growing number of potentially harmful situations 
through accidents, malfunctions or human oversight. Related to this is our inves- 
tigation into reliable presence detection systems based on coarse range images. 

In the project MINORA, which is part of the Swiss priority program OP- 
TIQUE II, a universal miniaturized optical range camera is developed [18,19]. 
This new sensor, working in the near infrared, will be fast, cheap and can supply 
3D information with high accuracy. Necessary trade-offs however, mean that the 
sensor provides range images which are coarse (resulting from the need for inex- 
pensive sensor and computing hardware) and incomplete (due to insufficient or 
saturated reflections from targets). For measuring distances ranging from a few 
meters to a few hundred meters the sensor is restricted to a narrow field of view. 
As a consequence the entire road width is within the sensor’s field of view at a 
distance of about 20 meters. Accordingly, we focus on well ordered environments 
such as motorways where this restriction is tolerable. 

Two main applications of the universal range camera are targeted in the 
project MINORA: 
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1. Automotive applications such as driver assistance systems with distance 
measurements of some hundred meters and a relatively narrow field of view 
to increase safety on motorways. 

2. Safety and surveillance applications, such as the control of automatic sliding 
or revolving doors with distances of a few meters and a wide field of view. 

While other project partners work on the electro-optical and computing com- 
ponents of the proposed sensor, our task is the development of algorithms for 
the interpretation of coarse and incomplete range image sequences. Although 
the sensor used in both the safety/surveillance and the automotive applications 
is the same, a discussion of the theory behind both applications is beyond the 
scope of a single paper. In the following we focus on the automotive application. 

The aim of this paper is to present and discuss different methods for obstacle 
detection and tracking for a driver assistance system based on coarse range 
image sequences. Robust obstacle detection and tracking is performed to ensure 
collision avoidance. All potential obstacles have to be recognized within the 
scene. Two obstacle detection methods based on vertical slope evaluation and 
computation of a road model are presented. Furthermore, obstacles have to be 
tracked over time employing a matching scheme or Kalman filtering to predict 
dangerous situations. Due to the availability of 3D information and low resolution 
of range images a processing in real-time is ensured for all approaches at any 
discrete point of time. 

We show results with simulated and scaled range images. Real data will be 
available later in the project. 

2 Types of Range Images 

Range imaging is a key technology for many applications where it is important 
to know the geometrical description of the observed scene. Although several 
measuring techniques exist, for example, stereo, structured light, triangulation, 
structure from motion, range from focusing, and time of flight, the literature is 
not too abundant. The techniques can be classified as either active or passive, 
where active methods involve a controlled energy source. Some ranging systems 
have already been successfully applied to niche applications, but none can claim 
to be a universal sensor. 

Only little research was done on the interpretation of range image sequences 
for outdoor applications such as intelligent cruise control. Table 1 gives examples 
of current research on this topic and summarizes the advantages and disadvan- 
tages of different kinds of range sensors. To the knowledge of the authors, they 
have not been described and discussed in sufficient details in the open literature. 

As can be seen in Table 1, the optical range camera that is developed within 
the MINORA project is, due to synchronous image sensing, well suited for auto- 
motive applications. Like other laser range scanners it is insensitive to ambient 
light and weather conditions and provides range data with a high accuracy in a 
short acquisition time. But novel algorithms have to be developed to handle the 
low resolution and incompleteness of the range data. 
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Table 1. Comparison of different kind of sensors 



Sensor 


Lit. 


Advantages 


Disadvantages 


Stereo vision 


[3] 


- high resolution 

- brightness and range 
information available 


- sensitive to illumination 

- calibration necessary 

- correspondence problem 


Light stripe 
range scanner 


[1] 


- high resolution 

- dense depth map 


- restricted to indoor appl. 

- calibration necessary 

- sensitive to illumination 

- long acquisition time 


Depth from 
motion 


[2] 


- low cost 


- low accuracy 

- dependent on motion segm. 

- sparse depth map 


Millimeter- 
wave radar 


[15], [21] 


- long distance detection 

- high accuracy 

- insensitive to weather cond. 


- long acquisition time 
(for imaging radar) 

- incomplete data 

- high cost 


Ultrasonic 

sensor 


[14] 


- low cost 


- low lateral accuracy 

- sensitive to wind 

- short distance measure- 
ment 

- incomplete data 


Mechanically 
scanned 
optical radar 


[5], [20] 


- long distance measurement 

- high accuracy 

- insensitive to weather cond. 


- long acquisition time 

- incomplete data 

- high cost 


Optical range 
camera with 
synchronous 
image sensing 


]11],]16], 

[17] 


- low cost 

- high accuracy 

- insensitive to weather cond. 

- short acquisition time 


- low resolution 

- incomplete data 



3 An Automotive Application 

Vision based driver assistance improves traffic safety by warning the driver, e.g. 
by an acoustic or visual signal, in case of dangerous situations. An example for 
a scenario, in which range imagery is used for vision based driver assistance, is 
depicted in Fig. 1. As can be seen, a range camera is fixed near the front bumper 
of a vehicle and acquires a stream of range images over time. The field of view of 
the range sensor is described by the angular width of image sensing. Assuming 
a geometry of the sensor as shown in Fig. 2, <j) denotes half of the angular 
width in vertical direction and 9 denotes half of the angular width in horizontal 
direction. Collision avoidance, then, is a sequence of operations including obstacle 
detection and tracking. In obstacle detection, the vision system checks if there 
is any object in the sensor’s field of view that interferes with the path of the 
sensor vehicle. Such obstacles may be static or mobile. For obstacle tracking a 
sequence of frames is considered and feature correspondences are determined to 
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Fig. 1. Using range imagery for vision based driver assistance (with friendly 
permission of A.D.C. GmbH, Germany) 



derive a robust estimation of the positions of obstacles and information about 
their temporal behaviour. 



3.1 Obstacle Detection 

Obstacle detection schemes for natural environments should be able to detect 
obstacles of any shape, e.g. cars, pedestrians, posts, trees, bushes and traffic 
signs. For that purpose a general obstacle model seems to be more appropriate 
than several specific 3D object models. 





Fig. 2. Geometry of sensor: (a) vertical angular extent and (b) horizontal angular 
extent (top view) 
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In the context of automotive applications, an obstacle can be defined as any 
region the sensor car should not traverse. This criterion can be examined in two 
different ways. On the one hand, the traversability of the environment in the 
sensor’s field of view can directly be checked by slope evaluation. In this case a 
region with steep slope indicates the presence of an obstacle. On the other hand 
obstacles lie on top of the road. From an estimate of the location of the road we 
can separate the image into ground and obstacles. Both approaches allow robust 
obstacle detection and, combined with a tracking scheme, they can be employed 
for collision avoidance. 



Radial Slope A straightforward approach to checking the traversability in the 
sensor’s field of view is the evaluation of the slope of a region. It can be computed 
very efficiently in radial direction. Thus determining a region with steep slope 
indicates the presence of an obstacle. 

Also in [5] obstacles are defined as untraversable areas. An ideal obstacle 
detection method which uses a complete vehicle model is applied to continuous 
range data. Specific features, such as discontinuities and slope, are extracted 
to indicate an obstacle. In [22] partial derivatives of the range in a spherical 
coordinate system are used to indirectly measure the Cartesian slopes. This 
approach is used for obstacle detection by an autonomous car. 

Based on the sensor geometry illustrated in Fig. 2, for each pair of two 
vertically adjacent laser beams with depth r{4>) and r{(j) — A(j>), respectively, 
slope /3 can be computed based on the following relationships: 



tanip 



I3 = il)-(l) 

Ip = 180° — 7 



—tan'y 



r((j> — A(p) ■ sinA(j> 
r{(j) — A(f)) ■ cosAcj) — r{(p) 



( 1 ) 

(2) 

(3) 



The geometrical relationships for radial slope computation are illustrated in 
Fig. 3. In our approach obstacles are detected in range image sequences by first 
computing the radial slope in vertical direction for each pixel. If the slope value 
of a pixel exceeds a predefined threshold, the pixel is labeled as belonging to 
an obstacle. Experiments showed that the definition of this threshold, which 
characterizes non-traversable object areas, is not critical. We have decided to 
define it as 25 degrees. A region growing step is applied next to determine regions 
of steep slope. Since obstacles may have flat surface parts in between steep 
surface parts, the detected regions are taken as start regions for a connected 
component analysis. The objective of our connected component analysis scheme 
is to determine point clouds that are connected in 3D space and that have at 
least one part with steep slope. For that we consider neighborhood in depth and 
neighborhood in 2D image space as well as height information as features. Thus 
flat surface parts of an obstacle are merged as well as steep surface parts. 

Results for an example scene are shown in Fig. 4. In Fig. 4a the original range 
image, with range values encoded as greylevels, is shown. The scene contains two 




Towards Smarter Cars 



125 



y 




Fig. 3. Geometrical relationships for radial slope computation 




(c) (d) 



Fig. 4. (a) Range image, (b) radial slope image, (c) thresholded slope image, 
(d) connected components 



cars with one of them driving ahead of the sensor car and the other car driving 
in the oncoming traffic. On the right side of the road, two posts can be seen. 
The computed radial slope image is illustrated in Fig. 4b. In this image, slope 
is encoded as greylevel: A slope of 0° is represented as medium greylevel, and 
positive (negative) slope as brighter (darker). It can be seen that, depending 
on the shape of a car, different parts of the same car may have different slope 
values. The road has a slope value of almost zero degrees. The thresholded slope 
image is shown in Fig. 4c. As can be seen, pixels belonging to the cars are 
labeled as obstacles. Also the posts are detected as obstacles. Road pixels are 
eliminated and thus correctly classified as belonging to a traversable object. The 
detected connected components are shown in Fig. 4d. Both cars and the posts are 
correctly detected as obstacles. Due to the fact that slope values can be computed 
in radial direction, the obstacle detection scheme using radial slope is of low 
computational complexity. By performing a connected component analysis it is 
ensured that obstacles are detected in their entire size even if obstacles have flat 
surface parts in between. Furthermore the connected component analysis in 3D 
space increases the robustness against noise since simple slope computations are 







126 



Karin Sobottka et al. 





separating plane 



road 



Fig. 5. Separation of image feature 



sensitive to noise. However at least two valid depth measurements in neighboring 
rows are necessary to detect an obstacle. A more detailed description of the radial 
slope approach for obstacle detection can be found in [17]. 



Separating Plane In this alternative approach, the knowledge of the geometry 
of the sensor with respect to the road is used to separate image features into 
ground and obstacles introducing a separating plane. We make the assumption 
that the road can be locally modeled as a plane, and determine a depth map 
of a slightly steeper plane than the current road model (rotated by 0.5°). The 
center of rotation is placed vertically under the range sensor (see Fig. 5). Upon 
initialization the road model is assumed to be horizontal and the sensor has a 
height h. Using an inclined plane has the advantage that noisy ground pixels 
and small road elevations are less likely erroneously identified as obstacles. It is 
better to use a rotated instead of a vertically shifted plane as our expected noise 
depends on the depth. Consequently, near and potentially dangerous obstacles 
are completely detected whereas objects far away may be lost. Although hard- 
ware limitations allow the development of only a simple road model (e.g. limited 
field of view and range), this is sufficient for our purpose. 

Similar systems, also using a road model, have been proposed in the litera- 
ture. The approaches described in [4] and [10] use the disparity obtained from 
stereo image pairs to distinguish features painted on the road and obstacles ly- 
ing on the ground. The lane markings are detected and used to update the road 
model and the geometric parameters of the stereo cameras. In comparison to 
these methods we process much smaller images and 3D information for each 
pixel is directly available. On this basis, all the extracted 3D ground pixels are 
used to update our simple road model. Given our coarse images, it is not feasible 
to use a more complex road model like the one described in [6]. 

We determine a depth map by calculating the distances the sensor would 
measure if only the separating plane were seen. By comparing the measured 
depth values (see Fig. 6a) with those from the depth map, we can separate 
image features into ground and obstacles. Pixels with a smaller distance belong 
to an obstacle, while larger distances are assigned to the ground (see Fig. 6b,c). 
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(a) 




(d) (e) 



Fig. 6. (a) Range image, (b) obstacle detection, (c) road/ground detection, 
(d) connected components, (e) connected regions 



However, the car suspension and the road inclination may alter the geometry 
of the road model, with small differences potentially producing large errors in 
the separation of the image features. Therefore, the parameters are updated by 
fitting a plane through all pixels marked as ground. We use the least squares 
method which minimizes the sum of the squares of the residuals. 

As we are dealing with incomplete data, we might not always have enough 
pixels to get a robust result. Even if we have enough pixels to perform the fit 
(> 3) it can still be insufficient because of incorrectly classified pixels. Therefore, 
we calculate the mean distance q of the extracted ground pixels to the fitted plane 



9 = 




(4) 



where N is the number of defined ground pixels and di is the distance of each 
pixel to the plane. If this measure is higher than a specified threshold, the plane 
fit is insufficient and the update of the geometric parameters is not reasonable. 
In this approach the threshold is set to 0.5m. 

An update of the current road model is not necessary for each frame. Noise 
and roughness of the road should not cause an adaption of the geometric pa- 
rameters. The following two properties are used to decide if an update should 
be made: 



1. the number of ground points 

2. the quality of the plane fit. 

All distances which are smaller than the depths of the separating plane char- 
acterize obstacles which we group into different objects. This is done by con- 
nected component analysis (see Fig. 6d). We use spatial coherence to identify 
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regions from the depth information. First, we are looking for connected com- 
ponents in the 8-neighborhood in the image plane. In the depth dimension a 
neighboring pixel is connected if the difference in depth is less than a threshold. 

As we have to deal with incomplete data and occlusion, it is possible that 
an obstacle will be split into different disjoint regions. If two regions belong 
to the same obstacle, they must be close to each other in 3D space. For each 
pair of regions we determine a probability measure by the proximity and depth 
similarity. This measure corresponds to the likelihood that the regions belong 
to the same obstacle. They are merged if this probability measure is larger than 
a specified threshold. In Fig. 6e we see the result after combining close regions 
where the roof and the body of the oncoming car are merged to one object. 

Within the separating plane method, the choice of a rotated plane eliminates 
the problems of noise and uneven roads. The method can also adapt itself to 
changes in the environment. On the other hand valid ground pixels are required 
to perform an update of the current road model. A flat angle of incidence or a 
rough road surface may cause a insufficient reflection of the light. More detailed 
information about this approach can be found in [12]. 



3.2 Tracking 

Robust tracking schemes for driver assistance and traffic surveillance have to 
cope with several problems, such as occlusion, new appearance, and disappear- 
ance of scene objects. Furthermore, system and measurement noise corrupts the 
data and thus a tracking mechanism should not rely on perfect data or perfect 
low level processing. 

However, the use of 3D data allows to treat these problems since accurate 
information about the geometrical arrangement is available. Thus the search 
space for finding correspondences between consecutive frames can be restricted 
to a small depth slice. In this paper two tracking schemes are reported. The 
first is a matching scheme using temporally local and global processes. Secondly 
Kalman filtering is described. It finds the most likely estimates of the states of 
obstacles. Both approaches results in a list of tracked obstacles. 

Due to the low resolution of our data, the tracking schemes have to deal 
with the problem that narrow obstacles, e.g. posts and trunks, are only visible 
at times. Such obstacles can be tracked by means of aging. That means each 
obstacle is attached an age as attribute. Age is initialized by zero and reset to zero 
if a correspondence is found. If an obstacle disappears, its age is increased by one 
and its parameters are updated with estimated values which can be computed 
by the Kalman filter or by a weighted regression method. The tracking process 
continues if the obstacle reappears within a certain time interval. Otherwise, 
if its age has exceeded a certain threshold, it will be removed from the list of 
tracked obstacles. 

Results of both tracking schemes show that obstacles can be tracked even 
under difficult conditions. 
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Matching features A successful way of determining the position of an obstacle 
at the next frame is to find feature correspondences in consecutive frames. In 
this procedure the use of 3D data is an enormous advantage since the search 
for correspondences can be restricted to a small depth slice. To allow robust 
long-term tracking of obstacles, knowledge over larger time intervals has to be 
acquired as well. Thus our tracking scheme employs temporal global processes, 
such as the prediction of 3D positions, aging, and global merging of obstacles. 

A region-based matching approach is also presented in [1]. At each point 
of time height maps are computed and segmented into unexplored, occluded, 
traversable or obstacle regions. Then height maps of consecutive frames are 
matched in order to estimate the vehicle motion and to find moving objects. Also 
in [13] feature correspondences are determined to track independently moving 
and deformable objects. The correspondence problem is solved locally by assign- 
ing individual trackers to each feature and searching for the correspondence in 
a small region-of-interest around the feature’s next predicted position. 

In our approach correspondences between obstacle hypotheses HI~^, i = 
1 , . . , m that were stored at time t — 1 and connected components Cj , j = 1 , . . , n 
that were detected as obstacles at time t, are determined. To simplify the cor- 
respondence problem, we make use of the maximal possible displacement (Fig. 
7a), of similarity in object parameters (Fig. 7b), of continuity in motion (Fig. 7c) 
and consistency of matching (Fig. 7d). In the first step, connected components 
that are located in the relevant depth slice and image space are determined for 
each hypothesis HI~^ . The boundaries of the relevant depth slice can be deter- 
mined based on the maximum speed of cars and the frame rate. Assuming a 
maximum speed of 200 km/h and a frame rate of 25 frames/sec, a displacement 
of 2.22 meters for vehicles driving ahead and a displacement of 4.44 meters for 
oncoming vehicles is possible. Thus the relevant depth slice can be restricted to 
[-4.44 meters, 2.22 meters] surrounding the obstacle hypothesis. 

The definition of the relevant image space depends on the sensor geometry 
and the distance of the hypothesis. The search window is large for close objects 
and small for distant objects. After all relevant connected components are deter- 
mined, a grouping step is applied next. Thus groups G\ of connected components 
are built, which probably belong to the same object. This is done to take into 
account that, due to segmentation errors, noise or poor reflection properties, 
objects could be split into several parts over time and then are separately de- 
tected as connected components. Afterwards all relevant matches — > G\. 

are assessed. The assessment is defined based on the weighted sum of individual 
assessments, which describe the distance in horizontal and vertical direction, the 
similarity with the predicted position, the similarity in object height, the simi- 
larity in object width, and the importance of the match based on the volumes 
of both. The best five matches are stored for each hypothesis 

Because each hypothesis is considered independently up to this step, it may 
happen that the same connected component is assigned to different hypotheses. 
To ensure consistent matching, a consistent subset of assignments is selected. 
Based on this subset, a list of hypotheses for obstacles at time t is stored. Con- 
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(c) continuity in motion 



(d) consistency 



Fig. 7. Constraints for finding feature correspondences 



nected components that were detected at time t, but that were not assigned 
to one of the hypotheses at time t — 1, are added to the list as new hypothe- 
ses. Temporally global processes increase the robustness of tracking significantly 
by considering larger time intervals. In our tracking scheme we employ aging, 
the prediction of 3D positions of obstacles, and global merging of hypotheses as 
global processes. 

As stated above, aging means that hypotheses for which no correspondence 
was found by local matching are kept for a few frames. Thus at each discrete 
point of time, it is checked for a hypothesis, if its age has exceeded a maximum 
threshold. If this is the case, the hypothesis is deleted. An example is shown 
in Fig. 8. Four consecutive frames are illustrated showing one obstacle in the 
tracking process. For clarity other detected obstacles are not marked. Focusing 
on the white bounding box (label 1, Fig. 8b), which represents a car, it can be 
seen that the bounding box is empty at time t -I- 1 and t + 2. This means that 
no correspondence was found in the corresponding frames. The reason is that 
the car is driving behind bushes (Fig. 8a) and thus no depth data are measured 
during this period. But at time t-|-3 the tracking process recovers and the correct 
assignment for the car is found. 

The 3D position of an object can be predicted based on observations in the 
past. It is assumed that the object moves in a continuous way during the ob- 
served period. This assumption is valid in our case, because cars do not change 
motion abruptly and the range images are captured with a high frame rate by 
our sensor. To determine the predicted object position we use weighted regres- 
sion as prediction procedure; fc = 4 observations are taken into account for the 
computation of the predicted value. The observations are not required to occur 
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Fig. 8. Example for aging mechanism 



in consecutive frames. Due to aging it is possible that measurements are miss- 
ing in between. Using weighted regression for prediction, observations that were 
made longer ago are less weighted than observations from the near past. 

The global merging process is based on the assumption that hypotheses which 
move similarly over time and which are adjacent to each other in space probably 
belong to the same obstacle. Thus at the beginning of a time point it is checked 
for a hypothesis if adjacent hypotheses have similar motion characteristics. Using 
range data as input, it is not possible to prevent static objects that are very 
close to each other from being merged together, because, due to egomotion, 
static objects will have a similar motion characteristic. But this kind of error is 
not critical for collision avoidance applications, since obstacle detection and not 
object recognition is the task to be solved. An example of the global merging of 
hypotheses is shown in Fig. 9. Due to occlusion by a tree, the house is split into 
two parts (time t, label 1 and 2). By means of global merging, the hypotheses 
corresponding to the two house parts are merged into one hypothesis and tracked 
successfully as one hypothesis along the time axis (time t + 3, label 1). 

Matching features in consecutive frames is a well-known method for object 
tracking. To be robust against splitting and merging of objects, multiple matches 
have to be realized. Unlike the fact that in general the integration of multiple 
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t t+1 t+2 t+3 

Fig. 9. Example for global merge of obstacle hypotheses 



matches increases the computational costs significantly, range imagery allows to 
restrict the search for correspondences to a small depth slice. Thus only a few 
possible matches have to be evaluated to select the best match. Furthermore 
temporally global processes such as aging, prediction and global merge allow 
robust long-term tracking of obstacles. In addition, it is important to emphasize 
that scene objects that are located in the same depth slice and move in a similar 
way may be erroneously merged and tracked as one obstacle. More details about 
our tracking scheme based on feature correspondences can be found in [16]. 



Kalman Filtering An optimal estimator is implemented by an algorithm that 
processes measurements to deduce a minimum error estimate of a system by 
utilizing knowledge of system and measurement dynamics, assumed statistics 
of system noise and measurement errors, and initial condition information. The 
optimal estimator for a quadratic error function is the Kalman filter [7,9] . 

For driver assistance and traffic surveillance systems the Kalman filter is 
an already known approach to deal with system and measurement noise. An 
extended Kalman filter can be used to perform quantitative tracking [23] . Three 
different models are constructed to describe the motion of a moving car and are 
incorporated into a Kalman filter. The authors in [8] propose two methods to 
combine the estimates of two tracking systems that provide motion parameters: 
the first method applies a Kalman filter, while the second method assigns weights 
to the individual estimates based on the covariance matrix. 

The model of a linear dynamic process is defined by 

xt+i = <PtXt + wt, Wt'^N{0,Qt) (5) 

where the transition matrix <Pt models the evolution of the state vector xt at 
time t and the measurement model 



zt = HtXt + Vt, Vt^N{0,Rt) ( 6 ) 

determines the measurements Zt as a function of the state Xt- Ht is called the 
measurement sensitivity matrix. The system noise Wt and measurement noise Vt 
are zero-mean Gaussian sequences with given covariance-matrices Qt and Rt, 
respectively. These equations, shown in the dashed-line box in Fig. 10, are sim- 
ply a mathematical abstraction - a model of what we think the system and 
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discrete system measurement discrete Kaiman filter 




Fig. 10. System model and discrete Kalman Filter 



measurement processes are - and the Kalman filter is based upon this model. In 
the linear, discrete Kalman filter, calculations at the covariance level ultimately 
serve to provide Kt, which is then used to determine the estimated state Xt- Kt 
is called the Kalman gain matrix. The estimated state before the measurement 
at time t is known as the a priori estimate Xt{—) and the estimated state af- 
ter the measurement as the a posteriori estimate ait(-l-). This is illustrated in 
Fig. 10, which is essentially a simplified flow diagram of the discrete Kalman fil- 
ter. The basic steps of the computational procedure for the discrete-time Kalman 
estimator are as follows: 

1. a priori state estimate extrapolation: 

Xt{~) = 'Pt-lXt-l{+) 

2. error covariance extrapolation: 

Pt{—) = + Qt-i 

3. Kalman gain matrix : 

Kt = Pt{-)Hf[HtPt{-)Hj + Rt]-1 

4. error covariance update: 

Pt{+) = [I - KtHt]Pt{-) 

5. a posteriori state estimate observational update: 

it(-l-) = xt{~) + Kt[zt - HtXt{-)] 

We employ Kalman filtering to provide most likely estimates of the state of 
each obstacle from measurement data corrupted by noise. In our system the 
state vector of each obstacle contains the depth dt, the relative velocity dt, the 
horizontal angle ipt to the obstacle and its change tpt, its vertical angle rjt and 
the corresponding change pt, where all values are taken at time t: 

xj = [dt dt ipt i>t Vt Vt]- (7) 

The a priori state predictions are mapped with the measurements (depth, hori- 
zontal and vertical angle to an obstacle) from the segmentation step. We search 
for the detected object whose position is closest to the a priori estimate from 
the Kalman filter and whose distance is inside a search area. 

Obstacles can disappear in some frames due to the coarseness of the data. 
This problem is addressed by employing an aging process as described before. 
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Parameters are updated with the estimated values from the Kalman filter over 
several frames. The obstacle can thus be recognized if it reappears within an 
certain time. Otherwise it will be removed. Furthermore, new obstacles are added 
if not all detected objects of the segmentation could be matched. 

As extension a global merging process — as described before — can be added. 
Adjacent obstacles which move similarly over time are probably part of the same 
object and can therefore be merged. 

Kalman filtering makes the prediction of important state information more 
robust by employing noise models. It provides the best possible estimation under 
the assumption of Gaussian noise and a quadratic error function. Regrettably, 
the initialization of a Kalman filter is difficult and computational cost is not 
small. 

3.3 Results 

Since the range sensor is still under development, range image sequences of real 
traffic scenes are not yet available. Therefore, we use on the one hand simulated 
range image sequences and on the other hand scaled range images recorded 
by an ABW range scanner (ABW GmbH, Germany) to develop and test the 
segmentation and target tracking algorithms. 

First, the simulated range images are generated by a graphical simulation 
software package. An example is illustrated in Fig. 11. From left to right, we see 
the simulated traffic sequence and the acquired range images. The range data 
are represented by different greylevels; black represents undefined pixels where 
no meaningful measurement was obtained. The range sensor has a relatively 
narrow field of view whereas the driver has a wider field of view. Thus the car 
driving ahead appears very large in the range images. The scene contains two 
cars, one driving ahead and the other in the oncoming traffic. During the course 
of the sequence the oncoming car leaves the sensor’s field of view. This 100-frame 
sequence has a frame rate of 25 images per second, an image size of 16 x 64 pixels 
and a field of view of 2.38° x 10.0°. In the simulation, the range sensor is installed 
next to one of the front lights. Secondly, in Fig. 12 an example of a range image 
sequence of a scaled toy traffic scenario acquired with a structured light sensor is 
shown. The scene contains one car driving in the oncoming traffic. Several trees 
are in the background. This sequence has a length of 25 images and a frame rate 
of 25 images per second. The image size is 65 x 144 pixels and the field of view 
is 6.04° X 14.1°. 

All combinations between the segmentation and tracking approaches are pos- 
sible. In this paper, however, we focus on the results of two. 

Results of obstacle detection and tracking for the simulated traffic sequence 
of Fig. 11 are shown in Fig. 13. In Fig. 13a obstacles are detected using the radial 
slope approach. Tracking is performed by finding feature correspondences. Both 
cars (label 1 and 2) are correctly detected as obstacles and tracked successfully 
along the time axis. In Fig. 13b we separate image features in the segmentation 
approach and use a Kalman filter for the tracking. The detected obstacles are 
represented by their bounding boxes, thus the state vector has to be augmented 
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(a) (b) 



Fig. 11. (a) Simulated traffic sequence and (b) corresponding computed range 
images, Sequence 22 

by the width and height of each obstacle. The size and location of the bounding 
boxes are the estimated state values provided by the Kalman filter. The results 
show only obstacles which are new or tracked within this segmentation step, 
updated obstacles are not included. As the results show, the separation of image 
features in combination with a Kalman filter works well. The oncoming bright car 
(label 2) which is partially occluded is correctly detected and tracked although 
the position and size change considerably. By comparing the results in Fig. 13 we 
can observe differences between the two approaches. As the radial slope approach 
was used in the left column, single pixels (see for example the fifth image from 
the top) can not be identified as an obstacle. This segmentation scheme needs at 
least two valid depth measurements in neighboring rows to detect an obstacle. 
In contrast we see that the separation of image features which is shown in the 
right column loses image pixels lying below the separation plane. 

Examples for tracking a car in a toy traffic scene is illustrated in Fig. 14. 
The corresponding toy traffic scene is shown in Fig. 12. In Fig. 14a obstacles 
are once more detected using the radial slope approach and tracked by finding 
feature correspondences. As can be seen the car (label 1) is successfully detected 
as obstacle and tracked over the entire range image sequence. The result of sep- 
arating image features in the segmentation step and use of a Kalman filter for 
the tracking are shown in Fig. 14b. Even if a tracker loses its obstacle (label 
1 — > 4) the system continues without any difficulties by a new initialization of 
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Fig. 12. (a) Sensor’s view at a toy trafiic sequence and (b) corresponding range 
images recorded with a structured light sensor, Sequence 10 

the Kalman filter. In this sequence, only obstacles larger than three pixels are 
shown. Looking at the results in Fig. 14 the dissimilar object sizes are conspic- 
uous. As already explained for the previous result sequence, this is the effect of 
the different obstacle detection schemes and the various region groupings. Fur- 
thermore, differences between the two tracking methods are illustrated. While 
the matching scheme has problems to track trees in their entire size, Kalman 
filtering loses the moving car. 

4 Conclusion 

In this article several approaches for obstacle detection and tracking in low res- 
olution range image sequences were proposed. We focused on an automotive 
application. The availability of accurate 3D data is found to be advantageous. 

Concerning collision avoidance in traffic scenarios, it was shown that robust 
obstacle detection is possible by checking traversability in the sensor’s field of 
view. Two approaches were presented based on vertical slope evaluation and com- 
putation of a separating plane. Robust long-term tracking of obstacles implies 
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the handling of problems such as occlusion, new appearance and disappearance 
of scene objects, and furthermore, due to the low resolution of our data, the 
visibility of narrow obstacles. Our findings reveal that the use of 3D data allows 
us to treat these problems since information about the geometrical arrangement 
is available. Thus the search for correspondences can be restricted to a small 
depth slice and in case of temporal disappearance of obstacles, internal param- 
eters are updated by estimated values. As obstacle detection is performed at 
every discrete point of time, newly appearing obstacles and even obstacles that 
were partly occluded previously, are detected and tracked in their entirety. Our 
investigations focused on two tracking schemes. In a first approach a matching 
scheme was realized using temporally local and global processes. In a second 
approach Kalman filtering was employed to track obstacles. 

The described methods allow real time processing. This is possible due to the 
small image size, the minimization of the object management and the restriction 
of the search space. The issue of how to combine the different approaches in order 
to improve robustness of an overall system, deserves further study and will be 
subject of our future work. 

Our results imply that range imagery is a key technology for many computer 
vision applications since many ambiguities of interpretation arising between ob- 
ject boundaries and inhomogeneities of intensity, texture and color can thus be 
trivially solved. 
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Fig. 14. (a) results of the matching scheme, (b) result of the Kalman filtering 
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Abstract. Success of visual tracking typically relies on the ability to 
process visual information sufficiently fast. Often a dynamic system 
model of target motion is used to estimate the target location within 
the image and a region of interest (ROI) is used to reduce the amount 
of image data processing. This has proven effective, provided the ROI 
is sufficiently large to detect the target and sufficiently small to be pro- 
cessed quick enough. Here we formally consider the size of the ROI and 
the resolution of the ROI to ensure that tracking is stable. Dynamic sys- 
tem formulation of visual tracking usually requires specification of the 
dynamics of the target. We analyze motions which can be described by 
linear time-invariant dynamical systems (although the image motion may 
be highly non-linear). One can successfully analyze the required ROI size 
and resolution to ensure stable tracking. 



1 Motivation 

Planning and modeling of sensor utilization in intelligent systems typically covers 
topics such as how to fuse multiple sensor inputs, or how to utilize a particular 
sensor for a task such as navigation or map building. For visual control of motion, 
sensor planning typically involves determining which algorithms to use to process 
the visual data. A key competency required in order to use vision for motion 
control (grasping or manipulation) is to be able to locate and track a target. 
Conventional visual servo control requires continuous tracking of a target, at 
great computational expense. We are looking to relax the continuous tracking 
requirement. 

Previous systems that use vision for control of manipulation or navigation 
typically must track the object of interest. Processing closely sampled images en- 
ables the use of temporal coherence to facilitate tracking. For advanced systems, 
the ability to simultaneously track multiple objects (such as a driver moving his 
eyes to objects/points on either side of the road) either forces the use of mul- 
tiple visual sensors or one must relax the temporal coherence requirement. We 
are looking to do the later. The first step towards this is to be able to under- 
stand the relationship between the target dynamics, system and measurement 
noise, and time delay and their impact on successful tracking. This chapter de- 
velops a tracking model, based on traditional Kalman filter tracking systems, 
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that can successfully track given non-fixed time delays between measurements. 
Initially we assume that the delay is based on computation time (although the 
delay could be due to other reasons such as “time sharing” the sensor between 
two or more targets). If there is noise in the system model (as there will be 
in any practical system), as delay time increases, the positional uncertainty of 
the target will also increase. The region in the image that must be searched to 
ensure successful tracking will also increase (thus more computation is required 
to process the data), and we have a negative feedback system - tracking could 
become unstable (or effectively non-observable as the delay between observations 
grows). This chapter presents an algorithm to actively control the resolution of 
the processed image window to avoid this growth in computation time. While 
the idea of using variable sized search windows has been used before, we develop 
the underlying relationships between the system parameters and the required 
window size and resolution. We show via a simulation and a simple system how 
active control of the resolution of the image data processed can lead to stable 
tracking. 



2 Background on Visual Tracking 

Visual tracking, that is, extracting geometric information of the motion of one 
or many objects, is a central problem in vision-based control and there has 
been considerable effort to produce real-time algorithms for tracking moving 
objects. Typically tracking seeks to determine the image position of a target as 
the target moves through the camera’s field of view. Successive image frames 
(usually taken at closely spaced intervals) are processed to locate the features 
or target region. Difficulties in target recognition arise due to the variation in 
images from illumination, full or partial occlusion of the target, effects of pose on 
the projected image. Given that the target can be recognized, tracking difficulties 
arise due to noise (modeling uncertainty) and the time delay required to process 
the image data. 

Visual control systems must take into account the delays associated with the 
visual computation. Tracking stability can only be achieved if the sensing delays 
are sufficiently small, or, if the dynamical model is sufficiently accurate. Various 
approaches have been taken to compensate for the delay of the visual system in 
visual servo control. Many the tracking systems use dynamic models of target 
motion, and use the Kalman-Bucy filter for improved tracking performance (see 
e.g. [4,12,16,17,22]). Successful visual tracking for servo control has been achieved 
by balancing the trade off between the accuracy of the sensing and the visual 
data processing time. Roberts et al [20] show that for systems for which the 
dynamical model is known with sufficiently accuracy, the search area (window 
size or resolution) can be kept small enough such that the processing time is 
sufficiently small for accurate tracking. Clark & Terrier [3,6] utilize feed-forward 
compensation for the processing delay. The dynamical model must be known 
with sufficient accuracy to produce stable tracking. Schnackertz & Grupen [21] 
also utilize a feed-forward term. Similar feed-forward, or predictive, techniques 
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are employed in visual tracking techniques which incorporate the computation 
delay (expressed as the number of frames ‘dropped’ during the compute cycle) 
within the dynamical model to predict the tracker motion [2]. Nelson et. al. [15] 
assume commensurate delays and model the delay d within the system model 
and a new control law is developed to account for this delay. One feature uniform 
to these methods is that, after estimating the approximate image location of the 
feature, a region of the image must be searched in the next frame to locate 
the target (either to match the model for wire frame and/or solid models, or 
locate the image feature point (s), etc.). Given the uncertainty of the estimated 
position (the covariance) , the size of the search window can be modified to reduce 
computation time. For sufficiently small delays, tracking is successful, however 
none of these systems have quantitatively analyzed the bounds on the accuracy 
of the performance, the computational delay and the system noise. 

Assuming a recursive estimation scheme for tracking, this paper demonstrates 
that even for simple linear dynamic models, the tracking system can become 
effectively unobservable for particular dynamics, noise models, or processing al- 
gorithms. As the size of the search window grows, the measurement sample time 
increases. This time delay can cause the tracking system to become unstable. 
Olivier [18] develops some mathematical underpinnings for this analysis, however 
his work is primarily restricted to scalar stochastic systems. 

In this paper we concentrate on the ability of Kalman-Bucy filter based 
tracking systems to successful track objects using a search window based algo- 
rithm. We will show that for search window based tracking: 1) If computation 
time is proportional to the estimated covariance then the sequence of measure- 
ment times (ti,t 2 , ■ ■ . ,tk, ■ . ■) can diverge (becomes unstable), and 2) variable 
resolution can be used to stabilize the tracking (bound the time delay) . The dy- 
namic system analysis for tracking commonly used is presented in section 3. We 
analyze search window based methods giving analytic and experiment results 
demonstrating our claim. 



3 Dynamics System Formulation of Tracking 

The ability to describe, or estimate, the motion of the object with respect to the 
camera enables the tracking system to restrict the search to a local region cen- 
tered on the estimated position. Point based methods typically assume closely 
spaced image sequences in order to use correlation methods (and often dynamics 
are not used under the assumption that the images are closely enough spaced 
that the point motion is Brownian, so the search window is centered on the cur- 
rent location). The motion of the points, lines or region is typically described 
using a stochastic dynamic system model. The state, x{t), depends on the rep- 
resentation used. For example, for point based tracking x may be a vector of 
point coordinates, while for b-spline based tracking x may be a vector of control 
points, and for region based tracking x may be a vector of coordinates of the 
centroid of the region. 



Active Control of Resolution for Stable Visual Tracking 



143 



For continuous linear systems we describe the evolution of the state with the 
equation 

dx{t) = A{t)x{t)dt + r{t)dwt, t>to (1) 

where the state x(t) is an n- vector, A is an n x n continuous matrix time function, 
F is an n X r continuous matrix time function, wt is a r-vector Brownian motion 
process with expected value £[dwtdwf] = Q{t)dt. At time instants tk discrete 
linear measurements are taken: 

y(dk) — 4“ '^k-i ^ — f : 2, . . . , ik+l ^ ^ (2) 

where yk is the to- vector observation and C is an to x n nonrandom bounded ma- 
trix function, vt is a m- vector white, Gaussian sequence, Vk ~ fV(0, Rk) , i?fc > 0. 
The initial state is assumed to be a Gaussian random variable, Xt„ ~ N{x^ , Ft„)- 
The random variables Xt^, Vk and Wt are assumed independent. The covariance 
of the state is given by P°(t) = — x*(t))(x(t) — x*(t))'^]. The actual (true) 

state is denoted x* (t) . Here we are using a continuous-discrete system. The sys- 
tem (motion of an object) is a continuous process, whereas measurements are 
taken at discrete times. Jazwinski [13] points out that analysis of the continuous- 
continuous system and the continuous-discrete system are essentially equivalent. 

Under these assumptions, estimation is often performed using the Kalman- 
Bucy filter (see e.g. [4,12,16,22]). Under the assumed statistical assumptions, the 
Kalman-Bucy filter provides a state estimate that is an optimal trade-off between 
the extrapolated state under the system dynamical model and the measured 
state. 

Most tracking systems assume equally spaced measurements. Here we do 
not make that assumption in order to evaluate the effect of the search size 
on the tracking performance. Measurements are taken at discrete instances 
{ti,t 2 , ■ ■ - tk,tk+i, ■ ■ ■)■ The time of the measurements effects tracking stabil- 
ity. Previous work has considered the optimal measurement schedule where the 
growth of the covariance is used to determine when to take measurements [14]. 
Due to the time taken for the processing of image data, the problem with visual 
tracking is not one of determining how long to wait before taking a measurement, 
but determining how to measure often enough to ensure stability. Here we assume 
one finishes processing previous measurements before taking the next measure- 
ment. If the time between measurements \tk+i — tfe] grows, then tracking fails 
(we call this situation unstable tracking). 

For linear time invariant systems, the estimate of the state can be found from 
the state transition matrix on the interval [tfe,tfe+i], 

x{tk+i) = d>{tk+i,tk)x{tk) = x{tk) (3) 

and the covariance is determined (before measurement) from the Lyapanov equa- 
tion 

P(ife+i) = + Q{tk+utk) (4) 

^ We adopt the notation P(t^) to denote the covariance at time t prior to any mea- 
surement. In other notation this may be denoted P{tk\tk-i) and F(t^) denoted 

P{tk\tk) 



144 



Nicola Ferrier 



where 

Pitt) = {P-\t~) + C^itk)R^^C(tk)y' (5) 

and 

P^k + 1 

Q{tk+i,tk) = / 

Jtk 

is the integrated noise over the interval (tfc,tfc+i). The covariance immediately 
before a measurement at time tk+i is given by: 

^(ifc+i) = {P-\tD + C^{tk)RyC{tk))~^ eA^(t.+i-t.) 

+ Q(tfc+i,tfe) (6) 

We will utilize this expression later in determining the computational delay 
for tracking. The ability to determine the growth of the covariance requires 
solving this Riccati-equation. For certain cases the non-linear coupled differential 
equations in the elements of P can be solved (see e.g. Gelb [10], chapter 4, 
example 1 presents four methods to solve the Riccati equation for a second- 
order integrator with no system noise). 

4 Computation Time and Covariance 

In this section we explore the relationship between the covariance and the com- 
putation time. 

Suppose the location of a target is a pixel location within a frame (e.g. point 
coordinate or centroid of a region). If the entire image frame is searched, the 
computation time is a function of image size. Often one utilizes a model of 
object motion then a search window or region of interest (ROI) can be centered 
on the predicted target location. The covariance of the estimated target location 
can be used to determine the size of the search window. Although there have 
been suggestions to utilize the covariance to determine ROI size [2], in practice 
the ROI is a fixed size or a limited set of sizes [19,20]). If the ROI is chosen to 
be proportional to the covariance (typically a 2a or 3cr window size) then under 
the assumed Gaussian noise models, with high probability the target should 
be located within the given ROI. If we let the ROI size vary then the size of 
the ROI affects the processing time. If the algorithm must “visit” each pixel a 
certain number of times (assumed at least once), then the processing time is 
proportional to the ROI size: 



tk+i —tk + P\\P{t^. )|| 

where the size of the covariance, denoted ||T’(t)r)||, represents the number of 
pixels to be processed. If the ROI size (and hence the covariance) grows, so 
does the processing time and hence the system can become unstable. Figure 1 
graphically depicts this idea. The solid line represents the covariance in a target 
position before a measurement has been taken. The size of this region determines 
the amount of data to be processed and hence effects the time of the next possible 
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measurement. The dashed ellipse represents the uncertainty in a target position 
after a measurement has been taken. The size of this ellipse grows over the time 
interval before the next measurement can be taken. 




Time 



(b) 

Fig. 1. Graphic representation of growth in covariance. The solid line represents 
the covariance before a measurement, P{tf). The dashed line represents the 
covariance after the measurement has been processed, The time between 

measurements depends on the size of the covariance, (a) The covariance shown 
here increases in size and so the time delay tk+i — tk increases. This tracking 
becomes effectively unobservable, (b) In this instance, the covariance decreases 
in size to a fixed size and so the time delay tk+i — tk converges to a fixed interval. 



If the covariance is expressed with respect to image coordinates (for image 
based systems) then the covariance can be used to describe an ellipsoidal uncer- 
tainty region. For example a 2a ellipse centered about (x, y) is given by: 

X — X 

y-y 

In order to ensure that the target is found, the entire ellipse must be searched. 
The exact elliptical region could be searched, for example, fast region filling 
algorithms from computer graphics [8,11] can be adapted to extract the elliptical 
region from the image. Alternatively, a bounding rectangle of the uncertainty 



hx,y) \ [x-x,y-y] P ^ 



146 



Nicola Ferrier 



-0.7 



-0.3 



0.9 



0.5 




-3 



-2 



-2.3 



-1.4 



-0.5 



0.4 



1.3 



2.2 



(a) 



(b) 



Fig. 2. The bounding rectangles (aligned with the image coordinate frame). In 
(a) the ellipse is optimally aligned with the image axes. In (b) the worst case 
alignment occurs with the ellipse rotated 45° 

region can be used. Based on current technology with linear scanning of CCDs 
images using frame-grabbers, the latter is often used. The major and minor axes 
of the ellipse are determined by the eigenvalues of the covariance matrix and 
the desired search scale (2 <t). For an ellipse with major/minor axis lengths of 
a and b, in the worst case, the bounding rectangle will have area 2(a^ -|- 6^). 
The bounding rectangle in the the optimal case (the major and minor axes are 
aligned with the image CCD/frame-grabber axes) has area 4ab (and note that 
the ellipse has area nab). The major and minor axes of the ellipse are given by 
the maximum and minimum eigenvalues of the covariance. For a a search region 
the area of the bounding box for the elliptical ROI is given by 



where A denotes the eigenvalues of P. Thus we can obtain bounds for the “size- 
of’ operator, ||F(t^)||, and hence on the computational delay. In general the 
axes of the uncertainty ellipse will not be aligned with the axes of the image 
(the lower bound). 

5 Covariance Growth and Resolntion Control 

Tracking with a variable sized ROI will succeed or fail based on the size of the 
ROI and the computation performed on the ROI. Here the ROI size depends on 
the growth of the covariance P{t^). P evolves according to the Riccati equation 
given in equation (6). We noted earlier that the growth of the covariance depends 
on the dynamics. A, the time interval (tfe+i — tfc), and the noise models and that 
solving the Riccati equation analytically can only be performed in special cases. 



4(A Area(ROI) < 2 {X^ax + ^min) 
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We note that the measurement resolution, R, will be determined by the cho- 
sen search procedure (algorithm). Centroids can be located to sub-pixel accuracy, 
thus R will typically be on the order of a pixel squared. This accuracy is not 
unrealistic for window search approaches. For SSD tracking [1,19] give estimates 
for the uncertainty of the computed target position. 

If the covariance is too large, one can decrease the resolution of the process- 
ing within the image by sub-sampling the ROI or using image pyramid algo- 
rithms [15,23]. Modifying the resolution of the processing will decrease the accu- 
racy of the measurement but it will also decrease the time delay. A scalar system 
analysis (from Olivier [18]) is summarized in the appendix. Below we consider a 
simple dynamical system. We will demonstrate the growth of the covariance for 
this simple dynamical system and show how modification of the measurement 
resolution can lead to stable tracking, at the expense of the accuracy of the target 
estimate. While others (e.g. Nelson [15]) have used multi-scale approaches, no 
analysis was given to appropriately determine the correct resolution or window- 
size. In these works the window-size and resolution were determined a priori 
and thus were fixed parameters in the system. Only targets with particular dy- 
namics or noise models would be track-able with fixed window and resolution 
sizes. Here we show that procedures that control (modify) resolution can indeed 
stabilize the tracking system. The intuition in previous tracking systems with 
multi-resolution searches can be formalized by considering both the covariance 
size and the resolution of search. 

If the ROI is sub-sampled then the measurement resolution R is inversely 
proportional to this sub-sampling factor. As mentioned above many window 
based routines can achieve sub-pixel accuracy. The resolution will grow with 
the sub-sampling factor. In the scalar case (see appendix), one can explicitly 
derive the relationship between the resolution factor, the time delay and the 
system dynamics. For higher dimensions close- formed analysis requires solution 
of equation (6), hence we analyze some simple cases, then resort to simulation 
and experimentation to demonstrate the utility of resolution control. 



5.1 Tracking with Simple Linear Dynamics 



To demonstrate the potential instability in tracking and subsequent improve- 
ment with resolution control we consider a simple system with constant velocity 
motion. We analyze a first order integrator with measurement of the position 
(which is a frequently encountered system in tracking) . The continuous-discrete 
linear system has state = [0, 0], and the state dynamics is given by 



X = 



0 1 
0 0 



x-f 



0 

w 



( 7 ) 



where w ~ fV[ 0 ,( 7 ] is the system noise and the discrete measurement process is 
y{tk) = [I0]x{tk) + Vk, Vk^N[0,r] tk G [toRi, ■ ■ ■] where U+i > U 



148 



Nicola Ferrier 



The transition matrix for the system matrix given above is 






1 {tk+1 — tk) 




1 5k 


0 1 




0 1 



where Sk = {tk+i - tk), and 



C'^R-^C = 



r 1 



0 

rk 

0 0 



The covariances immediately before measurements at times tk and tfc+i are de- 
noted 



P{t-k) 



Pll{tk) Pl2{tk) 




Pllfc P 12 , 


- P22{tk)_ 




- P 22 , _ 



and 






k-^1) 



'Pll{tk+l) Pl2{tk+i)' 




Pllk+1 Pl2fe+i 


_ - P22{tk+i)_ 




“ -P22fe+i _ 



With this system equation (5) becomes 



P{it) 



1 

Piik + ’’fc 



rkPiik rkPi2k 

- P22kiPiik + rk) - phk 



Using equation (6) and the notation above we solve for and obtain three 

non-linear difference equations: 



Piik+i 

Pl2fc+i 

P22k+i 

where 



1 

Piik +^k 
1 

Piik +rk 
1 

Piik +^k 



{rkPiik +2SkrkPi2k + Sl{P22k{Piik +^fe)--Pi2j) +Qiik 
{rkPi 2 k +Sk {P22k{piik +^fe) -P 12 J) +912, (8) 

{P22k{pilk +»'fc) -P 12 J +922, 



Q^tk-\-l : tk') 




(tk+1 - r)2 (tk+i - t) 
{tk+i - r) 1 



q{T)d,T = 




¥h' 

Skq 



for constant system noise dw^ = q{r) = q. Note that the evolution of the co- 
variance depends on the initial conditions +(0), the time delay 5k, the noise 
covariances qij and r. The dynamics enter via the state transition matrix. The 
initial speed and/or position do not enter into the above equations. 

To reduce the number of subscripts, we will write Ofc = , bk = puk , and 

Cfc = P 22 , in the following. 
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5.2 Variable Time and Fixed Resolution Tracking 

Here we consider search methods which search at a fixed resolution within the 
ROI. The size of the ROI is assumed to be proportional to the target positional 
uncertainty (i.e. 5k is a function of the size of pn, is constant). We take 
= 4 * The positional covariance is obtained from the 11 element of 

the covariance matrix^, pn = <jp. To search at a fixed resolution within a 2-cTp 
region of the estimated position we must process 4^pn pixels. Thus 4^pn is the 
number of pixels to be processed and /3 is the processing time per pixel giving a 
time delay due to computation of 5k- 

The difference equations (equations (8)) for this time delay become 

Ofe+i = — (rak + 2f3a\^'^rbk + 0^ ak{ck{ak + r) - bl)\ + qn^ 

Oj}z \ T \ / 

bk+i = — ^ {{rhk + j3a]!'^ {ck{ak + r) - hl) \ + 

Cfe+I = — ^ (cfe(afe +r)~ hi) + q 22 ^ 

(^k “r T 

We solve these numerically. Figure 3 uses default values of ao = 25 (i.e. 
initial uncertainty in object position is 25 pixels squared), and bo = 0, Co = 4, 
r = Ipixel^, q = l(pixel/s)^ and f3 = O.Ols/pixel. These plots show that for 
various combinations of parameters, the time delay, 5k, can increase with k (and 
hence the tracking system fails). In figure 3(b) the values of (3 are varied. For 
j3 > 0.127, the time delay diverges (and hence only the first few measurements 
for /3 = 0.13 were plotted). The interaction of the various parameters is difficult 
to observe. From Figure 3 one may be led to believe that, say, increasing the 
system noise cannot cause the system to fail. In Figure 4 the same parameters 
are used except that [3 is increased from /3 = 0.01 second/pixel to /3 = 0.025 
second/pixel. The system diverges for much smaller system noise values. (In 
figure 3(d), had we increased q sufficiently, the time delay diverges). 



5.3 Fixed Time Delay with Resolution Control 

A more typical case assumes a fixed delay (typically a multiple of the camera 
frame rate). In order to have a fixed delay, the covariance must be kept small 
or, as we demonstrate here, the resolution must be adjusted. 

Using the same notation as above, 5k is constant but Vk depends on the size of 
Pii. If we take j3 to be the processing time per pixel, and 5k = 5 is the processing 
time, then 5/(3 is the number of pixels that can be processed in the given time 
interval. If 4^pn is the window size (max number of pixels) then we can only 

^ Note that P 22 represents the velocity variance, and pi 2 is the covariance term be- 
tween position and velocity. The search window depends only on the current value 
of the positional uncertainty pn. The other terms will affect the growth of this term, 
however in determining the search window only the value of pii is considered. 
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measurement interval, k 



measurement interval, k 



(c) 



(d) 



Fig. 3. Graphs showing the time delay (Sk) for variation in system parameters. 
The plots show the effect of increasing (a) initial positional covariance, Pq, (b) 
computation time, /?, (c) measurement noise, r, and (d) system noise, q. The 
default values for parameters used are Fn(0) = 25pixel‘^, R = IpixeP, Q = 
\{pixel / secY , and /3 = Q.Ql sec /pixel. 




Fig. 4. The time delay {5k) diverges at much lower system noise levels when the 
computation time increases, (a) For j3 = 0.01, the time delay did not diverge for 
q < 512(pta;/s)^ (b) (i = 0.025 , the time delay diverges for much smaller q. 
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check every pixel if 




If this condition does not hold then we must process at a lower resolution (sub- 
sample). We find n such that 



< I (9) 

n = [log2 (10) 

where [ ] denotes the ceiling function and we adjust r accordingly (will increase 
by a factor of 2”). Note that we could have used an arbitrary scaling factor 
instead of however vision hardware often supports sub-sampling by factors 
of 2. 

Using the above criteria (equation (9)) to set the value of one must then 
solve the difference equations (8): 



1 



O.k+1 = 



i>k+i — 



Cfe+l = 



ak + Tk 
1 

ak + Tk 
1 

ak + fk 



(rfcOfc -I- 2Srkbk + 5"^{ck{ak + rt) - bf}) + qn^ 
[rkbk + 5 {ck{ak + rk) - bl)) + qi2^ 

{ck{ak + Tk) — b'k) + Q22k 



Figure 3 showed various divergent behavior for certain combinations of pa- 
rameters. Given a fixed delay of 0.05s, these unstable systems can be stabilized 
by controlling the resolution of the ROI. The positional covariance (and hence 
the time delay) in figure 3 (b) and figure 4 (b) diverged. Figure 5 shows these 
same dynamical system parameters, however the resolution is determined as 
described above. The positional covariance converges to steady state. 



6 Linear Dynamics - Simple Experiments 

In this section rather than solve the difference equations for the positional covari- 
ance, we perform resolution control during tracking: that is, we actively modify 
the resolution of the image processed to ensure that the time delay does not 
diverge. To utilize the methods developed, we consider simple systems that can 
again be described by linear time-invariant dynamical systems. Suppose we have 
a circular track on the ground plane described by the path 

p{0{t)) = (rcos(0(t)),rsin(0(t)) = (r cos {uit + 9 o),rsin{ojt + 6 o) 
with po = (r, 0) and where 9{t) = ut + Oq- 
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Time Step (delta = 0.05 s) 



Time Step (0.05 s) 



(a) 



(b) 



Fig. 5. (a) The parameters used in figure 4(b) caused the covariance (and hence 
the time delay) to diverge. For fixed time step, using the same parameters but 
incorporating resolution control we show a convergent positional covariance. The 
resolution (not shown) is on the order of 8-16 pixeP. (b) For /3 = 0.13, tracking 
failed for the default parameters and fixed resolution. Here we use these same 
system parameters with resolution control and show a convergent positional 
covariance. 

If we are viewing the motion with an overhead camera, the image of the 
track will also be a circular path^. We can view all of the track within the field of 
view and the path in the image is a circle centered at pixel (itc, Vc) with radius p. 
The image path is described by 



(the angular measure in the image and on the circular path may be offset by a 
fixed amount (po)- The target centroid is located at pixel (u, 0) Assuming that 
the actual target location is on the path, and we project this detected location 
to the closest path point, we have a measurement of (j) of the form: 



The accuracy of the estimated angle depends on the accuracy of the cal- 
ibrated terms (center of path), and on the accuracy of the extracted target 
location (u, v) A sensitivity analysis of the computation of 0 yields 



(u{t),v{t)) = {uc -I- p cos 4>{t),Vc + p sin 0(f)) 



where 



9{t) = cj){t) + 4>o 




{u - Uc)d{v - Vc) - (v - Vc)d{u - Uc) 

(0 - VcY + {u- UcY 



® We comment later on how to relax this assumption 
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(u, v) 



Fig. 6. Measurement of target position in the image. Example of object tracked 
while moving along a circular path. 

and assuming that the center has been calibrated with high accuracy 
S(j) = 77 WT-r- IT ((“ “ - {v- Vc)Su) . 

(V - Vc)^ + (u- UcY 

If the target is close to the path then {v — + {u — Uc)^ « so we have 

5^ = — ({u — Uc)Sv — (v — Vc)6u) 

Assuming a Gaussian distribution for the target location with £[u] = ut, 
£[D] = vt where (ur, vt) is the actual target location in the image. £[Sv?] = 
and £[51}“^] = cr^ depend on the target geometry and image resolution. For sym- 
metric targets and image sampling we can assume (i.e. the un- 

certainty in image target centroid computation) and thus the covariance of the 
measurement is given by 

al = £[( 5 (^ 2 ] = ^ ((mt - Ucfal + {vt - Vcfal) 

= ^ ((^T - + {vT - Vcf) ^ 

From this we see that it is desirable to have the image of the circular path 
as large as possible in the field of view (maximize p). Note, in practice, 4> is 
function of the ratio of two Gaussian random variables. The true distribution 
will be a Gauchy distribution [7,9]. The Gaussian assumption for errors in ^ is 
only approximate. 

The examples given in figure 7 show a system with slow processing. The time 
delays increase and eventually the tracking is unstable. Figure 8 shows tracking 
of the same dynamic system using fixed time intervals and resolution control. 
By sub-sampling the ROI the resolution of processing is controlled to stabilize 
the tracking. Thus in order to process the images as they arrive (say at 30 Hz) 
the either the ROI size must be adjusted (risking tracking failure) or the ROI 
must be sub-sampled. Figure 9 shows the resulting positional covariance for two 
different measurement resolutions. Lower resolution can facilitate or stabilize 
tracking, at the loss of accuracy of the tracking system. 
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Fig. 7. Estimated position of target with dashed lines showing the position co- 
variance. Right hand side shows doubled processing time. (Initial speed is 33 
RPM, system noise is A^[0, 0.04rad/s^]). 




Fig. 8. (a) The covariance for target position shown for full search and sub- 
sampling. Even with sub-sampling the covariance can grow monotonically. (b) 
Graph comparing target position covariance for a fast algorithm, a slow algo- 
rithm with no resolution control and a slow algorithm using resolution control. 
Notice that the slow algorithm with resolution control reaches a “steady state” 
(it oscillates between two covariance values). The “steady-state” covariance is 
larger than the equivalent dynamic system with fast processing. 
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Fig. 9. Comparison of resolution control for two different sub-sampling factors. 
The dashed line shows tracking at close to full resolution, the solid line shows 
tracking with 50% resolution 



In steady state in both figure 8 and 9, the positional covariance oscillates be- 
tween two values. The size of the covariance determines the resolution to use. For 
particular values of system parameters, the resolution factor n in equation (10) 
can jump between two values. 



6.1 Extensions to other Motion 

The examples presented were simple to demonstrate feasibility of actively con- 
trolling resolution. There are some simple extensions to the dynamic systems 
presented. 

It is simple to extend the circular motion to a non-fronto parallel camera. If 
the camera is not directly overhead, but views the ground plane at an oblique 
angle, the image of the circular path will be an ellipse centered at pixel (uc,Vc) 
with major and minor axes of length a and b. On rotated coordinates we have 

v'{t)) = (it(, -I- acos<p{t), v'^ + bsin(j){t)) 

which in the image are 



u{t) 




v[t)_ 





cos a — sm a 
sin a cos a 



u'{t) 

v'{t) 



The target centroid is located at pixel (u, v) Assuming that the actual target 
location is on the path, and we project this detected location to the closest path 
point, we have a measurement of 4> of the form: 



= tan 



a{v - Vc) 
b{u - Uc) 
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and 

9{t) = 4>{t) + (j)o 

The measured angle provides an estimate of the actual angle given that the path 
has been calibrated within the image. 



Viewing motion on known paths For object motion along known paths, 
often a linear time-invariant dynamical system can be used to describe the mo- 
tion (for example, vehicle motion along roads). The path can be determined a 
priori by calibration or from known “maps” (for motion along roads). A spe- 
cial case is motion on the ground plane. The mapping of the ground plane to 
the image plane is a collineation (or projectivity) In homogeneous coordinates, 
points on the ground plane (a;, y, 1) are mapped to points on the image (u, v, s) 
by a 3x3 matrix, known up to a scale [5] . The coefficients of this matrix can be 
determined using calibration techniques. The path can be described by a curve 
(parameterized by arc-length) p{s) = [x(s), ?/(s)]^, we can formulate the state as 
S{t) = [s(t), s(t), s{t)]'^ and then dynamics (up to 2nd order) along the path are 
thus described by the simple linear system used earlier (2nd order integrator). 

Thus if the path geometry is known, or available from prior computation 
or calibration, the dynamic system formulation of motion along that path can 
still be described by a linear system. The measurement, however, involves a 
non-linear mapping from the path to the image. 

7 Discussion 

While we have demonstrated that active control of resolution can yield stable 
tracking performance, the situations where we have applied it are very simple. 
Generally some form of calibration must be performed to enable the motion to 
be described by a linear system. We monitor the size of the covariance and/or 
the delay time to assess the performance of the tracking system (and determine 
whether to employ resolution control). Other metrics, such as the Fisher Infor- 
mation matrix are being considered for possible use in assessing tracking perfor- 
mance. Without control of the ROI size (and resolution of processing within the 
ROI), one cannot guarantee stability of the tracking systems. Previous track- 
ing systems have intuitively followed these bounds. We have tried to quantify 
the relationships between the system parameters and tracking performance. Fu- 
ture work aims to provide a mechanism to evaluate tracking performance on- 
line. Monitoring either the condition number of the information matrix or the 
sequence of delay times between measurements allows the tracker to perform 
on-line modification of resolution to maintain stability. Currently the positional 
covariance size is used to instantiate resolution control. This method works as 
long as the modified resolution does not effect the target recognition process. 
We implicitly assumed that the target was still recognizable at the computed 
resolution. If the resolution employed is “larger” than the target, tracking will 
fail. 
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We have presented dynamical systems which can be described with simple 
linear models. Certain examples, (e.g. motion of vehicles along curvilinear paths) 
produce motion which is highly non-linear in the image, yet the tracking can be 
formulated with a linear system. While the linear dynamic system may seem 
restrictive, the ability to separate path geometry from path dynamics enables 
tracking of complex motion such as vehicles on known roads and landmark track- 
ing for navigation. Many tracking applications can fit within this framework. 
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A. ID Analytic Results 



We present a ID example analytically. The following example follows closely 
from that given in [18]). The one dimensional linear system: 

dx = axdt -\- dw ; E[dw'^] = a^dt (11) 

y(tk) = x(tk) + V ■ v(tk) ~ N[0, Rk] (12) 



For this scalar system equation 6 is 



= (Ao-iP+i-tk) 






2a r 



(13) 



This general form of can be shown to grow for particular dynamics and 

measurement noise. Note that if 



tfc+l -tk > — log 
za 



P-bi? 

R 



(where we abbreviate P = P(t^) and R = R{tk)) then 



Pit, 



k+l. 
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^UaR 2a 

for P{tff) > max[2P, a] 



Hence the covariance grows at a rate greater than unity. 

If we choose the resolution to be some fraction of the covariance, R = aP, 
where a << 1 then equation 13 becomes 



2 

PitZ^^) = ^^P(f-) -b — - l) 

1 -b a 2a V J 
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and the covariance evolves as a geometric sequence 

For 7 < 1 the covariance decreases and hence the target can be tracked. The 
expression 

7 < 1 or g2o(ifc+i-ifc) — ^ ^ ^ 

1 -t“ o 

makes explicit the trade off between the sample interval (tk+i—tk), the resolution 
sub-sampling a, and the system dynamics, a. If the system is sufficiently slow 
for the time scale used then we can pick a resolution to ensure tracking. 
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Abstract. For the last decade, many sensor-based path-planning algo- 
rithms have been proposed. In all the algorithms, the convergence of a 
mobile robot to a destination is theoretically ensured if a path to the 
destination exists. However, due to no information of obstacle shape and 
location, a mobile robot basically takes a very long path to its destina- 
tion. To overcome this drawback in this paper, we consider how a mobile 
robot selects its direction to follow when encountering an obstacle. Then, 
the result is as follows: a mobile robot should select a tangential direction 
to avoid a circular obstacle, whose absolute angle against the goal direc- 
tions is smaller. The obstacle avoidance procedure is very simple. There- 
fore, by adding it into good classic sensor-based path-planning algorithms 
Classl and Bug2, we get near-optimal algorithms Simple(Classl) and 
Simple{Bug2). In this paper, we firstly ascertain that Simple{Classl) 
and Simple{Bug2) always select slightly longer paths than the path gen- 
erated by the optimal (model-based) path-planning algorithm. Secondly, 
we describe that SimpleiClassl) and Simple{Bug2) always select ex- 
tremely shorter paths than paths generated by Classl and Bug2. The 
near-optimality and the superiority are given by theoretical proofs in 
an uncertain 2-D environment with circular obstacles. Thirdly, we theo- 
retically investigate whether the near-optimality and the superiority are 
still kept or not in an uncertain environment with square, rectangular, 
elliptic, or triangular obstacles. Finally based on simulation and experi- 
ment results, we conclude that SimpleiClassl) and Simple{Bug2) keep 
the near-optimality and the superiority in an environment with simple 
shapes as obstacles. 



1 Introduction 

In order for a mobile robot to select a near-optimal deadlock-free path to its 
destination in an unknown 2-D environment with simple shapes as obstacles, we 
propose new sensor-based navigation algorithms in this paper. From the view- 
point of path length, we ascertain a near-optimality for these new sensor-based 
navigation algorithms by theoretical proofs and simulation and experimental 
results. 

In the sensor-based navigation, a mobile robot aims at its destination by 
position-feedback control while avoiding uncertain obstacles by sensor-feedback 
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control. The convergence of a mobile robot to its destination is exactly ensured 
by metric, geometric, or topologic characteristics [1]. Because of no information 
of obstacle shape and location, all the classic sensor-based navigation algorithms 
sometimes select very long paths until the destination is reached. To overcome 
this, we are recently developing two types of sensor-based navigation algorithms 
running in unknown environments with simple and complex shapes as obstacles. 
In an uncertain environment with complicated shapes as obstacles, if a mobile 
robot avoids an encountered obstacle by changing its direction alternatively, 
the robot can select a shorter deadlock-free path until a destination is reached 
[2]. The superiority is evaluated in terms of probabilities. Needless to say, the 
convergence is ensured by the metric characteristic. 

As contrasted with this, in this paper, we propose another sensor-based nav- 
igation algorithm for selecting a near-optimal (very short) path to a destination 
in a 2-D environment with simple shaped obstacles, e.g. circle, square, rectangle, 
ellipse, and so on. A new algorithm is obtained if we add a new rule concern- 
ing obstacle avoidance into its classic algorithm. The rule is as follows: a robot 
selects a tangential direction Vr at a hit point Hi, whose angle against its goal 
direction Vq is smaller. In Fig.l, a mobile robot follows an encountered obsta- 
cle in the counter-clockwise order by the rule. The rule is very simple, but is 
very powerful to pick up a near-optimal (very short) path from an unknown 
2-D environment with simple shapes as obstacles. In addition, because of the 
simplicity, the rule can be easily added into all kinds of sensor-based naviga- 
tion algorithms, i.e., metric, geometric, and topologic algorithms [1]. The metric 
algorithms supervise a mobile robot directly by the Euclidean distance toward 
a destination. For this reason, they select relatively shorter paths. Especially, 
the algorithms Classl and Bug2 select shorter paths within an unknown 2-D 
environment [3], [4]. Therefore, we designed two new algorithms Simple(ClassV) 
and Simple{Bug2) by adding the new rule into the classic algorithms Classl 
and Bug2. 

Firstly, we determine a competitive ratio ri=(Length of a path selected 
by Simple{Classl))/ {The shortest path length selected by the model-based 
path-planning), and also determine a worst ratio r 2 =(Path length selected by 
C'lassl)/(Path length selected by Simple{Classl)) . Also, we determine a com- 
petitive ratio ri=(Path length selected by Simple{Bug2)) / {The shortest path 
length selected by the model-based path-planning), and also determine a worst 
ratio r 2 =(Path length selected by Bug2) / (Path length selected by Simple{Bug2)) 
Because a competitive ratio r\ is mathematically bounded by a small finite num- 
ber, the new algorithms are regarded as near-optimal algorithms. On the other 
hand, since the worst ratio r 2 is mathematically given by infinite or a large finite 
number, the new algorithms Simple{ClassT) and Simple{Bug2) are extremely 
improved from the classic algorithms Classl and Bug2. 

Secondly, we discuss whether the near-optimality of Simple{Bug2) against 
the model-based path-planning algorithm is kept or not for an uncertain envi- 
ronment with square, rectangular, elliptic, or triangular obstacles. In addition 
to this, we check whether the superiority of Simple{Bug2) against the clas- 
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Fig. 1. A mobile robot selects a tangential direction Vt whose angle against its goal 
direction Va is smaller. 



sic algorithm Bug2 is maintained or not for the environment. Thirdly, we ad- 
dress simulation results so as to see the near-optimality in Simple{Classl) and 
also simulation and experiment results in order to conclude the superiority in 
Simple{Classl) on the average. 

Finally, two sensor-based navigation algorithms for selecting a near-optimal 
path were recently proposed [5], [6]. In the former paper, a proposed algorithm is 
designed under the Hamilton- Jacob-Bellman (HJB) theory, which is similar to 
the artificial potential method. The authors said the HJB algorithm is to be an 
on-line navigation algorithm. However in section IV of the paper, the algorithm 
recursively changes a part of a deadlock-free path among multiple obstacles. 
This means that a robot knows the shape and location of such obstacles locally 
beforehand. Furthermore in the HJB algorithm, a selected path is regarded as a 
near-optimal path only in an environment with circular obstacles. Nevertheless, 
a competitive ratio between the optimal and selected paths was not exactly 
evaluated. The reason is that a path is implicitly selected by the HJB equation. 
In the latter paper, the authors propose the same rule to select a direction 
following an encountered obstacle. But it is just an idea, and they also did not 
evaluate a competitive ratio against the optimal (shortest) path. 

The present paper is organized as follows: Section 2 defines a mobile robot, 
a sensor, and obstacles in an uncertain 2-D environment. In section 3, we ex- 
plain near-optimal sensor-based path-planning algorithms Simple{Classl) and 
Simple{Bug2) . In sections 4 and 5, we theoretically describe how much the pro- 
posed algorithms are worse than the optimal algorithm. Also, we theoretically 
show how much the proposed algorithms are better than the classic algorithms. 
In section 6, we discuss whether the same property can be maintained or not for 
an uncertain environment with square, rectangular, elliptic, or triangular obsta- 
cles. In section 7, we show the same tendency by averaging several simulation 
and experiment results. Finally, section 8 presents a few concluding remarks. 

2 A Mobile Robot and Its 2-D Unknown Environment 

In this section, we describe a robot with a sensor in an unknown 2-D environ- 
ment. Firstly, a robot expressed as a point, is able to move omnidirectionally 
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in the environment. A mobile robot can recognize its position exactly by GPS 
(Global Positioning System), and therefore aims at its destination by position- 
feedback control. Also, a mobile robot can identify the normal vector of its 
surrounding obstacle, and consequently is able to follow a tangential direction 
around an encountered obstacle by sensor-feedback control. In the environment, 
all the uncertain obstacles are cluttered (Fig. 2). The number of obstacles and 
the perimeter of each obstacle are finite. 



A cluttered uncertain 
environment 

A ^ 



Fig. 2. An example of a cluttered uncertain 2-D environment. 



3 Sensor-Based Algorithms Simple(Classl) and 
Simple(Bug2) 

In this section, we propose sensor-based navigation algorithms Simple{Classl) 
and Simple{Bug2) for selecting near-optimal paths in an uncertain 2-D environ- 
ment. They are designed from their classic algorithms Classl and Bug2 [3], [4]. 

The algorithm Simple{Classl) is described as follows: 

1 . A mobile robot R goes straight to its destination G until one of the fol- 
lowing occurs: 

(la) If R arrives at G, the algorithm ends. 

(lb) If R encounters an obstacle, R memorizes its present position as a hit 
point Hi and a closest point Ci to G, and then we move to step 2. 

2. R senses clockwise and counter-clockwise tangential vectors {Vct and 
Vcct) at Hi. Then, R calculates two absolute angles Ac and Acc from Vct 
and Vcct to the goal vector Vc, respectively (Fig.l). Finally by considering a 
smaller angle from two absolute angles Ac and Acc, R selects its direction. In 
Fig.l, R selects the counter-clockwise order. Then according to the direction, R 
goes around an encountered obstacle while R seeks a closest point Ci to G until 
one of the following occurs: 

(2a) If R arrives at G, the algorithm ends. 

(2b) If the goal vector Vc is not obstructed by any obstacle and if a present 
position is closer to G than the closest point Ci, R memorizes its present position 
as a leave point Li and we return to step 1. 

(2c) If R returns to Hi, the algorithm finishes because no path to G exists. 
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To design the algorithm Simple{Bug2), we replace the procedure (2b) by 
the following: 

(2b) If Vg is not obstructed by any obstacle, if R is closer to G than Ci, and 
if R is located on the segment SG, R memorizes its position as a leave point Li 
and we return to step 1. 

Both algorithms have the metric condition, i.e., Li is always closer to G 
than Hi. Needless to say, if only circular obstacles exist, the property is au- 
tomatically maintained without the metric condition [7]. As a result, an in- 
equality \HiG\ > \LiG\ is kept. In addition, R always goes straight from 
to Hi. Thus, an inequality \Li-\G\ > \HiG\ is naturally kept. By these in- 
equalities, the convergence of a mobile robot to its destination is ensured (e.g., 
|5(= To)G| > |i7iG| > |TiG| > ... > |T,_iG| > \H,G\ > \L,G\ > ... > |L„G|) 
[3]. Consequently, R directly arrives at G after it leaves the final leave point L„. 







Fig. 3. In an interval between snccessive leave points Li_i and Li, a mobile robot 
decreases a lower boundary of its shortest path Pm by LPmi{=\Li-iG\ - |LiG|), and 
synchronously decreases its path Ps by the sum LPsi of distances of segment Li-\Hi 
and arc HiLi. 



4 A Near-Optimality of Simple(Classl) 

In this section, for every triplet of start point, goal point, and uncertain envi- 
ronment with circular obstacles, we can evaluate how much a path Pg selected 
by the new algorithm Simple{Classl) is longer than the optimal path Pm gen- 
erated in the model-based algorithm. Moreover, we can evaluate how much a 
path Pn selected by the new algorithm Simple{Glassl) is shorter than a path 
Pc made in the classic algorithm Classl. 

For this purpose, we can calculate a competitive ratio ri= (Length LPg of 
a path Pg selected by Simple{Classl)) / (Length LPm of the shortest path 
Pm selected by the model-based path-planning), and also we can calculate a 
worst ratio r 2 =(Length LPc of a path Pc selected by G/assl)/(Length 
of a path P„ made in Simple{Classl)). Finally, because r\ is kept small, we 
see Simple{Glassl) has a near-optimal property in a 2-D unknown environment 
with a simple shape. On the other hand, because T 2 is kept large or is unbounded, 
we see that Simple{Glassl) becomes better than Glassl. 
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4.1 A Competitive Ratio ri = LPg/ LPm 

First of all, we define LPm as D{= |>S'G|). This is the lower boundary of the 
shortest path Pm between S and G. As mentioned previously, R goes straight 
from Li-i to Pli and avoids an encountered obstacle from Pli to Li. Therefore, 
a path Ps is generated by switching the two behaviors in the sensor-based navi- 
gation. For this reason, we can focus on each interval between and Li. In 
the interval, length LPm{= D) of the lower boundary of a path Pm decreases by 
LPmi=\Li-iG\ — \LiG\. On the other hand, length LPg of a path Pg decreases 
by the sum LPgi of distances of segment Li-iHi and arc HiLi. Therefore in the 
interval between and Lj, a competitive ratio ru = (\Li-iHi\ + arc length 
H,Li) / (|T,_iG|-|L,G|) = (|L,_iiJ,| + arc length + \H,A,\) 

< (arc length HiLi) / (segment length iJiAj) = + (Fig. 3). 

The point Ai is defined by the intersection between the segment HiG and the 
circle whose radius is LiG and its center is at G. The competitive ratio ru is 
bounded by 1.66 whose 9 is 41.80. The detail is described in [8]. 

As long as a mobile robot goes straight to its destination, the length \Li-iHi\ 
becomes larger and consequently a competitive ratio ru = LPgi / LPmi becomes 
smaller. Needless to say, we can locate all sizes of circles in an uncertain environ- 
ment, and consequently the length \Li-iHi\ can be kept small enough. For this 
reason, every unknown environment with all sizes of circles can be evaluated by 
the above discussion. 

Moreover, the total ratio ri is calculated by SiLPgi/ EiLPmi{SiLPmi = D). 
Also, the fractional expression is bounded by the maximum of all ratios ru(i = 
l,...,n) if and only if each ratio ru is greater than one and each numerator 
LPai and denominator LPmi are larger than zero. For this reason, the proposed 
algorithm Simple{GlassV) generates at the most a 1.66 times longer path than 
the optimal (shortest) path made in the model-based navigation algorithm. Even 
if D, r, or location of start, goal, and circular obstacles is flexibly changed, a 
competitive ratio r\ is fixed by a small constant number of 1.66. As a result, 
we regard Simple(Classl) as a near-optimal sensor-based (on-line) navigation 
algorithm. 

4.2 A Worst Ratio r- 2 . — LPc/LPn 

In this paragraph, we show an environment whose worst ratio T 2 becomes contin- 
uously larger (Fig. 4). In this case, a robot supervised by Simple{Classl) always 
selects a counter-clockwise direction to avoid an obstacle by the new rule, on the 
other hand, a robot supervised by Glassl sometimes selects a clockwise direc- 
tion to avoid the obstacle in advance. In this case, r 2 = LPc/LPn is bounded 
by {D — e + 27rr)/(D -|- e) because LPc is bounded by D — e + 27rr and is 
defined by I? -I- e. Here, e is defined as the difference between shorter arc HiLi 
and segment HiLi. Therefore, even if a radius r of a circular obstacle is con- 
stant, the ratio r 2 approaches an infinite number as D converges to zero. On 
the other hand, even if the distance D is constant, the ratio r 2 approaches an 
infinite number as r approaches an infinite number. 
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Fig. 4. A case whose ratio V2 is maximized. 



As a result, a worst ratio T 2 is defined as infinite or a large finite number, 
which is determined by D and r. For this reason, we can conclude that the 
new algorithm Simple(Classl) is extremely improved from the classic algorithm 
Classl. 



5 A Near-Optimality of Simple(Bug2) 

In this section, for every triplet of start point, goal point, and uncertain environ- 
ment with circular obstacles, we can evaluate how much a path Pg selected by 
the new algorithm Simple{Bug2) is longer than the optimal path Pm generated 
in the model-based algorithm. Moreover, we can evaluate how much a path P„ 
selected by the new algorithm Simple{Bug2) is shorter than a path Pc made in 
the classic algorithm Bug2. 

For this purpose, we can calculate a competitive ratio ri= (Length LPg of 
a path Pg selected by Simple{Bug2)) / (Length LPm of the shortest path Pm 
selected by the model-based path-planning), and also calculate a worst ratio 
r 2 =(Length LPc of a path Pc selected by Pm 52 )/ (Length LP„ of a path Pn 
made in Simple{Bug2)) . Finally, because r\ is kept small, we see Simple{Bug2) 
has a near-optimal property in a 2-D unknown environment with simple shapes 
as obstacles. On the other hand, because T 2 is kept large or is unbounded, we 
see that Simple{Bug2) becomes better than Bug2. 



5.1 A Competitive Ratio ri = LPg/ LPm 

First of all, we define LPm as D{= lAGI). This is the lower boundary of the 
shortest path Pm between S and G. Secondly, the algorithm Simple{Bug2) 
has the segment condition as follows: a mobile robot hits and leaves uncertain 
obstacles only on the segment SG. By mixing the segment condition and the 
new rule, a mobile robot supervised by Simple{Bug2) avoids its encountered 
obstacle by at the most r7r/2 while the robot supervised by the model-based 
navigation decreases the lower boundary D by r. As a result, we indicate a case 
whose competitive ratio ri is maximized (Fig. 5). 

In this case, all the obstacles are arranged in a straight line on SG. Firstly, 
between A and B, every competitive ratio ru = LPgi/ LPmi = {r'Kl2)lr{i = 
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G 



Fig. 5. A case whose ratio ri is maximized. 



2,...,n — 1) is denoted by tt/2. Secondly, between S and A or B and G, the 
competitive ratio rn or ri„ is one. Here, length of the sum of two intervals SA 
and BG decreases gradually in the length D{= |S'G|) as r decreases. Moreover, 
the total ratio ri is calculated by EiLPsi/ SiLPmi{BiLPmi = D). Also, the 
fractional expression is bounded by the maximum of all ratios ru{i = 1, ...,n) 
if and only if each ratio ru is greater than one and each numerator LP^i and 
denominator LPmi are larger than zero. As a result, the competitive ratio ri 
is strictly bounded by 7t/2. The ratio r\ is independent of the radius r of an 
obstacle and the location of start, goal, and circular obstacles. 




' Pm ' ' (^) 



S 




Fig. 6. (a) If a free space in SG exists, the ratio ri decreases, (b) If obstacles do not 
form a straight line, the ratio ri decreases, (c) The straight sequence of obstacles is 
pushed by other obstacles, the ratio ri decreases. 



If a free space in SG exists, length of the sum of two intervals SA and BG in- 
creases in the length D{= |5'G|). Consequently, the ratio ri decreases (Fig. 6(a)). 
Furthermore in the case where the obstacles do not form a straight line, there 
are intervals whose ru are extremely smaller than tt/2 (Fig. 6(b)). Moreover in 
case that the straight sequence of obstacles is pushed by other obstacles, only a 
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denominator of ri increases and consequently the ratio ri decreases (Fig. 6(c)). 
For this reason, we need not consider the other cases. 

As a result, the proposed algorithm Simple{Bug2) generates at the most a 
7 t/ 2 times longer path than the optimal (shortest) path made in the model-based 
navigation algorithm. For this reason, we regard Simple{Bug2) as a near-optimal 
sensor-based (on-line) navigation algorithm. 

5.2 A Worst Ratio V 2 — LPc/LPn 

In this paragraph, we will show an environment whose worst ratio T 2 becomes 
larger continuously (Fig. 7). In this case, a robot supervised by Simple{Bug2) 
always selects a counter-clockwise direction to avoid an obstacle by the new rule, 
on the other hand, a robot supervised by Bug2 sometimes selects a clockwise 
direction to avoid the obstacle in advance. In this case, V 2 = LPc/LPn is bounded 
by {D — € + 2Trr)/{D + e) because LPc is bounded by D — e -I- 2nr and is 
defined hy D + e. Here, e is defined as the difference between the shorter arc 
HiLi and segment HiLi. Therefore, even if a radius r of a circular obstacle is 
constant, the ratio C 2 approaches an infinite number as D converges to zero. On 
the other hand, even if the distance D is constant, the ratio T 2 approaches an 
infinite number as r approaches an infinite number. 




H1 L1 



Fig. 7. A case whose ratio C 2 is maximized. 



As a result, a worst ratio T 2 is defined as infinite or a large finite number, 
which is determined by D and r. For this reason, we see that the new algorithm 
Simple{Bug2) is extremely improved from the classic algorithm Bug2. 



6 Discussion for Several Kinds of Obstacle Shapes 

In this section, we consider what kind of obstacle shape keeps the near-optimality 
and the superiority explained in the last section. For this purpose, we test an 
uncertain environment with square, rectangular, elliptic, or triangular obstacles 
in the algorithm Simple{Bug2) . 

First of all, if we pick up a pair of start and goal points in an uncertain envi- 
ronment with square obstacles, we can find cases whose r\ and V 2 are maximized 
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Fig. 8. (a) A case whose ratio ri is maximized in an uncertain environment with square 
obstacles, (b) A case whose ratio V2 is maximized in an uncertain environment with 
square obstacles. 



in Fig. 8(a) and (b), respectively. If an edge length is denoted by r, a competitive 
ratio ri = LPs/LP^ < 3r*{D/r)/D is given by 3 (Fig. 8(a)). As contrasted with 
this, a worst ratio V2 = LPc/LPn is bounded by (4r-|-D — e)/(D-l-e) < H-(4r/I?) 
(Fig. 8(b)). Here, e is defined as the difference between the turn HiLi and seg- 
ment HiL\. 

Even though D, r, or location of start, goal, and obstacles is flexibly changed, 
a competitive ratio r\ is fixed by three. As a result, for every triplet of start point, 
goal point, and uncertain environment with square obstacles, the proposed al- 
gorithm Simple{Bug2) generates at the most a 3 times longer path than the 
optimal (shortest) path made in the model-based navigation algorithm. For this 
reason, we can conclude that the optimality of Simple{Bug2) against the opti- 
mal (model-based) navigation algorithm is maintained. As contrasted with this, 
if the inequality D<r is satisfied, a worst ratio T 2 is always larger than one and 
consequently the superiority of Simple{Bug2) against Bug2 is kept (Fig. 9(a)). 
Especially, if D converges to zero or r approaches an infinite number, r 2 increases 
infinitely. As a result, for a triplet of start point, goal point, and uncertain envi- 
ronment with square obstacles, the new algorithm Simple{Bug2) always selects 
an extremely shorter path than a path made in the classic algorithm Bug2. 
For this reason, we can conclude that the superiority of Simple{Bug2) against 
Bug2 is maintained. Otherwise, that is, if the inequality D > r is satisfied, T 2 is 
sometimes smaller than one and consequently Simple{Bug2) sometimes selects 
a longer path than a path made in the classic algorithm Bug2 (Fig. 9(a)). As a 
result, the characteristics described in the previous section are partially kept. 

Secondly, if we select a pair of start and goal points in an uncertain environ- 
ment with rectangular obstacles, we can find cases whose r\ and r 2 are maximized 
in Fig. 10(a) and (b), respectively. If lengths of short and long sides are denoted by 
l\ and I2, a competitive ratio r\ = LPs/LPm < ( 2/2 + h) * {Djli)jD is bounded 
by 1 -I- 2I2/I1 (Fig. 10(a)). As contrasted with this, a worst ratio T2 = LPc/LPn 
is bounded as the maximum of (2(/i + I2) + D — e)/{D + e) < 1 -b 2 {li + l2)/D 
and 1 + 2 I 2 /I 1 (Fig. 10(b)). Here, e is defined as the difference between the turn 
HiLi and segment HiLi. 
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Fig. 9. (a) If D > r is satisfied, r 2 is not always larger than one, otherwise, it is always 
larger than one around a sqnare obstacle, (b) If D > Zi is satisfied, V 2 is not always 
larger than one, otherwise, it is always larger than one around a rectangular obstacle. 
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Fig. 10. (a) A case whose ratio ri is maximized in an uncertain environment with rec- 
tangnlar obstacles, (b) A case whose ratio V 2 is maximized in an uncertain environment 
with rectangular obstacles. 



Therefore, if I 2 /I 1 is constant, ri is determined as a small number and con- 
sequently the optimality of Simple{Bug2) against the optimal (model-based) 
navigation algorithm is maintained. Otherwise, for example, if I 2 approaches an 
infinite number or converges to zero, ri approaches an infinite number and 
consequently the optimality is lost. On the other hand, if the inequality D<li 
is satisfied, r 2 is always larger than one (Fig. 9(b)). Especially if D converges to 
zero or l\ approaches an infinite number, the worst ratio V 2 increases infinitely. 
Therefore, the superiority of Simple{Bug2) against Bug2 is maintained. Oth- 
erwise, that is, if the inequality D > li is satisfied, V 2 is sometimes less than 
one, i.e., 0 < r 2 < 1, and consequently the superiority of Simple{Bug2) against 
Bug2 is lost (Fig. 9(b)). As a result, the characteristics described in the previous 
section are partially kept. 

Thirdly, if we pick up a pair of start and goal points in an uncertain environ- 
ment with elliptic obstacles, we can find cases whose ri and T 2 are maximized in 
Fig. 11 (a) and (b), respectively. The perimeter of each ellipse is denoted by P, and 
lengths of minor and major axes are denoted by l\ and l 2 - P is determined as a 
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Fig. 11. (a) A case whose ratio ri is maximized in an uncertain environment with 
elliptic obstacles, (b) A case whose ratio r 2 is maximized in an uncertain environment 
with elliptic obstacles. 




Fig. 12. (a) The superiority of Simple{Bug2) against Bug2 is not always maintained 
around an elliptic obstacle (0 < r 2 < 1). (b) That is not always kept around a triangular 
obstacle (0 < r 2 < 1). 



function of l\ and l 2 - In this case, a competitive ratio ri = LPg/LPm is bounded 
by {Pj2){Dj2li)jD = P/Ali (Fig. 11(a)). As contrasted with this, a worst ratio 
r 2 = LPc/LPn is bounded by the maximum of {P+D — e)/{D+e) < 1+P/D and 
P{D/2li) / D = P/2li (Fig. 11(b)). Here, e is defined as the difference between 
the shorter arc Hi Li and segment Hi Li. 

Therefore, if P/l\ is constant, ri is determined as a small number and con- 
sequently the optimality of Simple{Bug2) against the optimal (model-based) 
navigation algorithm is maintained. Otherwise, for example, if I 2 approaches 
an infinite number or li converges to zero, ri approaches an infinite number 
and consequently the optimality is not kept. On the other hand, V 2 is not al- 
ways larger than one, i.e., 0 < T 2 < 1, on any condition concerning to D, li, 
I 2 , or location of start, goal, and obstacles (Fig. 12(a)). In this figure, in con- 
trast to a circular obstacle, Simple{Bug2) sometimes selects a longer path than 
a path made in Bug2 around an elliptic obstacle. Consequently, the superior- 
ity of Simple{Bug2) against Bug2 is not kept. As a result, the characteristics 
described in the previous section are almost lost. 

Finally, if we determine a pair of start and goal points in an uncertain en- 
vironment with triangular obstacles, we can find a case whose ri and V 2 are 
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Fig. 13. A case whose ri and V 2 are maximized in an uncertain environment with 
triangular obstacles. 

Table 1. A comparison of the near-optimality and the superiority in an uncertain 
environment with circle, square, rectangle, ellipse, or triangle obstacles (a and /? are 
denoted as small finite numbers). 



Circle 


Square 


Rectangle 


Ellipse 


Triangle 


1.58 > n > 1 


3 > ri > 1 


Partlya > ri > 1 


Par.p > ri > 1 


00 > ri > 1 


CX3 > r2 > 1 


Par.oo > C 2 > 1 


Par.oo > V 2 > 1 


00 > T2 > 0 


00 > C2 > 0 



maximized in Fig. 13. In this case, ri = LPg/LPm and T 2 = LPc/LPn are simul- 
taneously bounded by (3r + D — e)/{D + e) < 1 -I- 3r/D. Here, e is defined as 
the difference between the turn HiLi and segment HiLi. The smaller the dis- 
tance D is or the larger the edge length r is, the larger both ri and r 2 are. For 
this reason, the optimality of Simple{Bug2) against the optimal (model-based) 
navigation is completely lost. On the other hand, T 2 is not always larger than 
one, i.e., 0 < r 2 < 1, on any condition concerning to D, r, or location of start, 
goal, and obstacles (Fig. 12(b)). In this figure, in contrast to a square obsta- 
cle, Simple{Bug2) frequently selects a longer path than a path made in Bug2 
around a triangular obstacle. Consequently, the superiority of Simple{Bug2) 
against Bug2 is not maintained. As a result, the characteristics described in the 
previous section are completely lost. 

In conclusion, whether the near-optimality and the superiority are main- 
tained or not in Simple{Bug2) is described in Table 1. To revive the character- 
istics especially in an unknown environment with elliptic or triangular obstacles, 
we will try two solutions in this paper. One is an absolute solution which does 
not depend on size of an obstacle, the other is a relative solution which depends 
on the size. 

In the former solution, a mobile robot changes its following direction alterna- 
tively and drives two times longer from a middle point (a hit point Hi), e.g., 1, 
2, 4, 8, ..., from a hit point Hi (Fig. 14). If the solution is adopted between leave 
points Li-i and Li, a mobile robot regards a competitive ratio ru as 9 in order 
to find a leave vertex Li closer to Hi. The calculation detail is described in the 
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Fig. 14. An absolute solution whose ratio ri is bounded by 9 in an uncertain environ- 
ment with triangular obstacles. 




Fig. 15. A relative solution whose ri is bounded by a hnite number in an uncertain 
environment with triangular obstacles. 
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Fig. 16. (a) The (optimal) shortest path and an investigated area in a digital map 
[512,512] with uncertain circular obstacles by the A* algorithm, (b) A near-optimal 
(extremely shorter) path and an investigated area in the map by the SimpleiClassl) 
algorithm. 





(b) 



Fig. 17. (a) The (optimal) shortest path and an investigated area in a digital map 
[512,512] with uncertain square obstacles by the A* algorithm, (b) A near-optimal 
(extremely shorter) path and an investigated area in the map by the SimpleiClassl) 
algorithm. 
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Fig. 18. The Nomad 200 equipped with a sonar ranging system (the Sensus 200) and 
a laser ranging system (the Sensus 500) runs in an unknown 2-D environment with 
board fences. 



Appendix. This is equivalent to the case where there are rectangular obstacles 
whose I 2 /I 1 is 4. For this reason, we can conclude that the solution is not so bad. 

In the latter solution, we assume that a mobile robot has a sensing area to 
identify neighbor unknown obstacles, which is sufficiently (about 2 or 3 times) 
larger than the circumscribed circle of an unknown obstacle (Fig. 15). Before 
entering into the circumscribed circle, a mobile robot with a sensing area finds 
a leave vertex Li closer to the hit point Hi. This means that a mobile robot 
avoids an unknown obstacle with inadequate shape by avoiding implicitly its 
circumscribed circle. As a result, a mobile robot supervised by this solution 
always avoids an obstacle with inadequate shape by an adequate direction. 

7 Simulation and Experiment 

In this section, we ascertain two characteristics of our proposed navigation algo- 
rithms. One is the near-optimality of Simple{Classl) and Simple{Bug2) against 
the optimal (model-based) navigation algorithm, and the other is the superiority 
of Simple{Classl) and Simple{Bug2) against Classl and Bug2. 

Firstly, as compared with the optimal (model-based) navigation algorithm, 
we will check the performance of our algorithm Simple(Classl) . For this pur- 
pose, we investigate the difference between the optimal path selected by the A* 
algorithm and a path selected by Simple(Classl) in an environment cluttered 
with simple shapes. Both paths are measured by the piecewiseL 2 metric in a 
2-D digital map [512,512]. If the digital map includes a lot of uncertain circular 
obstacles, both paths are written as sequences of black cells in Fig. 16(a) and (b). 
The lengths are 590 and 615, respectively. The unit is defined as the length of 
an edge of a cell. In Fig. 16(a) and (b), numbers of cells investigated by A* and 
Simple{Classl) are 11070 and 506, respectively, and cells investigated by A* 
and Simple{Classl) are described as dark gray cells. Furthermore, if the digital 
map includes uncertain rectangular obstacles, both paths are shown as sequences 
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Fig. 19. An extended obstacle avoidance of a relative solution. 



of black cells in Fig. 17(a) and (b). The lengths are 672 and 731, respectively. In 
Fig. 17(a) and (b), numbers of cells investigated by A* and Simple{Classl) are 
57989 and 591, respectively, and cells investigated by A* and Simple{Classl) are 
described as dark gray cells. From these results, we can conclude the following: 
(1) Simple{Classl) selects a near-optimal path to a destination on the aver- 
age in an uncertain map with simple shapes as obstacles. (2) Simple{Classl) is 
regarded as the on-line and sensor-based path-planning algorithm because the 
search space (the set of investigated cells) is small enough. 



s 




G 



4 ► 



T 






Fig. 20. In the simulation, the Nomad200 selects a path until a destination in another 
uncertain 2-D environment. 



Secondly, we check feasibility of the relative solution addressed in the last 
section. To check the feasibility, we use a mobile robot (The Nomad 200, No- 
madic Tech. Inc.) with an ultrasonic ring (the Sensus 200) and a laser range 
finder (the Sensus 500) (Fig. 18). In order to use the relative solution in a real 
environment with triangular obstacles, we extend it as follows: Firstly, the No- 
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mad200 goes straight to its destination until the Sensus200 omnidirectionally 
identifies a triangular obstacle whose Euclidean distance is less than or equal 
to 30 inches. It is a margin for absorbing the radius (8.8 inches) of the Nomad 
200 and errors (about 10 inches) of dead-reckoning and sensing. Secondly, the 
Nomad200 turns its upper part including the SensusSOO to identify at least one 
edge of an encountered obstacle. Then on the assumption that each obstacle is an 
equilateral triangle, the Nomad200 calculates an uncertain triangle and its center 
of gravity C. Thirdly, the Nomad200 calculates the outer product Vg x Vc, and 
if it is negative or zero [positive], the Nomad200 selects the clockwise [counter- 
clockwise] order. According to the selected direction, the Nomad200 traces the 
obstacle while keeping 30 inches until it is able to go straight to a destination 
(Fig. 19). 

To ascertain feasibility of the extended approach, we give simulation and ex- 
periment results described in Fig. 20 and 21. In the graphics simulation developed 
in Nomadic Tech. Inc., twenty or more triangular obstacles whose edge lengths 
are larger than 20 inches and less than 40 inches exist (Fig. 20). In the unknown 
environment, a mobile robot identifies each obstacle by an ultrasonic ring and 
detects its edge by a laser range finder and then avoids it by the extended ap- 
proach (Fig. 20). In the practical experiment, an uncertain environment is built 
as a wide room whose floor is roughly fiat, and obstacles whose number is less 
than ten are constructed by a set of board fences (Fig. 21). Here, two types of 
triangular obstacles whose edge lengths are 24 and 36 inches exist. In this case, 
the Sensus200 precisely identifies an uncertain obstacle omnidirectionally whose 
distance is within 40 inches, and also the SensusSOO exactly detects it for front 
30 degrees within 80 inches. By using the extended approach based on two kinds 
of sensors, the Nomad200 smart selects a near-optimal path to its destination 
while avoiding a lot of triangular uncertain obstacles (Fig. 20 and Fig. 21). 
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Fig. 21. In the experiment, the Nomad200 selects a path until a destination in an 
unknown 2-D environment with triangular obstacles constructed by board fences. 
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8 Conclusions 

In this paper, we proposed two near-optimal sensor-based navigation algorithms 
Simple{Classl) and Simple{Bug2) in an uncertain 2-D environment with sim- 
ple shapes as obstacles. Because of theoretical proofs and simulation results and 
experimental results, the near-optimality of the proposed algorithms and the 
superiority of them against the original algorithms are ascertained. Since the 
near-optimality can be acquired by a small investigation cost, our new algo- 
rithms are categorized into the sensor-based navigation. 

In future, we will design a good algorithm running in a general uncertain 
environment with concave obstacles such as a maze. 

Appendix 

In this appendix, we calculate a competitive ratio ru between and Li for 
a mobile robot supervised by the absolute solution. By this solution, the robot 
changes its following direction alternatively and drives two times longer from a 
hit point Hi. Therefore, before reaching a leave point Li closer to Hi, & mobile 
robot successively runs distances d,Q, di, ..., and dk-i from the middle point Hi 
to positions xq, xi, ..., and Xk-i (Fig. 22). Because of the rule, the equation dj = 
2dj-i is always maintained. In this case, we are able to calculate a competitive 
ratio rii by the following. 



Middle . , 

l|_|, X=(X0,X1,X2 Xk-l) 



X1 






xo 



Xk-1 ♦- 



X2 






Fig. 22. A mobile robot changes its following direction alternatively and drives two 
times longer from the hit point Hi. 



Because of d > dk- 2 , 



ru = 



d+2 J2'j=o ^3 
d 



< 1 + 



dk-2 



k—1 7 

0 



,dj > 0 



Then, we define an upper limit as follows: 
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k-1 



dk-2 

C-1 
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C-1 
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j-0 

k-2 

= 

3=0 

Because of (1) - (2), we get the following equation. 

C-1 



dk-2 

dk-3 



( 1 ) 

(2) 



dk—l — cdk—2 ^dk—3-} 03 — 

z 

dk-1 — cdk-2 + cdk-3 = 0 

By solving 4A — 2cA -I- cA = 0 (A = dk -3 > 0), we get c = 4 and then obtain a 
competitive ratio < C = 1 -I- 2c = 9. 
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Abstract. The ability of exact motion planning algorithms to handle 
all possible environments often leads to high worst-case running times. 
These high running times are an important reason for the fact that ex- 
act algorithms are hardly used in practice. It has been noted that certain 
weak assumptions on the size of the robot and the distribution of the 
obstacles in the workspace lead to a drastic reduction of the complexity 
of the motion planning problem, and, in some cases, to an equally-drastic 
improvement of the performance of exact motion planning algorithms. 
We review recent extensions of the known result for one robot in a low- 
density environment with stationary obstacles to one robot amidst mov- 
ing obstacles and to two and three robots among stationary obstacles. 
In addition we consider the consequences of further weakening of the 
assumptions on the distribution of the obstacles. 



1 Introduction 

Research on the motion planning problem within the field of computational ge- 
ometry focusses on the exact solution of this problem. Exact motion-planning 
algorithms must find a path for the robot whenever one exists and may only re- 
port failure if no path exists. It is well known that the maximum complexity of 
the free part of the configuration space, or free space, of a robot with q degrees of 
freedom moving in a scene consisting of n disjoint obstacles can be As the 

performance of exact motion-planning algorithms heavily depends on the com- 
plexity of the free space, these algorithms often have a worst-case running time 
of at least the same order of magnitude. This is probably one of the reasons that 
most of the exact algorithms were never implemented. One exception is Bahon’s 
implementation [6] of the O(n^) algorithm of Schwartz and Sharir [28] for a lad- 
der moving in a two-dimensional workspace, which performs surprisingly well, 
and much better than the worst-case theoretical analysis predicts. The reason is 
that the running time of the algorithm is sensitive to the actual complexity of 
the free space, and this is in practice far less than the 0{n^) worst-case bound. 

These observations inspired research [1,2,3,8,9,10,11,14,15,16,17,19,20,21,23] 
[24,25,26,32,33,36,37,38,39,40,41,43] where geometric problems are studied under 
certain (hopefully realistic) assumptions on the input — in the case of motion 
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planning: the environment in which the robot is moving. The goal of this line of 
research is to be able to predict better the practical performance of algorithms. 
For instance, van der Stappen et al. [36] studied the free-space complexity for 
not-too-large robots moving in environments consisting of fat obstacles. They 
showed that in this restricted type of environments the worst-case free-space 
complexity is only 0{n), which is more in line with the experimental results 
of Bahon. Van der Stappen and Overmars [39,38] used this result to obtain 
an efficient algorithm for robot motion planning amidst fat obstacles. These 
results were extended to the more general setting of low-density environments 
by van der Stappen et al. [41] (see also [40]). 

In this paper we review the extensions on the results from [40,41] reported in 
a sequence of recent papers [3,10,11]. These extensions concern motion planning 
in the even more general setting of an uncluttered environment [10], motion 
planning in a low-density environment with moving obstacles [11], and motion 
planning for two and three robots in a low-density environment [3] . 

The result from [10] that we discuss in Section 4.2 says that the linear upper 
bound on the complexity of the free space does not extend to motion planning in 
uncluttered environments. Instead we find that the free-space complexity in such 
environments is when the workspace is two-dimensional and 

when the workspace is three-dimensional. These bounds fit between the 0{n) 
bound for low-density environments and the 0(n^) bound for general environ- 
ments. 

The motion planning problem among moving obstacles is significantly more 
complex than the same problem among stationary obstacles. Reif and Sharir [27] 
showed that, when obstacles in a 3-dimensional workspace are allowed to ro- 
tate, the motion planning problem is PSPACE-hard if the velocity modulus is 
bounded, and NP-hard otherwise. (A similar result was obtained by Sutner and 
Maass [42].) Canny and Reif [12] showed that dynamic motion planning for a 
point in the plane, with a bounded velocity modulus and an arbitrary num- 
ber of polygonal obstacles, is NP-hard, even when the obstacles are convex and 
translate at constant linear velocities. The result from [11] discussed in Section 5 
shows that the circumstances change dramatically if we assume that the envi- 
ronment satisfies the low-density assumption, the robot is not too large, and the 
obstacles move along polyline trajectories, at constant speed per segment. In 
the case of a two-dimensional workspace with polygonal obstacles, the motion 
planning problem can then be solved in 0(n^a(n) log^ n) time regardless of the 
number of degrees of freedom of the robot This bound is close to optimal as it 
turns out that in certain situations the robot may have to make C(n^) simple 
motions to reach its goal. 

The common approach to the exact solution of the (coordinated) motion 
planning for m > 1 robots TZi (1 ^ z ^ m) is centralized planning; centralized 
planning regards the m robots as a single (multi-body) robot with q = q\ -\- 
■ ■ ■ + Qm degrees of freedom, where qi is the number of degrees of freedom of TZi . 
Techniques by Basu et al. [5] and — under certain general position assumptions — 

^ a{n) is the extremely slowly-growing inverse of the Ackermann function. 
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by Canny [13] result in and 0(n'^ log n) algorithms. Better bounds can 

only be obtained in specific cases. The result from [3] discussed in Section 6 
shows that when two or three not-too-large robots move in the same low-density 
environment the motion planning problem for these robots can be solved in 
0(n log n) time, regardless of the number of degrees of freedom of the robots, 
and despite the fact that the complexity of the free space is I7(n^) in the case of 
two robots and in the case of three robots. Apparently it suffices to restrict 

the search for free paths to a subspace of the free space with lower complexity. 

Before we discuss the above extensions, we review the environment models 
that play a role in this paper — fatness, low density, and unclutteredness — and 
determine the relations among these models. In Section 3, we repeat the known 
consequences of low density (and fatness) for the complexity and the solution of 
the motion planning problem. Section 4.1 shows how these ideas can be used to 
solve the motion planning problem for a single robot in almost-linear time. 

2 Environment Models 

2.1 Historical Perspective 

The study of geometric problems under certain assumptions on the input — in the 
case of motion planning, the environment in which the robot moves — commenced 
in the early 1990s with a considerable number of papers focussing on fat objects. 
An object is fat if it has no long and thin parts. Among the first papers in this 
research direction are those by Alt et al. [2] and Matousek et al. [23]. Alt et 
al. considered the influence of the length-to-width ratio — essentially a measure 
for its fatness — of a rectangular robot on the complexity of the motion planning 
problem for this robot. Matousek et al. studied the complexity of the union 
of n triangles in the plane — a problem with applications in motion planning. 
They showed that if the triangles are fat, i.e., if each of the angles has at least 
a certain magnitude 5 , for some constant <5 > 0, then the complexity of their 
union is at most roughly linear rather than quadratic in the number of triangles. 
Among the other achievements of the study of fatness are near-linear bounds on 
the complexity of the union of fat figures (e.g. wedges) in the plane [14,21], a 
linear bound on the complexity of the free space for motion planning amidst fat 
obstacles [36] , and efficient algorithms for computing depth orders on certain fat 
objects [1], hidden surface removal for fat horizontal triangles [19], and range 
searching and point location among fat objects [25,26]. 

More recent papers have turned their attention to different input models such 
as low density, unclutteredness, and simple-cover complexity. Definitions of the 
first two notions are given in Section 2.2. Van der Stappen et al. [41] extended 
earlier results on motion planning amidst fat obstacles [38,39] to environments 
that satisfy the low density assumption (see Section 3 for details). Schwarzkopf 
and Vleugels [33] considered the range searching and point location problems 
in low density scenes. De Berg [8] proved that binary space partitions of size 
linear in the number of objects exist for scenes that satisfy the unclutteredness 
assumption. Finally, Mitchell et al. [24] introduced simple-cover complexity to 
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measure the complexity of a scene with objects by the number of balls, each 
intersecting no more than a constant S of the objects, required to cover the 
entire scene. The authors gave an algorithm for solving ray-shooting queries, 
i.e., for finding the first object hit by a ray emanating from a given point in a 
given direction, in time proportional to the number of balls intersected by the 
query ray. 



2.2 Models and Model Hierarchy 

Below we provide formal definitions of the three environment models that will 
play a central role throughout this paper. Moreover, we establish relations among 
the models. Each of the models assigns a value to a workspace and the obstacles 
in it. We shall denote the volume of an object P by vol(T^) and assume that 
the bounding box bb(T^) of an object P is the smallest axis-parallel rectangloid 
containing P. Furthermore, we let the size of an object P — denoted by size(T^) — 
be the radius of its minimal enclosing circle or sphere. 

The first — and most extensively studied — model we consider is fatness. In- 
tuitively, an object (or obstacle) is called fat if it contains no long and skinny 
parts. There are many different definitions of fatness [1,2,23,21], which are all 
more or less equivalent — at least for convex objects. We shall use the definition 
proposed in [39]. 

Definition 1. Let P be an object and let (3 be a positive constant. Define 
U{P) as the set of all balls centered inside P whose boundary intersects P. We 
say that the object P is /3-fat if for all balls B G U{P), vol{P HB) (3 ■ vol(i3). 
The fatness of P is defined as the maximal (3 for which P is (3-fat. 

The fatness of a scene of objects is defined as the maximal (3 for which every 
individual object is /3-fat. We speak of a scene of fat objects if the fatness of the 
scene is (3 for some (small) constant (3. 

The model of low density was introduced by van der Stappen [39] (see also 
[41]) and refined by Schwarzkopf and Vleugels [33]. It forbids any ball B to be 
intersected by many objects that are at least as large as B. 

Definition 2. Let S := {P\, . . . ,Pn\ be a d-dimensional scene, and let X ^ 1 
be a parameter. We call S a A-low-density scene if for any ball B, the number of 
objects Pi G S with size(T^i) ^ s\ie{B) that intersect B is at most A. The density 
of S is defined to be the smallest A for which S is a X-low-density scene. 

We say that a scene has low density if its density is a small constant. 
Clutteredness was introduced by de Berg [8]. It is defined as follows. 

Definition 3. Let S be a d-dimensional scene, and let k 1 be a parameter. 
We call S a K-cluttered scene if any hypercube whose interior does not contain 
a vertex of one of the bounding boxes of the objects in S is intersected by at most 
K objects in S. The clutter factor of a scene is the smallest k for which it is 
K- cluttered. 
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We sometimes call a scene whose clutter factor is a small constant uncluttered. 
Of the models we consider, this is the only one not invariant under rotations, 
since it uses bounding boxes and axis-parallel hypercubes. 

Theorem 1 shows that the three models form a hierarchy in the sense that 
fatness implies low density, and low density implies unclutteredness. (The result 
can in fact be extended to simple-cover complexity, but since we leave this model 
out of consideration, we restrict the theorem to the relations between fatness, 
low density, and unclutteredness.) 

Theorem 1. [9] 

— Any d- dimensional scene consisting of /3-fat objects has density at most 
2^/3- b 

— Any d-dimensional X-low-density scene is at most \Vd]‘^X-cluttered. 

The theorem says that the assumptions imposed by the unclutteredness model 
are weaker than those imposed by the low-density model, which are in turn 
weaker than those imposed by the fatness model. In other words, the uncluttered- 
ness model is more general than the low-density model, which is more general 
than the fatness model. 

3 Environment Models and Motion Planning 

We focus on motion planning problems in a workspace W with a collection £ of 
n obstacles, each of constant descriptional complexity. The objective is to find 
a motion for a robot from a specified initial placement Zq to a specified final 
placement Z\ during which it avoids collision with the obstacles or to report that 
no such motion exists. The robot TZ is assumed to have q degrees-of-freedom and 
to be of constant descriptional complexity. We assume that the maximum size 
of the robot is at most a constant multiple of the size of the smallest obstacle. 

The motion planning problem is commonly modelled and solved in the con- 
figuration space C, which is the space of parametric representations of robot 
placements. The dimension of C equals the number of degrees of freedom q of 
the robot TZ. A point in C (representing a robot placement) is referred to as 
a configuration. Although there is a subtle difference between a placement and 
a configuration, we will use both terms interchangeably. The free space FP is 
the subspace of C consisting of points that represent placements of the robot in 
which it does not intersect any obstacle in £. The free space can be regarded 
as the union of certain cells — the free cells — in the arrangement^ of constraint 
hypersurfaces. A constraint hypersurface f^^,p is the set of placements in which 
a robot feature 4>, i.e., a basic part of the boundary like a vertex, edge, or face, 
touches an obstacle feature <P of appropriate dimension. The constraint hyper- 
surfaces are assumed to be algebraic and to have bounded degree. A collision-free 
path or motion for a robot from an initial placement to a final placement is a 

^ The arrangement of a set of geometric objects is the subdivision of space into con- 
nected pieces of any dimension induced by these objects. 
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continuous curve in the free space FP connecting the points representing these 
two placements. The effort that is required to find such a curve clearly depends 
on the complexity of FP. 

Exact motion planning algorithms process the free space into a query struc- 
ture that allows for the efficient solution of one or more path-finding queries. 
Although there essentially exist two different approaches to exact motion plan- 
ning (cell decomposition and retraction), the time spent in processing the free 
space and the size of the resulting query structure clearly depend on the com- 
plexity of the free space. In our case, the complexity of the free space, in turn, 
depends on the number of different g-fold contacts of the robot with the obsta- 
cles. We shall use this fact in several complexity analyses. The cell decomposition 
approach [18,22,28,29,30,31,34] that we follow below solves the motion planning 
problem by decomposing the free space into simple (constant-complexity) sub- 
cells. The construction of a graph on the subcells, connecting pairs of adjacent 
subcells by edges, then reduces the motion planning problem to a graph search 
problem. 

Van der Stappen [39] considered configuration spaces C with a projective 
subspace B that can be decomposed into (constant-complexity) regions R that 
satisfy 

\{UM^ efnA^ef£AU,^n{RxD)^iD}\ = o(i), (i) 

where D is such that C = B x D, and G / should be read as ‘is a feature of’. The 
equality says that the cylinder RxD obtained by lifting R back into the configu- 
ration space is intersected by only a constant number of constraint hypersurfaces. 
Figure 1 shows a three-dimensional configuration space C, a two-dimensional 
subspace B, a region R <Z B and a constraint hypersurface intersecting the 
cylinder RxD. We refer to a subspace B oi C with the above property as a 
base space. The property tells us two things. 







Fig. 1. A three-dimensional configuration space (7, a two-dimensional base space 
B, a regions R C B, and its lifting RxD back into C. 
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Firstly, the cylinders R x D obtained by lifting the regions R subdivide the 
free space into constant-complexity subcells and thus form an appropriate cell 
decomposition of the free space. The constant number of constraint hypersurfaces 
that intersect R x D define a constant-complexity arrangement inside R x D. 
Since Rx D itself has constant complexity as well, the arrangement subdivides 
R X D into a constant number of constant-complexity free and forbidden cells. 
The free cells of all cylinders form a cell decomposition of the free space. 

Secondly, we observe that the cell decomposition of the free part of C is 
obtained by decomposing a lower-dimensional subspace B of C, subject to certain 
constraints. Thus, we have transformed the problem of finding a decomposition 
of the free part of C into the problem of finding a constrained decomposition of 
the lower-dimensional subspace B 

The above approach will only be succesful if the problem of finding the con- 
strained decomposition is easier than the original problem. At first sight, this 
seems not to be the case since the constraints are still formulated in the original 
space C. In each of the applications of the approach we shall strengthen the 
original constraints to obtain simpler constraints in the base space. It turns out 
that strengthening the constraints does not harm the ability to find (almost) 
optimal decompositions. 

A set Vb of regions R that decompose B alone is insufficient to solve the 
motion planning problem. The preceding paragraphs show that we need the 
constraint hypersurfaces intersecting the cylinder obtained by lifting R into C. 
In each of the applications we shall do this by computing (a constant-size su- 
perset of) the constant-size set of obstacles E for which at least one constraint 
hypersurface with <P €f E intersects Rx D. Moreover, we need to estab- 
lish which pairs of free subcells are adjacent. Using the fact that adjacent free 
subcells either lie inside the same cylinder or in cylinders obtained by lifting 
adjacent regions R and R' in B, we find that it is sufficient to report the set Eb 
of all pairs of adjacent regions in Vb- Provided that the necessary information 
is available, it is easy to transform the decomposition of B given by Vb and Eb 
into a decomposition of the free space, in time proportional to the sizes of Vb 
and Eb (see [39,40,41] for details). The time T{n) to find the decomposition of 
B along with the required additional information thus determines the time to 
compute a cell decomposition of the free space. 

Theorem 2. [39, -il] Let B he a base space in the configuration space C of a 
motion planning problem, and let T(ji) be the time required to compute a base 
partition in B. Then the motion planning can he solved in 0{T{n)) time. 

Van der Stappen showed [39,41] that in the case of a single free-flying robot 
moving in a low-density scene, the workspace W of the robot can be chosen as 
a base space. This initally [39,40] resulted in a (nearly-optimal) almost-linear 
algorithm for motion planning in a 2D workspace, and in quadratic and cubic 
algorithms for motion planning in 3D workspaces with polyhedral and arbitrary 
obstacles respectively. Although this represents a considerable improvement over 
the general bound of 0{n^), there remains a gap in the 3D case since there is 
a linear upper bound on the complexity of the free space. We close this gap in 
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Section 4.1. Our other challenges in this paper concern extensions of the result 
of the previous paragraph to weaker environments and to different instances of 
the motion planning problem. In Section 4.2 we will try to generalize the result 
for one free-flying not-too-large robot to uncluttered scenes. In Sections 5 and 6 
we study motion planning problems among moving obstacles and for more than 
one robot. 

4 Motion Planning for a Single Robot 

We first show that the motion planning problem for a single robot in a low- 
density environment can be solved in 0{n log n) time, regardless of the dimension 
of the workspace, thereby improving the bounds for 3D workspaces quoted in 
the previous section. This bound is close to optimal as the complexity of the 
free space for motion planning problems in low density environments is 0{n). 
Moreover, we will see that the 0{n) bound does not extend to environments that 
only satisfy the weaker unclutteredness assumption. 



4.1 Low Density Environments 

We assume that our robot moves in a low-density environment. In the case of a 
single free-flying robot, the (low-density) workspace is a base space in the config- 
uration space. As a result, we can obtain a cell decomposition of the free space — 
and thus solve the motion planning problem — by decomposing the workspace 
subject to the constraints formulated in Section 3. 

Our first step is to replace the configuration-space constraints by slightly 
stronger workspace constraints. Let G{E) be obtained by growing (or dilating) 
an obstacle E in all directions by the size of the robot. The key observation 
here is that a robot can only touch an obstacle E if it moves in the proximity 
of E, or, more precisely, in G{E). In configuration space, it says that a constraint 
hypersurface induced hy E (i.e., G/ E) can only intersect a cylinder RxD 
if R intersects G{E). As a consequence, a decomposition of the workspace into 
constant-complexity regions R each intersecting a constant number of grown 
obstacles suits our purposes. 

It turns out that a very simple quadtree-like decomposition leads to a par- 
tition of the workspace of size linear in the number of obstacles. Let Gov{R) 
be the set of obstacles whose grown version intersects R. (Thus, our aim is to 
decompose the workspace into regions R with \Gov{R)\ = 0(1)). Let E be the 
set of the 2‘^n vertices of the axis-parallel bounding boxes of all grown obstacles. 
For simplicity, we enclose these vertices by an axis-parallel square or cube C. 
Let E{R) be the subset of vertices of E contained in the interior of a region R. 
We subdivide C recursively until all resulting regions R satisfy E{R) = 0. Let G 
be a (square or) cube with E{C) yf 0 and let Oi, . . . ,C 2 d be the equally-sized 
sub-cubes resulting from a 2Atree split of G, i.e., from cutting G with the d 
planes perpendicular to and bisecting its edges. Note that every sub-cube Gi 
shares exactly one corner with C. A 2*^-tree split is called useless if all vertices of 
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I7(C') lie in a single sub-cube Ci of C, and called useful otherwise. The cube C 
is subdivided in one of the following ways. 

- If the 2‘^-tree split of C is useful, then perform the 2^^-tree split. 

- If the 2‘^-tree split of C is useless, then replace the single sub-cube Ci con- 
taining all vertices of S{C) by the smallest cube that shares a corner with 
C and still contains all vertices of S{C). The resulting cube C C C has one 
of the vertices of S{C) on its boundary. The ‘L-shaped’ complement C\C 
satisfies S{C \ C) yf 0. 

Figure 2 gives two-dimensional examples of both types of splits. 



Fig. 2. A useful and useless 2‘^-tree split. In the latter case the square is subdi- 
vided into an L-shaped region and a square. 



Application of the recursive splits to the workspace with the grown obstacles 
leads to a decomposition into 0{n) cubic and L-shaped regions that have no 
vertices from S in their interiors. Using the fact that the workspace with the 
grown obstacles still has low density and the result from Theorem 1 that any low 
density scene is also uncluttered, yields by Definition 3 that each cubic region 
is intersected by only 0(1) grown obstacles. If we cover the L-shapes by 2^^ — 1 
cubes then it is clear that the same is also true for these regions. As a result, 
the cubic and L-shaped regions decompose the workspace into regions R with 
\Cov{R)\ = 0(1). Let V be the set of cubic and L-shaped regions, and observe 
that the set of all constraint hypersurfaces induced by obstacles in Cov{R) form a 
constant-size superset of the constraint hypersurfaces that really intersect RxD. 
The computation of V, along with all sets Cov{R), which aid in computing the 
free subcells (see Section 3) takes O(nlogn) time. Furthermore, it can be shown 
(see [41]) that the set of pairs of adjacent regions has size 0(n) and can — with 
the use of a point location structure — be computed in O(nlogn) time as well. 
By Theorem 2, we obtain the following result. 

Theorem 3. [41] The motion planning problem for a single not-too-large robot 
in a low-density environment can be solved in 0(n log n) time. 

The O(nlogn) bound also applies to a robot moving amidst fat obstacles by 
Theorem 1. 
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4.2 Uncluttered Environments 

The linear upper bound on the complexity of the free space no longer holds 
when we move one step in the model hierarchy — to uncluttered environments. 
We construct a motion planning problem for a robot in a two-dimensional un- 
cluttered environment for which the free space complexity is more than linear in 
the number of obstacles. We recall that the complexity of the free space depends 
on the number of g-fold contacts for the robot. 

The robot TZ in our lower bound example consists of q links, which are all 
attached to the origin. The links have length 1 -|-e, for a sufficiently small £ > 0. 
Obviously TZ has q degrees of freedom. 




(a) (b) (c) 



Fig. 3. (a) Part of the lower bound construction. (b,c) Adding bounding-box 
vertices to make the scene uncluttered. 



The set of n obstacles for the case of a 2-cluttered planar scene is defined 
as follows. (Later we adapt the construction to get the bound for K-cluttered 
scenes for larger k.) Fix an integer parameter to; it will turn out later that 
the appropriate value for m is roughly ^/n. For a given integer i, let Ei be the 
horizontal segment of length 1 whose y-coordinate is i/m and whose left endpoint 
lies on the unit circle — see Figure 3(a) for an example. Let £i = {Ei\l ^ i ^ to}; 
this set forms a subset of the set of all obstacles. The remaining obstacles, which 
we describe later, are only needed to turn the environment into an uncluttered 
environment. 

Consider any subset of q segments from £i. It is easy to see that there is a 
(semi-)free placement of TZ such that each segment in the subset is touched by a 
link of TZ. Hence, the free-space complexity is f2(m£). When to is large, however, 
the set £\ does not form an uncluttered enviroment: the dashed square in Fig- 
ure 3(a) for instance, intersects f2(m) obstacles without having a bounding-box 
vertex of one of the obstacles in its interior. This problem would disappear if 
between every pair of adjacent horizontal segments there would be a collection 
of 0{m) equal-spaced bounding-box vertices, as in Figure 3(b). Notice that in 
total we need 0{m?) bounding-box vertices for this. We cannot add tiny obsta- 
cles between the segments to achieve this, because such obstacles would be much 
smaller than the robot, so the robot would no longer have bounded size. There 
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is no need, however, to add obstacles between the segments; we can also create 
bounding-box vertices there by adding large — for example, triangular — obstacles 
outside the current scene (see Figure 3(c)). The point p is a bounding-box vertex 
of A, and A is disjoint from the current set of obstacles. By iteratively adding 
obstacles that generate the necessary bounding-box vertices between the seg- 
ments in £i we transform the cluttered environment into an uncluttered one. It 
is not difficult to see that we can even obtain a 2-cluttered environment in this 
manner, if we choose the distance between adjacent bounding-box vertices to 
be 1 /to. 

We now have a collection of 0{m?) obstacles forming a 2-cluttered scene such 
that the free-space complexity is By choosing a suitable value for to (in 

the order of y/n), we obtain a collection of n obstacles such that the free-space 
complexity is I7(n^/^). 

To get the general bound we replace each of the to segments in the set S\ 
by [k/ 2J segments of length 1 that are quite close together. The left endpoints of 
these segments still lie on the unit circle. Since the original scene was 2-cluttered, 
the new scene is K-cluttered. The number of g-fold contacts has increased to 
17 (k'^to^). By again choosing to to be roughly and assuming k to be a constant 
we get the final result. 

A similar construction exists for 3D workspaces, leading to a somewhat dif- 
ferent bound. Theorem 4 summarizes both worst-case lower bounds. 

Theorem 4. [10] The free-space complexity for a not-too-large robot with q de- 
grees of freedom moving in an uncluttered scene consisting of n obstacles can be 

— I7(n'^/^) if the workspace is 2D, and 

— I7(n^^/^) if the workspace is 3D. 

Even though we have seen that there exist 2D and 3D uncluttered scenes 
that lead to I7(n'^/^) and I7(n^^/^) free space complexities it is also possible 
(see [10] for details) to show that the free space complexity of an uncluttered 
scene cannot be worse than these bounds. The proof uses a decomposition that 
resembles to a certain extent the decomposition in Section 4.1. Again we grow 
the obstacles by an amount proportional to the size of the robot. Then we apply 
a similar quadtree-like decomposition, but stop subdividing squares one their 
size becomes proportional to the size of the robot. The resulting decomposition 
consists of 0(n) regions. Next, we count the number of g-fold contacts of the 
robot when placed inside any of these regions. Summing the contacts over all 
regions yields the bounds of Theorem 5, assuming again that k is a constant. 

Theorem 5. [10] The free-space complexity for a not-too-large robot with q de- 
grees of freedom moving in an uncluttered scene consisting of n obstacles is 

— if the workspace is 2D, and 

— if the workspace is 3D. 

We observe that the bound of Theorem 5 fits nicely between the 0{n) bound for 
low-density scenes and the 0{n'^) bound for general scenes. 
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5 Motion Planning Among Moving Obstacles 

Let us now see what happens if we allow the obstacles in a low-density space to 
move. We focus on two-dimensional workspaces and assume that the obstacles 
are polygonal and translate along piecewise-linear paths, at constant speed per 
segment. At every moment in time, the workspace with the obstacles satisfies the 
low-density assumption. The robot leaves its initial configuration Zq at time to 
and must reach its final configuration Ziat t\. 

Motion planning problems among moving obstacles are normally solved in 
the configuration-time space, which is the Cartesian product of the configuration 
space of the stationary version of the problem — that is, the version in which the 
obstacles do not move — and time. It turns out [11] that in this configuration- 
time space CT = C x T, the subspace W x T can be decomposed into regions 
R satisfying €/ TZ A<P G/ £ A C (i? x D) yf 0}| = 0(1), where D 

is such that C = W x D. Hence, the space W x T is a base space. As in earlier 
cases, our objective is to transform the constraint into a constraint in the base 
space, in this case the work-time space. 

The approach we follow is similar to the approach taken in Section 4.1. 
We grow the obstacles by the size of the robot, but since a future decompo- 
sition requires polyhedral imput, we immediately replace the grown obstacles 
by polygonal outer approximations. In our base space — the work-time space — 
we see these polygonal approximations move along linear trajectories, resulting 
in a polyhedral arrangement. The complexity of this arrangement is roughly 
quadratic in the number of obstacles, and the cylinders resulting from lifting 
the three-dimensional cells of the arrangement into CT are intersected by only 
a constant number of constrain hypersurfaces. The single remaining problem 
that prevents these cells from being an appropriate decomposition of W x T is 
that the three-dimensional cells may have more than constant complexity. We 
resolve this by applying (a modified version of) the vertical decomposition algo- 
rithm by De Berg et al. [7]. It results in 0(n^a{n)log^ n) regions, each with a 
constant number of neighbors. The partition is computable in 0{n^a(n) log^ n) 
time. As a consequence, we can obtain a cell decomposition of the free part of 
the configuration-time space of size 0{n^a{n) log^ n) in 0{n^a{n) log^ n) time. 

It remains to find the actual free path for the robot, or in other words, to find 
a curve connecting the configuration-time space points (Zo,to) and (Zi,t) that 
is completely contained in the union of the free subcells. This is not as simple as 
in the case of a motion planning problem involving stationary obstacles: as the 
robot cannot travel back in time, the curve in the free part of the configuration- 
time space must be time-monotone. To facilitate the search for such a path 
we cut the free subcells into time-monotone parts, by slicing them with planes 
orthogonal to the time axis at appropriate points (see again [1 1] for details) . Each 
of the resulting subcells has the property that if one point inside it is reachable 
by a time-monotone path then all points inside it with a larger time-coordinate 
are reachable by a time-monotone path. 

To find a path we sweep the refined cell decomposition with a plane orthog- 
onal to the time axis, from t = to to t = ti, in order to label each of the subcells 
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with the first moment in time at which it can be reached. The sweep requires 
the use of a priority queue for efficient event handling [11]. The event handling 
increases the computation time by a logn-factor. If the subcell containing the 
point has received a label during the sweep then it is reachable by a 

time-monotone path. An actual path can be determined by tracing back the 
sequence of subcells to {Zo,to). If the subcell containing (Zi,ti) has received no 
label then no path exists. We get the following result. 

Theorem 6. [11] The motion planning problem for a single not-too-large robot 
in a two-dimensional low-density environment with obstacles translating along 
piecewise-linear paths can be solved in 0{n^a{n) log^ n) time. 

The result of Theorem 6 is close to optimal as there exist situations in which a 
robot has to make simple moves to reach its goal. This number provides a 

worst-case lower bound on the complexity of a single connected component of the 
free space, and thus on the complexity of the free space itself. The complexity of 
the free space, in turn, provides a lower bound on the number of subcells in a cell 
decomposition. Consider the workspace in Figure 4. The grey rectangular robot 



gadget with m fences 



m obstacles 



m obstacles 







Fig. 4. A quadratic lower bound construction. 



must translate from position Zq to Z\ . The gadget in the middle forces the robot 
to make f2{m) moves to move from left to right. It can easily be constructed 
from 0{m) stationary obstacles. The big black obstacle at the bottom right 
moves slowly to the right: it takes a long time before the robot can actually 
get out of the gadget to move to its goal. Now a small obstacle moves from the 
left to the right, through the gaps in the middle of the gadget. This forces the 
robot to go to the right as well. Only there can it move slightly further up to 
let the obstacle pass. But then a new obstacle comes from the right through the 
gaps, forcing the robot to move to the left of the gadget to let the obstacle pass 
above it. This is repeated m times after which the big obstacle is finally gone 
and the robot can move to its goal. The robot has to move 2m times through 
the gadget, each time making I?(m) moves, leading to a total of moves. 

As m = I7(n), the total number of moves is It can be verified that at any 

moment, the low obstacle density property is satisfied. 
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6 Motion Planning for Two and Three Robots 

Our problem in this section is to plan motions for two or three not-too-large 
robots (operating in the same low-density environment) from their respective 
initial placements to their respective final placements during which they avoid 
collision with the stationary obstacles and with each other. 

The common approach the exact solution of the (coordinated) motion plan- 
ning for TO > 1 robots TZi {1 ^ i ^ to) — centralized planning — regards these 
robots TZi as one (multi-body) robot TZ. The configuration space C for this com- 
posite robot TZ equals the Cartesian product of the configuration spaces Ci of 
the robots TZi. As each of the original robots TZi is free to move, the composite 
robot TZ does not have bounded size. As a consequence, we may not expect the 
free space of the composite robot to have linear complexity. In fact, it is quite 
easy to see that the free-space complexity can be I7(n™): each of the to original 
robots TZi can be placed in contact with any of the n obstacles. This gives us n™ 
different m-fold contacts for the composite robot TZ. As a result, the complexity 
of the free space can be Processing of this free space for motion planning 

queries would inevitably lead to an algorithm with at least I7(n’”) running time. 
Surprisingly however, it suffices to restrict the search for a free path to the union 
of a few lower-dimensional subspaces of the configuration space C, leading to a 
drastic reduction of the amount of time required to find a path. 

We focus on the case of two robots TZ\ and TZ^ with d\ and degrees 
of freedom respectively. The motion planning problem for the composite robot 
consisting of TZ\ and TZ 2 can be solved in the d\ + ^ 2 -dimensional configuration 
space C = C\ y. C 2 . The objective is to reduce the dimension of the space 
we have to consider. To this end we limit the possible multi-configurations — 
combinations of configurations for the two robots — that we allow. Of course, we 
have to guarantee that a feasible multi-path continues to exist. 

The multi-configurations that we allow — we call them permissible multi- 
configurations — are as follows. 

— When TZi is at its start or goal configuration, we allow any configuration 
of 7^2. 

— When TZ 2 is at its start or goal configuration, we allow any configuration 
of 7^l. 

— When neither TZi nor TZ 2 is at its start or goal configuration, we only allow 
configurations where TZ\ and TZ 2 touch each other. 

Consider the situation depicted in Fig. 5, where we have two disk-shaped robots 
moving amidst polygonal obstacles in the plane. The initial and final (or start 
and goal) configurations of the robots are indicated in Figure 5(a); start con- 
figurations are solid and goal configurations are dotted. A feasible multi-path 
for this problem that uses permissible multi-configurations is indicated in Fig- 
ure 5(b)-(d): first TZ 2 moves towards TZ\ until it touches it, then 7^2 and TZ\ 
together move until TZ 2 is at its end configuration, and finally TZ\ breaks off its 
contact with TZ 2 and moves to its own goal configuration. 
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Fig. 5. A feasible multi-path using permissible multi-configurations. 



At first sight, it may seem severe to restrict oneself to permissible multi- 
configurations. Nevertheless, it turns out that solutions using only permissible 
multi-configurations always exist, provided a solution exists at all. Let tti and 
be a coordinated feasible paths for our robots. (Hence, the robots do not collide 
with the obstacles or each other along these paths.) We define the coordination 
diagram for tti and 7T2 as follows. Let U be the unit square. We call the edges 
of U incident to the origin the axes of U. The horizontal axis, or t\-axis, of U 
represents the configuration of 7^i along tti; the vertical axis, or t 2 ~axis, repre- 
sents the configuration of 7^2 along 7T2. Thus a point (^ 1 ,^ 2 ) G U corresponds 
to placing TZi and TZ 2 at configurations 7ri(ti) and TT 2 {t 2 ) respectively. Observe 
that the left edge of U corresponds to multi-configurations where TZi is at its 
start configuration, the top edge of U corresponds to configurations where 7^2 
is at its goal configuration, and so on. A point (^ 1 ,^ 2 ) & U is called forbidden 
if TZ\ at 7ri(ti) intersects 7^2 at 712 ( 0 ); otherwise it is called free — see Fig. 6. 
The coordination diagram for tti and 7T2 is the subdivision of U into free and 
forbidden regions. 



feasible pair of paths us- 
ing only permissible pair- 
placements 




Fig. 6. The coordination diagram; forbidden regions are shaded and a feasible 
multi-path using only permissible multi-configurations is shown dotted. 



We call a path in U from (0, 0) to (1, 1) a 01-path. Since tti and tt 2 are feasible 
paths, TZi does not intersect any obstacle along tti and TZi does not intersect any 
obstacle along 7T2. Hence, a 01-path that lies in the free region corresponds to a 
pair of coordinated feasible paths; we call this a feasible 01-path. Notice that the 
diagonal from (0, 0) to (1, 1) is by definition a feasible 01-path. This means that 








Realistic Environment Models 



195 



(0,0) and (1, 1) lie in the same component of the free region. Since they both lie 
on the boundary of U, they must lie in the same component of the boundary of 
the free region as well. Hence, there is a feasible 01-path along the boundary of 
the free region, as illustrated in Fig. 6. Any point on such a 01-path corresponds 
to a permissible multi-configuration: the point either lies on the boundary of U , 
in which case one of the robots is at its start or goal configuration, or it lies on 
the boundary of a forbidden region, in which case the robots touch each other. 

This result — formulated in Lemma 1 — does not rely on the low-density prop- 
erty of the environment: it applies to arbitrary environments. The interested 
reader is referred to [3] for details on the implications for motion planning in 
general environments; in the sequel we shall only focus on the consequences for 
low-density motion planning. 

Lemma 1. [3] Let TZi and 7^.2 be two robots operating in the same workspace. 
If there is a feasible multi-path for given initial and final configurations, there is 
also a feasible multi-path for those initial and final configurations that only uses 
permissible multi- configurations. 

We now know that we can solve the motion-planning problem by looking at 
only a subspace of the composite configuration space Ci x C 2 . This subspace 
consists of five configuration-space slices, or slices for short. 

— In the first slice, 7^2 is free to move and TZi is stationary at its initial con- 
figuration; here we can simply consider TZi as an additional obstacle. We 
denote this configuration-space slice by Ci^s] its dimension is d 2 . 

— In Ci^g, the second slice, TZ 2 is again free to move and TZi is stationary, but 
this time TZi is at its final configuration. Again, TZi is an additional obstacle, 
and the dimension of the slice is d 2 . 

— The third slice, C 2 ,s, is defined analogously to Ci^s, with the roles of TZi and 
7^2 reversed. Its dimension is d±. 

— The fourth slice, C 2 ,g, is defined analogously to Ci^g, with the roles of TZi 
and 7^2 reversed. Its dimension is di. 

— The fifth slice, Cf, is a configuration space for the contact robot 7^i7^2, which 
is the robot composed of TZi and H 2 where TZi and H 2 are required to touch 
each other. The requirement that TZi and 7^2 should touch implies that the 
number of degrees of freedom is one less than the composite robot would 
normally have, so the dimension of Cc is c?i -I- ^2 ~ 1- 

Let us consider the subproblems corresponding to each of the slices in more 
detail. We recall that the free-space complexity for a not-too-large robot in a 
low-density environment is is 0{n), when n is the number of obstacles, and 
that a cell decomposition of the free space can be obtained in O(nlogn) time 
(see Sections 3 and 4.1). Clearly, when one robot is fixed at its initial or final 
configuration and the other robot moves, the fixed robot may be regarded as 
one additional obstacle for the moving robot. This additional obstacle cannot 
increase the asymptotic complexity of the free space and the cell decomposition, 
so we can obtain cell decompositions of 0{n) size of the free parts of Ci^s, C'l.gj 
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C 2 ,si and C 2 ,g in 0(n log n) time. The remaining type of multi-configuration 
is where the two robots form a contact robot. The size of a contact robot is 
bounded by the size of one of the constituent robots plus twice the size of the 
other constituent robot. As a result, it is possible to compute a cell decomposition 
of the free part of Cc of size 0{n) in O(nlogn) time. 

Of course we cannot treat the five slices completely separately; a feasible 
path using only permissible multi-configurations will in general switch between 
slices a number of times. In the example of Figure 5, for instance, the first part 
of the path lies in C\^s, then (when 7^2 reaches T^i) a switch is made to Cc, and 
finally a switch is made to C 2 ,g- We have to connect the slices to make such 
switches possible. We do this by identifying certain transition points in each 
slice. These points correspond to configurations that are represented by a point 
in one of the other slices as well. For a given transition point in a slice, we call 
the point in another slice that corresponds to the same configuration its twin in 
the other slice. Thus if we travel along a curve in one slice and reach a transition 
point, we may continue in the other slice from its twin. It suffices to identify 
0(n) transition points (see [3] for details on the choice of these points). Their 
twins can be determined in 0(log n) time per transition point using a simple 
point-location structure. 

The results for two robots can be extended to three robots. The permissable 
multi-configurations are now defined as follows. 

There are k, for some k = 0, 1, 2, robots placed at either their start or 

goal configuration, and 2 — k pairs of robots that are in contact. 

There are several different ways to achieve a permissible multi-configuration. We 
mention a few of the possibilities. One type of permissible multi-configuration 
is that 7^1 is at its start configuration and 7^2 and 7^3 form a contact robot. 
Another type is that 7^i is at its goal configuration, 7^2 touches T^i, and TZz is 
unconstrained. Although the number of types of permissible multi-configurations 
is fairly large, it is a constant. Each type of permissible multi-configuration 
gives rise to a configuration space slice, as in the case of two robots. Again it is 
possible to show — though the proof is considerably more complex (see [3]) — that 
a solution consisting of only permissable multi-configurations exists provided 
that a solution exists at all. Moreover, it turns out that a cell decomposition of 
the (linear-complexity) free part of each of the slices can be obtained in 0(n log n) 
time. Subsequent linking of the slices takes again 0(n log n) time. 

Theorem 7 summarizes the results obtained in this section. Again, these 
results also apply to motion planning amidst fat obstacles. 

Theorem 7. The motion planning problem for two or three not-too-large robots 
moving in a low-density environment can be solved in 0(n log n) time. 

7 Conclusion 

Exact algorithms often suffer from high worst-case running times, which prevent 
them from being used in practice. It has been noted that weak assumptions on 
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the size of the robot compared to the obstacles and on the distribution of the 
obstacles — such as the low-density assumption — lead to a surprising reduction 
of the complexity of the motion planning problem for a single robot. In addition, 
these weak assumptions allow for a considerably more efficient approach to the 
exact solution of the motion planning problem. 

We have discussed recent extensions of the result for one robot among sta- 
tionary obstacles to the case of one robot in a two-dimensional low-density en- 
vironment with moving obstacles [11] and to the case of two or three robots 
in a low-density environment with stationary obstacles [3]. We have obtained 
an almost-optimal 0{n^a{n) log^ n) algorithm for the motion planning prob- 
lem among moving obstacles and almost-optimal 0(n log n) algorithms for the 
motion planning problems for two or three robots. Both results are remark- 
able improvements of the bounds for general environments. In addition, we have 
shown that the complexity result for a single robot does not extend to environ- 
ments that satisfy the even weaker unclutteredness assumption: the bounds for 
the complexity of motion planning in uncluttered environments fit between the 
0{n) bound for low-density environments and the 0{n^) bound for arbitrary 
environments. 
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Abstract. We present an approach to the localization problem, for 
which polygon distances play an important role. In our setting of this 
problem the robot is only equipped with a map of its environment, a 
range sensor, and possibly a compass. 

To solve this problem, we first study an idealized version of it, where all 
data is exact and where the robot has a compass. This leads to the pure 
geometrical problem of fitting a visibility polygon into the map. This 
problem was solved very efficiently by Guibas, Motwani, and Raghavan. 
Unfortunately, their method is not applicable for realistic cases, where 
all the data is noisy. 

To overcome the problems we introduce a distance function, the polar 
coordinate metrie, that models the resemblance between a range scan 
and the structures of the original method. We show some important 
properties of the polar coordinate metric and how we can compute it 
efficiently. Finally, we show how this metric is used in our approach and 
in our experimental Robot Localization Program RoLoPro. 



1 The Localization Problem 

We investigate the first stage of the robot localization problem [3,12]: an au- 
tonomous robot is at an unknown position in an indoor-environment, for exam- 
ple a factory building, and has to do a complete relocalization, that is, determine 
its position and orientation. The application we have in mind here is a wake-up 
situation (e.g., after a power failure or maintenance works), where the robot is 
placed somewhere in its environment, powered on, and then “wants” to know 
where it is located. Note, that we do not assume any knowledge about previous 
configurations of the robot (before its shutdown), because the robot might have 
been moved meanwhile. 

In order to perform this task, the robot has a polygonal map of its environ- 
ment and a range sensor (e.g., a laser radar), which provides the robot with a set 
of range measurements (usually at equidistant angles). The localization should 

* This research is supported by the Deutsche Forschungsgemeinschaft (DFG) under 
project numbers No 88/14-1 and No 88/14-2. 
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Fig. 1. Polygonal map and its decomposition into visibility cells 



be performed using only this minimal equipment. In particular, the robot is not 
allowed to use landmarks (e.g., marks on the walls or on the floor). This should 
make it possible to use autonomous robots also in fields of application where it 
is not allowed or too expensive to change the environment. 

The localization process usually consists of two stages. First, the non-moving 
robot enumerates all hypothetical positions that are consistent with its sensor 
data, i.e., that yield the same visibility polygon. There can very well be sev- 
eral such positions if the map contains identical parts at different places (e.g., 
buildings with many identical corridors, like hospitals or libraries). All those 
positions cannot be distinguished by a non- moving robot. Figure 1 shows an ex- 
ample: the marked positions at the bottom of the two outermost niches cannot 
be distinguished using only their visibility polygons. 

If there is more than one hypothetical position, the robot eliminates the 
wrong hypotheses in the second stage and determines exactly where it is by 
traveling around in its environment. This is a typical on-line problem, because 
the robot has to consider the new information that arrives while the robot is 
exploring its environment. Its task is to And a path as efficient (i.e., short) as 
possible for eliminating the wrong hypotheses. Dudek et al. [4] have already 
shown that finding an optimal localization strategy is NP-hard, and described 
a competitive greedy strategy, the running time of which was recently improved 
by Schuierer [10]. 

This paper concentrates on the first stage of the localization process, that is, 
on generating the possible robot configurations (i.e., positions and orientations), 
although in our current work we also want to give solutions for the second stage, 
which can be applied in practice. With the additional assumption that the robot 
already knows its orientation (i.e., the robot has a compass) and all sensors 
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and the map are exact (i.e., without any noise), this problem turns into a pure 
geometric one, stated as follows: for a given map polygon M and a star-shaped 
polygon V (the visibility polygon of the robot), find all points p G M that have V 
as their visibility polygon. 

Guibas et al. [5] described a scheme for solving this idealized version of the 
localization problem efficiently and we will briefly sketch their method in the 
following section. As this more theoretical method requires exact sensors and an 
exact map, it is not directly applicable in practice, where the data normally is 
noisy. In Sect. 3 we consider these problems and show in Sections 4 and 5 an 
approach to avoiding them, which uses distance functions to model the resem- 
blance between the noisy range scans (from the sensor) and the structures of the 
original method (extracted from the possibly inexact map) . 

2 Solving the Geometric Problem 

In the following we sketch the method of Guibas et ah, which is the basis for our 
approach described in Sections 4 and 5. We assume that the robot navigates on a 
plain surface with mostly vertical walls and obstacles such that the environment 
can be described by a polygon A4, called the map polygon. Additionally, we 
assume that A4 has no holes (i.e., there are no free-standing obstacles in the 
environment), although the algorithm remains the same for map polygons with 
holes; the preprocessing costs, however, may be higher in that case. 

The (exact) range sensor generates the star-shaped visibility polygon V of 
the robot. As the range sensor is only able to measure the distances relative 
to its own position, we assume the origin of the coordinate system of V to be 
the position of the robot. Using the assumption that we have a compass, the 
geometric problem is then to find all points p € M such that their visibility 
polygon Vp is identical with the visibility polygon V of the robot. 

The main idea of Guibas et al. [5] to solving this problem is to divide the 
map into finitely many visibility cells such that a certain structure (the visibility 
skeleton, which is closely related to the visibility polygon) does not change inside 
a cell. 

For a localization query we then do not search for points where the visibility 
polygon fits into the map, but instead for points where the corresponding skele- 
ton does. That is, the continuous problem^ of fitting a visibility polygon into the 
map is discretized in a natural way by decomposing the map into visibility cells. 



2.1 Decomposing the Map into Cells 

At preprocessing time the map A4 is divided into convex visibility cells by intro- 
ducing straight lines forming the boundary of the cells such that the following 
property holds: 

^ “Continuous” in the sense that we cannot find an e > 0 such that the visibility 
polygon Vp of a point p moving by at most e does not change. 
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Fig. 2. Decomposition of a map polygon into visibility cells 
polygons (middle), and the corresponding skeleton (right) 




The set of visible map vertices does not change when we travel around 
within a cell. 

As the visibility of a vertex only changes if we cross a straight line induced by 
that vertex and an occluding reflex vertex (i.e., having an internal angle > tt), 
the subdivision into visibility cells can be constructed in the following way: we 
consider all pairs consisting of a vertex v and a reflex vertex Vr that are visible 
from each other; for each such pair (u, Vr) we introduce the ray into the map 
that goes along the line through v and Vr, starts at Vr, and is oriented as to move 
away from v. An example of such a decomposition is depicted in the left part of 
Fig. 2. The introduced rays are drawn as dashed lines. The points p and q from 
cell C see the same set of five map vertices (marked gray in the corresponding 
visibility polygons in the middle). Figure 1 shows a decomposition for a more 
complex map with three obstacles (gray), generated with our software RoLoPro 
described in Sect. 6. 

If the map consists of a total number of n vertices, of which r are reflex, the 
number of introduced rays is in Q{nr) in the worst-case. Therefore the worst- 
case complexity of the decomposition is in Q(ji^r^). For map polygons without 
holes it can be shown that this complexity is actually in Qfri^r). Moreover, it is 
easy to give worst-case examples that show that these bounds are tight. 



2.2 The Visibility Skeleton 

When we compare two visibility polygons of points from the same cell (see 
Fig. 2), we observe that they are very similar and differ only in certain aspects, 
namely in the spurious edges that are caused by the reflex vertices and are 
collinear with the viewpoint, and in those map edges that are only partially 
visible. The remaining full edges (which are completely visible) are the same in 
both polygons. This observation can be used to deflne a structure that does not 
change inside a visibility cell, the visibility skeleton. 

For a visibility polygon Vp with viewpoint p, the corresponding visibility 
skeleton Vf is constructed by removing the spurious edges, and by substituting 
the partially visible edges (they lie between two spurious vertices or between 
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a spurious and a full vertex) with an artificial edge Ui together with the corre- 
sponding line gi on which the original (partially visible) edge of Vp lies. Thus, we 
simply ignore the spurious edges and the spurious vertices, as this information 
continuously depends on the exact position p. 

As the skeleton does not change inside a cell, we can define the cell skele- 
ton as the common skeleton of all visibility polygons of points from cell C. 
Figure 2 shows an example of the common skeleton of two visibility poly- 
gons Vp and Vq for viewpoints p and q from the same cell C. 



2.3 Performing a Localization Query 

When we construct the skeleton V* from the visibility polygon Vp, we “throw 
away” some information about the spurious edges and the partially visible edges. 
But this information can be reconstructed using the position of the viewpoint p 
relative to the skeleton. It is already shown by Guibas et al. that exactly those 
points q are valid robot positions for a given visibility polygon Vp that have the 
following two properties: 

1 . The point q lies in a visibility cell C with = Vfi ■ 

2. The position of q relative to is the same as the position of p relative 
to v;. 

The consequence is that in order to determine all points in the map that 
have Vp as their visibility polygon, it suffices to consider the equivalence class 
of all cells with visibility skeleton V* (first property) and then to determine the 
subset of cells consisting of those that contain a viewpoint with the same relative 
position to V* as p (second property). After that, all remaining viewpoints are 
valid robot positions. 

Hence, for performing the localization query, the skeleton V* of the given 
visibility polygon Vp is computed and the corresponding equivalence class of 
skeletons is determined. As we know the position of the point p relative to the 
skeleton V* and as we also know the position of each cell C relative to its cell 
skeleton V^*, we can easily determine for each cell in the equivalence class the 
corresponding viewpoint of the robot and check whether it lies in C. This test can 
be performed very efficiently by using a point location structure; in fact, using 
a sophisticated preprocessing of the visibility cells only a single point location 
query is necessary in order to test the viewpoints of all cells in an equivalence 
class at once. 

This way we get a query time of 0{m logn -I- A) where m is the number 
of vertices of Vp and A denotes the size of the output, that is, the number of all 
reported robot locations, which can easily be shown to be in 0(r). 

The total preprocessing time and space of this approach is in 0{n^r- (n-\-r‘^)) 
for map polygons without holes (see [7]). 
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Fig. 3. Exact visibility polygon (left) and approximated visibility polygon (mid- 
dle) of a noisy scan (right) 

3 Problems in Realistic Scenarios 

The idealizing assumptions of the method described in Sect. 2 prevent us from 
using it in realistic scenarios, as we encounter several problems: 

— Realistic range sensors do not generate a visibility polygon V as assumed for 
the method, but only a finite sequence S of scan points (usually, measured at 
equidistant angles). Furthermore, these scan points do not lie exactly on the 
robot’s visibility polygon, but are perturbed due to sensor uncertainties. An 
example is depicted in Fig. 3, which shows in the left part an exact visibility 
polygon of a robot (based on a map of our department). In the right part 
of the figure we see a real noisy laser range scan taken at the corresponding 
position in our department using a SICK LMS 200 laser scanner. Even if we 
connect the scan points by straight line segments as shown in the middle 
part of the figure, we only get an approximation V 5 of the exact visibility 
polygon V based on the map. 

— For the localization process we assume that we already know the exact ori- 
entation of the robot. But in practice this is often not the case, and we only 
have inexact knowledge or no knowledge at all about the robot’s orientation. 

— There may be obstacles in the environment that are not considered in the 
map and which may affect the robot’s view. For example, furniture that is 
too small to be considered for map generation or even dynamic obstacles like 
people or other robots. Such obstacles can also be recognized in the right 
part of the example scan of Fig. 3. 

— Realistic range sensors have a limited sensing range and obstacles that have 
a greater distance to the robot cannot be detected. 

The consequence is that the (approximated) visibility skeleton V^, which the 
robot computes from its approximated visibility polygon V 5 , usually does not 
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match any of the preprocessed skeletons exactly. That is, the robot is not able to 
determine the correct equivalence class, and the localization process completely 
fails. 



4 Adaptation to Practice 

Our approach to tackling these problems is, for a given range scan S (from the 
sensor), to search for the preprocessed skeleton that is most similar to the scan. 
For modeling the resemblance between a scan S and a skeleton V* we use an 
appropriate distance function d{S,V*). Then, instead of performing an exact 
match query as in the original algorithm, we carry out a nearest-neighbor query 
in the set of skeletons with respect to the chosen distance function d{S, V*) to 
find the skeleton with the highest resemblance to the scan. 

Depending on the distance function, we then additionally have to apply a 
local matching algorithm to the scan and the skeleton in order to determine 
the position of the robot. The reason is that not all methods for determining 
a distance measure yield an optimal matching (i.e., a translation vector and 
a rotation angle) as well. Consider, for example, the algorithm for computing 
the Arkin metric [ 2 ] for polygons, which, besides the distance measure, only 
provides the optimal rotation angle and no translation vector. In contrast to 
this, algorithms for computing the minimum Hausdorff distance (under rigid 
motions) [1] provide both, the distance measure and the corresponding matching. 



4.1 Requirements to the Distance Function 

In order to be useful in practice, a distance function d{S, V*) should at least 
have the following properties: 



Continuity The distance function should be continuous in the sense that small 
changes in the scan (e.g., caused by noisy sensors) or even in the skeleton 
(e.g., caused by an inexact map) should only result in small changes of the 
distance. More precisely: Let ds{Si,S 2 ) and dv*{Vf ,Vf) be functions that mea- 
sure the resemblance between two scans 5i and S 2 and between two skeletons Vf 
and Vf , respectively. An appropriate reference distance measure for ds{S\,S 2 ) 
and dv*{Vf ,Vf) is, for example, the Hausdorff distance (see Sect. 5.1). 

The distance d{S,V*) is said to be continuous with respect to scans if 

Ve>o3i>o :d5(5i,52) <5 ^ \d{Si,V*) - d{S 2 ,V*)\ < e 

holds, for all scans 81,82 and all skeletons V* . Analogously, d{ 8 , V*) is said to 
be continuous with respect to skeletons if 



Ve>o 3^>o : dy. < S ^ \d{ 8 , Vf) - d{ 8 , Vf)\ < s 



holds, for all skeletons Vf, Vf and all scans 8 . 
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The requirement of continuity is also motivated by the fact that particularly 
the classification of the edges of the visibility polygon into different types (spu- 
rious edges, partially visible edges, etc.) makes the original method susceptible 
to perturbations: even a small translation of a vertex can change the type of an 
edge which yields a skeleton that does not match any equivalence class. In this 
sense, the exact match query of the original method can also be interpreted as 
a discrete distance between a visibility polygon and a skeleton, which, however, 
strongly violates the continuity requirement, because it takes only two values 
(e.g., 0 - “match” and 1 - “no match”). 



Similarity preservation A skeleton V* that is similar to S should have a 
small distance value d(S,V*). Otherwise, the distance would not give any ad- 
vice for finding a well-matching skeleton and therefore would be useless for the 
localization algorithm. In particular, if we take a scan S from a point p whose 
skeleton equals V*, we want the distance d{S,V*) to be zero or at least small, 
depending on the amount of noise and the resolution of the scan. 



Translational invariance As the robot has no knowledge about the relative 
position of the coordinate systems of the scan and the skeleton to each other, a 
translation of the scan or the skeleton in their local coordinate systems must not 
influence the distance. Rather finding this position is the goal of the localization 
algorithm. 



Rotational invariance If the robot does not have a compass, the distance must 
also be invariant under rotations of the scan (or the skeleton, respectively). 



Fast computability As the distance d{S,V*) has to be determined several 
times for a single localization query (for different skeletons, see Sect. 4.2), the 
computation costs should not be too high. 



4.2 Maintaining the Skeletons 

As we do not want to compare a scan with all skeletons to find the skeleton with 
the highest resemblance (remember that their number can be in n(n^r^), see 
Sect. 2.1), the skeletons should be stored in an appropriate data structure that 
we can search through efficiently. 

For this purpose we can use the Monotonous Bisector Tree [9], a spatial 
index that allows to partition the set of skeletons hierarchically with respect 
to a second distance function D{Vi ,¥ 2 ) that models the resemblance between 
two skeletons V* and ¥ 2 *. The set of skeletons is recursively divided into clusters 
with monotonously decreasing cluster radii in a preprocessing step. This division 
then represents the similarities of the skeletons among each other. 
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The distance function D{V* ^ V 2 ) should be chosen “compatible” to the func- 
tion d{S,V*), such that in the nearest-neighbor query not all clusters have to 
be investigated. That is, at least the triangle inequality 

d{S,V*)<d{S,V*)+D{V*,V*) 

should be satisfied. This way, we can determine lower bounds for the distance 
values d{S, V*) of complete clusters, when traversing the tree. Such a cluster 
can then be rejected and does not have to be examined. 

5 Suitable Distances for d{S,V*) and D{V* 

It is hard to find distance functions that have all the properties from Sect. 4.1. 
Particularly, the fifth requirement (fast computability) is contrary to the re- 
maining ones. Moreover, it is often not possible to simply use existing polygon 
distances, because in our problem we have to cope with scans and skeletons in- 
stead of polygons. Therefore, a careful adaptation of the distance functions is 
almost always necessary. And of course, it is even more difficult to find for a 
given scan-skeleton distance d{S,V*) a compatible distance Z?(V\*,Vy)) which 
we need for performing the nearest-neighbor query efficiently. 

In the following, we investigate two distance functions, the Hausdorff distance 
and the polar coordinate metric, and illustrate the occurring problems. 

5.1 The Hausdorff Distance 

For two point sets A,Bc their Hausdorff distance 6{A,B) is defined as 
6{A, B) := max{S{A, B),6{B, A)} , 

where 

(5(A, B) := sup inf ||a — 6|| 

a&Ab&B 

is the directed Hausdorff distance from A to B, and || j| is the Euclidean norm. 
Accordingly, the term <5(A, B) stands for the maximum distance of a point from A 
to the set B. 

Let T be the set of all Euclidean transformations (i.e., combinations of trans- 
lations and rotations). The undirected and directed minimum Hausdorff dis- 
tances with respect to these transformations are defined as 

(Imin(A, B) := inf (5(A, t(B)) and <5min(A, B) := inf (I(A, f(B)) . 

It can easily be shown that the minimum Hausdorff distances are contin- 
uous and by definition also fulfill the third and forth property of Sect. 4.1. 
But their computation is very expensive. According to [1], this can be done in 
time 0((msff(m s) log(m -|- s)) if m is the complexity of the scan and s is the 
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complexity of the skeleton. This is surely too expensive in order to be used in 
our application. 

On the other hand, the computation of the Hausdorff distance without mini- 
mization over transformation application is relatively cheap [1], namely in 
0{{m + s) log(m -I- s)). The property of continuity is also not affected, but we 
now have to choose a suitable translation vector and a rotation angle by hand. 

An obvious choice for such a translation vector for a scan S and a skeleton V* 
is the vector that moves the scan origin (i.e., the position of the robot) somewhere 
into the corresponding visibility cell Cy (e.g., the center of gravity of Cy)- This 
is reasonable, because by the definition of the visibility cells, exactly the points 
in Cv* induce the skeleton V*. Of course, the consequence of doing so is that 
all cells with the same skeleton (e.g., the big cells in the two outermost niches 
in Fig. 1) must be handled separately, because the distance d{S,V*) now does 
not only depend on V*, but also on the visibility cell itself.^ Besides, their 
intersection may be empty and we might not find a common translation vector 
for all cells. Of course, the bigger the cell is that the scan has to be placed into, 
the bigger is the error of this approach, compared with the minimum Hausdorff 
distance. 

A compromise for computing a good matching, which does have the advan- 
tages of the previous algorithms, is using an approximate matching strategy, 
which yields only a pseudo-optimal solution. This means, the algorithm finds a 
transformation t G T with 5{A, t{B)) < c-i5niin(A, B), for a constant c > 1. Alt et 
al. [1] showed that for any constant c > 1 an approximate matching with respect 
to Euclidean transformations can be computed in time 0(mslog(ms) log* (ms)) 
using so-called reference points. If we only want an approximate matching with 
respect to translations instead of Euclidean transformations, the time complexity 
would even be in 0((m + s) log(m -|- s)). 

Another point to consider is that a skeleton (interpreted as a point set) in 
general is not bounded, because it includes a straight line for each artificial edge. 
The result is that the directed distances (5(U*, 5) and 5min(l^*, 5) almost always 
return an infinite value (except for the trivial case when V* equals the convex 
map polygon and has no artificial edges). Therefore, we must either modify the 
skeletons or we can only use the directed distances <5(5, U*) and <5min(‘5, U*). 
Note that if we pursue the second approach, the distance i5min(‘5, U*) is also 
similarity preserving, provided that the resolution of the scan is high enough 
such that no edge, in particular, no artificial edge, is missed. 



5.2 The Polar Coordinate Metric 

A more specialized distance for our problem than the Hausdorff distance is the 
polar coordinate metric (PCM for short) investigated by Wahl [11], which takes 

^ In this case, the notation d(S,V*) is a bit misleading, since there might exist sev- 
eral cells that have the same skeleton V* . To be correct, we shonld use the nota- 
tion d(S,Cy), where the dependence of the distance from the cell is expressed more 
clearly. But we will use the easier-to- understand expression d(S,V*). 
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Fig. 4. The polar coordinate function pcfp(</?) for a star-shaped polygon P 



a fundamental property of our problem into account: all occurring polygons are 
star-shaped in the following sense, and we even know a kernel point: 

— The approximate visibility polygon V 5 (generated from the scan points) is 
star-shaped by construction with the origin as a kernel point. 

— Every skeleton V* is star-shaped in the sense that from every point in the 
corresponding visibility cell Cy all full edges are completely visible, and for 
each artificial edge a part of the corresponding straight line gi is visible. 

To define the PCM between two (star-shaped) polygons P and Q with kernel 
points and q-^ we first define the value of the polar coordinate function (PCF 
for short) 



pcfp((/?) : IR ^ ]R>o 

as the distance from the kernel point p^ to the intersection point of a ray starting 
at Pj^ in direction cp with the boundary of P. That is, the function pcfp{(p) 
corresponds to a description of the polygon P in polar coordinates (with p^ as the 
origin) and is periodical with a period of 27 t. Figure 4 depicts the PCF for a star- 
shaped polygon as an example. In the same way we define the function pcf q{(p) 
for the polygon Q. 

Then, the PCM between the polygons P and Q is the minimum integral norm 
between the functions pcfp and pcfg in the interval [0,27 t[ over all horizontal 
translations between the two graphs (i.e., rotations between the corresponding 
polygons): 



pcm(P, Q) := min 

tG[ 0 , 27 r[ 



(pcfp((/j -t)~ pdQ{(p)Y dip 



( 1 ) 



Figure 5 shows an example, where the two graphs are already translated in a 
way such that this integral norm is minimized. 
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Fig. 5. Computation of the PCM as minimum integral norm 



For a fixed kernel point the function pcfp is continuous in ip except for one 
special case: when we move a vertex of a polygon edge such that the edge becomes 
collinear to the function pcfp has a discontinuity at the corresponding angle, 
the height of which represents the length of the collinear edge. Moreover, the 
PCF is also continuous in the sense of the definitions in Sect. 4.1 with respect 
to translations of the polygon vertices or translations of the kernel point unless 
this special case occurs. But as pcfp and pcfg may have only finitely many 
such discontinuities, the integration makes them continuous with respect to all 
translations of polygon vertices and translations of the kernel points, provided 
that P and Q remain star-shaped with kernel points Pj, and 

It can easily be seen that the PCM fulfills the continuity requirement of 
Sect. 4.1, if the kernel points are considered as a part of the polygons (i.e., part 
of the input of the PCM). This means that, given two polygons P and Q and 
an e > 0, we can find a (5 > 0 such that |pcm(P, Q) — pcm(P',(5)| < e, for 
all polygons P' that are created from P by moving all vertices and the kernel 
point Pk by at most 6. Moreover, if the kernel points are not considered as input 
of the PCM (that is, they are computed from P and Q by the algorithm that 
computes pcm(P, Q)), the PCM is continuous as well, provided that the kernel 
points depend continuously on the polygons. For example, the center of gravity 
of the kernel of a polygon P depends continuously on P and can be used as a 
kernel point Pp,, whereas, for example, the left-most kernel point does not depend 
continuously on the polygon. 

Wahl [11] also showed that the function pcm(P, Q) is a polygon metric, pro- 
vided that the kernel points are invariant under Euclidean transformations. That 
is, if p'^ denotes the kernel point of a polygon P' = t{P) for a transforma- 
tions t gT, the equality t{pj^) = p'^ must hold, for all polygons P and all t gT. 
For example, the center of gravity of the kernel of the polygon has this property. 



Using the PCM as distance d{S,V*) If we want to use the PCM as a 
distance function d{S, V*) we need corresponding star-shaped polygons for S 
and V* that can be used as polygonal representatives for the scan and the 
skeletons: 
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— For the scan, we choose the approximated visibility polygon V5, which is 
star-shaped by construction. Again, the coordinate origin can be used as a 
kernel point. 

— For generating a polygon from a skeleton V* (with corresponding cell Cy ), 
we choose a point c inside the cell Cy (e.g., the center of gravity) and 
determine the visibility polygon Vc of this point. By construction, c is a 
kernel point of . 

In the sequel we will only use V5 and Vc for determining the distance mea- 
sures. Then, our goal is to find the polygon Vc that is most similar to the ap- 
proximated visibility polygon V5 with respect to pcm(V5, Vc). With this choice 
we obtain the following theorem about the polar coordinate metric as a distance 
function: 

Theorem 1. The distance function d{S,V*) := pcm(V5,Vc), with V5 and Vc 
as defined above, fulfills the following requirements from Sect. 4-1- continuity and 
invariance against translations and rotations. 

Note that the PCM is not similarity preserving: if the point c chosen above for 
computing a corresponding polygon for a visibility cell C does not equal the 
robot’s position, the two polygons that are compared by the PCM are different 
and their distance value cannot be zero. But in practice, the visibility cells usually 
are not too large. That means, if we take a scan at a position p G C, the distance 
from p to the corresponding point c G C is not too large. Thus, the approximated 
visibility polygon V5 and the visibility polygon Vc differ not too much, and the 
value of pcm(V5, Vc) is small. 



Computing the PCM value efficiently The exact computation of the min- 
imum in (1) seems to be difficult and time consuming, since the polar coordi- 
nate functions of a polygon with p edges consists of p pieces of functions of the 
form Cj/ sin((/? -|- ai). For one fixed translation t (this corresponds to the case, 
when the robot already knows its exact orientation), the integral 



can be computed straightforward in linear time 0{p+q), where p and q stand for 
the complexities of the two polygons. But the global minimum over all possible 
values of t G [0, 27 t[ seems to be much harder to determine. 

Therefore, we use two different approximative approaches for computing a 
suitable PCM value. Both approaches use a set of supporting angles/points for 
each of the two involved polar coordinate functions. For a given polygon its 
supporting angles are the angles that correspond to a vertex of the polygon plus 
the angles of the local minima of the inverse sine functions (see the left part of 
Fig. 6). The ideas of the two approximative approaches are then as follows: 
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Fig. 6. Two approaches for an approximative PCM value 



1. For the first approach we concentrate on the 0{p) (or 0{q), respectively) 
supporting angles (see the left part of Fig. 6). Namely, we do not minimize 
over all rotation angles of the two polygons, but only over the 0{pq) rotation 
angles, that place one supporting angle of the first polygon on a supporting 
angle of the second one. The integral values are then computed exactly in 
time 0{p + q). Summing up, we need 0{pq{p + q)) time to compute this 
approximated value of the PCM. 

2. In the second approach we compute an exact minimum over all rotation 
angles, but use a modified polar coordinate function. Namely, we introduce 
a linear approximation of the PCM, which also has all metric properties and 
is sufficient for our applications. This approximation is depicted in the right 
part of Fig. 6: the supporting points (that correspond to a polygon vertex 
or a local minima of the PCF) are connected by straight line segments to 
get a modified PCF. The minimum integral norm is then defined like in the 
non-approximated version of the PCM (see (1)). Following an idea of Arkin 
et al. [2], the actual computation of the minimum integral norm between the 
two piecewise linear functions can now be carried out much faster than the 
computation of the original PCM: Arkin et al. compute the minimum integral 
norm between two piecewise constant functions in time 0{pq). This idea can 
be generalized to compute the approximated PCM in time 0{pq - {p+q)). Of 
course, if we do not want to minimize over the rotations, the computation 
time is again in 0{p+ q) like for the non-approximated version. 



Using the PCM as distance L)(Vj*,V 2 *) Since the PCM has all metric 
properties, it particularly fulfills the triangle inequality. Therefore, we can use it 
not only for defining the scan-skeleton distance d{S, V*), but also for defining a 
compatible skeleton-skeleton distance U(U|*, VJ)- 

For this task, we again use for each pair of a skeleton V* and its corresponding 
cell Cv* the polygonal representative Vc as defined in the last section. Then, the 
triangle inequality 



d{S,V*)<d{S,V,*)+D{V*,V^) 
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follows immediately from the triangle inequality of the PCM, 
pcm(V5,Vc2) < pcm(V5, Vci) + pcm(Vci, Vca) , 

and we can apply the Monotonous Bisector Tree to the set of skeletons for 
increasing the performance of the nearest-neighbor query. 



The PCM in realistic scenarios Since the PCM is continuous and invariant 
under Euclidean transformations, we can hope that the first two problems men- 
tioned in Sect. 3 (the noisy scans and the unknown robot orientation) are solved 
satisfactorily. 

Also the third problem (unknown obstacles in the environment) does not 
strongly influnce the PCM as long as the obstacles take up only a small interval 
of the whole scanning angle. But the other case, where the obstacles occupy a 
large part of the robot’s view, poses a problem to our localization method. Here, 
additional (heuristic) algorithms are needed to detect such cases. 

In contrast to this, a possibly limited sensing range (the fourth problem 
addressed in Sect. 3) can be easily tackled in a straightforward manner: when 
we compute the distances d{S, V*) and D{V* ,¥ 2 ), we simply cut off all distance 
values larger than the sensing range, that is, for all occuring polygons we use a 
modified PCF, 



pcfp((/?) := min{pcfp(v3), sensing range} . 

6 Our Implementation RoLoPro 

We have implemented the two versions of the localization algorithm in C++ using 
the Leda Library of Efficient Datatypes and Algorithms [8], namely the original 
method described in Sect. 2 for exact sensors as well as the modification for 
realistic scenarios introduced above. Here, the original algorithm was modified 
and simplified at some points, since we did not focus our efforts on handling 
sophisticated but rather complicated data structures and algorithmic ideas that 
were suggested by Guibas et al. Rather, we wanted to have an instrument to 
experiment with different inputs for the algorithm that is reasonably stable to 
be used in real-life environments in the future and that can serve as a basis 
for own modifications. A consequence is that the program does not keep to all 
theoretical time and space bounds proven in [5,6], as this would have required a 
tremendous programming effort. Nevertheless, it is reasonably efficient. Figure 7 
shows some screen shots of our robot localization program RoLoPro processing 
localization queries in real as well as in simulated environments. 

As distance function d(5, V*) we have implemented the Hausdorff distance 
and the polar coordinate metric described in Sect. 5. Only for the PCM the 
efficient skeleton management described in Sect. 4.2 was implemented, since 
for the Hausdorff distance we could not find a suitable distance D{Vi ,¥ 2 )- 
Therefore, in this case the scan has to be compared with all skeletons, which is 
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K^ininx#n distance: 113300629 
314 out of 3244 skeierons sxre tested. 

Local query senuated scans. 
Searchng nearest neighbour done. 
Mtmrrun dlstttice. 1 19326053 
Distance to correct skeleton: T 19.826053 



Query Vitth saved scans 
Searchng nearest neighbour done. 
Mimnvn distance: 113300629 
314 out of 3244 skeletons v<ere tested. 




Fig. 7. Screen shots of RoLoPro 
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much more time consuming than the PCM approach, which uses the Monotonous 
Bisector Tree. 

Furthermore, we have implemented some additional features into RoLoPro, 
described in the following. 



Noisy compass We are able to model different kinds of compasses by using 
modified minimization intervals in (1), namely 

— an exact compass: here the minimization interval consists only of a single 
value that represents the orientation of the robot with respect to the map, 

— no compass at all: since we know nothing about the robot’s orientation, we 
use [0, 27 t[ as the minimization interval, 

— a noisy compass: here we use a smaller interval [o — e, o + C [0, 27t[ that 
depends on the orientation of the robot and the uncertainty £ < tt of the 
compass. 

In most cases we have to carefully adapt the distances d{S, V*) and D{V*,V 2 ) 
in different ways, such that the requirements from Sect. 4.1 and the triangle 
inequality remain fulfilled. 



Partial range scans By modifying the integration interval in (1) we also can 
process partial range scans, where the scanning angle is less than 27 t. As well 
as in the noisy-compass feature the distances have to be carefully modified, in 
particular if we want to use both features at the same time. 



Additional coarsening step The complexity of the visibility cell decomposi- 
tion, which is necessary for the geometrical approach described in Sect. 2 and 
which is the basis for our own approach, is quite high. But in practice many 
of the visibility cells need not be considered, because their skeletons differ only 
slightly from the skeletons of neighboring cells and the cells themselves are often 
very small. 

Therefore, we have implemented an additional coarsening step, where neigh- 
boring cells with small distances D{Vi are combined into one bigger cell. 
This way, we need less space for storing the cells as well as less time for con- 
structing the Monotonous Bisector Tree. Of course, this coarsening procedure 
reduces the quality of the localization, since we obtain both, a fewer number 
of distance values and larger visibility cells. Thus, the threshold value for the 
merging step must be carefully chosen by the user. 



7 First Experimental Tests 

First tests in small simulated scenes have shown a success rate of approxi- 
mately 60 % for the directed Hausdorff distance, i.e., the scan origins of about 60 
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Fig. 8. Some localization examples using the PCM 



out of 100 randomly generated scans were inside that cell with the smallest dis- 
tance d{S,V*) to the scan. In the same scenes the success rate of the polar 
coordinate metric was about 80-90%. 

We also have evaluated our approach in real environments (using the PCM 
as distance function), namely in our department and in a “less friendly” super- 
market environment, where the scans were very noisy. In both cases the scans 
were generated by a SICK PLS/LMS 200 laser scanner and we always assumed 
that the robot has a compass. 

Figure 8 shows some localization examples for the first environment: we used 
a partial map of our department, which consists of 76 vertices, 54 of them reflex. 
This led to a total number of about 4 300 visibility cells, which were Anally 
reduced to about 3 300 cells by our coarsening step (using a suitable threshold) . 
Each of the full range scans consists of 720 range measurements. 

Almost all localization queries resulted in solutions like the first two examples 
in Fig. 8. Only about 5- 10 % of the localization queries failed. For example, the 
reason for the bad result of the third query in Fig. 8 probably were some scan 
points at a distance of about 50 m in the right part of the scan (cut off in the 
figure), which were produced by scanning through a window. Since the PCM 
“tries” to minimize a kind of average quadratic error, the scan was shifted in 
the opposite direction to the left. 

In the supermarket environment our current localization approach completely 
failed, probably because of the very noisy range scans, which produced effects 
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like the third example of Fig. 8. Moreover, in this environment only half range 
scans were available such that the localization problem gets even harder. 

8 Future Work 

Our main goals for the future are to overcome some of the current limitations of 
our approach: 

— We try to further reduce the large space requirements of our approach 
(caused by the space consuming visibility cell decomposition). For this task 
we want to use a more sophisticated approach than our current coarsening 
step, for example by considering also the scan resolution and the limited 
sensing range. 

— Currently, the performance of our approach is not good enough, if we have no 
compass information, because the distance computation for this case takes 
0{pq{p + q)) time, instead of linear time for the case of an exact compass. 
Therefore, we want to speed up the distance computation using a suitable 
scan preprocessing. 

— For the case of extremely disordered scans we get very bad localization results 
(like in the supermarket environment described above). To overcome this 
problem, we try to modify the PCM appropriately and try to do an additional 
preprocessing for the scans. 

Another goal is to implement a matching algorithm (see Sect. 4), which eventu- 
ally determines the position of the robot from the scan and that skeleton with 
highest resemblance to the scan. Otherwise, we would only know the visibility 
cell, where the robot is located, that is, a possibly coarse approximation of its 
position. 

Furthermore, we also want to integrate navigation algorithms into our ap- 
proach, such that the robot can move around to eliminate ambiguous positions. 
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Abstract. In this paper we study the problem of a robot searching 
for a visually recognizable target in an unknown simple polygon. We 
present two algorithms. Both work for arbitrarily oriented polygons. The 
search cost is proportional to the distance traveled by the robot. We use 
competitive analysis to .judge the performance of our strategies. The 
first one is a simple modification of Dijkstra’s shortest path algorithm 
and achieves a competitive ratio of 2n — 7 where n is the number of 
vertices of the polygon. The second strategy achieves a competitive ratio 
of 1 + 2 • (2fc)^*’/ (2k — polygon is fc-spiral. This can be shown 

to be optimal. It is based on an optimal algorithm to search in geometric 
trees which is also presented in this paper. 

Consider a geometric tree with m leaves and a target hidden somewhere 
in the tree. The target can only be detected if the robot reaches the loca- 
tion of the target. We provide an algorithm that achieves a competitive 
ratio of 1 -b 2m’”/(m — 1)"*“^ and show its optimality. 



1 Introduction 

An important problem in robotics is to plan a path from a starting point to a 
goal. Recently, this problem has been extensively investigated in the case that 
the robot does not have any prior knowledge of its environment and the posi- 
tion of the goal is unknown. In such a setting the robot gathers local information 
through its on-board sensors and tries to find a “short” path from the start point 
to the goal. The search of the robot can be viewed as an on-line problem since 
the robot has to make decisions about the search based only on the part of its 
environment that it has explored before. This invites the application of competi- 
tive analysis to judge the performance of an on-line search strategy [ST85,PY91]. 
In competitive analysis we compare the distance traveled by the robot to the 
length of the shortest path from its starting point s to the goal g. The ratio of 
the distance traveled by the robot to the length of a shortest path from s to g 
maximized over all possible locations s and g is called the competitive ratio of 
the search strategy. 

One of the fundamental problems in this setting is searching on m concurrent 
rays [BYCR93,Gal80]. Here a point robot is imagined to stand at the origin of 
m rays and one of the rays contains the goal g whose distance to the origin 

* This research is supported by the DFG-Project ’’Diskrete Probleme”, No. Ot 64/8-2. 
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is unknown. The robot can only detect g if it stands on top of it. There is a 
simple optimal algorithm with a competitive ratio of 1 -I- 2m™/(m — If 

the rays are allowed to contain branching vertices, then we obtain a geometric 
tree. Icking presents an algorithm to search in a geometric tree with m leaves 
that has a competitive ratio of 8m — 3 [Ick94,Klc97]. This algorithm can be 
applied to search in a simple polygon and achieves a competitive ratio of 8n — 3 
if the polygon has n vertices. 

In this paper we show how to adapt the optimal deterministic strategy 
to search on m concurrent rays to geometric trees, i.e., trees embedded in d- 
dimensional Euclidean space. We obtain an algorithm with a competitive ratio of 

1 -I- 2m"*/ (m — 1)"*“^ < 1 + 2em if the tree contains m leaves which can be shown 
to be optimal. The algorithm we obtain can be directly applied to searching in 
simple polygons which leads to a competitive ratio of 1 -I- 2 • (2fc)^^/(2A: — 

if the polygon boundary can be decomposed into k convex and k reflex chains. 
It is not necessary for our algorithm to know the number k in advance. We also 
present a different strategy which is a modification of Dijkstra’s shortest path 
algorithm with a competitive ratio of 2n — 7. 

Our algorithms work in any simple polygon. This should be contrasted with 
previous search algorithms that require restricted classes of polygons as their 
input [DHS95,DI94,Kle92,Kle94,LOS96,LOS97] . 

The paper is organized as follows. In the next section we introduce some 
definitions. In Section 3 we present the algorithm to search in a geometric tree 
and analyse its competitive ratio. Section 4 shows how the algorithm can be 
applied to searching in a simple polygon. It also introduces a second algorithm 
based on Dijkstra’s algorithm for searching in a simple polygon. We conclude 
with some final remarks in Section 5. 

2 Definitions 

Let C be a closed curve without self-intersections consisting of n line segments 
such that no two consecutive segments are collinear. We define a simple polygon 
P to be the union of C and its interior. A vertex of P is the end point of a line 
segment on the boundary of P. A vertex is called convex if the subtending angle 
in the interior of P is less than tt/ 2 and reflex otherwise. 

Definition 1. A geometric tree T = (V,E) is a tree embedded into 1E‘^ such 
that each v G V is a point and each edge e G E is a polygonal path whose end 
points lie in V. The paths of E intersect only at points in V, and they do not 
induce any cycles. 

We only consider unbounded trees, that is, we assume that the leaves are rays 
that extend to infinity (see Figure 1). 

If p and q are two points inside P, then we denote the line segment from p to 
q by pq. The shortest path from p to g is denoted by shp(p, q). The union of all 
shortest paths from a fixed point p to the vertices of P forms a geometric tree 
called the shortest path tree of p [Klc97]. It is denoted by Tp. 
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Fig. 1. A geometric tree T embedded in with 11 leaf rays and 8 vertices. 



If E is a path in P, then the visibility polygon vis{V) of V is defined as 
set of all points in P that are seen by at least one point of V. A maximal line 
segment of the boundary of vis{V) that does not belong to the boundary of P 
is called a window of vis{V). A window w splits P into two parts one of which 
contains vis{V). The part that does not contain vis{V) is called the pocket of 
w. In general, a line segment that touches the polygon boundary exactly in its 
end points is called a chord. A chord splits the polygon into two disconnected 
regions. 

Let A be an algorithm to search for a target g in an environment class £. We 
denote the length of the path traveled by the robot to find g using algorithm A 
starting at s in E G £ by La{s, g, E) and the length of the shortest path from the 
robot location s to by Lopt{s, g, E). The algorithm A is called c-competitive 
if, for all environments E G £ and starting and goal positions s,t & E, 



LA{s,g,E) < c 

Lopt {s,g,E). 

The value c is called the competitive ratio of algorithm A. 



3 Searching in Trees 

In this section we consider the problem of searching in geometric trees. Before we 
describe our strategy to search in trees, we briefly discuss the optimal algorithm 
to search for a point in m concurrent rays. 

3.1 Multi-way Ray Search 

The model we consider is the following. A point robot is placed at the meeting 
point or origin of m concurrent rays and has to find a point g which is located in 
one of the rays. The distance of the point g is unknown to the robot but it is given 
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a lower bound dmin on the distance to g. In the following we assume without 
loss of generality that dmin = 1- The robot can detect the point g only when 
it reaches g. A deterministic strategy which achieves the optimal competitive 
ratio works as follows [BYCR93,Gal80]. The robot visits the rays one by one in 
a round robin fashion until the point g is reached. On every ray, the robot goes 
a certain distance and turns back if the point g is not found and explores the 
next ray. The distance from the origin that the robot walks before the z-th turn 
is determined by the function 



f{i) = 



m 



m — 1 



i 



that is, each time the robot visits a new ray it increases the distance traveled by 
a factor of mj{m — 1). 

It is easy to see that the worst case ratio of the distance traversed by the 
robot to the actual distance of g from the origin (i.e., the competitive ratio of 
this strategy) is 



1 + 2 



(m — 



< 1 + 2em. 



For instance, if m = 2, then the competitive ratio is 9. 



3.2 Geometric Trees 

We assume that a point robot is located on an edge or at a vertex of the geometric 
tree T, and it has to find a target hidden somewhere in T. We assume that all 
the vertices of T have degree greater than 2 since a vertex of degree 2 can be 
removed by joining the polygonal paths of two edges into one. 

At first it seems that the problem of searching in geometric trees can be 
solved trivially by using the optimal strategy to search on m rays if the tree has 
m leaves. However, there is one crucial difference. In the ray searching problem 
the number m of the rays to be searched is known in advance whereas in a 
geometric tree the number of branch vertices of the tree and their degree is 
unknown. Icking provides a simple way to avoid this problem by dividing the 
search into phases [Ick94]. In phase i all the branches are explored to a depth 
of 2*. The phase ends when the last branch is visited. Then the search depth is 
doubled, and a new phase starts. It can be easily seen that the competitive ratio 
of this strategy is at most 

2 V'" „ m2* + 2(m - l)2'*+i + 2^* 

< 8m - 3, 

2k - 

as the robot explores at most m — 1 branches to a distance of 2^+^ before the 
target is detected on branch m at a distance of 2^ + e, for some e > 0. 

In the following we show that by adapting the strategy to search on m 
rays more carefully, one can achieve a competitive ratio of at most 
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1 + 2ni^l{m — 1)"* that is, searching in a tree with m leaves has the same 
competitive ratio as searching on m concurrent rays. 

We assume again that we are given a lower bound dmin on the distance to the 
target as well as the distance to the closest branch vertex. In the applications that 
we present such a bound can be easily derived. As above we can set dmin = 1- 
Assume that in the beginning mi rays are incident to the root of the tree. We 
start off with the optimal search strategy to search mi rays. The initial step 
length is set to d\ = (mi — that is, the robot explores only a fraction 

of the lower bound in the first mi steps. This guarantees that every ray has been 
visited at least once before a branch vertex is detected. 

The strategy works as follows. Assume the currently explored tree has m 
leaves li, . ■ ■ ,lm- The robot searches the m root-to-leaf paths by simulating the 
strategy to search on m concurrent rays. Let Vi be the path from the root to leaf 
li. The robot travels on each path Vi for a distance of di where di is the current 
step length and then returns to the origin. What happens if new edges branching 
off Vi are discovered is described below. The requirement that the robot should 
return to the origin is, of course, overly restrictive since the branching pattern 
of the tree often makes it unnecessary to return to the root. Instead, the robot 
only needs to return to the last vertex that belongs to both Vi and the new path 
Vi+i to be explored. While in practice a robot using our algorithm would of 
course make use of such shortcuts, it is conceptually more convenient to assume 
that the robot returns to the origin; that is, we treat the paths Vi as separate 
rays. 

As indicated above, it may happen that the robot discovers new edges while 
traveling on Vi. Once it discovers a new edge on Vi, it reduces its step length 
di by a factor of (1 — 1/m^)"* and increases m by one where m is the number 
of leaves of the currently explored tree. This only happens the first time a new 
edge branching off Vi is discovered. All other new edges are just collected in a 
list without affecting di or m. After the robot has traversed a distance of di, 
it returns to the first vertex at which a new edge was detected. It chooses one 
of the newly discovered edges e, increases the step length by m/(m — 1) and 
follows e. If there are still other new edges that remain to be explored, then the 
step length di is reduced by a factor of (1 — 1/m^)"*”^ and m is increased by 
one before e is explored. Once all unexplored branches are exhausted, the robot 
returns to the origin and chooses the next root-to-leaf path. 

A description of our strategy in a more algorithmic notation can be found in 
Table 1. We use A-p to denote the explored length of a path V. 

Algorithm Tree-Search makes use of a couple of procedure calls which we 
explain in the following. The procedures enqueue and dequeue are the standard 
queue operations and the procedures push and pop are the standard stack op- 
erations. The procedure first ]ust returns the first element of list L. Finally, the 
procedure shrink is described below. 

Note that the index i can be removed without affecting the computation of 
the algorithm. It is introduced in order to simplify the analysis of the algorithm. 
In particular, the assignments in Steps 35, 41, and 42 are unnecessary if the 
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Algorithm Tree-Search 

Input: a geometric tree T with root r, a target g 

Output: a path in T from r to ^ 

1 let ei, . . . , Cm be the edges incident to r 

2 for i = 1 to m do 



follow 6i for a distance of Ae^ = (1 — “ and return 



m,i is the number of known leaves 



4 


i = 


: m -h 1 




6 


rrii 


= m 


> 


7 


CH 


= mij(rn,i — 1) 


> 


8 


di ' 


= «i • 1 


> 


9 


d*i 


= (l/ai)"*^-i 


> 


10 


Ei 


= [] 


> 


11 


Li 


— [ci, ■ ■ ■ 5 


> 


12 


loop 





13 

14 

15 

16 

17 

18 

19 

20 
21 
22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

33 

34 

35 

36 

37 

38 

39 

40 

41 

42 

43 



paths, resp. 

Li is a queue containing the known paths 



\i Ei = [] then Si = 0 > Si is an indicator variable 

V = Li.dequeueQ 
else Si = 1 

V = Ei.popQ 



if Si / [] then di = {l- X/miy^'-^di 
Li.shrink{l — Ifrrii, 1) 

follow V until 

Case 1: g is detected: goto g] exit loop 
Case 2: a new vertex v is reached: 

if Si = [] then di = (1 - l/mf)^'di 

Li.shrink(l — Ifnii, Si) 

Vi =v 

let ei, . . . , be the edges incident to v 
for each edge ej do 

let Qj be V concatenated with ej 
Ei.push(Q 2 , Qk) 
r = Qi 
go to 19 

Case 3: the distance traveled on V is at least di\ 

A-p = di 
Li.engueue{V) 

if Si = [] then return to the root r 
rrii+i = TUi 
else return to 

mi+i =mi + l 
Oi+i = mi+i/(mi+i - 1) 
di-|_l ^Li-firstQ 
di+1 = ai+idi 

Si-j-1 — Si, Ui_j_i^ — Vi , Li-\-\ — Li 
i = i -\-X 



end loop; 



Table 1. Algorithm Tree Seareh. 
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index i is removed. Moreover, the value d* introduced in the algorithm does 
not affect the computation; in particular, the assignments and calls in Steps 9, 
18, 23, 32, and 39 could be omitted. But again, keeping track of the value d* 
simplifies the analysis. 

We also need to describe how the robot follows the path V in Step 19 since 
the length of V may be much smaller than the current step length. So first the 
robot follows V to its end point unless Case 3 occurs before. Let p be the end 
point of V, and assume the robot reaches p. If p is not a vertex, then p belongs to 
a polygonal path of an edge e, and the robot continues to follow this polygonal 
path. If p is a vertex of T, then Step 26 ensures that there is a unique edge e that 
is incident to p and that belongs to V. The robot follows the polygonal path of 
e until one of the three cases in Algorithm Tree-Search occurs. 

The procedure shrink is defined as follows. 

Algorithm Shrink 

Input: a list L = [Pi .. . ,Vk] consisting of paths Vj and two numbers a 

and (5 

Output: the list L where the explored length of is reduced by a factor of 
1 for j = 1 to A: do \-p. = a^~^X-p. 

It is easy to see that algorithm Tree Search is correct since clearly all the 
edges of T are visited. If no new edges are discovered anymore, then the step 
length of the root-to-leaf paths increases exponentially by a factor of m/ {m — 1) 
after each step. This guarantees that the target is eventually found. 

3.3 Analysis of Algorithm Tree Search 

In order to analyse the strategy we show that a number of invariants are main- 
tained. Recall that 5i is an indicator variable that is defined as follows 

j _ r 0 if ifi = [ ] in Step 12 
* 1 otherwise. 

Invariant 1 (Algorithm Tree Search) At Step 12 Li contains rui — Si paths 
Vj, for 1 < j < mi — with 

X-p. = a{~^ d*, and, in addition, di = d*. (I) 

Proof: In order to show Invariant I we first note that the invariant clearly holds 
the first time the loop is entered. In this case Xp^ = {l/ai)^'~V for I < j < rm, 
and d* = So assume that the invariant holds before Step 12. We 

distinguish two cases. 

Case 1 Ei = [] in Step 12. 

This implies that (5^ = 0. In this case the first path V\ of Li is removed in Step 14 
and then explored. After Step 33 Li consists of the paths [P 2 , ■ ■ ■ ^VmnV]. We 
again distinguish two cases. 
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Case 1.1 No new vertex v of T is encountered in Step 21 while the robot fol- 
lows V. 

The explored length of V is in Step 33 

A-p = di = ^V2 



where the last two equalities follow from the invariant. Since = aa*. it 
is easy to see that again satisfies the invariant if the elements of Li+i are 
renumbered appropriately. After Step 40 the value of is 

d rrii 7* fT^i+i 7* 

i+l — Oi-l-l Oj Ctj — C^i+l dj-l-1 



since TOi+i = rui as claimed. 

Case 1.2 A new branch vertex v is encountered the first time while the robot 
follows V. 

The robot executes Step 21 and, when the end of the current path is reached, 
Step 36. Hence, mi+i = When the procedure shrink is called in Step 22, 

the path Vj is the (j — l)st path in Li and, therefore, X-p- is reduced by a factor 
of (1 — for 2 < j < m^. The distance dt is reduced by a factor of 

(1 — Xjrnfy^' in Step 22. By the invariant we have after Step 22 




/ (m» -I- l){mj - 1) 

V 




i-i 



d* = aiyld*, 



( 2 ) 



for 2 < j < TOi, and similarly di = afffi d* after Step 22. After the path V is 
added to Li in Step 33, the invariant for holds again since now Ei+i yf [] 
and Li+i contains mi = — 1 tuples which satisfy condition (1). After di is 

multiplied with Oi+i, we see as follows that also satisfies Invariant 1 again. 
We have 

d*+i = = a,+i d* 

mi 

and, hence. 



7 TTLi 



— ^z+1 



d 



* 

2+1- 



Moreover, now contains the Wi+i — <5i+i paths V[, . ■ ■ , where V'i = 

Vi+i, for 1 < i < — 2, and By equation (2) we have 



Ap- = Ap^.+i = a^+id- = 
and the invariant holds. 

Note that it may happen that di is reduced so much in Step 22 that the robot has 
actually already traveled farther than the new value of di. In this case the robot 
just remains at v and acts as if Case 3 occurs. If the new step length di+i is still 
less than d{r,v), then there is again nothing to do, and the robot considers the 
next edge, and so on. Finally, it will encounter an edge for which di is larger than 
d{r,v). To see this, note that if there have been k new edges in the beginning. 



228 



Sven Schuierer 



then the new step length to explore the last edge is ( ^”+1-1 = 

which is larger than Since 

is the step length of the iteration in which the robot encountered v, di > d{v, r) 
in the last step. 

Note also that the second time the robot encounters a new branch vertex, the 
new edges are only added to Ei and nothing else happens. 

Case 2 Ei ^ [] in Step 12. 

In this case 5i = 1, and the first path V of Ei is removed in Step 16. Moreover, 
since Ei ^ [], contains the — 1 paths \P\, . . . ,Vmi-i] and di = a^'~"^d*. 
First assume that after V is removed from Ei, Ei = [] and no new vertex is 
encountered. Hence, after V is added to Li in Step 33 and di is increased by a 
factor of Oi+i = the invariant holds again. 

If after the removal of V from Ei in Step 16 still Ei ^ [] or Ei = [] and a 
new vertex is encountered by traveling on V, then Vj is the jth path in Li and, 
therefore, X-p^ is reduced by a factor of (1 — for 1 < j < — 1 in the 

procedure shrink. We see as above that, after Li is shrunk and di is reduced, 

Xvi = oPi^ld* and d* = 

for 1 < j < nrii — 1, since = nii. Of course, now Vi is the first path of Li. 
And as in the second case above we see that after the path V is added to Li, 
the invariant for Li+\ holds again; and after di is multiplied with ai+\, also 
satisfies Invariant 1 again. 

□ 

Note that, for each path V in L,, the robot has explored V at least up to 
A-p; this is true when V is added to Li, and afterwards Ap is only changed in 
the Steps 17 and 22 and in both steps Ap is reduced. 

Invariant 2 (Algorithm Tree Search) 

If Ei ^ [], then at Step 12 d{v*,r) > d*jai. 

Proof: To see this invariant we first note that as long as Ei [ ] , Pi remains 
the first path in Li, that is, d* remains unchanged. Moreover, as can easily be 
seen the explored length of Pi is not reduced if the procedure shrink is invoked. 
Secondly, the only step where v* is changed is Step 22. This happens if = [ ] 
and a new vertex is reached. If v* was already defined before, then the search is 
started at v* and the new vertex has a distance to r that is greater than 
the distance of v* to r. 

Hence, d{v* ,r) / d* is only increased unless the robot returns to r. Therefore, 
it suffices to show that the inequality holds if Pi = [ ] in Step 12 and a new 
vertex is encountered on a path starting at the root r. In this case the first new 
vertex that the robot encounters is on the part of P that comes after Ap. By 
Invariant 1 Ap equals d*. Since P is removed from Li, the first element of Pi+i is 
now P2 and d*j^i = Apj . By Invariant 1 Apj after the procedure shrink is given 
by Oi+i d*. Hence, before Step 42 d{v*^i ,r)>d* = di+i/tti+i which proves the 
invariant. □ 
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Invariant 3 (Algorithm Tree Search) If in Step 12 the robot is at a distance 
of dcur to r, then the total distance traveled by the robot is at most 

^ ^ “t“ dcur- 

j=-ao 



The above summation starts at — oo instead of 0 (as would be expected) in order 
to simplify the analysis; the index j can now be shifted up or down without 
affecting the starting point of the summation. 

Proof: The invariant clearly holds when the loop is entered in Step 12. In the 
following we show that if the invariant holds at the beginning of the loop, then 
it also holds at the end. We distinguish two cases. 

Case 1 E^+i = [ ] . 

In this case the robot returns to r, and no new vertex is discovered during the 
traversal of V. We have Wi+i = mi and Si+i = 0.. Once the robot reaches r, 
Invariant 3 implies that the total distance traveled by the robot is at most 

rrii — l — Si 

2d* Y. (3) 

j^-OO 

where di = d* by Invariant 1. If ifi yf [ ] , then Vi is still the first element 

of d*_^_l = d*, and by Invariant 1 expression (3) equals 

mi-2 rrii-l mi+i-1 

2d* Y c4+2aT^-^d*=2d* Y ^ 

j— — (yo j— — oo j— — oo 

Hence, the invariant holds. 

li Ei = [] , then (5^ = 0, and V2 is the first element of Ti+i which implies that 
d*+i = d* by Invariant 1. expression (3) now equals 



rrii — 1 

E 

j^-00 



2d* Y oP^+2aT'd*=2dU Y 



J^-CO 



rrii+i-1 
j^-00 



and the invariant holds again. 

Case 2 E^+i yf [ ] . 

In this case the robot returns to v*, i.e., dcur = d{v*,r), = mi + 1, and 

di-lrl = 1 - 

First assume that Ei = [ ] . Then, a new vertex is encountered while the robot 
follows V. By Invariant 3 the total distance traveled by the robot is at most 

rrii — l 

‘^d* Y otl+2di- d{y*,r), 

j=-oo 



( 4 ) 
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since the robot starts at r, travels all the way to the end of V and then returns 
V* . Here, dt = d* by Invariant 1 and the fact that di has been shrunk in 

Step 22. As mentioned before, it may happen that the robot has traveled further 
than ^d* before the first new edge branching off V is discovered. In this 

case the robot only travels to v* and stays there; now, the total distance traveled 
by the robot is at most 



mi — 1 

‘^d*i ^ al+d{y*,r) (5) 

i=-oo 

Since Ei = [], 7^2 is now the first element of Li. In order to show that the 
invariant still holds at the end of the loop we need to prove that 

Cki_|_l + dcur (6) 

j=-oo 



is at least as large as expression (4) or (5). Here, dcur = d{v*,r), 5i+\ = 1, and 
d*+i = = Oi+id* by Invariant 1 and the fact that V 2 has been shrunk in 

Step 22. If we subtract expression (4) from (6), then the term 2dt = d* 

cancels with we obtain 

( mi — 1 mi — 1 \ / mi — 1 mi — 1 

X - X “*) + , r) > 2d* I + 1 

j=-oo j=-oo J yj^-oo j^-oo 

Similarly, if we subtract expression (5) from (6), then we obtain 




2d* 





>2d* 




X “' + 1 



j = -oo 



We want to show that the above expression is non-negative. Since d{v*,r) > d* 
by Invariant 2 and <x’i_^i > for j < 0, both of the above expressions are 
bounded from below by 



( mi — 1 mi — 1 

X ^i+1 - X “i + ^ 

3=0 3=0 



( ^mi -I TTLi -| 

+ b = 2d*/K), 

Qj_|_l 1 Cki 1 



where 



/(m) = (m-k 1) 



m + 1 



m —1 



m — 1 



m— 1 



We now show that the function / is non-negative. In order to do so let us define 
the function 



g{m, k) = m 



m — 1 
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with fc > 1, m > 2. If we consider the partial derivative of g w.r.t. m, then we 
obtain 






m — 1 



i — 1 — k 
m — 1 



which has exactly one zero in the range (l,oo) at m = k + 1. Since 
lim„i_,i+ g(m, fc) = linim— >oo 5 (w, fc) = oo, g has a minimum at g{k + l,fc). 
In particular, g{m,m — 1) < g{x,m — 1), for all x G (l,oo). Hence, f{m) = 
g{m -|- 1,TO — 1) — g{m,m — 1) > 0 as claimed. This implies that the distance 
traveled by the robot is, indeed, bounded by expression (6). 

Finally, we assume that Ei ^ [ ] . By Invariant 3 the total distance traveled by 
the robot is at most 

rrii-2 

^ + 2di - d{v * , r). (7) 

j=-oo 

We want to show that 



rrii+i — 2 

2d-+i ^ a^+i-hd«,r) 

j=-oo 



( 8 ) 



is at least as large as expression (7). Since Ei ^ is still the first element of 

Li and, therefore, = A(7^i) = d*. Moreover, since by Invariant I ai+idi = 
c?i+i = d*_^_l, di = If we subtract expression (7) from (8), 

then we obtain again the sum 



2d* 




+ 2d«,r) 



which is non-negative as we have seen above which implies again that the distance 
traveled by the robot is, indeed, bounded by expression (8). 

□ 



The Competitive Ratio Once we have established a bound on the distance 
traveled by the robot, it is easy to compute the competitive ratio of Algo- 
rithm Tree Search. So assume that the robot detects the target g. We again 
distinguish two cases. First assume that Ei = [] at Step 12. Then, the current 
search path of the robot starts at the root r of T. By Invariant 1 the explored 
length of V is d*. Hence, d{r,g) > d*. On the other hand, by Invariant 3 the 
distance traveled by the robot is at most 

rrii — l 

2<* ^ ai+d{r,g). 

j^-OO 
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Hence, the competitive ratio is given by 

2d* + djr, g) ^ d*{m^ -l)aT' ^ ^ wf- 

d{r,g) - d* ^ 

^ 1 + 2 - — 

where m is the number of leaves of T. 

Now assume that ifi yf [] at Step 12. Then, the current search path of the 
robot starts at the vertex v* . By Invariant 2 the distance of v* to r is at least 
d*jai. Hence, d{r,g) > d*fai. On the other hand, by Invariant 3 the distance 
traveled by the robot is at most 

rrii-2 

2< <4+d{r,g). 

j^-OO 



Hence, the competitive ratio is given by 



2d* J2 T=-Io “i + dj r,g) ^ ^ ^d*{m^ - l)a. 



rrii — l 



d{r,g) 



dj /oii 



= 1 + 2 



m,- 



{rrii - ly 



<1 + 2 



m 



(m — l)™“i 



as above. 

The above algorithm is optimal since m concurrent rays also form a geometric 
tree. As we have seen before, 1 + 2m’”/(m — l)™”^ is a lower bound on the 
competitive ratio of searching on m concurrent rays [BYCR93,Gal80]. 

We have proven the following theorem. 

Theorem 1. There is a strategy to search in a geometric tree with m leaves 
that has a competitive ratio of 1 + 2m^ /{m — 1)™“^. If we consider unbounded 
geometric trees, then there is no strategy with a lower competitive ratio. 

4 Searching in Simple Polygons 

In this section we present an algorithm for a point robot to search for a target g 
inside a simple polygon P. We assume that the robot is equipped with a vision 
system that allows it to identify the target and a range finder which returns 
the local visibility polygon of the robot. Our algorithm is based on an approach 
by Icking [Ick94,Kle97]. However, we present a new analysis of the strategy. We 
assume that in the beginning the robot is located at a point s in a polygon P 
with n vertices. 

At first we observe that there is a simple lower bound of I7(n) for searching 
in a simple polygon [Klc97]. If we consider the polygon shown in Figure 2, then 
we obtain a lower bound on the competitive ratio of n/2 — 1. By placing the 
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Fig. 2. A polygon for which every search strategy has a competitive ratio of 
n/2- 1. 



target g in the last spike that is explored by the strategy, an adversary can force 
any strategy to generate a path of length (2(n/4) — l)d whereas the shortest 
path from s to g has a length of c? -I- e. Here, d is the length of a spike in the 
polygon. This shows that no strategy can have a better competitive ratio than 
n/2 — 1 in an arbitrarily oriented simple polygons with n edges. 



4.1 Searching on the Shortest Path Tree 

Let Tg be the shortest path tree of s. Recall that the shortest path tree of s is 
defined as the union of all shortest paths from s to vertices of P. It consists of 
n -|- 1 nodes, which are s and the n vertices of P, of which I < n + 1 are leaves. 
We first show that it suffices to explore Tg in order to find g. 

If g is not visible from s, then shp(s,g) intersects a number of vertices. Let v 
be the last vertex that is intersected by shp{s, g) (see Figure 3). Clearly, the line 
segment from to 5 is contained in P. Once the robot has reached v, then it 
sees g and moves directly to g. Hence, if La{s, v) denotes the length of the path 
that the robot travels in order to reach the vertex v using algorithm A, then the 
competitive ratio of A is given by 

La{s,v) + d{v,g) ^ La{s,v) 
d{s , v) + d{v , g) ~ d{s,v) 
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This implies that we only need an algorithm to explore the vertices of P. This 
can be easily achieved by applying Algorithm Tree Search to Tg. That Tg is not 
known in the beginning is not a problem as the following lemma shows. 

Lemma 1. If V is a path in the simple polygon P, then the visibility polygon 
vis{V) of V is geodesically convex, that is, the shortest path between any two 
points in vis{P) is contained in vis{P). 

Proof: The proof is by contradiction. So consider two points p and q that are 
contained in the visibility polygon vis{V) of V and assume that the shortest 
path from p to g is not contained in vis{P). Then, there is a window w of vis{P) 
that is crossed by shp{p, q) . 

It is easy to see that vis{V) is a simply connected set. Since both p and q 
are contained in vis{V), shp{p, q) crosses w twice, once to enter the pocket of w 
and once to leave it again. But then the part of shp{p, q) inside the pocket of w 
can be replaced by the part of w between the cross points. This yields a shorter 
path — a contradiction. □ 

Note that Lemma 1 is not true anymore if we allow the polygon to contain holes. 
But if the polygon is simple, then the robot can compute the distance between 
two points that it sees by Lemma 1. 

Therefore, the robot can construct Tg on-the-fly as it executes Algorithm Tree 
Search. This immediately leads to a search algorithm with a competitive ratio of 
at most l+2n”/(n— 1)”“^ < l+2en for searching for a target in a simple polygon, 
which considerably improves the (8n — 3)-competitive algorithm of Icking, which 
also uses a search algorithm for geometric trees to explore the shortest path tree 
[Ick94,Kle97]. 

However, the analysis of the above algorithm can be further improved by the 
following observation (see also [Kle97]). 

Lemma 2. If s and g are two points in P, then the last node of Tg that is 
intersected by shp{s,g) and that is different from g is an internal node ofTg. 
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Proof: If s sees g, then the claim is trivially true. So assume that s does not 
see g. Let v' be the vertex of shp(s, g) before v. Since v' does not see g and v 
is contained in the shortest path from v' to g, it is easy to see that r; is a reflex 
vertex. Let e be the edge of P incident to v that is not seen by v' . Clearly, the 
shortest path from v' to the other end point of e contains v as well. Hence, v is 
not a leaf oiTg. □ 

Hence, in order to And the vertex v it is not necessary to consider the leaves 
of Tg. If we prune the m leaves of the tree, then the remaining tree T* can have 
no more than m leaves as the pruning does not introduce new root-to-leaf paths. 

Therefore, the number of leaves m* of T* is at most n/2. If we apply Algo- 
rithm Tree Seareh to T* , then we obtain a strategy to search in polygons with a 
competitive ratio of 1 -I- en. Note that since the robot can compute the shortest 
path between two points, it is easy to decide if a vertex is a leaf of Tg or not. 
Moreover, if we denote the number of reflex vertices of P by r, then the com- 
petitive ratio of our algorithm is 1 -I- 2r’’/ (r — 1)’'“^ < 1 + 2er since the vertices 
of Tg obviously consist only of reflex vertices. 

Thus, we have proven the following theorem. 

Theorem 2. If P is a polygon with r reflex vertices, then there is an algorithm 
to search in P with a competitive ratio of 1 + 2er. 

Simulating Dijkstra’s algorithm on T* yields an even better algorithm with 
a competitive ratio of 1 -I- 2(r — 1) . Here, the robot repeatedly chooses the closest 
unvisited vertex v, follows shp{s, v), and returns if g is not visible from vf Note 
again that even though P is not known to the robot, the closest unvisited vertex 
is visible to the robot. The competitive ratio is now just 



visited d(s,v') +d(s,v) 
d(s, v) 



< 1 -I- 2|{u' I v’ is visited}! 



< l-k2(|r;-| - 1) < l + 2{r-l) 



since d{s,v) > d{s,v'), for all vertices v' that are visited during the search. How- 
ever, the competitive ratio of the simulation of Dijkstra’s algorithm depends on 
the total number of vertices of T* whereas the competitive ratio of the algorithm 
based on Algorithm Tree Search only depends on the number of leaves m* of 
T*. In particular, if |T*| > m*e+ 1, then Algorithm Tree Search yields a better 
competitive ratio. A simple example are spiral polygons where Algorithm Tree 
Search achieves a competitive ratio of 9 in the worst case whereas the simulation 
of Dijkstra’s algorithm on T* can have a competitive ratio of up to 2n — 7. This 
is also an upper bound for the competitive ratio of the simulation of Dijkstra’s 
algorithm since there are at least three convex vertices in a simple polygon. 



4.2 fc-spiral Polygons 

We show in the following that in general the application of Algorithm Tree Search 
to T* has a competitive ratio of 1 -I- 2(2k)^^ / (2k — < 1 -|- 4e/c in polygons 



^ The same algorithm was independently suggested by I. Semrau [Seni97]. 
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Fig. 4. (a) If V is not adjacent to v\ and V2, then is a leaf of Tg. (b) The point 
p is on the extension of the last link of shp(s, t>i). 



whose boundary can be decomposed into k convex and k reflex chains. As we 
already observed above, if n is a convex vertex of a polygon, then is a leaf of 
Tg and, therefore, does not belong to T*. Hence, we only need to consider reflex 
vertices. 

Lemma 3. Let v be a reflex vertex of P and v\ and V 2 the vertices that are 
adjacent to v in P. If v is an internal node of Tg, then either shp(s,vi) or 
shp{s,V 2 ) contains V. 

Proof: Let be a reflex vertex that is an internal node of Tg. We show that 
for one of the vertices Vi, i = 1,2, the shortest path from s to Vi contains v 
by contradiction. Let Ci be the edge from v to Vi, for z = 1,2, and v* be the 
lowest common ancestor of v\ and V2 in Tg. We assume that neither shp{v* ,v\) 
nor shp(v* ,V2) contains v. The concatenation of shp(v* ,v\) with ei, C 2 , and 
shp(v2,v*) forms a simple closed polygonal curve C. Since v is an internal node 
of Tg, there is one vertex v' of P such that shpfs, v') contains v. Hence, shp{s, v') 
intersects C once in a point pi to enter C and to reach v and once in a point p2 
to leave C and to reach the vertex v' (see Figure 4a). Assume that p2 belongs 
to shp(s,V2). Since subpaths of shortest paths are shortest paths themselves, 
there are two distinct shortest paths from s to p2, one path that is contained in 
shp{s,v') and that intersects v and one path that is contained in shp(s,V2) and 
that does not intersect v — a contradiction since shortest paths are unique in a 
simple polygon. □ 

With Lemma 3 we can prove the following result. 

Lemma 4. Let v he a vertex of P and vi and V 2 the vertices that are adjacent 
to v in P. If V, vi, and V2 are reflex vertices, then either v is a leaf of Tg or v 
is not a leaf Tf . 

Proof: Let z; be a reflex vertex of P such that the adjacent vertices vi and V 2 
of v are also reflex. Assume that v is not a leaf of Tg. We show that v is also not 
a leaf of T*. 
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By Lemma 3 there is one vertex of vi and V 2 , say v\, such that shp{s,vi) 
contains v. We show that vi is not a leaf of Tg . This implies that vi also belongs 
to T* and is a child of v, which proves the claim. 

Let ei be the edge of P that connects v and vi and v[ the vertex that is 
adjacent to v\ and different from v. Let ci be the chord that is collinear with 
Cl and incident to v\ (see Figure 4b). Since v\ is a reflex vertex, Ci exists and 
V is contained in the region of ci that contains s whereas v[ is contained in the 
other region of ci. Hence, the shortest path from v[ to s crosses ci in a point p. 
Since p is on the extension of the last edge vvi of shp(s,vi), shp{s,p) contains 
v\ and V. Therefore, p equals vi and vi is not a leaf of Tg. □ 

Lemma 4 implies that if u is a leaf of T*, then u is a reflex vertex such 
that at least one of its adjacent vertices is a convex vertex. Hence, v is the end 
vertex of a reflex chain. If the boundary of P can be decomposed into k convex 
and k reflex chains, then there are 2k end vertices of reflex chains. Therefore, 
if we apply Algorithm Tree Search to T*, then the competitive ratio is at most 
1 -I- 2 • (2/c)^^/(2fc — as claimed. The polygon shown in Figure 5 can be 

easily generalized to a polygon Pk whose boundary consists of k convex and k 
reflex chains such that the competitive ratio of any search strategy for Pk is at 
least 1 -I- 2 • (2fc)^^/(2fc — In this sense our algorithm to search in simple 

polygons is optimal. 

We have shown the following theorem. 

Theorem 3. There is an algorithm to search in simple polygons that has a 
competitive ratio of 1 + 2 ■ {2k)'^^/{2k — l)2fc-i class of polygons whose 

boundary can he decomposed into k convex and k reflex chains. 

5 Conclusions 

We present the Algorithm Tree Search to search for a target in an unknown 
geometric tree T. Algorithm Tree Search simulates the optimal search strategy 
to search in m concurrent rays and achieves an optimal competitive ratio of 
1 -I- 2 to"*/ (to — 1)™“^ if TO is the number of leaves of T. 

In the second part we show how to apply the algorithm to the problem of 
searching for a target in unknown simple polygons. We present two algorithms, 
one based on Algorithm Tree Search and the other based on a simulation of 
Dijkstra’s algorithm. The first algorithm achieves a competitive ratio of 1 -I- en 
whereas the second achieves a competitive ratio of 2n—7. However, if the polygon 
boundary can be decomposed into k convex and reflex chains, then the search 
algorithm based on Algorithm Tree Search achieves a competitive ratio of 1 -I- 
Aek whereas the competitive ratio of the algorithm based on the simulation of 
Dijkstra’s algorithm may be arbitrarily high. 

The problem of searching in polygons is far from solved. There is a lower 
bound of n/2 for the competitive ratio which still leaves a significant gap com- 
pared to algorithms presented above. Also most environments in practice cannot 
be modeled by simple polygons. Hence, future research should also address the 
problem of searching in polygons with holes. 
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Fig. 5. The boundary of the polygon P4 can be decomposed into four convex 
and four reflex chains. A search strategy in P4 has a competitive ratio of at least 
1 + 2 •(8®/?’’) ~41.7. 
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Abstract. Consider two omnidirectional robots carrying a ladder, one 
at each end, in the plane without obstacles. Given start and goal posi- 
tions of the ladder, what is a time-optimal motion of the robots subject 
to given constraints on their kinematics such as maximum acceleration 
and velocity? Using optimal control theory, Chen, Suzuki and Yamashita 
solved this problem under a kinematic constraint that the speed of each 
robot must be either 0 or a given constant v at any moment during the 
motion. Their solution, which requires complicated calculation, is cen- 
tralized and off-line. The objective of this paper is to demonstrate that 
even without the complicated calculation, a motion that is sufficiently 
close to time-optimal can be obtained using a simple distributed algo- 
rithm in which each robot decides its motion individually based on the 
current and goal positions of the ladder. 



1 Introduction 

Recently distributed autonomous robot systems have attracted the attention of 
many researchers as a new approach for designing intelligent and robust sys- 
tems [G] . A distributed autonomous robot system is a group of robots that indi- 
vidually and autonomously decide their motion. In particular, in such a system 
no robot is allowed to act as a leader that controls the other robots in the group. 

* This paper has been prepared as a summary of a presentation given at the 1998 
Dagstuhl Workshop on the authors’ on-going research project. This work was sup- 
ported in part by a Scientific Research Grant-in- Aid from the Ministry of Education, 
Science and Culture of Japan under Grants, the National Science Foundation under 
Grant IRI-9307506, the Office of Naval Research under Grant N00014-94- 1-0284, 
and an endowed chair supported by Hitachi Ltd. at Faculty of Engineering Science, 
Osaka University. 



Christensen et al. (Eds.): Sensor Based Intelligent Robots, LNAI 1724, pp. 240—254, 1999. 
(c) Springer-Verlag Berlin Heidelberg 1999 
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A crucial issue in designing such a system is to have the robots autonomously 
coordinate their motion so that the system achieves a certain goal, since in many 
applications, 

1. the interest of an individual robot can conflict with that of the entire system, 
and 

2. each robot may be unaware of the global system state. 

Typically there are two kinds of coordination problems; conflict resolution and 
cooperation. Roughly speaking, conflict resolution attempts to avoid certain (un- 
desirable) situations such as collision of robots. Cooperation on the other hand 
aims to eventually generate a certain (favorable) situation. 

The problem we discuss in this paper is a motion coordination problem for 
producing a time optimal behavior of the system. 

Centralized and distributed approaches are two major paradigms for design- 
ing motion coordination in multi-robot systems [9], each with its own merits 
and demerits. It is not our objective here to discuss them in detail, and we only 
mention that roughly speaking a centralized approach tends to yield efficient 
solutions, while solutions obtained by a distributed approach can be more ro- 
bust against failures. Most of the work in the literature, however, takes either a 
centralized or a leader-follower approach [2,8,12,13]. The work on distributed ap- 
proachs often assumes the existence of some navigation devices [15,7], and only 
a few take a fully distributed approach [1,11,14,16,17]. Among these, Miyata, 
et al. [11] and Ahmadabadi and Nakano [1] discuss how a group of robots may 
carry and handle an object, which is the subject of this paper. They investigate 
how the robots can coordinate their motion to carry an object, while in this 
paper we investigate how quickly the robots can carry an object. 

Recently a time optimal motion of robots has been investigated by some 
researchers. In [4], Chen, et al. discuss the problem of computing a time-optimal 
motion for two omnidirectional robots carrying a ladder from an initial position 
to a final position in a plane without obstacles, and calculate an optimal path 
using a method based on variational calculus, a branch of functional analysis [5], 
under the assumption that the speed of each robot must be either 0 or a given 
constant v at any moment during the motion. In [10] Mediavilla, et al. describe 
a path planning method for three robots for obtaining collision free time-optimal 
trajectories using a mathematical programming method. Both of these papers 
have adopted an off-line (and therefore centralized) setting: a motion is computed 
and given to each robot in advance. 

The objective of this paper is to demonstrate that even without the compli- 
cated calculation of [4], a motion that is sufficiently close to time-optimal can 
be obtained for two omnidirectional robots carrying a ladder, using a simple 
distributed algorithm in which each robot decides its motion individually based 
on the current and goal positions of the ladder. The algorithms we propose are 
based on the following simple idea: 

Basically we let each robot pursue its individual interest (e.g., mainly 
moving toward the goal) when deciding its motion. Since the robots are 
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carrying a ladder, however, their intended motions may be “incompat- 
ible,” making it impossible for the robots to move as intended. Now, 
suppose that there is a (virtual) “coordinator” that resolves the conflict 
in a “fair” manner for both, allowing the robots to continue to move. 
Then the resulting motion may be sufficiently close to time-optimal. 

We will present two such algorithms. The first one is obtained by a naive 
application of this idea and works well for many, but not all, instances. The 
second one requires a slightly more complicated calculation, and works well for 
many of the instances for which the first algorithm does not. 

The paper is organized as follows: Section 2 gives an outline of the method 
of [4] for computing an exact optimal motion under some (rather strong) assump- 
tions. Section 3 presents the two distributed algorithms we propose. Section 4 
describes the physical robots we plan to use and reports the results of some pre- 
liminary experiments using them. Section 5 presents the computer simulation 
results. We then conclude the paper by giving some remarks in Section 6. 

2 Time-Optimal Motion for Carrying a Ladder 

Chen, et al. discussed the problem of computing a time-optimal motion for two 
omnidirectional robots carrying a ladder from an initial position to a final po- 
sition in a plane without obstacles [4]. In order to explain a formidable nature 
of the problem, suppose that robots A and B must move to A and B' , respec- 
tively, as is shown in Fig. 1, carrying a ladder. (We use “A” and “i?” to refer to 
the robots as well as their initial positions.) A time optimal motion is shown in 
Fig. 2. You can observe that the path of robots B is not a straight line segment, 
indicating that B yields to give enough time for A to complete the necessary 
rotation. Thus this time optimal motion is not attainable if one of them insists 
on its individual interest of reaching its goal as quick as possible. 



Fig. 1. Robots A (empty circle) and B (filled circle) move to A and B' , respec- 
tively, carrying a ladder. 



Let V be the maximum speed of a robot. In [4] it is assumed that the speed of 
a robot is either 0 or r; at any moment. (Computing a time-optimal motion in the 





B’ 



A 
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Fig. 2. Time-optimal motion for the instance shown in Fig. 1. The figure consists 
of a series of snapshots. In the first few shots the segment increases in grayscale 
as time increases. 



general case is still open.) Without loss of generality assume that \BB'\ > |^A'|. 
For convenience, we take AB to be of unit length = 1), and let L = \BB'\ 

be the distance between B and B' . We set up a Cartesian coordinate system as is 
shown in Fig. 3, where B and B' are at the origin (0, 0) and (L, 0), respectively. 
Let a and /3, respectively, be the angles that AB and A' B' make with the x-axis. 



y 




Fig. 3. The setup of the Cartesian coordinate system with reference to the 
initial and final positions of the robots. 



Since the robots can move only at speed u or 0 at any moment, a lower bound 
on the time it takes to move AB to A' B' is L/v. Intuitively, this lower bound is 
achievable if A can complete the necessary rotation around B within time L/v 
while B moves straight to B' at speed v. The following theorem characterizes 
the case. 

Theorem 1. AB can he moved to A' B' in optimal time L/v if and only if either 

1. a = (3, or 

2. 0° < a < /3 < 180° and tan(/3/2) < tan(a/2)e^^, 
where L, a and f3 are as defined above. 
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Now we consider the case in which the lower bound L/v is not attainable. 
Let (x, y) be the coordinates of B during a motion, and 4> the angle between the 
x-axis and the direction of the velocity of B. See Fig. 4. 



y 



B 




(x.y) 



X 

Fig. 4. The definitions of 0 and (j>. The arrow represents the velocity of robot B. 



Since \AB\ = 1, robot A rotates around robot B with angular speed oj = 9, 
where the angle between the velocity of B and the velocity of A due to rotation 
around B is 90° + 9 — 4>. Therefore V, the resultant speed of A, is given by 



+ u;^ — 2u;v sin{9 — (j)) . (1) 

Since V = v and to = 9, Eq. 1 can be rewritten as 

0 — 2xsin0 + 2ycos0 = 0, (2) 



which describes the constraint on the optimal motion. 
Now our task is to minimize the integral 



F = / \/x^ + y‘^dt 
Jo 


(3) 


subject to the constraint 




9 — 2x sin 9 + 2y cos 0 = 0 


(4) 


and the boundary conditions 

r x(0) = 0 
U(o) = o 


(5) 


r x(t) = L 
X y{t) = 0 


(6) 



By applying calculus of variations we can find the differential equations that 
an optimal trajectory obeys. In the next theorem F(cj), k) and E((j), k) denote the 
Legendre elliptic integrals of the first and second kind, respectively, defined by 




d9 

\/l — sin^ 9 



( 7 ) 
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E{(j), k) = Vl - sin^ ede. 

Jo 



( 8 ) 



Theorem 2. Suppose that the lower bound L/v is not attainable. An optimal 
motion in which segment AB rotates about B counterclockwise can be obtained 
from 



Q 

X = - sin 0 + cf cos 9 sin(0 + <5) 



y = — - cos 9 + cv sin 9 sin(0 + <5) 



9 = 2vy 1 — sin^(0 + 5), 
were constants c and S are numerically calculated from 

\Jl — sin^ (a + ^ ) — \j\ — c?- sin^(/3 + <5) 



( 9 ) 

( 10 ) 

( 11 ) 



1 / /IN COS 8 

-(cos a — cos p) H 

2^ ’2c 



• c 

+ ^ [^(/3 + c) - F{a + 6,c)- E{P + S,c) + E{a + S, c)] = L (12) 
2c 



and 



\Jl — sin^ (a + 5) — — swf{f3 + <5) 



1/ . . sin (5 

-(sin a — sin p) 

2^ ’2c 

COS u 

H — T — [^(/3 c) — -F(q! + ^, c) — E(^f3 + (5, c) + Ei^a. + 5^ c)] = 0. (13) 

2c 

The time needed to execute the motion is obtained from 



t = — [F{f3 + S,c)~ F{a + S, c)] . 
2v 



(14) 



Figs. 2 and 2 show two optimal motions computed by the method. 




Fig. 5. Optimal motion in which the lower bound Ljv is attained. 
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Fig. 6. Optimal motion in which the ladder turns around by nearly 180°. 



3 Distributed Algorithms for Carrying a Ladder 

In this section we describe two distributed algorithms for two omnidirectional 
robots carrying a ladder. They are designed based on the following idea, which 
is a restatement of the idea mentioned in Section 1. 

At any moment both robots intend to move toward their respective goal 
positions, and in case of a conflict they both yield equally by adjusting 
the directions of motion so that the distance between them is always 
equal to the length of the ladder. 

Consider two robots A and B carring a ladder of length £ (see Fig. 3).^ They 
both execute the same algorithm. Let A and B, and A! and B' be the start 
and goal positions, respectively, where \AB\ = = £. Let \AA'\ = L' and 

\BB'\ = L, where we assume without loss of generality that L' < L. Angles a 
and (3 are as defined in Fig. 3. 

We view an algorithm for robot R as & mechanism that takes as input the 
current and goal positions of the ladder and produces as output a force vector 
by which we attempt to drive R. Since R is connected to another robot 
by a rigid ladder, however, most likely it cannot move in the direction given 
by fi{. Specifically, if R is about to move closer to (or away from) the other 
robot, then the ladder pushes (or pulls) R by some force h^. So in this paper 
we assume that i?’s actual motion is determined by force ffl: + hfl. Note that 
the term hjj in + h/j effectively forces the robots to “yield equally” in case 
of a conflict. The assumption that an algorithm’s output Lj does not depend on 
somewhat simplifies the task of designing algorithms. (In contrast, physical 
robots are likely to have a force sensor for detecting the motion of the ladder, 
and the sensor output will be used explicitly in a feedback control scheme that 
drives the robot.) 

Both algorithms ALGI and ALG2 we present below are memoryless in the 
sense that their output is a function of the current input (and is independent of 
the motions in the past). It is therefore sufficient to view A and B of Fig. 3 as 



1 



In Section 2, we assnmed that £ = 1 . 
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the robots’ current positions and specify the output for input A, B, A and B' . 
As we will see shortly ALG2 is an extension of ALGl. 

As we mentioned earlier, an algorithm’s output is a force vector fit- In the 
following, however, we describe ALGl and ALG2 in terms of the target velocity 
vector that the force they compute should allow the robot to achieve, if force 
hjE were not present. 

Algorithm ALGl: Both A and B move toward their respective goals A' and 
B' at speeds va and vb, respectively, where va = v{L' /LY and vb = v. Note 
that v is the robots’ maximum speed and s > 0 is a parameter of ALGl. 
Algorithm ALG2: Let va and be the velocity vectors for robots A and 
B that ALGl computes. ALG2 uses auxiliary velocity vectors r^ and vb 
for robots A and B, respectively, that rotate the ladder couterclockwise. 
The direction of r^ (or r^) is a + tt/ 2 (or a — tt/ 2), i.e., perpendicular 
to the ladder AB, and ||rA|| = HrsH = c(/3 — a), where constant c > 0 
is a parameter of ALG2. Then the velocity vectors that ALG2 computes 
for A and B are respectively w(va + VA)/a and v{wb + rs)/a, where a = 
ma2;{ I |vA+rA 1 1, ||vB+rB||}. Observe that ALG2 coincides with ALGl when 
c= 0. 



4 The Physical Robot System 

For experiments we use a physical robot system involving two omnidirectional 
robots developed at RIKEN [3]. Fig. 7 shows the configuration of used in a 
preliminary experiment where the two robots are connected to a ladder via a 
force sensor placed on top through which each can sense the motion of the other. 
The connection via the force sensor is rather rigid, but it at least allows a human 
operator to hold one end of the ladder attached to a robot and gently push and 
pull the ladder so that the robot smoothly follows the motion of the ladder. 

The results of the experiment using two robots in this configuration, how- 
ever, has indicated that a more flexible link between the robots and the ladder 
are required. The relatively rigid connection between the robots and the lad- 
der requires the robots to react to the motion of the other much more quickly 
than they actually can, resulting in an undesirable motion that is not smooth. 
A promising solution for this problem is to place a flexible multi-link mechanism 
that acts as a buffer between the ladder and the force sensors. We have designed 
such a mechanism consisting of springs and dumpers, and are now installing 
them. 

5 Performance Evaluation by Simulation 

5.1 Simulation Model 

We conducted computer simulation to analyze the behavior of the robot system 
introduced in the last section executing the algorithms proposed in Section 3. 
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Fig. 7. Two RIKEN robots connected by a ladder. The ladder is fixed to each 
robot via a force sensor placed at the top. 



We model the robots by a disk of radius 10 with a maximum speed of 1 per unit 
time. The length of ladder is 100. The multi-link mechanism is modeled by an 
ideal spring. 

We use discrete time 0,1,... and denote by Pnit) and Vfl(t) the position 
of R and the target velocity vector of R that an algorithm specifies at time t, 
respectively. Also, we let Xij(f) denote the vector from the center of disk R to 
the position of the corresponding endpoint of the ladder at t. To simplify the 
simulation we assume: 

1. Force h/j(t) that robot R receives from the ladder at time t is given by 
fcx/{(t), where A: is a spring constant. 

2. The velocity of R at time t is w/j(t) = Vi^(f) -|- kxii{t). (We ignore the 
kinematic constraints of R and assume that R can attain any target ve- 
locity instantaneously.) If the length of w^(t) or WB{t) exceeds 1 (the 
robots’ maximum speed), then we normalize them by dividing both by 
max{||wA(t)||, ||wB(t)||}. 

3. At time t -I- 1, i? is at position Pfl(t + 1) = P/j(t) + wb(A). 

The constant fc is a parameter that controls the stiffness of the link between 
a robot and the ladder and therefore the amount of freedom of a robot’s motion. 
When fc = 0, for example, the robots can move freely irrespective of the position 
of the ladder. In this paper we used k = 10.0 which we found to be sufficiently 
large to keep the endpoints of the ladder within the disks of radius 10 representing 
the two robots (i.e., ||xB(t)|| < 10). 

5.2 Algorithm ALGl 

To investigate the effect of parameter s on the performance of Algorithm ALGl, 
we examine the number of steps N necessary for the robots to reach their goals 
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using the setup of Fig. 3 for L = 200, 400, 1600, 0° < a < 90° and s = 

0.0, 0.5, . . . , 4.0. To reduce the number of instances to examine, however, we 
consider only those cases in which a = 180° — (3 and (by symmetry) a < 90°. 
Note that N > L holds since the robots’ maximum speed is 1. 




Fig. 8. The motion of the robots obeying ALGl for s = 3.0, L = 400 and 
a = 45°. 

Fig. 8 shows a motion obtained by ALGl for s = 3.0, L = 400 and a = 45°. 
Note that the robot further from its destination moves nearly straight, as 
in an optimal motion shown in Fig. 2 for the same instance. In fact, ALGl is 
expected to perform well when L and a are large since the robots need not rotate 
the ladder too quickly, and our simulation results confirm this. We present only 
the results for L = 200 in Fig. 9, where we observe the following: 

1. The performance of ALGl is not very sensitive to the value of s. Setting 
s = 3 seems to work particularly well for most cases. 

2. ALGl shows sufficiently good performance for a > 20°. For a > 65° it 
always achieves the lower bound of N = L = 200. 

3. The performance of ALGl is noticeably worse when a < 10° and rapidly 
degrades as a approaches 0. 




Fig. 9. The number N of steps needed by ALGl for L = 200 and various values 
of a. 
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Comparing the motion generated by ALGl for s = 3.0, L = 200 and a = 1° 
shown in Fig. 10 with an optimal motion shown in Fig. 2 computed by the 
method of Section 2, we notice that in the former the ladder starts to rotate 
only toward the end of the motion, while in the latter rotation starts as soon 
as the ladder starts moving. This observation has motivated us to introduce in 
ALG2 auxiliary velocity vectors ta and that help rotate the ladder during 
motion. 




Fig. 10. The motion generated by ALGl for s = 3.0, L = 200 and 0 = 1°. 



5.3 Algorithm ALG2 

Recall that ALG2 has a parameter c and reduces to ALGl when c = 0. Using 
the same set of instances as in Subsection 5.2 and for various values of c, we 
again measure the number N of steps necessary for the robots to reach the goal. 
Throughout this section we use s = 3.0 which was found to work well in ALGl. 

Fig. 11 shows the results for L = 200 and 0° < a < 90°, for several values 
of c. We observe the following: 

1. ALGl, i.e., ALG2 with c = 0, performs better than ALG2 with c > 0 for all 
a > 20°. 

2. When a < 20° ALG2 with c = 0.5 shows the best performance. 

Figs. 12 and 13 show the motions generated by ALG2 with c = 0.5 for the 
instances examined for ALGl in Figs. 8 and 10, respectively. 

Again, in Fig. 12 the robot further from its destination moves nearly straight, 
as in an optimal motion shown in Fig. 2 for the same instance. The motion shown 
in Fig. 13 is fairly similar to an optimal motion shown in Fig. 2 and takes much 
less time than the motion in Fig. 10 generated by ALGl. 

Based on the results shown in Fig. 11 we conclude that small effort to rotate 
the ladder is sufficient to avoid undesired motion such as the one shown in Fig. 10. 
The results also indicate that larger values of c tend to increase N. We verified 
this through additional simulation, and present only the results for L > 400 in 
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Fig. 11. The number N of steps needed by ALG2 for L = 200 and various 
values of a. 




Fig. 13. The motion generated by ALG2 with c = 0.5, for L = 200 and a = 1°. 
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Fig. 14. The number N of steps needed by ALG2 for L = 400 and various 
values of a. 




Fig. 15. The change of a during the motions of Figs. 10 and 13 for L = 200 
and a = 1°. 




Fig. 16. The change of a during the motions of Figs. 8 and 12 for L = 400 and 
a = 45°. 
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Fig. 14, which shows that ALGl performs in general better than ALG2 with 
c > 0. 

Finally, we compare ALGl and ALG2 with c = 0.5 from a different point of 
view. The measure is ||xjj(t)||, i.e., the distance between the center of robot R 
and the corresponding endpoint of the ladder at time t. If an algorithm produces 
a motion with small ||x/{(t)||, then it might be said that the actions of the 
two robots are coordinated well, and consequently, physical robots using the 
algorithm can be expected to move smoothly. Figs. 15 and 16 show the ratio 
cr = 100 X (||xij(t)||/£)(%) taking time as the parameter, where £ = 100 is the 
length of ladder. Fig. 15 shows the case L = 200 and 0 = 1° (motions in Figs. 10 
and 13), and Fig. 16 the case L = 400 and a = 45° (motions in Figs. 8 and 12). 
Glearly ALG2 performs better than ALGl in both cases. 

6 Conclusions 

Time-optimal motion of two omnidirectional robots carrying a ladder can be 
computed using optimal control theory in a off-line and centralized manner. 
This paper has demonstrated that even without the complicated calculation of 
such an approach, a motion that is sufficiently close to time-optimal can be 
obtained using a simple distributed algorithm in which each robot decides its 
motion individually based on the current and goal positions of the ladder. 

We presented two such algorithms, ALGl and ALG2, and using computer 
simulation demonstrated that the former performs sufficiently well for large L 
and a (two of the parameters describing a given instance), while for small L and 
a the latter algorithm performs better. We also observed that the smoothness 
of motion is another advantage of ALG2. 

This paper has reported only the preliminary results of the authors’ ongo- 
ing project on multi-robot coordination. Issues to be investigated in the future 
include the following: 

1. Implementing ALGl and ALG2 on the RIKEN robots. 

2. Goor dination of robots having different capabilities. 

3. Obstacle avoidance while carrying a ladder. 

4. Extension to the problem of carrying an n-gon. 
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1 Introduction 

The main goal of this work is the development of suitable multi-agent based 
models of real technical systems. As an example we use a simple load sharing 
system consisting of cooperating robotic units. In order to get a deeper insight 
and better understanding of the dynamics occurring in such systems, we have 
to simulate and analyze the dynamical behavior of this models. This requires 
an adequate mathematical representation of the multi-agent systems. For this 
representation we use in our work dynamical systems with non-continuous step- 
functions. However, this kind of representation as well as the applied analysis 
methods are not specific for multi-agent systems, but also suitable for a much 
broader class of technical systems. 

In this paper, we are interested in analyzing the dynamical properties of our 
models, using concepts and adapted analysis methods from the theory of non- 
linear dynamical systems. Our research and analysis work is mainly concerned 
with the stability of the system at given parameter settings. Additionally we 
perform also extended parameter studies in order to find appropriate parameter 
settings leading to an optimally working multi-agent system. It is expected, that 
the results of our investigations, especially the parameter studies, are to some 
extent transferable to the real technical systems. 

2 Motivation 

The continuously increasing competition on the global market and a larger grow- 
ing spectrum of products are the reasons for introducing more intelligent produc- 
tion methods and technical systems in industry and manufacturing [1]. The main 
idea is to allow a rapid switch (transition) between different production meth- 
ods and products because the requirements of the customers and their needs are 
frequently changing. Under these circumstances, one is interested in having an 
adaptive production in order to accomplish the adaption to the new conditions 
as fast and as well as possible. A solution to the problem described above con- 
sists of using multi-functional and programmable agents (robotic units), which 
have to deal with the production issues. In this case it is possible to change the 
process of production by only reprogramming the involved agents, i.e., without 
replacing the existent hardware. We would like to call this concept a multi-agent 
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system and assume, that any agent owns a functionality which implies a cyclic 
(iterative) behavior [2]. 

As one can describe the dynamical behavior by evolution equations, we sup- 
pose that the theory of non-linear time-discrete dynamical systems could be a 
useful tool for simulating and analyzing the complex behavior of a particular 
multi-agent system. Our work is basically concerned with modeling, simulation 
and analysis of a simple multi-agent system, called 7?.n, in order to determine 
the applicability of this concept in practice and to detect the domains of interest, 
which should be the subject of further investigations. From our (mathematical) 
point of view, one can change the program of a single agent by adjusting some 
of its parameters. This is the main reason, which indicates that we need the ex- 
ploration of the parameter space in order to analyze the behavior of the system 
and hence to find the parameter settings which are appropriate to our purposes. 

3 System Description 

Rather from a technical point of view, our system consists of n single agents, or 
robotic units Ri, i = 1, . . . , n, and therefore we would like to refer to our system 
as a 72.n-system, in order to always indicate the number of involved robots by 
only replacing n with the desired natural number. The robotic units we have 
mentioned, have all the same skills, but the efficiencies of the involved robotic 
units may be variable and can be regarded as parameters in our 7?.n-system. 
Our simple model allows only one kind of robot activity, which we abstractly 
called production. In this sense, the ability to produce is the only robot skill in our 
system and we would like to designate the related efficiency as the productivity of 
the respective robotic unit. So we can consider each productivity ai of the robotic 
unit Ri as belonging to the parameter space of the 7?.n-system. This parameter 
space contains only one more parameter, namely the job size C. In our model, we 
assume that the robotic units have to execute these jobs of constant amount C, 
which are assigned to our multi-agent system. Furthermore one can regard the 
incoming jobs as periodical events. This is the main reason for dividing the time 
axis of the TZn-system in discrete time units and designing our mathematical 
model of the system by time-discrete evolution equations. 

The jobs in our system are defined in a very abstract way, because we left their 
physical properties unspecified. The only important aspect here is the job size 
C, which is highly correlated with the amount of time, that a robotic unit needs 
to perform the job. In the TZn-system., the incoming jobs must be immediately 
directed to a particular robotic unit, according to the distribution strategy. To 
avoid the loss of jobs, we have equipped our robotic units with buffers, which 
allow a job buffering in FIFO-order. For the case of n robotic units we obtain 
the respective, potentially unbounded n buffers, as our state space. 

During an execution time interval, the robotic unit Ri always reduces the 
content of its buffer Bi by the respective productivity a^, as long as Bi> cXi. In 
the special case Bi < at, the buffer Bi will get empty (R^ = 0) during execution 
and the robotic unit will be idle for some time interval. 
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In order to enhance the productivity of the whole system, one will intend to 
avoid situations like described above by seeking for an optimally working system 
under the given preconditions. Subsequently we would like to refer to this aim 
as our optimality criterion. 

Until now, we have described only the processes occurring in the execution 
time interval, which is situated between two consecutive arriving jobs. To pursue, 
we would like to focus our attention to the distribution of the incoming jobs, 
a process that takes place instantly for any job assigned to the system. The 
distribution strategy provided for the 7?.n-system can be described by the rules 
presented below: 

► The jobs are indivisible at the distribution level and must be handled as 
entities. That means, that the entire job has to be assigned to exactly one 
robotic unit. 

► An incoming job will be assigned to that robotic unit, which terminates first 
with the execution of this job. The termination time of each robotic unit is 
the time it needs to empty its buffer, assumed it gets the job and there are 
no further incoming jobs. 

► A conflicting situation arises, if the computation delivers identical termina- 
tion times for two or more different robotic units. In this case, the distri- 
bution strategy selects the robotic unit with the lowest index number, i.e. 
the one who appears on the first position in the ordered list of conflicting 
robotic units. 

4 The Evolution Equations of the IZn-System 

The rules for the execution and the distribution of jobs are both integrated in the 
evolution equations of our T^n-system, which consist of difference equations for 
each robotic unit. The evolution equation of a single agent i can be described by: 

i _ ( Bl — ai + C if agent i gets the job , , 

\Bl. — ai otherwise * ' 

The lower index k indicates the discrete time in the dynamic evolution of the 
system. One can see, that the buffer content at the subsequent time point (k+1 ) 
depends only on the former buffer content B\, the parameters of the system 
and a so-called decision function (the if-statement above). Decision functions 
are non-continuous, with a logical expression as argument. They also play the 
role of semantic functions, because they have to firstly evaluate their argument 
expression, in order to generate the corresponding numerical value (0 or 1). A 
decision function y will be defined by: 

r,i f 1, if (b true) 

“ I 0, if (6 false) 

Additionally we need the simple operator (x)+ to indicate, that each valid buffer 
content must be represented by a non-negative, real number. This operator is 
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therefore defined by 



or equivalently 



, s _i_ f a; if a; > 0 
=|0ifcr<0 

(a;)’*' = X ■ x[x > 0] 



Now, we are finally able to summarize all the informations presented above in a 
mathematical formulas (our evolution equations): 



B 



1 

fc+i 




n 



ai + C ■ Ox 
a=2 



{n{Bl + C)<T,{Bi + C)) 



+ 



= i^Bl- ai + C- n| X + C)< t,{B{ + C)) 

n r 

• n X {Ti{Bl + C)<T,{Bl + C)) 

j=i+i 



(2) 



TDn 

^k+l — 



B," - a„ + C • n X [{rn{Bl + C) < + C))] 



The expression Ti{B], + C) computes the termination time of the robotic unit 
Ri, according to the descriptions given above, where Ti is the reciprocal value 
of the parameter ai (i.e. Ti = ^). The introduction of Ti makes sense, because 
some analytical investigations are easier to accomplish by using the reciprocal 
parameter values Ti. 



5 Confinement of the Parameter Space 

Without loss of generality we assume that the robotic units are ordered according 
to their productivities. Let R\ be the fastest robotic unit and the slowest 
one, i.e.: 



ai > a2 >■■■> an ■ (3) 

We denote the system suitably loaded if all robotic units together are able to 
perform all incoming jobs and any subset of robotic units is not able to do this. 
It makes sense to investigate the system only in this case, because otherwise 
there occurs either an overflow of the buffers or some of the robotic units are 
permanently idle. We can express this mathematically by 

n— 1 n 

^ Oi < C < ^ (4) 

i^l i^l 

and the constraint is assumed to be fulfilled. 
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6 Simulation Results 

In order to guarantee a stable and suitable mode of operation of our system we 
have to investigate its dynamical behavior depending on the parameters. The 
standard methods of stability analysis in the field of nonlinear dynamics are 
not applicable here due to the presence of the non-continuous decision functions 
in our system. However, we are able to find regions with qualitatively different 
properties in parameter space using the method of symbolic dynamics [.3], [4], 
[5] . The main property we can investigate with this method is the stability of the 
system with respect to small deviations of the parameters. To obtain a deeper 
insight in the underlying principles of the dynamics, we started our investigations 
with the simulation of the most simple system, consisting of two robotic units 
and hence denoted as the 72.2-system. Although this system is very simple, it is 
not possible to analyze its dynamic behavior completely analytically. Therefore 
one has to investigate the dynamics using numerical simulations. In this article 
we present mainly the results of this simulations. However we have obtained 
some interesting analytical results (bifurcation points and scaling constants of 
the period-increment scenario), which we will present in a forthcoming paper [6]. 

6.1 72.2-System 

The evolution equations of the 72.2-system are given by Eq. 2, which read in the 
special case n = 2: 

BU, = {Bl-a, + C-x + C)< r^{Bl + C)]) + 

Bl+, = {Bl-a2 + C-x [{t2{BI + C)< t,{BI + C)]) + 

Hence this system has two state variables Bl, B^, and three parameters a±, 02 
and C. However it can be shown by an appropriate scaling transformation, that 
one parameter is in fact unnecessary, so that we have only two relevant control 
parameters in the 72.2-system. For reasons of simplicity, we use in the following 
Ti, T 2 (the reciprocal values of the parameters ai, 02 ) as the control parameters 
of the 72.2-system and choose for the parameter C the value 1. 

Time series and assignment sequences: 

Firstly we have simulated the 72.2-system with specific settings of the parameters. 
Fig. 1 shows typical time series of the buffer contents Bj., Bf. As one can see 
from Fig. l.a, where the parameters ri, T 2 are equal, the jobs will be assigned 
to the both robotic units alternately. That means if an incoming job is assigned 
to one robotic unit, the next incoming job will be assigned to the other robotic 
unit and so forth. For other parameter settings, some jobs will be assigned to 
the faster unit Ri and after that one job will be assigned to the slower unit R 2 , 
and so forth. 

To pursue further we use the following symbolic coding scheme for this dy- 
namics. We write the symbol 1 at the time points, when jobs will be assigned to 
the unit i?i, and the symbol 2 at the time points, when jobs will be assigned to 
the unit i? 2 . With this symbolic coding we obtained the following two results: 
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► After a job is assigned for the first time to the faster robotic unit i?i, there 
will never be an assignment of two jobs, which follow each other, to the slower 
robotic unit i? 2 - It follows, that in the corresponding symbolic sequence two 
or more symbols 2 which follow each other can occur only in the beginning 
part of the sequence. A proof of this will be presented in [6]. 

► The dynamic behavior and hence the symbolic sequence can be divided in 
two parts, a transient and an asymptotic one. If the parameters ti, T 2 are 
rational than the asymptotic dynamics of the system is periodic with a finite 
length of the period and the corresponding trajectory in the state space 
represents a limit-cycle. We call the symbolic sequence belonging to this 
limit-cycle a periodic sequence. 





(a) (b) 

Fig. 1. Time series of the buffer contents bI'"^ of the TZ2-system 

Parameter settings: C — 1, (a) t\ = 1.55,T2 = 1.55; (b)ri — 1.35,T2 = 2.1 
In both cases a periodic mode of operation of the robotic units occur, the 
corresponding assignment sequences are (12) for sub-figure (a) and (1121112) 
for sub-figure (b). One can clearly recognize the transient and asymptotic part 
of the dynamic. 

The time series of the buffer contents B^, which correspond to the periodic 
sequence (12), is presented in Fig. l.a. This is the most simple case of periodic 
behavior in the 72.2-system. A more complex example of a periodic behavior 
with a larger period is shown in Fig. l.b. The trajectory leads in this case to the 
symbolic sequence: 

22212121121211212112 ( 1121112 )( 1121112 )( 1121112 ) . . . 

' ^ ^ ' 

transient dynamics asymptotic dynamics 

The periodic sequence is given by (1112112) and therefore the period is obvi- 
ously 7. 

One dimensional bifurcation diagrams: 

The two examples in section 6.1 show that the asymptotic dynamic of the system 
depends on the parameters ti, T 2 . It is interesting to investigate this dependency 
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in detail. Therefore, we firstly keep one of the parameters, namely T 2 , fixed 
and simulate the system varying the other parameter ri. Depending on the 
quantity we observe during this variation of the parameter t\, we get different 
kinds of bifurcation diagrams. In Figs. 2 and 3 the dependencies of the following 
observed quantities on the parameter t\ at two different values of parameter T 2 
are presented: 

► buffer content B\ (Fig. 2. a. Fig. 3. a) 

► length N{P) of the periodic sequence P (Fig. 2.b, Fig. 3.b) 

► ratios Pi{P) = ; where Ni{P) denotes the number of symbols i in the 

periodic sequence P (Fig. 2.c, Fig. 3.c) 

Case 1: (t 2 = 1.5) 

As one can see from the Figs. 2. a and 2.b, there occurs with ri decreasing an in- 
teresting phenomenon. The system undergoes a sequence of bifurcations, where 
at each bifurcation point the length of the periodic sequence increases by 1. 
In analogy to the well-known period-doubling scenario, occurring in many non- 
linear dynamical systems, we denote this scenario a period-increment scenario. 
(In the literature however this scenario will be also denoted as period-adding 
scenario.) Like in the period-doubling scenario, the range of the parameter, for 
which certain period occurs, decreases as the period increases (see Fig. 2.b). 

In addition one can observe in Fig. 2.c that with t\ decreasing the ratio pi 
increases monotonically whereas the ratio p 2 decreases monotonically. Thereby 
this increase respectively decrease takes place in steps. If ri finally reaches the 
value 1, that means that the robotic unit Ri, according to (4), is able to perform 
all incoming jobs by itself, then obviously the ratio pi will reach the value 1 and 
the ratio p 2 will reach the value 0. 

Case 2: (t 2 = 2.1) 

Fig. 3. a shows for this value of T 2 a similar structure as in the case T 2 = 1.5, but 
with interesting sub-structures. Like in Fig. 2. a, there exists a period-increment 
scenario in the interval 1 < ri < 1.5, which we call main scenario. Furthermore 
there exists an infinite sequence of parameter ranges where in each one a separate 
period-increment scenario occurs. In Fig. 3.b the corresponding lengths of the 
periodic sequences of each scenario are presented. 

Looking at the Fig. 3.c one can observe, that like in the case T 2 = 1.5 the ratio 
Pi increases monotonically and the ratio p2 decreases monotonically with the 
parameter ri decreasing. The increase of pi and decrease of p 2 takes place in 
steps again, but due to the infinite sequence of period-increment scenarios the 
steps are smaller. In the parameter range between two steps of the main scenario 
there exists a period-increment scenario which leads to an infinite sequence of 
steps that joins the steps of the main scenario. 

The characteristic difference between both cases presented so far can be un- 
derstood only if one looks at the bifurcation diagram in the two-dimensional 
parameter space. 

Bifurcation diagram in the two-dimensional parameter space: 

In Fig. 4 the bifurcation diagram of our 72.2-system in the two-dimensional pa- 
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(c) Ratios pi , 2 of the symbols 1 and 2 in the corresponding periodic sequences 

Fig. 2. Bifurcation diagrams of the Tl2-system (case 1, T 2 = 1.5j. The parameter 
Ti is varied. 

rameter space (ti x T2) is shown. One can see regions in the two-dimensional 
parameter space, where the parameter setting leads to the same periodic se- 
quences. Because we have assumed that the robotic units are ordered according 
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Fig. 3. Bifurcation diagrams of the Tl2-system (case 2, T 2 = 2.1). The parameter 
Ti is varied. 



to their productivities (3), it follows for the 7?.2-system that ti < T 2 . This cor- 
responds to the part of the two-dimensional bifurcation diagram located above 
the angle’s bisector. As already mentioned, the ordering of the robotic units 
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does not lead to a loss of generality. Therefore the bifurcation diagram in the 
two-dimensional parameter space has to be symmetric. 

Apart from the angle’s bisector there exists another confinement, namely 
the inequality (4). For the 7?.2-system, this inequality leads to the constraint 
■^ + ^> C, which corresponds to the region below the hyperbola T 2 = ■ 

Our investigations within this region show three remarkable results: 



3 



2 



1 



Fig. 4. Bifurcation diagram of the TZ2-system in the two-dimensional parameter 
space Ti X t2. 

The region in which we investigate the behavior of the TZ2 system is confined 
by the T 2 -axis, the hyperbola T 2 — angle’s bisector ti = T 2 (see 

also Fig. 5). The assignment sequences occurring in some triangular areas are 
shown, as well as two cuts corresponding to the one-dimensional bifurcation 
diagrams presented in Figs. 2 and 3. 




► In the middle part of the bifurcation diagram some large fan-shaped set 
of triangular regions can be observed. Each triangle rooted at the point 
Ti = 1, T 2 = 1 represents those values of the parameters which lead to 
the same period, whereby the periodic sequences are given by: 1”2 with 
n = 1,2,... (1" denotes hereby the concatenation of n symbols of 1). The 
Fig. 2 corresponds to a cross section of this fan-shaped set of triangular 
regions at the value T 2 = 1.5. This set represents a period-increment scenario 
in the two-dimensional parameter space and is therefore the reason for the 
occurrence of period-increment scenarios in the one-dimensional parameter 
space. Like in the one-dimensional case, the ranges of the parameters, for 
which certain period occurs, (i.e., the areas of the triangles) decrease with 
the length of the period increasing. 
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► One see also in Fig. 4 that the parts of the bifurcation diagram located above 
the large fan-shaped set of triangular regions possess a fractal self-similar 
structure. Between two adjacent triangles of the large fan-shaped triangular 
regions a smaller fan-shaped set of triangular regions is located, where also a 
period-increment scenario takes place. However in this scenarios consecutive 
periods will be increased by a value larger than 1. 

► All triangular regions together build up an area, which we call the P^-region 
(see Fig. 5). Within each triangle in this area deviations of the parameters 
cause no qualitative change of the behavior as far as the corresponding point 
in parameter space remains in the same triangle. Especially the periodic 
sequence remains the same. Within the region above the P^-region and below 
the hyperbola the behavior of system is different from that in the P^-region. 
The system is here sensitive with respect to deviations of the parameter 
T\. That means that any infinitesimal deviation of this parameter leads to 
a change in the period. A change of the other parameter T2 in the range 
from the hyperbola to the border of the P^-region cause no change of the 
period. We call the area which is built up from all this one-dimensional 
regions, i.e., lines between the hyperbola and the border of the P^-region, 
the P^-region (see Fig. 5). The remaining part of the parameter space we 
investigate, namely the hyperbola, we finally denote as the P°-region (see 
Fig. 5). Here any infinitesimal deviation of both parameters, i.e., t\ as well 
as T2, changes the period. 

Interpretation of the investigation results of the P2-system: 

Concerning the two robotic units Pi and P2, the mathematical results presented 
so far have to be interpreted. First we have to keep in mind that the parameters 
Ti and T2 are the reciprocal values of the productivities a\ and 02 of the robotic 
units. Second we have to realize, that in any technical system it is impossible 
to keep parameters exactly fixed. Consequently some regions in the parameter 
space of such systems, where the behavior or mode of operation is sensitive 
on even infinitesimal deviations of the parameters, are not usable for practical 
purposes. As already mentioned, this sensitivity occurs in the P^- and P°-region 




Fig. 5. P^, P^ and -regions in the parameter space of the 712-system. Of 
practical relevance is only the P^-region. For a detailed description see text. 
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of the 7?.2-system, hence the parameter settings must be located in the P^-region. 
Furthermore any technical system has to obey some additional constraints or 
optimization criteria. For instance the load of the system has to be maximized. 
We have already mentioned, that the P2-system reaches its maximal load, if 
both robotic units are not idle. This is only the case, if the parameters of the 
72.2-system are located on the hyperbola T 2 = However it turned out, that 

setting the parameter values exactly on the hyperbola makes no sense, because 
in this case the system shows a high sensitivity with respect to deviations of 
the parameters. Setting other parameter values leads to idle times of one or 
both robotic units which are proportional to the distance between the point 
in parameter space defined by the parameter values and the hyperbola itself. 
Consequently one has to make a compromise between the systems load on the 
one hand and the sensitivity of the system with respect to deviations of the 
parameters on the other hand. 

In addition we are also interested in determining the maximal extent of 
the vicinity related to a particular parameter setting, for which the parame- 
ters can be varied without causing qualitative changes of the behavior. Figure 
6. a shows the system load depending on the position of the parameters in the 
two-dimensional parameter space, whereas in Fig. 6.b the admissible deviation 
depending on the position of the parameters in the two-dimensional parameter 
space is presented. As one can see, the largest admissible deviations occur, if the 
parameters are equal (ti = T 2 ) and hence lead to the periodic sequence (12). For 
practical purposes one has to set the parameters on the angle’s bisector = T 2 
as close to the hyperbola as allowed by the parameter deviations, caused by the 
real robotic units. 





(a) 



(b) 



Fig. 6. System load (a) and admissible deviations of the parameters causing 
no qualitative changes of the behavior (b), depending on the position of the 
parameters in the two-dimensional parameter space 
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6.2 7?.n-System 

For the general 72,n-model with n > 2 the methods presented so far are also 
applicable. One is mainly interested in analyzing the model and interpreting 
the results. However, one have to deal with two inherent problems, occurring 
in all higher-dimensional dynamical systems. The first one arises in dynamical 
systems with a high-dimensional state space, where the analytical investigations 
become more complex and possibly lead to imsolvable tasks. The second problem 
occurs in dynamical systems with a high-dimensional parameter space. During 
numerical simulations, one have to regard the entire parameter space, but the 
representation of the corresponding results is quite difficult, due to the fact 
that one is not able to produce complete diagrams for n-dimensional spaces, if 
n > 3 holds. Concerning the 7?.n-system, we obviously encounter both problems, 
if regarding systems with more than three robotic units. Therefore, we would 
like to present here some interesting results of our work, which refer to the 
7?.3-system only. In this case we are not only able to present those results in a 
comprehensible way but also to compare them with the already obtained results 
of the 7?.2-system. 

Fig. 7 shows a sequence of two-dimensional cuts in the three-dimensional 
parameter space of the 7?.3-system at several values of the parameter T3. One 
can see, that the underlying structure in this case is also fractal and self-similar, 
but more complex as the one of the 7?.2-system. According to the inequality 
(4) and in analogy to the 7?.2-system the region we investigate is confined by 
the hyperbolic surface given by -I- -I- :^ = C. Cuts of this surface, that 

means the respective hyperbolas, are clearly visible in each part of Fig. 7. With 
T3 increasing the productivity 03 tends towards 0 and hence the corresponding 
two-dimensional cut of the three-dimensional parameter space of the 7?.3-system 
looks more and more like the two-dimensional bifurcation diagram of the TZ2- 
system (see Fig. 7.f and Fig. 4). 

Like in the two-dimensional case, that means 772-system, we also have a 
decomposition of the parameter space in regions with different parameter sen- 
sitivity. In analogy to the regions and P°, which we introduced for the 

772-system, we assume that the parameter space of the 77n-system consists of 
a sequence P”, . . . of regions with analogous characteristics. In the region 
P", the 77n-system behaves like the 772-system within P^, i.e., there exist no 
sensitivity on deviations of any parameter. Within P"“^, the 77n-system has a 
certain similarity to the region P^ of the 772-system, i.e., the system is sensitive 
on deviations of exactly one parameter, and so forth. We would like to men- 
tion, that P" is the only region with practical meaning, because in all the other 
regions one cannot guarantee a stable periodic behavior. 

Real bifurcation diagrams of the 773-system are naturally three-dimensional, 
but their complete representation is not possible, due to the complexity of in- 
tersecting surfaces. Therefore in Fig. 8 we have only represented some regions 
of the parameter space, where the parameter settings lead to periodic sequences 
with the same length. 




Fig. 7. Sequence of two-dimensional cuts in the three-dimensional parameter 
space of the TZS-system. For a detailed description see text. 
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(a) Period = 3 



(b) Period = 4 




(e) Period = 7 (f) Period = 8 

Fig. 8. Regions with the same period in the three-dimensional parameter space 
of the TZ3-system 

7 Summary 

The results of our investigations show, that the behavior of our model depends 
qualitatively on the position of the involved parameters in parameter space. For 
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the simplest model consisting of 2 robotic units (7^2-system), we have found ar- 
eas in the parameter space with different periodical behavior. We have classified 
these areas depending on the stability of solution with respect to the variation 
of the parameters. In this sense we have found extended two-dimensional areas, 
where the system is not sensitive with respect to deviations of the parameters 
(P^-region). We have also found large areas in parameter space, where the de- 
viation of one parameter cause no change of period (P^-region). In this case 
the system is sensitive with respect to the other parameter. Finally, we detected 
a region in parameter space, where each variation of the parameters implies a 
change of the period (P°-region). 

Our results from the analysis for systems consisting of more than two robotic 
units show that in this case we have a classification, which is analogue to the 
one in the P2-system. 

It is interesting in this context, that even such simple systems we have inves- 
tigated as models of real cooperating robotic systems, show a complex dynamical 
behavior. It is therefore expected, that in cooperating robotic systems an ana- 
logue complex dynamical behavior occurs. Remarkable is the high sensitivity of 
the modeled system with respect to the parameters in some regions in param- 
eter space. Because we assume that such kind of sensitivity occurs also in real 
robotic systems, our parameter studies are useful in order to detect also the 
critical regions in the parameter space, i.e., the critical parameter settings. 



8 Outlook 

In this work we have presented the results of the investigations of the TZn- 
model. This model is a simple one, but it has some advantages, so that we could 
efficiently perform extended parameter studies using numerical simulation tech- 
niques. Furthermore we also obtained some analytical results, basically due to 
the simplicity of the model. 

Real technical systems are usually more complex than the one modeled in 
this work, but it is our assumption that we can simplify them so that we end up 
with models which we can regard as dynamical systems. Furthermore we assume 
that most of these dynamical systems need decision functions in their evolution 
equations, in order to properly simulate the behavior of the modeled technical 
devices. 

The numerical simulation of these modeled systems and the analysis of their 
dynamical behavior is necessary, for instance if one has to verify its specified 
functionality. In addition the analysis allows the detection of appropriate pa- 
rameter settings which ensure a suitable mode of operation. 
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Abstract. In this paper we discuss recent advances in range image seg- 
mentation concerning two important issues: experimental comparison of 
segmentation algorithms and the potential of edge-based segmentation 
approaches. 

The development of a rigorous framework for experimental comparison 
of range image segmentation algorithms is of great practical importance. 
This allows us to assess the state of the art by empirically evaluating 
range image segmentation algorithms. On the other hand, it help us 
figure out collective weaknesses of current algorithms, so as to identify 
requirements of further research. 

By means of a simple adaptive edge grouping algorithm we show the 
potential of edge-based segmentation techniques to outperform region- 
based approaches in terms of both segmentation quality and computa- 
tion time. The aspect of edge-based complete range image segmentation 
has not been fully explored so far in the literature and deserves more 
attention in the future. 



1 Introduction 

Vision tasks based on range image analysis have been relying in most cases upon 
scene representations in terms of surface patches. Examples are object recogni- 
tion [3,8], model construction [26], configuration analysis [23], motion analysis 
[16,28], automated visual inspection [25], and robotic grasping operations [1,2]. 
Accordingly, the range image segmentation problem has generally been defined 
as one of dividing range images into closed regions with application domain spe- 
cific surface properties. Formally, segmentation [9] is a process that partitions 
the entire image region R into n subregions, i?i, i? 2 , ■ ■ • , Rn, such that 

1 . = R, 

2. Ri is connected region, i = 1, 2, • • • , n, 

3. Ri n Rj = 0, for all i and j, i yf j, 

4. P{Ri) =TRUE for f = 1, 2, • • • , n, and 

5. P{Ri U Rj) =FALSE, Ri and Rj are disjoint, 

where P{Ri) is a logical predicate over the points in set Ri and 0 is the empty 
set. One exception is introduced to handle nonsurface pixels which correspond to 
noisy outliers, no range measurement (due to occlusion), etc. It is convenient to 
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use the same region label for all nonsurface pixels in the range image, regardless 
of whether they are spatially connected. The terms 2 and 4 of the above definition 
are violated by nonsurface regions. 

Range image segmentation turns out to be a difficult problem. Numerous 
algorithms have been proposed in the literature. In this paper we will discuss 
some recent advances in this area. Our discussion considers two important is- 
sues: experimental comparison of segmentation algorithms and the potential of 
edge-based segmentation approaches, that have only received their due attention 
recently. Another important development concerns the application of robust es- 
timation techniques from statistics to range image segmentation [.5,18,20,27,29] 
and is not the topic of this paper. 

2 Experimental Comparison of Segmentation Algorithms 

In general computer vision suffers from a lack of tradition of sound experimental 
work. As pointed out by R. Jain and T. Binford [10]: “The importance of theory 
cannot be overemphasized. But at the same time, a discipline without experi- 
mentation is not scientific. Without adequate experimental methods, there is no 
way to rigorously substantiate new ideas and to evaluate different approaches.” 
The dialogue on “Ignorance, Myopia, and Naivite in Computer Vision Systems” 
initiated by R. Jain and T. Binford [10] and the responses documented the neces- 
sity of evaluating theoretical findings, vision algorithm, etc. by using empirical 
data. 

For range image segmentation many algorithms have been proposed in the 
literature. However, these methods have been typically verified on a small num- 
ber of range images that were either synthetic or acquired by quite different 
range sensors, and are not publicly available in general. Of fundamental impor- 
tance is a common comparison framework that contains a large number of real 
range images and a set of evaluation criterion. As a consequence, it will allow 
an assessment of the relative performance of the segmentation algorithms on a 
(more) objective basis. 

Recently, such an experimental performance comparison framework has been 
proposed for range image segmentation [9,22]. In the following we give a brief 
review of this work which will be used in Section 3 to explore the potential of 
edge-based range image segmentation. 

2.1 Imagery Design 

The range image segmentation problem is “high-dimensional”, i.e., there are a 
large number of factors to be considered in the test imagery design: 

— type of range scanners, the associated number of bits per pixel (quantization 
level), type and amount of noise (besides quantization); 

~ type of surfaces, number of surfaces, size of surfaces; 

~ jump edges: amount of depth discontinuity between two adjacent surfaces; 

— crease edges: angle between two adjacent surfaces, incident angle of edge to 
viewpoint. 
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ABW 


Perceptron 


K2T 


^images 


40 


40 


60 


resolution 


512 X 512 


512 X 512 


480 X 640 


surfaces 


planar 


planar 


planar/curved 


imaging volume 


table-top size 


room-size 


table-top size 



Table 1. Characteristics of the three image subsets. 



Ideally, a segmentation algorithm should be tested on an image set span- 
ning the full ranges of all these design parameters. However, acquiring, ground- 
truthing, processing and analyzing the necessary image data, and comparing the 
results would require a prohibitive amount of effort. Since triangulation using 
some kind of structured light and time-of-ffight are by far the most popular range 
acquisition techniques in computer vision, a compromise of three image subsets 
has been made: 

— 40 images of planar surfaces acquired by an ABW structured light scanner, 

~ 40 images of planar surfaces acquired by a Perceptron time-of-ffight laser 

scanner, and 

— 60 images of planar and curved surfaces acquired by a K2T model GRF-2 
structured light scanner. 

Table 1 summarizes the characteristics of the three test image subsets. Ground 
truth was created for each image by a human operator. Figure 1 shows one 
example image from each image subset together with the segmentation ground 
truth. 

2.2 Performance Measures 

Assume a machine segmentation (MS) and the corresponding ground truth (GT). 
Based on a parameter T, a total of five performance measures have been defined 
in [9,22]: 

~ Number of correctly detected regions: Rm G MS and Rg G GT are classified 
as an instance of correct detection if at least T percent of the pixels in Rm 
are marked as pixels in Rg in GT and at least T percent of the pixels in Rg 
are marked as pixels in Rm in MS. 

— Number of over-segmented regions: a region Rg G GT is classified as over- 
segmented if there exist regions Rmi,Rm 2 , ■ ■ ■ , Rmk G MS such that at least 
T percent of the pixels in each region Rmi in MS are marked as pixels in Rg 
in GT and at least T percent of the pixels in Rg are marked as pixels in the 
union of Rmi hr MS. 

— Number of under-segmented regions: a region Rm G MS is classified as under- 
segmented if there exist regions Rgi , Rg 2 , • • • , Rgk G GT such that at least 
T percent of the pixels in each region Rgi in GT are marked as pixels in Rm 
in MS and at least T percent of the pixels in Rm are marked as pixels in the 
union of Rgi in GT. 
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Fig. 1. One example image from the ABW (left), Perceptron (middle), and K2T 
(right) image subset. Shown are the respective intensity image (top), range image 
(middle), and ground truth (bottom). 



~ Number of missed regions: Rg G GT is classified as missed if Rg does not 
participate in any of instance of correct detection, over-segmentation and 
under-segmentation. 

— Number of noise regions: Rm G MS is classified as noise if Rm does not 
participate in any of instance of correct detection, over-segmentation and 
under-segmentation. 

In essence the parameter T defines the degree of the overlap between a GT region 
and a MS region to be regarded as a corresponding region pair. Note that the 
classification for a region is not unique in general. In [9] a simple optimization 
procedure has been introduced to generate a unique final classification for all 
regions. 
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high-level 

analysis 



Fig. 2. Two paradigms of range image segmentation. 



2.3 Comparison Procedure 

Each image subset is disjointly divided into a set of training images and a set 
of test images. The number of training images is 10 (ABW), 10 (Perceptron), 
and 20 (K2T), respectively. The training images are used to fix the parameters 
of a segmenter. Using the fixed parameter values, the segmenter is run on all 
the test images. The performance measures are then computed based upon the 
segmentation results of the test images and serve as the basis for a comparison 
of different segmentation algorithms. 



3 Edge-Based Complete Range Image Segmentation 



In principle, a complete image segmentation into regions can be achieved by both 
region- and edge-based approaches, see Figure 2. In the region-based range image 
segmentation methods, pixels of similar properties are grouped together. On 
the other hand, discontinuities are extracted in the edge-based approaches and 
the segmentation is guided by the obtained contours. In general edge detection 
methods cannot guarantee closure of boundaries for surface extraction, resulting 
in the need of a subsequent grouping and completion process. 

Compared to region-based techniques, edge detection actually has some very 
appealing properties. Usually, the algorithms possess simple control structure 
and regular operators like convolution, and thus lend themselves to an efficient 
implementation on special-purpose image processors and parallel computers. In 
addition, edge detection techniques are able to localize surface boundaries more 
precisely in general. We believe that, despite of their incomplete nature, edge 
detection methods are of significant potential for a successful image segmenta- 
tion. 

Although a number of edge detection methods have been proposed for range 
images, the edge map completion problem has not received the due attention 
in the literature. In this section we discuss a simple adaptive technique which 
has been suggested recently for grouping edges into regions [12] and demon- 
strated superior performance to region-based algorithms with respect to both 
segmentation quality and computation time. 
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3.1 Brief Literature Review 

Several methods have been proposed in the literature to perform edge linking, 
or edge aggregation [7,21,30]. The task is to form more contiguous contours by 
filling in edge gaps and connecting nearby contour segments. This is different 
from the edge completion problem considered here that intends to achieve a 
complete segmentation by grouping edges into closed regions. 

The edge map completion problem has been ignored in most of the papers 
describing edge detection techniques. If considered, ad hoc rules have been typ- 
ically applied [2,15]. In [2], for instance, a linking operation is performed once 
to close one-pixel gaps. The authors reported the success of this simple strategy 
in dealing with their (very few) test images. Obviously, such approaches don’t 
contribute to solving the edge grouping problem in general. 

Systematic grouping methods have been proposed in [13,19,26]. The contour 
closure algorithm proposed in [13] is embedded in the hypotheses generation 
and verification paradigm. Plausible contour closure hypotheses are generated 
by a search algorithm and then verified by a region test. The main disadvantage 
of this approach lies in the complex search procedure and the inherent high 
computational burden of such a search. 

Parvin and Medioni [26] formulate the boundary closure problem as a dy- 
namic network of long and short term variables. Long term variables represent 
the connected contours from an initial binary edge map, whereas short term vari- 
ables correspond to the competing closure hypotheses that cooperate with the 
long term variables. Based on smoothness and geometric cohesion constraints, 
an energy function is defined and the dynamic network is iteratively updated to 
convergence. The behavior of this system crucially depends on the control pa- 
rameters. Its performance has only been demonstrated on range images of good 
quality. 

The work [19] uses an edge strength map and makes the assumption that 
a region can always be closed by choosing an appropriate threshold. Since the 
closure of the regions of a range image generally requires different thresholds, 
region hypotheses are generated by binarizing the edge strength map using a 
series of thresholds, and verified by means of a lack-of-fit test against a poly- 
nomial surface function. Finally, the surviving region hypotheses resulting from 
different thresholds are combined to obtain an overall region map. This ap- 
proach is not applicable to those edge detection methods that don’t provide 
a quantitative characterization of edge strengths [6,17]. In addition, the basic 
assumption of region closure by means of an appropriate threshold may be vi- 
olated by noise and other anomalies of the range finder, in which case it may 
happen that some boundary pixels receive very low edge responses from an edge 
detector, necessitating the probe of very low thresholds. This tends to generate 
an over-segmentation. 

3.2 Adaptive Grouping of Edges into Regions 

A binary edge map is assumed as input to the adaptive grouping technique 
proposed in [12]. We observe that any boundary gap can be closed by dilating 
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perform component labeling on input edge map; 

RegionList = { connected regions of size > Tsize }; 
while (RegionList != 0) { 

delete arbitrary region R from RegionList; 
verify R\ 
if (successful) 

record region R\ 
else 

perform dilation within R\ 

perform component labeling within i?; 

RegionList += { connected regions of size > Tgi^e }; 

} 

} 

postprocessing; 



Fig. 3. Outline of the adaptive grouping algorithm. 



the edge map. If the largest gap of a region has a length L, then L/2 dilations 
will successfully complete the region. However, we have no idea about the actual 
value of L before the grouping process is finished. In order not to miss any region, 
we potentially have to select a high value for L as maximum allowable gap length, 
resulting in a consistently large number of dilations applied to all regions. This is 
not only a unnecessary overhead in dealing with regions that are (almost) closed. 
But also relatively small-sized or thin regions will disappear. In the following an 
adaptive approach is described that carries out the minimum number of dilations 
necessary for each particular region. This method is embedded in a hypothesis- 
and-verification framework. It increases the number of dilations only for those 
regions that cannot be successfully verified. An outline of the adaptive grouping 
technique in C-style pseudo-code is given in Figure 3. 

From the input edge map, region hypotheses can be found by a compo- 
nent labeling. Usually, this initial region map contains many instances of under- 
segmentation, i.e., multiple true regions are covered by a single region hypothesis. 
To recognize the correctly segmented and under-segmented regions, we perform 
a region test for each region R of the initial segmentation. If the region test is 
successful, the region R is registered. Otherwise, there still exist open boundaries 
within R. In this case we perform one dilation operation within R, potentially 
completing the boundaries. Again, a component labeling is done for R to find 
new region hypotheses, and these are verified in the same manner as for the 
initial regions. This process of hypotheses generation (component labeling) and 
verification (region test) is recursively repeated until the generated regions have 
been successfully verified or they are not further considered because of a region 
size smaller than a preset threshold Tsi^e- 
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The region test starts with a plane test. The principal component analysis 
technique [24] is used to compute a plane function by minimizing the the sum of 
squared Euclidean (orthogonal) distances. The region is regarded a plane if the 
RMS orthogonal distance of region pixels to the plane is smaller than a preset 
threshold. If this test fails, we compute a second surface approximation by means 
of a biquartic polynomial function 



This is done by a least-square method that minimizes the sum of squared fit 
errors 



where the points {xk,yk, Zk), k = 1, . . . , n, comprise the region under considera- 
tion. Again, the region acceptance is based on the RMS fit error. 

Conceptually, a region test based on the biquartic surface function alone 
suffices for the verification purpose. Using regression theory it can be shown that 
such a function is an unbiased estimate of any underlying region models of order 
less than four including planes [19]. For two practical reasons, however, we have 
added the plane test. First, a quartic function approximation is computationally 
much more expensive than the plane test. Therefore, an initial plane test enables 
us to exclude the planar regions of a range image from the expensive second test. 
Moreover, in the experiments the quartic surface function encountered difficulties 
to reasonably approximate highly sloped planes, mainly due to the use of fit 
error in the minimization instead of the Euclidean distance. Since the desired 
Euclidean distance is minimized by the principal component analysis method, 
the plane test turns out to be more suitable for handling planar surface patches 
in general. 

Three postprocessing steps are introduced to complete the adaptive grouping 
algorithm. Until now, the edge pixels are not considered to be part of regions. 
Also, the dilations necessary for the boundary closure discard pixels near re- 
gion boundaries. These unlabeled pixels should be added to their corresponding 
regions. For this purpose we merge each unlabeled pixel to an adjacent region 
if the orthogonal distance (for a plane) or the fit error (for a biquartic surface 
patch) is tolerable. 

Occasionally, it happens that the dilations link some noise edge pixels within 
a true region to a connected contour, and produces an over-segmentation of 
the region. Instances of over-segmentation can be easily corrected by merging 
adjacent regions. The region test described above is performed for the union of 
two adjacent regions, and they are merged in case of success. This operation is 
repeated until no more merge is possible. In the current implementation, this 
postprocessing step is only done for planar regions. In this case the region test 
is very fast. More importantly, we have a simple criterion to exclude most of the 
pairs of adjacent regions from an actual region test. A pair should undergo the 
region test only if the angle of their normals takes a small value. 




z+j<4 



n 



'^{f{xk,yk) - zkf 
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Fig. 4. Results of edge detection (top) and grouping (bottom). 



Another potential problem with dilations is that small-sized or thin regions 
may disappear or become smaller than the minimum region size threshold Tsize- 
To recover these regions, we consider all the pixels that don’t belong to any 
region found so far. Again, region hypotheses are generated by a component 
labeling and verified by the region test. The successful regions complete the 
overall region segmentation. 



3.3 Comparison with Region-Based Approaches 

The adaptive grouping algorithm has been implemented in C on a Sun SparcSta- 
tion. In this implementation the edge detection method reported in [14] has been 
used to generate binary edge maps. Tests have been carried out in the frame- 
work described in [9,22] in order to compare the performance of this edge-based 
approach with region-based methods. 

Segmentation into planar surface patches 

So far, four region-based algorithms for segmentation into planar regions have 
been tested within the experimental comparison framework [9] , using the AB W 
and Perceptron image subsets. In the following we call them USF, WSU, UB, 
and UE; see [9] for a description of these algorithms. The average performance 
metrics per image for the four segmenters are graphed in Figure 5 against the 
parameter T. 

For the ABW and Perceptron image in Figure 1, the binary edge map and the 
result of the adaptive grouping are shown in Figure 4. There are noise edge pixels, 
especially in the Perceptron images, which are noisier than the structured light 
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ABW 30 test images 



algorithm 


GT 

regions 


correct 

detection 


over- 

segmentation 


under- 

segmentation 


missed 


noise 


USF 


15.2 


12.7 


0.2 


0.1 


2.1 


1.2 


WSU 


15.2 


9.7 


0.5 


0.2 


4.5 


2.2 


UB 


15.2 


12.8 


0.5 


0.1 


1.7 


2.1 


UE 


15.2 


13.4 


0.4 


0.2 


1.1 


0.8 


EG 


15.2 


13.5 


0.2 


0.0 


1.5 


0.8 



Perceptron 30 test images 



algorithm 


GT 

regions 


correct 

detection 


over- 

segmentation 


under- 

segmentation 


missed 


noise 


USF 


14.6 


8.9 


0.4 


0.0 


5.3 


3.6 


WSU 


14.6 


5.9 


0.5 


0.6 


6.7 


4.8 


UB 


14.6 


9.6 


0.6 


0.1 


4.2 


2.8 


UE 


14.6 


10.0 


0.2 


0.3 


3.8 


2.1 


EG 


14.6 


10.6 


0.1 


0.2 


3.4 


1.9 



Table 2. Average results of all five segmenters on ABW and Perceptron image 
subsets for T = 80%. 



data in general. Many open boundaries can be observed. Partly, very long gaps 
exist; see, for instance, the U-shaped object in the ABW image. The adaptive 
grouping technique has been successful in dealing with both problems. 

The performance metrics for the adaptive grouping method, referred to as 
EG, over the test sets are drawn in Figure 5. On the ABW image set, it reached 
the same performance as the UE algorithm, which is the best among the four 
region-based approaches tested so far on this set. In terms of over-segmentation, 
it shows even an improvement. On the Perceptron image set, the adaptive group- 
ing method beats all four region-based algorithms with respect to four perfor- 
mance metrics; the only exception is the under-segmentation metric which is lo- 
cated in the middle field. Table 2 presents the average results on all performance 
metrics for all five algorithms on both test sets for T = 80%, demonstrating the 
superior performance of the adaptive grouping algorithm. 

The average processing time for the four region-based segmentation algo- 
rithms on the ABW and Perceptron test sets, per image, is tabulated in Table 3. 
Also included is the computation time of the adaptive edge grouping method, 
which includes all processing steps from edge detection to postprocessing. 

Segmentation into curved surface patches 

For the K2T image in Figure 1, the binary edge map and the result of edge 
grouping are shown in Figure 4. On the K2T image subsets, the performance 
of the adaptive edge grouping method has been compared with the classical 
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ABW Structured Light Images 



Perceptron LRF Images 



tj 

I 

tj 




Compare Tool Tolerance {%) 



Compare Tool Tolerance (%) 







Compare Tool Tolerance (%) 



Fig. 5. Performance metrics for 30 ABW test images (left) and 30 Perceptron 
test images (right). Symbols: a = average number of regions per image (max- 
imum number of correct detections), □ = USF, v = WSU, o = UB, o = UE, 
* = EG. 
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Alg. 


Computer 


ABW 


Perceptron 


K2T 


USF 


Sun SparcStation 20 


78 min. 


117 min. 




UE 


Sun SparcStation 5 


6.3 min. 


9.1 min. 




wsu 


HP 9000/730 


4.4 min. 


7.7 min. 




UB 


Sun SparcStation 20 


7 sec. 


10 sec. 




EG 


Sun SparcStation 5 


15 sec. 


15 sec. 


23 sec. 


BJ 


Sun SparcStation 20 






hours 



Table 3. Comparison of computation time. 



comparison 
tolerance T 


algorithm 


correct 

detection 
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BJ 
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EG 
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BJ 


14.2% 


35.1% 


1.0% 


48.7% 


53.3% 




EG 


56.6% 


0.0% 


9.1% 


25.2% 


24.8% 



Table 4. Average results of the algorithms BJ and EG on K2T image subset. 



work by Besl and Jain [4], referred to as BJ. The performance metrics for both 
algorithms over the entire K2T subset are recorded in Table 4, where each metric 
represents the average percentage per image. The region growing algorithm BJ 
has surprisingly much more difficulties on this image set than the simple grouping 
technique. The only exception is that EG demonstrates a higher percentage of 
under-segmentation. The reason lies in the nature of such an edge grouping 
approach. The edge detection method [14] used in the current implementation 
is able to detect jump and crease edges but not smooth edges (discontinuities 
only in curvature). Therefore, two surfaces meeting at a smooth boundary will 
not be separated and an under-segmentation occurs. This happened in some of 
the test images. Since it seems that no edge detection method known from the 
literature can deal with smooth edges, a potential under-segmentation is not a 
particular weakness of the adaptive grouping technique, but an inherent problem 
of any edge grouping method. The computation time of the two segmentation 
algorithms is recorded in Table 3. The difference in processing time is remarkable. 
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Table 5. Histogram of number of dilations. 
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Table 6. Performance metric CD: fixed number of dilations, T=80%. 



Discussions 

Dilation of an edge map is able to close the inherent gaps in general. The main 
motivation behind the adaptive edge grouping algorithm is that the actual num- 
ber of dilations depends on the length of a contour gap. A fixed number of 
dilations is wasteful and tends to cause problems in small or thin regions. In the 
following the Perceptron image subset is used to demonstrate the effectiveness 
of the adaptive selection of the number of dilations. 

For the Perceptron image subset, the number of dilations necessary for the 
successful grouping of regions is histogrammed in Table 5. Among all regions, for 
instance, 208 regions need a single dilation, while two regions could be completed 
after nine dilations. This histogram obviously show the necessity of an adaptive 
selection of the number of dilations. As a comparison, the performance metric 
CD using a fixed number of dilations is listed in Table 6. The optimal result 
CD=9.2 has been achieved for four dilations, which is substantially lower than 
the value 10.6 from the adaptive edge grouping algorithm. 



4 Conclusions 

In this paper we have discussed recent advances in range image segmentation 
concerning two important issues: experimental comparison of segmentation al- 
gorithms and the potential of edge-based segmentation approaches, that have 
only received their due attention recently. 

The development of a rigorous framework for experimental comparison of 
range image segmentation algorithms is of great practical importance. This al- 
lows us to assess the state of the art by empirically evaluating range image 
segmentation algorithms on a large number of real range images of various sur- 
face types acquired by different range scanners. On the other hand, it help us 
figure out collective weaknesses of current algorithms, so as to identify require- 
ments of further research. As pointed out in [9,22], an actual comparison of six 
segmentation algorithms has provided some interesting insights in their relative 
performance. 
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We have also discussed a simple adaptive grouping algorithm to solve the 
boundary closure problem. Its effectiveness has been extensively evaluated on 
three range image sets. It turned out that this edge-based approach almost con- 
sistently outperforms all the region-based segmentation algorithms tested on 
the image sets with respect to both segmentation quality and computation time. 
Considering the algorithmic and implementation ease in general, we believe that 
edge-based techniques have a large potential of complete segmentation into re- 
gions. This aspect has not been fully explored so far in the literature and deserves 
more attention in the future. 
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Abstract. A major challenge in mobile robotics is integration of meth- 
ods into operational autonomous systems. Construction of such systems 
requires use of methods from perception, control engineering, software 
engineering, mathematical modelling, and artificial intelligence. In this 
paper it is described how such a variety of methods have been inte- 
grated to provide an autonomous service robot system that can carry 
out fetch-and-carry type missions. The system integrates sensory infor- 
mation from sonars, laser scanner, and computer vision to allow nav- 
igation and human-computer interaction through the use of a hybrid 
deliberative architecture. The paper presents the underlying objectives, 
the underlying architecture, and the needed behaviours. Throughout the 
paper, examples from real-world evaluation of the system are presented. 



1 Introduction 

Service robotics is an area of research that is rapidly expanding. We strongly 
believe that we will have small robots roaming around in our houses in the 
near future. An excellent example of such a device is the autonomous Electrolux 
TriLobote vacuum-cleaner, that was revealed to the public during spring 1998. 
The application potential of robots is enormous, ranging from boring tasks like 
vacuuming, to advanced household tasks such as cleaning up after a dinner party. 
Recent progress, particularly in sensor-based intelligent robotics, has paved the 
way for such domestic robots. It is however characteristic that relatively few 
robots are in daily use anywhere, and very few mobile robot systems are being 
mass produced. Examples of mass produced mobile systems include the Help- 
Mate Robotics platform for delivery of food and x-ray plates at hospitals, and 
the RoboKent floor sweeper produced by the Kent Corporation. Both have only 
been produced in relatively small series (in the order of hundreds) . 

The primary obstacles to the deployment of robots in domestic and commer- 
cial settings, are flexibility and robustness. The robots must be flexible so that 
they are relatively easy to deploy under different conditions, and so that they 
can be used by non-experts. This requires a rich set of control functions, com- 
bined with an intuitive user interface and automatic task acquisition functions 
(like automatic learning). Robustness, in terms of sensory perception, is needed 
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to allow for operation 365 days a year under different environmental conditions. 
Typically, research robots have been demonstrated in a single environment under 
ideal working conditions, like an in-door environment with artificial light (and 
no windows). Such systems provide a proof of concept, but there is a long way 
from such systems to commercially viable systems. Some might claim that the 
gap is purely a development process with no or very little research involved. We 
claim that there is a need for fundamentally new methods to empower deploy- 
ment of robots in everyday settings, and there is thus a need for fundamentally 
new research to enable use in the above mentioned market segments. 

To pursue research on robust, flexible, and easy-to-use robot systems for 
everyday environments, an intelligent service robot project has been initiated at 
the Centre for Autonomous Systems at KTH. The long-term goal of the project 
is deployment of an intelligent robotic assistant in a regular home. The system 
must be able to perform fetch-and-carry operations for the human operator. 
To accommodate such tasks, it must be able to understand commands from 
a non-expert in robotics. This requires an intelligent dialogue with the user. 
Having received an instruction, the robot must be able to plan a sequence of 
actions and subsequently execute these actions to carry out the task. In a realistic 
scenario, the robot will encounter unexpected events such as closed doors and 
obstacles. To be perceived as a useful appliance, the robot must cope with such 
ambiguities in an ’intelligent’ manner. To perform fetch and carry missions, 
which include opening of doors, picking up and delivery of objects, etc, the 
robot must be equipped with actuators that allow for manipulation. A basic 
functionality for such a robotic system is the ability to perform robust navigation 
in a realistic in-door environment. The first phase of the Intelligent Service Robot 
project has thus been devoted to the development of a flexible and scalable 
navigation system, that can carry out simple tasks like delivery of mail in an 
office environment, that includes rooms similar to a regular living room. 

In this paper we describe the results of this initial phase of the project. The 
robot is equipped with a speech and gesture interface for human computer in- 
teraction. For navigation, a combination of ultra-sonic ranging and laser-based 
ranging is used. The different navigational functions are implemented as a set 
of behaviours that provide direct coupling between sensory input and actuator 
control. The output from different behaviours are integrated using simple super- 
position. To control the execution of a mission, a state manager, and a planner 
are used. For the integration of the overall system, a hybrid deliberative archi- 
tecture has been developed, which allows for easy integration of the different 
system components. 

Initially, related research on service robotics and navigation in an in-door 
environment is reviewed in Section 2. We then outline the overall architecture 
of the system in Section 4. Each of the components in the system are described 
in the following sections to give an impression of the complexity and diversity 
of the overall system. A number of issues related to the implementation of the 
system are reviewed in Section 8. The system has been used in a large number 
of experiments in laboratory and living room settings. Some of the results from 
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these experiments are provided in Section 9. Finally a summary and issues of 
future research are provided in Section 10. 



2 Related Work 

The area of service robotics has recently received significant attention. The area 
is, however, closely related to general in-door navigation, where one of the first 
efforts was the Stanford cart by Moravec [1,2]. The area gained significantly 
in popularity with the change from sense-plan-act type systems to reactive 
behaviour-based systems, as motivated by Brooks subsumption [3] and Arkin’s 
AuRA system [4]. 

In more recent time, some of the most dominating efforts have been those 
of Simmons in terms of his Xavier system [5], Reactive Action Packages by 
Firby [6,7], the RHINO system from Bonn [8], the ROMAN system from Mu- 
nich [9], and the Minerva [10] and Sage [11] systems from CMU. 

The Xavier system was specifically designed for autonomous navigation in 
an in-door setting. The system has been designed to carry out point-to-point 
missions, navigating between known places in an in-door environment. It is well- 
known that sensory perception is non-robust, and a principal issue has thus 
been to provide the needed functionality to cope with such uncertainty. Xavier 
is built around a hybrid deliberative architecture. A topological map of the 
environment is used for initial planning of missions, while obstacle handling 
is based on potential field methods. The system includes Partially Observable 
Markov Processes (POMPS) for managing uncertainty. The system has been 
reported to have a success rate of more than 90% for missions, that together 
cumulates to a total travel length of several kilometres. 

Based on the successful use of Markov models in Xavier, the team at Uni- 
versity of Bonn has built a museum tour guiding system [8]. The system has 
a probabilistic map of the environment that allows for automatic localisation 
and error recovery in structured environments. The system is also based on a 
hybrid deliberative architecture that allows for automatic handling of obstacles, 
like humans, in its immediate proximity. The RHINO system has later been up- 
dated and recoded for the Minerva system [10] that gave tours at the American 
Museum of Natural History in New York. Overall, the probabilistic framework 
has turned out to be very successful. All of the above systems rely on ultra-sonic 
sensing as the primary modality for localisation and navigation. 

The RAP (Reactive Action Packages) framework developed by Firby [6,7] has 
been used in a number of different robot systems. The RAP system does situation 
specific action selection. Based on sensory interpretation of the context, an index 
is generated that enables action selection. The method relies heavily on explicit 
internal models of the environment, but in such situations it is a very powerful 
and intuitive framework for robot control. The methodology is accompanied 
by a framework for programming of reactive systems. The system has been used 
extensively at University of Chicago for robots like the Animate Agent [12]. This 
system includes colour based vision for obstacle detection, gesture interpretation 



290 Magnus Andersson et al. 



and object recognition. Robust performance is reported for a laboratory setting 
without windows. 

In Munich the ROMAN (RObot MANipulator) system has been developed 
over the last ten years [9] . This is a system that performs fetch and carry missions 
in a laboratory setting. The system includes a manipulator for interaction with 
the environment. The system uses a laser scanner for localisation, and sonar 
for detection of obstacles. The system relies on vision for recognition of objects 
(and obstacles), servoing on natural landmarks like doors, and manipulation of 
objects. The system is based on a sense-plan-act type of architecture. Planning 
is a key component to facilitate interaction with the environment for tasks like 
opening doors or picking up objects in a drawer. For interaction with objects, 
the system relies heavily on a priori specified geometric models. The system 
has been demonstrated in a laboratory setting, where is it able to navigate and 
perform error recovery in the presence of dynamic obstacles like humans. Error 
handling is here performed using a plan library that explicitly encodes all of the 
situations to be handled. 

The Sage system developed by Nourbakhsh et al. [11] at CMU is derived 
from ideas originating in the Dervish system [13]. The original Dervish system 
uses the layout of an office building to detect symmetries, that allow relative 
localisation in combination with odometry. The system is controlled explicitly 
by a planner, based on local map information. In this sense, the system is highly 
deliberative and only obstacle avoidance, using potential fields, is performed re- 
actively. The system uses map abstraction, rather than behavioural abstraction, 
for control, which is a departure from the present trend towards behavioural sys- 
tems. The Sage system has replaced the planner by pure sequential/imperative 
programming of missions in combination with artificial landmarks, for naviga- 
tion in the Dinosaur Hall at the Carnegie Museum of Natural History. A unique 
characteristic of this system is that it is fully autonomous, in the sense that it 
does automatic docking for recharging, and it can thus be used for extended 
periods of time without human intervention. 

All of the above systems illustrate how robotics gradually has reached a 
stage where in-door navigation in natural environments is within reach. Many of 
the systems rely on prior defined maps, but when such maps are available, the 
systems can perform autonomous navigation. A few of them also include manip- 
ulation of objects. The trend has been towards hybrid deliberative architectures, 
where low level behaviours are used for control, while the actual invocation and 
configuration is carried out by a supervisor, that in turn receives missions speci- 
fications from a planner. This is also the approach that has been adopted in the 
system described in this paper. 



3 Goals 

The intelligent service robot demonstrator is intended to show that it is possible 
to build a useful robot for a house or office environment. The system therefore has 
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to meet realistic demands concerning task complexity, human-robot interaction 
and the capabilities of acting in a realistic environment. 

The specification of the operating environment for the robot has been per- 
formed in a very pragmatic way. By looking at homes and our own laboratory 
environment (mainly offices), specifications of room sizes, floor types, lighting 
conditions, etc have been made. To be able to test the robot in a realistic en- 
vironment, our main laboratory has been turned into a living room, furnished 
with sofas, tables, book shelves, etc., see Figure 1. 




Fig. 1. The living room. Our main lab has been turned into a living room in 
which there are sofas, tables, book-shelves, and so on, to make it possible to test 
the robot in a realistic setting. 



We believe that in a typical home or office, changing the environment for 
the sake of the robot will either be too costly or undesirable for other reasons. 
Therefore, our intentions are for the robot to work in an unmodified environment 
without artificial landmarks. The goal is to have the robot navigate safely, com- 
bining data from several sensors, and using a minimum of a priori information 
about its environment. 

To be useful, the robot must also be able to manipulate different objects. The 
work is focused on recognition of everyday objects like cups, books, soda cans, 
etc., but it is equally important to be able to open doors, drawers etc. as this 
will be necessary in a home or an office. The challenge is to be able to do this in 
an unstructured and partly changing environment where objects positions are 
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unknown or only partially known. Manipulation work is not described in this 
paper as it has only recently been started. 

An important skill of home or office robots is the ability to communicate 
with its operator or coworker. Therefore a study of the human-robot interface is 
performed within the project. The interface includes speech and gesture recog- 
nition. Both of these communication modalities are natural for humans and 
therefore easy to learn for a non-specialist. A more detailed description is given 
in Section 5.2. 

There are a variety of possible tasks for a domestic or office robot. The tasks 
we are currently considering are mainly fetch-and-carry tasks like 

- Go to the refrigerator and bring back the milk. 

- Deliver mail to a person. 

- Setting and cleaning a table. 

- Riding an elevator. 



4 System Architecture 



Most software architectures for mobile robots are layered. By layers, we mean 
distinct parts that have different levels of authority. The distinction is never 
totally clear in a modern robot system; a resulting motion of a robot is normally 
the consequence of a complex command sequence. It is seldom a direct path from 
the top (highest authority) layers to the motors in the lowest layer. However, a 
system description can be easier to explain if we divide it into layers. 

We have chosen to divide our explanation of the system into three layers; the 
deliberate layer, the task execution layer, and the reactive layer. The deliberate 
layer makes deliberation decisions according to the state of the system. These can 
be derived from robot objectives or orders from a human user. The task execution 
layer makes sure that the plans of the deliberate layer are carried out. The last 
layer consists of sensor, behaviour, and actuator modules that can be configured 
and connected/fused together in a flexible network. The task execution layer 
will decide on the configuration of the network, that will solve the task at hand. 
This describes a hybrid architecture design of the selection paradigm. In other 
words, planning is viewed as configuration, according to the definition by Agre 
and Chapman [14]. An overview of the layers in the architecture can be seen in 
Figure 2, where each part is described in more detail below. 



4.1 Deliberate Layer 

The deliberate layer consists of a planner and a human robot interface (HRI). 
The HRI interprets human commands and intentions using speech, gestures, and 
keyboard as input. The commands are relayed to the planner that makes a plan 
for their execution. 
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HARDWARE 

Fig. 2. Layers of the system architectnre 



4.2 Task Execution Layer 

The task execution layer consists of a state manager and a loealiser. The state 
manager configures the modules in the reactive layer to solve the task. The 
configuration is at the moment done using a lookup table for construction of 
the appropriate network. The loealiser keeps track of the current position and 
provides metric and topological map data. These data are also used by the 
planner for path planning. 



4.3 Reactive Layer 

The reactive layer is closest to the hardware. It consists of a large set of modules 
that can be configured into a network connecting the sensors and actuators of 
the robot. The network defines tight sensorimotor connections, which results in 
fast reflexive behaviours without any involvement of deliberation. 

The modules of the reactive layer are of three types: resources, behaviours, 
and controllers. The resources read and preprocess sensory data to extract es- 
sential information, which is forwarded to the behaviours. The behaviours act 
as mappings between sensing and actuation. They present propositions for the 
control of the actuators, depending on the data from one or more resources. Fi- 
nally, the controllers, the modules closest to the actuators, fuse the propositions 
of the behaviours to a unified control of one or more actuators. 
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5 Deliberation 

5.1 Planning 

The planner belongs to the deliberate layer of the robot system architecture. 
It receives orders from the human-robot interface or from keyboard input. The 
planner will, depending on the current state of the robot, accomplish the given 
orders. During execution, the planner will give information about the state of 
the robot to the user. This consists of current action, success or failure to execute 
it, the position, and the immediate route. 

The planner has access to a topological map (provided by a map server) with 
information about important nodes in the environment and metric distances be- 
tween nodes. The topological map is augmented by an estimate of the travelling 
time between nodes. These time intervals are not necessary proportional to the 
actual metric distance, since the area in between the nodes can be cluttered 
with obstacles that the robot have to spend time to swirl. When a destination 
is given to the planner it will plan the route that has the shortest time esti- 
mate to completion. The plan is created using Dijkstra’s algorithm for directed 
graph search. The route will normally contain a number of intermediate nodes. 
The robot traverses the nodes in the given order, while avoiding obstacles. The 
estimate in travelling time is updated when the path between two nodes has 
been traversed. Initial estimates of the travelling time are presently set to a time 
proportional to the metric distance. 

5.2 Human-Robot Communication 

A service robot working in a house or office environment will need a user-friendly, 
safe, simple-to-use and simple-to-learn human-robot interface (HRI). The most 
important reason is that the robot is going to work together with non-experts 
as opposed to most industrial robots of today. Possible ways of communicating 
with the robot include keyboards, touch-screens, joy-sticks, voice, and gesture 
commands. The preferred modes depend upon a combination of environment, 
user skill, task, and cost. In a noisy environment keyboard input is probably 
preferred over voice input, while in a situation where the operator needs to 
use his/her hands for other tasks, voice input is a better choice. However, for 
the environments and applications discussed within the intelligent service robot 
project, we are focusing our research efforts on a user interface combining both 
speech and gesture recognition. These modes of communication are natural for 
humans and complement each other well. 

An overview of the current system is shown in Figure 3. The input is provided 
through a camera and a wireless microphone. The camera is connected to the 
gesture recognition module, which will search the images for gestures. The base 
unit of the microphone is connected to the speech recognition program, that 
will analyse and convert the spoken words into text. Speech and gestures are 
then combined into fully working commands in the command constructor. If 
a user says “Go there”, a pointing gesture can be used to recognise in which 
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direction to go and the result of this is, e.g., the command “Go left”, which 
is then forwarded to the planner. The robot is also equipped with a speech 
synthesiser, which today is primarily used for acknowledgement by repeating 
the input command. In the future, the speech capabilities will be used in a more 
dialogue based communication with the end-user, similar to [15]. 





Robot j 



Fig. 3. Overview of the human-robot interface. 



The language interpreter of the robot is built around a finite state automata 
framework. The valid voice commands are defined by the grammar listed below. 
Capital words are the actual spoken words (terminals). Lower case words are 
groups of possible words or sequences (non-terminals). Words in curly brackets 
are optional. All voice commands given in a session are described by a voice 
sequence. 

voice : 

ATTENTION {commEuid-sequence} IDLE {voice} 
command-sequence ; 

ROBOT command {command-sequence} 
command: 

STOP 

EXPLORE 

HOW ARE YOU DOING TODAY 
FIND THE BOX 
FOLLOW ME 

DELIVER MAIL IN {THE} absolute 
LOCATE IN {THE} absolute 
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GO relative 
GO TO {THE} absolute 
relative : 

BACKWARD 
FORWARD 
LEFT 
RIGHT 
THAT WAY 
absolute : 

OLLES ROOM 
DINNER TABLE 
LAB 

LIVING ROOM 
MAILBOX 

SCIENTIFIC AMERICAN 

The current gesture recognition module is able to find pointing gestures, that 
allows it to identify if a person is pointing left, right, or not at all. The gesture is 
recognised through identification of the relation between the head and the hands. 
Skin colour segmentation is used for identification and tracking of the head and 
the hands. Recognition of skin colour is not stable enough, there are many objects 
that have similar colours. Therefore other cues need to be integrated into the 
system and recently depth from stereo, has been incorporated in order to increase 
performance. We have so far not used the gesture interpretation in real tasks, 
but a probable scenario could be the following. A person is standing in front 
of the camera, telling the robot to Pick up that, and pointing at an object in 
the scene. The robot then identifies the spoken command, finds out that it also 
needs gesture input and uses the image information to identify which object the 
operator is pointing at. It is important that the gesture and speech interpretation 
is done in parallel as the operator needs to be pointing and talking concurrently. 



6 Mission Execution 

The Mission Execution layer consists of two parts, a state manager and a lo- 
caliser. These two components are described in below. 



6.1 The State Manager 

The state manager is a finite state automaton that controls the reactive layer. 
At startup, the state manager reads a file that associates states and behaviours. 
This file can be reread during execution, to allow for online reconfiguration. 
Behaviours that are not connected to a controller, are controlled directly by the 
state manager. 

A new task is initiated by a message from the planner to the state manager. 
This message contains a state and data. The state constitutes a certain set of 
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behaviours that should be run in ensemble. An example of a state is GoPoint 
which translates into the behaviours Gopoint and Obstacle Avoidance. The data 
is usually a goal point, but for some states, such as Explore, the data field is 
irrelevant. Each behaviour is associated with a controller. Upon a change of state, 
the state manager informs the controllers which behaviours it should integrate. 
A task-list may also be supplied by the user through a file when the system is 
debugged without a planner. 

The state manager awaits messages from the behaviours that tell whether the 
task was successfully carried out or if it failed. In the case of success, the planner 
is informed and a new command may be issued. Otherwise the state manager 
goes into a Stop-state, which is also sent to the controllers. A backup-state may 
defined for each state. If a failure occurs, this backup-state is initiated if it exists, 
otherwise the planner is notified. At any time a new command from the planner 
may be received and execution is then pre-emptied or modified. Especially the 
command to stop is given high priority. The state manager will also forward any 
goal point updates originating from the localiser. 

6.2 Localisation 

One of the most important capabilities of a robot is to know where it is. The 
knowledge of the current location can be expressed in many different ways. Here, 
we will say that the robot is localised if it knows where in a room it is (metric 
information). We have used two different approaches to localisation, one using 
sonar sensors and one using a laser range finder. 

In the sonar approach the robot initially has a topological map of the en- 
vironment. To be able to get metric information it uses its sonar sensors. The 
basic steps in the localisation process are the following: 

~ Let the robot explore a room to collect sonar data. The robot can either 
automatically perform the exploration or an operator can use the joystick to 
guide the robot. The data is used to automatically create a sonar landmark 
map. During this process it is also possible for an operator to assign names 
to different places in the room (goal points) . 

~ When a room is revisited, the robot collects new sonar data, again by explor- 
ing the room, and these are matched to landmarks in the original map. From 
this mapping, the position and the orientation of the robot is estimated. 

— Following the previous step, the robot iteratively updates its current position 
estimate. 

The process is described below, for more details see [16]. 

Sonar data using triangulation Our Nomad 200 robot, used for most of our 
experiments, has a ring of 16 ultrasonic sensors. Sonars are known to provide 
noisy data. The sound sent out by the sonar is spread in a cone emerging from 
the source (actually the process is even more complicated). The emitted sound 
is then reflected and the time difference between emission and reception can be 
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used to calculate the distance to the object that reflected the sound. Due to the 
spreading of the emitted sound, the reflecting point (s) can be anywhere on a 
surface. To remedy the problem, a triangulation technique has been developed, 
which fuses sonar readings from multiple positions. The basic idea is that if two 
sonar readings come from the same object, the position of that object must be 
in the intersection of the two cones. By accumulating such intersection points, 
it is possible to use simple voting to identify the most stable landmarks. 




Fig. 4. A layout of the CAS lab floor showing the path of the robot executing 
some commands. At point 1 the robot is told to localise itself in the living-room. 
It then wanders around randomly, collecting sonar data and matching these to 
a previously stored map. At point 2 it knows where it is and stops. It is then 
told to deliver mail in the manipulator lab, which means that it will go to the 
mail slots, point 3, pick up the mail, and then go down the hallway to the lab, 
point 4. Finally it is told to go back to the living room. 



Map acquisition The robot is started at an arbitrary position in a room. 
This position will become its reference point in the room. It then moves around, 
collecting sonar data using the triangulation scheme outlined above. Some of the 
collected sonar data will be stable over an extended time interval. By selecting 
the most stable data combined with readings from the odometry, it is possible to 
create a landmark map of the room. The landmarks are selected automatically 
by the robot itself. However, when studying the data a posteriori, it is evident 
that corners on bookshelves, tables, chairs and door posts are likely to become 
landmarks. At present, the 20 most stable landmarks are stored for each room. 
During this process, it is also possible for an operator to name different positions, 
called goal points, in the room. The goal points are symbolic references that can 
be used by the user when giving commands to the robot. 

This map making process is repeated in each room. In larger rooms, for 
example a long corridor, the limited number of landmarks is inadequate. Such 
rooms are divided into a number of smaller regions that each have a separate 
set of landmarks. 
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Fig. 5. A sonar map of the living room. The circles indicate where a map land- 
mark has been matched to a point from the current run. In this case 13 landmarks 
have been matched. 



Map matching When the robot revisits a room, it will use the previously 
stored map to localise itself. The topology map, used by the planner, is used 
to determine switches between rooms. Upon entering a room the robot has the 
option to carry out a relocalisation process. If the robot encounters an error or 
looses track of its position it can perform an absolute localisation in a room. 
The robot carries out exploration in the room and collects a set of at least 
10 landmarks. The set of collected landmarks are then matched against the 
stored map, and the associated rigid transformation (translation and rotation) 
is estimated based on the best possible match between the two maps. 



6.3 Localisation Using a Laser Range Finder 

The robot also has an on-board laser scanner. The sensor is a SICK PLS-200 
scanner, that provides a 180° scan of its environment, represented as 361 mea- 
surements in the range 0.7 m - 100 m and with an accuracy of 5 cm. In this 
particular work, each room is represented as a rectangle (represented by width 
and length). The laser scan is then matched against the room model and an es- 
timate of the position is feed into a Kalman filter that maintains an estimate of 
the robot position. Given an initial estimate of the position, the following steps 
are taken, see also Figure 6: 
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Real wall 




Fig. 7. Selection of reasonable measurements. The concept of a validation gate 
is in this case an area, points outside this area will be rejected. 



1. Using odometry, the last position estimate is updated. This is the time up- 
date phase for the Kalman filter. 

2. The updated position estimate is used in combination with the estimated 
uncertainty, to generate a set of validation gates that allows filtering of data, 
to reject outliers, as shown in Figure 7. 

3. The filtered data are feed into a range weighted Hough transformation. Using 
an estimate of the position of walls it is now possible to perform model based 
segmentation. 

4. The estimated Hough lines are used for definition of more accurate validation 
gates, that allow segmentation of data points into segments. 

5. A least square line fitting is performed on the segmented data points. 

6. A rigid transformation between fitted line segments and the model is used 
for updating of the Kalman filter. This is the measurement update step of 
the Kalman filter. 

For a more detailed description of the procedure see [17] and [18]. 
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7 Reactive Control 

The reactive control layer consists of resources, behaviours, and controllers. 

A resource is a server that distributes data to client behaviours. The data 
typically originates from a sensor, such as sonars, cameras, etc. A resource can 
also be a client to another resource, and compute higher level information. 

A behaviour is a transformation between perception and action. Each be- 
haviour in the system delivers proposals for the control of actuators. Depending 
on the function of the behaviour, it can use a number of resources to obtain 
the necessary information for the decision making. In view of the client/server 
concept, a behaviour is a server with controllers as clients. It is also a client with 
respect to resource-servers. 

In this system, there are basically two types of behaviours. One type, e.g., 
the behaviour GoPoint, receives a goal-value (typically a goal point) from the 
state manager and reports back success or failure. The other type requires no 
goal-value. Consequently, it never reports to the state manager. One example of 
this type of behaviour is AvoidObstacle. 

The controllers are responsible for sending direct commands to the robot’s ac- 
tuators. They will fuse the output from a set of behaviours defined by the state 
manager. This behaviour fusion mechanism has to be specified in the imple- 
mentation of the controller. It could for example be an arbitration or a weighted 
vector summation of the proposals from the behaviours. Other schemes use fuzzy 
logic or voting. 

Upon a change of state, the controller receives new directives from the state- 
manager that specifies which behaviours the controller should listen to. 

The set of behaviours implemented in the system is outlined below. 



7.1 GoPoint 

The GoPoint behaviour steers towards a certain (x,y)-position in space. The 
odometry is used to determine the steering angle needed to reach the position. 



7.2 Avoid 

The Avoid behaviour detects obstacles and provides control to avoid them. The 
sonars are used for obstacle detection. Avoid uses a protection shield. It will 
suggest the robot to move away from any obstacle entering this shield. One 
parameter, the forward protection radius, specifies how close obstacles are al- 
lowed to come in front of the robot. A second parameter, the side protection 
radius, specifies how close obstacles are allowed to come to the side of the robot. 
The fusion of GoPoint and Avoid will drive the robot smoothly around small 
obstacles. 
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7.3 Explore 

The Explore behaviour moves the robot away from positions it has visited before. 
If the robot for instance starts within a room, this behaviour will try to make 
the robot visit every open space in the room. When the behaviour believes there 
are no places left to visit, it will clear it’s memory and start over again. This 
behaviour uses the sonar resource. Explore together with Avoid, is used during 
the localisation phase. When the localiser reports that enough landmarks have 
been found, the explore behaviour is terminated. 



7.4 MailDocking 

The MailDocking behaviour is used to pick up mail from a mail slot. It assumes 
that the robot is positioned exactly at the mailbox, where the forklift is used to 
pick up a mail-tray at a specified height. Currently, pure dead reckoning is used, 
but will later be done using visual servoing. 

7.5 DoorTraverser 

The DoorTraverser behaviour takes the robot through a doorway. The position 
of the doorway is fed into the behaviour by the state manager. The behaviour 
itself is incorporating avoidance facilities that have been trimmed for the pur- 
pose of narrow doorway traversal. DoorTraverser can tolerate corrupted doorway 
position information. In the current state, the behaviour can find the doorway 
if the doorway position error is less than 1.5 meters. Two versions of DoorTra- 
verser have been implemented. One using sonars and another using laser range 
data. 



7.6 FollowPerson 

The FollowPerson behaviour will locomote the robot towards a human. At the 
moment, the human must face the robot while it follows. Monocular vision is 
normally used to detect and track the skin-colour of the head of the person. The 
Avoid behaviour is normally used simultaneously, so that the robot does not run 
into the person. The behaviour is described in more detail in [19]. 



7.7 CornerDocking 

The CornerDocking behaviour uses the laser range finder to position itself rela- 
tive to a corner. The method deployed is to extract the two walls defining the 
corner. Based on an estimate of the corner position from the laser data, a pro- 
portional control scheme is used to servo the robot to the desired position. The 
behaviour requires that the corner is in the “field of view” of the laser scanner 
when it is initiated. 
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7.8 Behaviour Fusion 

The data received from the behaviours is fused or arbitrated by the controller to 
give a control signal to the actuators. Upon receiving the command to stop from 
the state manager, the controller stops the robot, disconnects the behaviours 
and enters an idle mode. 

The controller implemented so far, is a vehicle controller. Future work in- 
cludes integration of an arm controller, when the system is ported to our Nomad 
XR4000. The vehicle controller controls the steering and drive motors of the 
robot. Two formats of input data from the behaviours have been implemented. 

In the first method, each behaviour provides a histogram containing 72 cells. 
The index of each cell represents an absolute direction from the robot centre, 
thus resulting in an angular resolution of five degrees (this is similar to a vector 
field histogram) . The value of each cell indicates how much the behaviour wants 
to travel in that direction. The histograms are fused by component-wise summa- 
tion and smoothed by convolution with a normalised, truncated, and discretised 
Gaussian function g. The resulting fused histogram is given by 

where the discrete convolution with the Gaussian is performed on the circular 
buffer of cells. The robot will set course in the direction of the maximum value 
of /. 

The second implemented data format is a polar representation (magnitude 
and direction). The vector outputs from the behaviours are fused by vector 
summation according to 

where vj is the output from behaviour j. The robot will head in the direction of 
the sum vector v. Both formats also include a speed proposal for the robot. 

In order to make the robot drive along a smooth trajectory around larger 
obstacles, two schemes have been investigated. The first consists of exchanging 
the GoPoint behaviour with what we call a PathGoPoint behaviour. This uses 
sonar-data to construct a grid map used to compute a path around obstacles. 
In the other method, the vehicle controller detects when the sum of a behaviour 
fusion is close to zero. The controller will then start up another behaviour called 
Swirl. This behaviour will produce a steering angle, perpendicular to the object, 
to be added in the fusion process. Details on our strategy for smooth control can 
be found in [20]. 



8 Implementation 

In this section we discuss the the hardware facilities of the robot, and the actual 
software implementation structure. 
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8.1 Hardware 

The described system has been implemented on a Nomadic Technologies Nomad 
200 platform. It is a circular robot that is 125 cm high and with a diameter of 
53 cm. There is an on-board 133 MHz Pentium computer with 128 MB RAM 
running Linux OS. The computer can communicate with the the outside world 
through a radio Ethernet link. Our robot is equipped with a wide range of sensors 
and actuators. Some of them are displayed in Figure 8. 




Display 

Ultrasound 
Sensors 



Infrared 

Sensors 



Fig. 8. Hardware Placement. 



Sensors The sensors are both of proprioceptive and exteroceptive type. The 
proprioceptive sensors give the robot it’s body awareness, while the exteroceptive 
sensors sense the world around it. We will describe all exteroceptive sensors in 
the following paragraphs, see also Figure 8. 

Ultrasound Sensors One of the primary sensors on the platform is an omni- 
directional ultrasound sonar ring with 16 equiradial Polaroid elements. The 
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sonars can measure distances from 15 cm up to 8 m and are placed approx- 
imately 0.8 m above the floor making it possible to detect obstacles at table 
height even at close range. 

Infrared Sensors The infrared sensors are placed in a ring, similar to the sonar 
ring, but 38 cm above the floor. The measurement range is up to 40 cm. They 
can be used for last minute detection of obstacles that cannot be detected by 
the ultrasound sensors, e.g., a low coffee table. 

Proximity Laser Scanner On top of the robot body we have mounted a SICK 
PLS-200 proximity laser scanner. It measures distances in a half-plane, approx- 
imately 95 cm above the floor. The sensor provides 361 readings resulting in an 
angular resolution of 0.5 degrees. The maximum measurement range is 100 m 
with an accuracy of 5 cm. 

Odometry The odometry measures the rotation and translation of the wheels 
and the turret. The accuracy is high, but due to slippage on the floor etc. the 
measurements cannot be fully trusted. 

Vision system A camera head, consisting of two relatively fixed colour cameras, 
is mounted on a pan-tilt unit on top of the robot. The cameras are connected to 
a Fujitsu image processing board. 



Actuators The actuators of the robot enables it to locomote and to manipulate. 
A short description of the actuators are given below. 

Wheel Base The wheel base consists of a three wheel synchro-drive, such that 
they always point in the same direction. The robot has a zero gyro-radius drive 
which enables it to turn on the spot. The maximum speed of the robot is 61 
cm/s and the maximum turning speed is 60 degrees/s. 

Turret The turret is mounted on the wheel base with a rotating joint. The joint 
can be rotated with a maximum turning speed of 90 degrees/s. All the sensors, 
except odometry, are mounted on the turret. 

Lift mechanism A lift mechanism is mounted on the front of the robot. The lift 
has a gripper that can grip objects that are up to 15 cm wide and weight less 
than 9 kg. The lift can reach object from the floor and up to a height of 122 cm. 

8.2 Software 

The objective of the software implementation was to fulfil the following criteria: 

— Easy integration of new behaviours 

— Easy interfacing of new hardware devices 

~ Transparent performance on multiple platforms 
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~ Efficient runtime performance 
— Simple debugging 

The implementation of the software architecture has been performed using 
an object-oriented framework. We have used C-I--I- to code all parts of the ar- 
chitecture, except for some Nomad supplied code that is written in C. Separate 
parts of the system, e.g.. Resources, Behaviours, Controllers etc., run as separate 
processes communicating using sockets. This makes it possible to simultaneously 
run the system on several different platforms. The programming in C-|— I- is done 
in correspondence with the ANSI standard and the operating system specific 
parts are wrapped in the software package Adaptive Communication Environ- 
ment (ACE), to promote portability [21]. The total system is at the moment 
(December 1998) of approximately 68000 lines of code, including comments. 



Process management All the software components described in Section 4 are 
processes. These are connected to each other in a network using global and local 
sockets. 

The process manager keeps track of all processes used in the architecture. It 
is similar to the function of the ORB in CORBA. Each new process has to inform 
the process manager of its name, host, and address. It maintains a database for 
this information as well as information about dependencies between processes. 

If a process wants to establish communication with another process, the 
process manager will provide the necessary address. The process manager will 
also start processes when they are required. 

The process manager has an executor daemon on each computer used in the 
system. On demand from the process manager, an executor will start or kill 
processes used in the system. The executor will also monitor the processes it 
has started and report unexpected terminations. The executor can be viewed as 
a tool for the process manager to reach over all the computers in the system. 
The executor will always work as a slave for the process manager, except for the 
instance when the communication to the process manager is broken. In such an 
event, the executor will kill all the processes it has spawned, and return to an 
initial state waiting for a process manager to leash it again. Thus, the executor 
does not have to be restarted. 



ACE - Adaptive Communication Environment The adaptive communi- 
cation environment is an object-oriented toolkit that implements strategic and 
tactical design patterns, to simplify the development of concurrent, event-driven 
communication software. It provides a rich category of classes and frameworks 
that perform communication tasks across a wide range of operating system plat- 
forms. It can for example handle event demultiplexing and handler dispatching, 
interprocess communication, shared memory management, message routing, dy- 
namic configuration of network services, threading, and concurrent control. For 
more information, see [21]. 
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9 Results 

The system presented above has been evaluated in our laboratory, including 
the living room shown in Figure 1. The evaluation has included experiments on 
localisation, map building, and fully autonomous mission execution for tasks like 
mail delivery. 

Localisation involving the sonar system is described in detail in [16,22]. In 
general, it is possible to localise the system with an accuracy of 5 cm within 
a room of the laboratory. Using the laser scanner, a continuous updating of 
ego-position can be achieved with an accuracy of 1-5 cm, depending on the 
environment. In certain situations it is only possible to detect the wall at the 
side of the robot, i.e., in a long corridor. During such situations the longitudinal 
uncertainty grows significantly until a feature like a door becomes visible. The 
laser results are reported in further detail in [17,18]. 

For evaluation of the fully integrated system, a mail delivery scenario has 
been defined. The robot receives the command “Robot Deliver Mail in room” 
from the speech interface, where room is one of several pre-defined rooms. The 
robot will then plan a path to the mail-slot, drive to the mail slot, pick-up 
mail and finally drive to the designated room and announce arrival of mail. 
During this mission it will avoid obstacles and re-localise, if the uncertainty in 
position grows beyond a certain bound. This task has been carried out more 
than 100 times. The system has a reliability of about 90%, where the major 
source of problems is due to loss of localisation, which can be provoked if the 
robot encounters a large number of obstacles, or drives a long distance without 
any cues for re-localisation. This might happen in a long corridor with no or 
few landmarks that allow re-localisation. The laser range based localisation is 
expected to solve this problem, once it has been fully integrated. Another source 
of error is the docking to pick-up mail. It is critical that the robot is positioned 
with an accuracy of a few centimetres, as it otherwise will miss the mail-tray. 
To achieve this the laser-based corner docking is used. Due to lack of tactile 
feedback on the fork-lift it is however, possible to miss the tray. 

Recently the system was demonstrated at a trade fair, where it navigated 
for 8 hours, only interrupted by replacement of batteries, every hour. During 
this period the robot moved about in an area of 20 by 20 meters. The map of 
the demonstration site was acquired during an explore session and subsequently 
used for relocalisation, when the errors grow beyond a fixed threshold. The robot 
performed robustly during the demonstration period. 

Overall, it is a robust and versatile system. The robot can with little effort 
be transferred to a new environment and be taught the layout of the plant using 
exploration behaviours. Once a topological map and landmarks for the involved 
rooms have been acquired, it can be sent on missions. 

10 Summary 

A fully operational robot system has been constructed. The system has been 
developed using a behaviour-based approach and integrated using a hybrid de- 
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liberative architecture. The system includes facilities for spoken and gesture 
based commanding of the robot. Once instructed to carry out a particular mis- 
sion, it will generate a plan to complete the mission. The list of tasks to be 
accomplished is given to a state manager that configures the set of behaviours, 
and monitors the execution of individual tasks. In the event of errors, a simple 
recovery strategy is deployed. For localisation, the system utilises sonars and a 
laser scanner. A map of the environment is automatically constructed using an 
exploration strategy. The system has been implemented on a Nomad 200 robot 
from Nomadic Technologies Inc. 

The system is capable of performing a variety of tasks like mail delivery and 
point-to-point based navigation in a natural environment, like a regular living 
room. Extensive experiments have demonstrated that the system has a very high 
degree of robustness. 

The primary limitations of the system is in terms of robust localisation in 
the presence of few natural landmarks. In addition, the system has problems 
when it encounters low obstacles and they frequently will not be detected by the 
present set of sensors. 

The system has been built by a set of 10 graduate students, that each have 
contributed methods within their particular area of expertise. The basic archi- 
tecture has been carefully designed to allow for easy (and flexible) integration of 
new behaviours. Today a “plug-n-play” functionality is available for adding new 
behaviours, with a minimum need for behaviour designers to know the internal 
structure of the system. 

Presently the system is being ported to a Nomadic Technologies XR4000 
robot, that includes an on-board PUMA 560 manipulator. This robot has a 
richer set of sonars (just above the floor and at 80 cm height), and a better 
SICK scanner (LMS-200). These facilities will allow for more robust navigation. 
The new challenge will be integration of manipulation into the system, which 
introduces a number of interesting research questions in terms of coordination 
and non-holonomic path planning. The short-term goal is to extend the current 
scenario to include the ability to open and close doors and to ride in an elevator. 
The manipulation system also opens up new problems in grasping, using visual 
servoing, and force-torque sensing. 
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Abstract. Vision-based motion control of an autonomous vehicle oper- 
ating in real world requires fast image processing and robustness with 
respect to noisy sensor readings and with respect to varying illumina- 
tion conditions. In order to improve vehicle navigation performance in 
out-door environments, this paper presents methods for recognizing land- 
marks based on fuzzy reasoning. Firstly, a fuzzy thresholding algorithm 
is proposed to segment roads and to extract white line marks on streets 
from images. Secondly, some special domain knowledge about edges on 
roads represented by fuzzy sets is integrated into the rule base of a fuzzy 
edge detector. Based on this, the fuzzy thresholding algorithm is adopted 
to recognize road edges. In addition, a method for path planning in sen- 
sor space is presented and a path following behavior based on a fuzzy 
rule base is defined to control vehicle motion. The proposed methods are 
applied to navigate the THMR-III autonomous vehicle in out-door en- 
vironments. Some experimental driving maneuvers have been performed 
to prove their effectiveness and their robustness. . . . 



1 Introduction 

The development of robust and efficient methods for recognizing landmarks 
in out-door environments is a key issue in vision based motion control of au- 
tonomous vehicles [11]. For example, extraction of white lines on streets is one 
of the most popular approaches for control of vehicle motion on streets. The basic 
algorithms for such applications are based on region oriented image segmentation 
or edge detection. In machine vision, different approaches have been proposed 
for region based image segmentation and edge detection, such as thresholding al- 
gorithms based on gray level statistics or based on the evaluation of an estimate 
of the local gradients or of the local second derivatives in [5]. These approaches, 
however, might be infeasible for vehicle navigation in out-door environments, 
since this application requires not only image processing in real-time, but also 
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robustness with respect to noise and with respect to illumination variations. For 
example, a thresholding algorithm has been implemented on the THMR-III ve- 
hicle [14]. In experiments, it has been noticed that thresholds largely depend on 
illumination conditions and on the properties of the environments, i.e., different 
thresholds should be determined to adaptively process different regions in the 
same picture to obtain a desired performance. Recently, some approaches based 
on computational intelligence have been proposed for image processing. In [I] [2], 
Bezdek et al. develop a common framework for designing both traditional and 
nontraditional (learning model) edge detectors. In [6] [9], some researchers present 
algorithms for edge extraction by the use of neural networks. Especially, edge 
detectors based on fuzzy reasoning show their robustness with respect to noise 
[12] [13]. This paper presents some methods for vision based motion control of 
an autonomous vehicle by fuzzy inference [7] [8]. Firstly, a fuzzy thresholding al- 
gorithm is proposed to segment roads and to extract white line marks on streets 
from images. Secondly, some special domain knowledge about edges on roads 
represented by fuzzy sets is integrated into the rule base of a fuzzy edge de- 
tector. Based on this, the fuzzy thresholding algorithm is adopted to recognize 
road edges. In order to control vehicle motion, we present a method for gener- 
ating a path in sensor space and define a path following behavior based on a 
fuzzy rule base. Some experimental driving maneuvers have been performed to 
demonstrate the effectiveness and robustness of the proposed approaches [7] [8]. 
This paper is organized as follows. In the next section we briefly introduce the 
vision system of the THMR-III vehicle. In section 3, we propose a new fuzzy seg- 
mentation algorithm to extract roads from images and directly generate paths 
based on image information. In section 4, we discuss recognition of white lines on 
roads by fuzzy reasoning and define a path following behavior to control vehicle 
motion. In section 5 we integrate special knowledge about roads represented by 
fuzzy sets into the rule base of a fuzzy edge detector and use the fuzzy threshold- 
ing algorithm to extract edges on streets. In section 6, we give some concluding 
remarks on the proposed methods. 




Fig.l: Autonomous vehicle THMR-III Fig. 2: Vehicle’s view environment 1 





Vision-Based Behavior Control of Autonomous Systems by Fuzzy Reasoning 313 

2 Vision System of the THMR-III Vehicle 

The THMR-III autonomous system, as shown in Fig. 1, is equipped with a vision 
system, which consists of a high-level and a low-level sub-system. The high-level 
sub-system includes an image processing pipe, a CCD camera installed at the 
front top of the vehicle as well as a sun workstation; the low-level sub-system 
has been built up using a PC486 computer, a high-speed image processing board 
VIGP-2M and a CCD camera mounted at the front middle of the vehicle. The 
placements of the cameras have been selected according to navigation require- 
ments discussed in [14]. The distance of the top camera to ground is 2m, while 
the distance of the lower camera to ground is about Im. Image information from 
the top camera is mainly used to track far roads within regions from 8m to infi- 
nite. Image information from the lower camera is mainly used to avoid obstacles 
and to track close roads region from 4m to 12m. All images used in this paper 
are taken by the lower CCD camera (for example, see image in Fig. 2). 




(a): Histogram (b): Membership function 

Fig. 3: Generation of membership function based on histogram 
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Fig. 4: Fuzzy inference and defuzzification 
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3 Road Segmentation by Fuzzy Thresholding 

One of the most important problems in vision is to identify subimages which 
represent objects. The partitioning of an image into regions is called segmenta- 
tion [5]. For control of vehicle motion on streets, it is very important to partition 
an image into subimages so that a road can be extracted from the image. Since 
the interpretation of images of real scenes taken during vehicle motion are usu- 
ally incomplete and ambiguous, it is very hard to reliably determine what is and 
what is not a border of a road in the images. Therefore, we recommend fuzzy 
logic to deal with such uncertainty. 

Fuzzy logic inference is based on the theory of fuzzy sets, as introduced by 
Zadeh [18]. A fuzzy set A in a universe of discourse X is defined by its mem- 
bership function For each x € X, there exists a value G [0,1] 

representing the degree of membership of x in A. In a fuzzy logic expert sys- 
tem, membership functions assigned with linguistic variables are used to fuzzify 
physical quantities. A fuzzy rule base is used to refer fuzzy inputs. For example, 
a simple fuzzy inference rule relating input v to output u might be expressed in 
the condition-action form: 

IF V is IFTHEN u is Y 

where W and Y are fuzzy values defined on the universes of v and u, respec- 
tively. The response of each fuzzy rule is weighted according to the degree of 
membership of its input conditions. The inference engine provides a set of con- 
trol actions according to fuzzified inputs. Since the response actions are in a 
fuzzy sense, a defuzzification method is required to transform fuzzy response 
actions into a crisp output value. A widely used defuzzification method is the 
centroid method. In order to extract roads in images, as the one shown in Fig. 2, 
we use the following segmentation rules: 

IF the gray level of a pixel is close to the gray level of the road 

THEN make it to black 

ELSE make it white 

We implement this fuzzy thresholding algorithm as follows: Firstly, we define a 
window that contains the road part in the image, as shown in Fig. 2. Then, we 
analyze the gray level histogram of the image within the window (in an initial 
phase, this can be done by interactive image manipulation; during the vehicle’s 
movement phase, this information is updated continuously and automatically); 
such a histogram is shown in Fig. 3(a). Thirdly, we construct membership func- 
tions. In this paper, triangular or trapezoidal functions are used to define mem- 
bership functions. For example, the ’’input-black” membership function shown 
in Fig. 3(b) are determined by the three points (73, 94, 112) of the histogram 
in Fig. 3(a). For the output membership functions, their parameters ts and to 
are determined based on our experiments. Usually, we have 0 < ts < 255 and 
to = 255 — ts- Subsequently, we calculate gray level differences between all pixels 
of the entire image and the gray level corresponding to the histogram’s maxi- 
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mum by fuzzy reasoning. Fig. 4 shows the fuzzy rule base and the membership 
functions. By using centroid defuzzification, we compute the gray level of the 
pixel. The following simple algorithm is proposed to segment the image: 



Step 1: Preprocess the image by a Gaussian smoothing algorithm; 

Step 2: Calculate the histogram in the defined window; 

Step 3: Construct a membership function; 

Step 4-.1: Fuzzify a pixel Q{i) based on the defined membership function: wt = 
w{Q) and wi, = I — wp, 

Step 4-2 ■ Classify this pixel into white or black based on wt and wt by the 
centroid defuzzification. 



By using this algorithm, lanes can be segmented very clearly, as shown in 
Fig. 5(a). Next step, we generate paths based on image information for vehi- 
cle motion in two steps: Firstly, we decompose the image into several subimages 
with a height h; secondly, we calculate the centroid of the dark pixels, i.e., the 
first-order moment, in each subimage. As example. Fig. 5(b) shows a generated 
path based on image information. For further interpretation, we decompose the 
whole image into nine regions within some windows, as indicated in Fig. 5(b). 
According to a priori knowledge, the top regions are not considered any further. 
In section 5, we will present a path following behavior to control vehicle motion. 







(a): Calculation of centroid 




(b): A path for vehicle motion 



Fig.5: Path planning based on image segmentation 
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Fig. 6: Vehicle’s view in environment 2 




Fig. 7: White line for vehicle motion 



4 White Line Mark Recognition 

One of the most popular approaches for vehicle motion control on streets is to 
extract white line marks on streets, as the ones shown in Fig. 6. Often it is 
not easy to recognize them, since with increasing abrasion of the streets the 
markings become degraded; in addition, images usually are taken under varying 
illumination conditions. Our method for recognition of white lines is very similar 
to that for road segmentation discussed in section 3. Here, we use the following 
rules to extract white lines: 

IF the gray level of a pixel is close to the gray level of a white line 

THEN make it black 

ELSE make it white 

In order to implement these rules, we decompose the whole image into nine 
regions and calculate the histograms of subimages within one window or within 
more windows containing white lines, as shown in Fig. 6-7. According to a priori 
knowledge, the left-top and right-top regions should not be considered. Based on 
the histogram, we construct a membership function. Fig. 7 shows the extracted 
white line markings which are clear and suitable for robot motion control. Fig. 8-9 
show another example for extraction white line during vehicle motion. In [15]- 
[17], fuzzy logic-based behavior approaches are used to control mobile robot 
motion. Here, we define a path following behavior to track planned paths as, 
e.g., the one shown in Fig. 5(b) or white lines as the ones shown in Fig. 7 and 
Fig. 9. 



5 Fuzzy-Logic-Based Behavior Control 

In robot applications in the real world, a mobile robot should be able to oper- 
ate in uncertain and dynamic environments. Behavior-control [3] and [4] shows 
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Fig. 8: Vehicle’s view in environment 3 




Fig. 9; White line for vehicle motion 



potentialities for robot navigation in unstructured environments since it does 
not need building an exact world model and complex reasoning process. How- 
ever, before behavior-based control is used to navigate a mobile robot in the real 
world perfectly, much effort should be made to solve problems with it, such as. 







Velocity Q 



Fig. 10: A fuzzy-logic-based path following behavior 



the quantitative formulation of behavior, and the efficient coordination of con- 
flicts and competition among multiple types of behavior, and so forth. In order 
to overcome these deficiencies, some fuzzy-logic-based behavior control schemes 
have been proposed in [15] [16] [17]. In this paper, we use fuzzy logic to imple- 
ment following edge behavior to control vehicle motion. Fig. 7 shows a defined 
coordinate system in the image space, i.e., in the sensor space. The vehicle con- 
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trol system uses two inputs and two outputs. The first input signal is an angle 
<P = — Oa, which is the difference between white line orientation and 

vehicle motion direction 0a- In order to compute the vehicle motion direction 
is mapped into the sensor space. <P has a negative value in both cases in Fig. 7 
and Fig. 9. The second one is a deviation A between a vehicle’s position and 
the white line on a horizontal axis. If the vehicle is located in the right side 
of the white line, A is defined as positive, as shown in Fig. 7; otherwise, A is 
defined as negative, as shown in Fig. 9. The outputs from the control scheme 
are the control signals of a vehicle velocity 17 and a steering direction 0. The 
linguistic values, POS (positive), ZERO, NEG (negative) are defined for the 
angle <P and for the deviation A. Similarly, POS (positive), ZERO, NEG (neg- 
ative) are defined for the steering direction O, and FAST, MED (medium) and 
SLOW are defined for the velocity 17. Fig. 10 shows the defined membership 
functions for the inputs and the outputs. The rule base can be formulated based 
on our experience. The vehicle can be run fast if there is no position deviation 
between the vehicle and a white line and if angle is close to zero. Therefore the 
fuzzy control scheme should output the control signals as follows: The steering 
direction O is close to zero and the vehicle’s velocity 17 is fast. If the angle L> 
is negative and the position deviation A is positive, the vehicle could keep its 
present direction and run at a medium speed, since the position deviation could 
be reduced during vehicle motion, as shown in Fig. 7. The vehicle should run at 
a low speed if both the angle and the position deviation A are negative, as 
shown in Fig. 9. In this case, the fuzzy control scheme should generate a Slow 
speed and an opposite steering angle O to reduce <P and A. Some fuzzy rules 
from the rule base are listed below, in order to explain, at least in principle, how 
the path following behavior is realized: 

Rule 1: IF {A is ZERO and ^ is ZERO) THEN (17 is FAST and O is ZERO) 

Rule 2: IF {A is NEG and <P is POS) THEN (17 is MED and O is NEG) 

Rule 3: IF {A is NEG and <P is NEG) THEN (17 is SLOW and O is POS) 

Rule 4: 

6 Road Edges Extraction by Fuzzy Reasoning 

Extraction of road edges is another important issue for vehicle motion in un- 
structured roads. Basically, it is more difficult to detect road edges than to 
extract white line marks due to environment changes. For example, there are 
a lot of tree shadows on the street in Fig. 6 due to strong solar illumination. 
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Fig.ll: Edge extraction by fuzzy reasoning 

In this section, we discuss a new method for extraction of road edges based on 
fuzzy reasoning in three steps: Firstly, we detect edges in a given direction by 
a fuzzy edge detector; secondly, special knowledge about roads represented by 
fuzzy sets is integrated into the rule base of the fuzzy edge detector; thirdly, a 
fuzzy threshold algorithm is applied to segment road edges. In [12], the idea of 
detecting edges by fuzzy inference in order to classify every pixel in an image 
into white or black has been proposed. In order to decide if a pixel belongs to 
a border region or to a uniform region, luminance differences between the pixel 
and its neighboring ones are computed, as shown in Fig. 11(a). If a pixel meets 
one of the following conditions, it should be black, i.e., it belongs to a border 
region. Otherwise, the pixel should be white, i.e., it belongs to a uniform re- 
gion. In [12], the membership functions of the inputs are defined by triangular 
functions with peaks at Dif_Lum{i) = Lq and Dif^Lum{i) = —Lq, as shown 
by the dotted lines in Fig. 11(b). Using these types of membership functions, 
the maximum degree fJ-(Lo) = ^(—Lq) = 1. In the other word, the luminance 
difference Dif_Lum{i) = Lq (or Dif _Lum{i) = —Lq) contributes the strongest 
weight to the white color (or the black color). In our study, we note that instead 
of luminance difference equal to Lq (or —Lq), the luminance differences being 
larger than Lq (or smaller than —Lq) do contribute the strongest weight to the 
white color (or the black color). Therefore, we replace the triangular membership 
functions by the trapezoidal membership functions, as shown by the solid line 
in Fig. 11(b). The value Lq could be determined by the average value of all lu- 
minance differences. Fig. 11(b) also shows the membership functions of outputs. 
All rules shown in Fig. 11(c) are listed below: 
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Rule Al: IF Dif_Lum{l) is NEG and Dif _Lum{2) is NEG and Dif_Lum{3) 
is NEG and Dif.Lum{b) is POS and Dif_Lum{6) is POS and Dif.Lum{7) 
is POS THEN Lum{Q) is BLACK 

Rule A2: IF DifNum{5) is NEG and Dif_Lum{6) is NEG and DifNum{7) 
is NEG and Dif .Lum{l) is POS and Dif_Lum{2) is POS and Dif.Lumls) 
is POS THEN Lum{Q) is BLACK 

Rule A3: IF DifNum{l) is NEG and Dif_Lum{7) is NEG and DifNum{8) 
is NEG and Dif .Lum{3) is POS and Dif_Lum{4) is POS and Dif.Lumlb) 
is POS THEN Lum{Q) is BLACK 

Rule A4: IF Dif_Lum{3) is NEG and Dif _Lum{4) is NEG and DifNum{5) 
is NEG and Dif.Lum{l) is POS and Dif_Lum{7) is POS and Dif.Lum{8) 
is POS THEN Lum{Q) is BLACK 

Rule A5: IF Dif Num{4) is NEG and Dif_Lum{5) is NEG and DifNum{6) 
is NEG and Dif.Lum{l) is POS and Dif_Lum{2) is POS and Dif.Lum{8) 
is POS THEN Lum{Q) is BLACK 

Rule A6: IF DifNum{l) is NEG and Dif _Lum{2) is NEG and DifNum{8) 
is NEG and Dif.Lum{47) is POS and Dif_Lum{5) is POS and Dif.Lum{6) 
is POS THEN Lum{Q) is BLACK 

Rule A7: IF DifNum{6) is NEG and Dif_Lum{7) is NEG and Dif Num{8) 
is NEG and Dif.Lum{2) is POS and Dif_Lum{3) is POS and Dif.Lum{‘i) 
is POS THEN Lum{Q) is BLACK 

Rule A8: IF Dif_Lum{2) is NEG and Dif_Lum{3) is NEG and Dif Num{A) 
is NEG and Dif.Lum{6) is POS and Dif_Lum{7) is POS and Dif.Lum{8) 
is POS THEN Lum{Q) is BLACK 

where DifNum{i) is the luminance differences between the pixel and its neigh- 
boring pixels, which could be a positive or negative value in [—255, 255]. Fig. 12 
illustrates how to compute the black color strength of the pixel, Wt, using Rule 
A8. First, the luminance differences between the pixel with its neighboring pixels 
1, 2, 4, 5, 6 and 8, are computed and are denoted by, Lurri-Dif{l), LumJJif{2), 
Lum-Dif{4), LumJJif{5), LumJJif{6), and LumJJif{8). Then, LumJJif{l), 
Luni-Dif{2), and Lum-Dif{8) are fuzzified using the membership functions, 
NEG (negative), to get their membership degrees ^(1), ^^(2), /x(8), respectively, 
shown in Fig. 12(a); while Lum-Dif{4), LumJDif(S), Lum-Dif{6) are fuzzi- 
fied by the membership functions, POS (positive), ^(4), /x(5), /x(6), respectively, 
shown in Fig. 12(b). The black color strength of Rule A8, w(l), is computed by 
w{8) = (^(1) -|-/r(2) -1-^(8) -|-/r(4) -1-^(5) -|-/r(6))/6. Obviously, the more negative 
all Lum-Dif{\), Lum-Dif{2), and Lum-Dif{8) are and the more positive all 
Lum-Dif{4:), Lum-Dif{5), Lurri-Dif{6) are, the bigger the weight value, w(l), 
of the black color is. For each rule, Ai (1=1,. ..8), the fuzzy reasoning outputs its 
correspond weight w{i). Then, we can get Wt and We by Wt = max{w{i)} and 
We = 7 — Wt- The last step, the luminance of the pixel, Lum{Q), is computed by 
centroid defuzzification based on wt and We- 

Each rule produces a different weight based on edge direction. For example. Rule 
Al and Rule A2 produce the maximal weight to detect any vertical edge; 

while Rule A3 and Rule A4 produce the maximal weight to detect any 
horizontal edge. Fig. 13(a) shows how the image is processed by all rules. The 
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Fig. 12: Image processing by fuzzy reasoning 



images in Fig. 13(b) and 13(c) are generated by the vertical and horizontal 
rules, respectively. This characteristic can be used to strengthen road edges by 
activating the corresponding rules according to their orientations. For example, 
we only use Rule A5 and Rule A6 to detect edges in Fig. 6 since the right road 
edge in the image is orientated in the related direction. The image in Fig. 14 
shows that the road edge is really stronger than others. 

The second technique used in road edge extraction is to integrate some special 
knowledge represented by fuzzy sets into the rule base of the fuzzy edge detector. 
In doing this, we propose the following strategies: 

IF a pixel belongs to a border region and it is close to a feature 
THEN make it black 
ELSE make it white 

IF a pixel belongs to a uniform region and it is close to a feature 
THEN make it white 
ELSE make it black 

Features in our context means road edge segments in an image. In order to build 
a membership function of a road edge, its initial points on the road edge have 
to be determined. Before the vehicle starts to move the membership function of 
road edges has to be adjusted to indicate the image region representing the road 
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(a): Alle edge detecion 




(b): Vertical edge detection (c): Horizontal edge detection 



Fig. 13: Edge detection by fuzzy reasoning 



border; the region is defined by interactively pointing to several points of the 
road edges. For example, Fig. 15 shows the membership function for extraction 
of road edges. The parameter dp is the shortest distance of a pixel P to the 
edge template Tg. On the basis of this membership function, a weight w{dp) 
is computed by the shortest distance. When the vehicle moves, it determines 
whether a pixel P in an image belongs to a road edge by the following algorithm: 

Step 1: Compute luminance differences of the pixel P, Lurri-Dif{i) {i = 1, ..., 8) 
and its neighboring pixels; 




Vision-Based Behavior Control of Autonomous Systems by Fuzzy Reasoning 323 




Fig.l4: Road extraction step 1 




Step 2: Based on defined membership functions, fuzzify the luminance differ- 
ences Lum-Dif{i) {i = according to THEN-RULES to obtain w{i) 

(t=l,...,8); 

Step 3: Determine initial points of an edge template according to the last pro- 
cessed image. 

Step J^: Compute the shortest distance dp of the pixel P to the edge template 
and compute a weight w{dp) based on the defined membership function in 
Fig. 14; 

Step 5: Compute Wt = max{w{i),w{dp)) the strengths of THEN-RULES and 
ELSE-RULES by MIN-MAX inference; 

Step 6: Classify the pixel under consideration into white or black by the centroid 
defuzzification . 

Fig. 16 shows an image that has been processed by this algorithm. It is very clear, 
that the region where the road edge is located is strengthened. The last step is 
to segment road edges by the fuzzy thresholding algorithm as follows: Firstly, we 
select all pixels whose weight Wt is greater than alpha < 1. Secondly, we calculate 
their mean value e and standard deviation cr. Thirdly, we use rj = e — a as & 
threshold to binarize the image, i.e., if the gray level of a pixel is greater than 
rj, this pixel is classified as black, and otherwise this pixel is classified as white. 
Fig. 17 shows a right road edge which has been extracted from the environment 
in Fig. 6. It can be seen that shades of trees and other noise have been removed, 
i.e., the extracted edge can be used for vehicle motion control. In order to extract 
road edges on both sides in Fig. 2, we activate Rule A5, Rule A6, Rule A7 
and Rule A8. Fig. 18 shows the extraction of road edges in Fig. 2. 





324 



Wei Li et al. 




(a): Road extraction 



Sex (b): Extracted road edge 



Fig. 18: Road edge detection by fuzzy reasoning 



7 Conclusion 

This paper presents new methods for recognizing landmarks by fuzzy threshold- 
ing and fuzzy edge detection. Based on fuzzy image segmentation, we generate 
paths in a sensor space and define the path following behavior to control vehicle 
motion in out-door environments. One of the advantages of representing road 
edges by using fuzzy sets, is that it is not necessary to acquire exact knowledge 
about roads. The proposed methods are robust with respect to noise and to 
illumination conditions. 
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